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1	Opening of the meeting
3GPP TSG CT Chair Mr. Peter Schmitt (Huawei / CCSA) opened the meeting on Monday 11th December 2023 at 09:00. 
Vice Chairmen of the meeting were: 
- Mr Atle Monrad(Vice Chair, InterDigital Comm./ ATIS),
- Mr Long Biao (Vice Chair, China Telecom Corporation Ltd. / CCSA) (Mr Ming Aii supported this meeting remotely)
- Mr ChenHo Chin  (Vice Chair, OPPO / ETSI). 
- ETSI/MCC support was provided by Mr Kimmo Kymalainen. 
The chairman reminded the delegates that they should sign the participation register on-line, and should print and wear their badges. 
Delegates were reminded of the fair network use rules established by the PCG:
1. Users shall not use the network to engage in illegal activities. This includes activities such as copyright violation, hacking, espionage or any other activity that may be prohibited by local laws.
2. Users shall not engage in non-work related activities that are consume excessive bandwidth or cause significant degradation of the performance of the network.
[bookmark: _Toc153451038]1.1	Welcome speech
On behalf of the host, Mr Andrew Howell welcomed the delegates to Edinburgh, U.K. He explained arrangements and wished TSG CT a successful meeting in Edinburgh.
[bookmark: _Toc153451039]1.2	IPR Declarations
The attention of the delegates to the meeting of this Technical Specification Group is drawn to the fact that 3GPP Individual Members have the obligation under the IPR Policies of their respective Organizational Partners to inform their respective Organizational Partners of Essential IPRs they become aware of. 
The delegates are asked to take note that they are thereby invited:
-	to investigate whether their organization or any other organization owns IPRs which were, or were likely to become Essential in respect of the work of 3GPP. 
-	to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms
[bookmark: _Toc153451040]1.3	Antitrust declarations
TSG CT Chair made also antitrust declaration:
I also draw your attention to the fact that 3GPP activities are subject to antitrust and competition laws and that compliance with said laws is therefore required of any participant of this TSG/WG meeting including the Chairman and Vice Chairman. In case of question I recommend that you contact your legal counsel.
The present meeting will be conducted with strict impartiality and in the interests of 3GPP.
Furthermore, I would like to remind you that timely submission of work items in advance of TSG/WG meetings is important to allow for full and fair consideration of such matters.
[bookmark: _Toc153451041]2	Approval of the agenda and registration of new documents
CP-233001	Proposed Agenda
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233002	CT Plenary Guidances
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233003	Updated Agenda
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233004	Proposed allocation of documents to agenda items
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233005	Allocation of documents to agenda items: status on Monday morning
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233006	Allocation of documents to agenda items: status after Monday
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233007	Allocation of documents to agenda items: status after Tuesday
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
CP-233008	Allocation of documents to agenda items: status After CT Plenary
					Type: agenda		For: Information
					Source: CT Chair
Decision: 		The document was noted.
[bookmark: _Toc153451042]3	Reports
CP-233009	IETF status report
					Type: report		For: Information
					Source: CT Chair
Abstract: 
IETF-3GPP Coordination meeting
•	Last: @IETF#118 (Prague)
•	2023, November 6, 11:45 - 12:45 (CET)(remote access provided)
•	With CT chair, IETF liaison, IESG members, IAB members, WG chairs and delegates. About 25 attendees
•	LSs exchanged smoothly
•	Recommend IETG WG chairs continue to work with Charles and Peter to post LSs
•	Remaining dependencies (about 7) under control
•	Next: @IETF#119 (Brisbane, AUS)
•	Will be held on 2024, March 18 (same week as CT/SA#103)
•	Remote access will be provided
IETF - 3GPP IAB group
•	Created in April 2023, similar to the IETF-IEEE IAB group
•	Group description
•	The purpose of this group is to support coordination activities between IETF and 3GPP as documented in RFC 3113. 
•	Led jointly by the 3GPP and IETF liaison managers 
•	No fixed membership but participation from relevant IETF Area Directors, IETF WG Chairs, 3GPP WG Chairs, and document authors/editors is encouraged.
•	See: https://datatracker.ietf.org/group/ietf3gpp/about/ 
•	Action Points:
•	Update the dependency list tool or create a new one (with IETF support)
•	Update RFC 3113: "3GPP-IETF Standardization Collaboration" (2001)
3GPP SA3 and RAN3 -> IETF TSVWG
•	Reply LS on DTLS for SCTP (2023/08/21) from SA3 
•	Reply LS on DTLS for SCTP next steps and request for input (2023/08/30) from RAN 3
•	Both in response to DTLS for SCTP next steps and request for input  (2023/08/04)
•	TSVWG lists architectural and security requirements TSVWG has taken into consideration towards developing a solution and asks if interpretation of requirements is correct, if 3GPP has preference or feedback on proposed solutions, and encourages participation in interim TSVWG meeting September 19.
•	Feedback from SA3:
•	TSVWG’s interpretation of security requirements is correct – they are generic best-practice properties of a security protocol.
•	Solution (ii) preferred because it appears to have lower implementation effort
•	Feedback from RAN3:
•	RAN3 does not want to limit the maximum message size of application protocols. For this reason, any solution with a limit on message size will not meet RAN3 requirements
•	SCTP implementations are not discussed in RAN3
•	TSVWG design team to set requirements for DTLS/SCTP
•	Establish design goals and security requirements to scope the new specification
•	Produce a short-lived draft to capture results, present and refine at IETF 118
•	LS will be sent once a solution has been identified and is specified in enough detail to be reviewed
3GPP SA5 -> NETMOD
•	LS on need for modeling isInvariant and SystemCreated in YANG (2023/03/09)
•	3GPP Requirements
•	Solution to represent isInvariant and SystemCreated properties in YANG statements is needed to support 3GPP stage3 YANG data models
•	Views draft-ma-netmod-immutable-flag as a potential solution
•	Discussed in NETMOD at IETF 117
•	WG adoption poll for draft-ma-netmod-immutable-flag-08 completed with mixed opinions
•	More discussion in NETMOD at IETF 118 based on draft-ma-netmod-immutable-flag-09 posted (2023/10/21)
•	Concerns immutable flags break YANG architecture
•	Looking for a compromise that addresses 3GPP requirements without negative impact to YANG architecture
IETF->3GPP
•	LS on a Framework for Network Slices in Networks Built from IETF Technologies (10/23)
•	IETF Traffic Engineering Architecture and Signaling Working Group (teas) informs about drafts under development in the WG and ask  SA2, SA3, SA5, RAN3 for feedback
•	RAN3 point of view this depends on implementation and it is an interaction with transport layer, people can check. The LS was noted.
•	 The LS is noted without any action during the November meetings by SA2 , SA3 and SA5
IANA assignment request handling
•	Triggered by review of Rel-17 specifications :
•	A lot of IANA assignment requests have been done
•	Any IANA assignment request must be indicated to the IETF liaison
•	Template for IANA assignment request as an Appendix included in the 3GPP spec requiring the assignment
•	To track the requests MCC has created a web page:
IANA Pending Request Registry
Published RFCs
•	Additional OAuth Parameters for Authorization in Constrained Environments (ACE), RFC 9201
•	Was IETF draft: draft-ietf-ace-oauth-params-16
•	Published 08/2022
•	Next step:  CRs to 33.434
•	Datagram Transport Layer Security (DTLS) Profile for Authentication and Authorization for Constrained Environments (ACE) RFC 9202
•	Was IETF draft: draft-ietf-ace-dtls-authorize-18.
•	Published 08/2022
•	Next step:   CRs to 33.434
•	The Object Security for Constrained RESTful Environments (OSCORE) Profile of the Authentication and Authorization for Constrained Environments (ACE) Framework, RFC 9203
•	Was IETF draft: draft-ietf-ace-oscore-profile-19
•	Published 08/2022
•	Next step:   CRs to 33.434
•	Handling of Identity Header Errors for Secure Telephone Identity Revisited (STIR), RFC 9410		
•	Published 07/2023
•	CRs to 24.229 and 29.165 approved
•	Extension of the Datagram Transport Layer Security (DTLS) RFC 9430
•	Published 07/2023
•	Next step:
•	CR to 33.434
Drafts in RFC Editor queue
•	draft-ietf-stir-passport-rcd-26
•	Title: PASSporT Extension for Rich Call Data
•	Last update: 06/2023
•	Next steps: Publish as Proposed Standard RFC, CRs to 33.127 and 33.128
•	draft-ietf-stir-messaging-08
•	Title: Messaging Use Cases and Extensions for STIR 
•	Last update: 08/2023
•	Next steps: Publish as Proposed Standard RFC, CRs to 33.127
•	!!! WARNING !!! Wrong draft reference in 33.127
•	IETF draft-ietf-stir-passport-messaging-00, "Messaging Use Cases and Extensions for STIR".
Drafts under IESG review
•	draft-ietf-detnet-yang-18
•	Title: Deterministic Networking (DetNet) YANG Model
•	Last update: 07/2023, addressing AD evaluation and feedback 
•	Is in state IESG last call 
•	Next step:
•	Publish as Proposed Standard RFC 
•	CRs to 23.501, 23.503 and 29.565	
Active WG document
•	draft-ietf-quic-multipath
•	Title: Multipath Extension for QUIC
•	Status: WG document, draft-ietf-quic-multipath-06 posted 10/2023
•	Next step: WG review, IESG review, RFC publication, SA2 CR to 23.501
•	draft-boro-opsawg-teas-attachment-circuit		
•	Title: YANG Data Models for 'Attachment Circuits'-as-a-Service (ACaaS)
•	Status: draft-boro-opsawg-teas-attachment-circuit-07 posted 07/2023
	Changed to: draft-ietf-opsawg-teas-attachment-circuit-03 posted 12/23
•	Next steps: WG adoption updates, IESG review, RFC publication, SA5 CR to 28.541
•	draft-jesske-update-p-visited-network	
•	Title: Update to P-Visited-Network-ID in SIP Requests and Responses
•	Agreement to handle within SIPCORE at IETF 116 coordination meeting
•	Status: Completed WGLC, agreement that best to deal with this as an update to RFC 7969
•	Next steps: draft-ietf-siprcore-rfc7969bis to be posted, additional WG review, IESG review, RFC publication, CT1 CR to 24.229
Individual submissions
•	draft-schwarz-mmusic-sdp-for-gw
•	Last update: draft-schwarz-mmusic-sdp-for-gw-05, posted 05/2016, expired
•	Next step: Still to be reactivated, published RFC, CT4 CR to 23.334 and 29.334
•	Action Point: Nobody seems  to be realy interested in the topic. In principle the draft is mainly aiming to register “UDP/DTLS” as a "m="-line “proto” codepoint for SDP. Some delegates are working now on a way forward. 
Any Other Business
Reminder
•	To allow tracing of all IETF drafts referenced in 3GPP specifications
•	IETF  dependencies newly introduced in a 3GPP specification should be reported  to the workplan manager by the  3GPP WG chairs.
•	IETF Coordinator  will trace the progress of the IETF draft
•	The workplan mangare will add a line to the workplan for each IETF draft.
•	The workplan manager will mark the task as completed once the IETF draft becomes an RFC and the RFC is referenced in the 3GPP TS
Discussion: 
CT Chair reminded WGs Chairs to report to CT Work Plan coordinator, Dongwook/MCC, when a new dependency to IETF+draft is introduced by the WG.
IETF contact person will track the dependencies and inform MCC Work Plan Manager and WGs when a RFC is published.
Decision: 		The document was noted.
CP-233010	Previous TSG CT meeting report for approval
					Type: report		For: Approval
					Source: MCC
Decision: 		The document was approved.
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CP-233311	LS on Metaverse Standards Forum (MSF)
					Type: LS in		For: Discussion
					Original outgoing LS: S4-231082, to 3GPP SA1, SA, 3GPP RAN, 3GPP CT, cc -
					Source: SA4
(Replaces CP-232248)
Discussion: 
CT1, CT3, CT4 and CT6 clarified that there is no action currently needed.
Deutche Telekom clarified that there are no action for CT Plenary since one 3GPP presentative is needed, Current presentative is SA4 Chair.
TSG CT Chair will inform CT discussion in TSG CT#102 Status Report.
Decision: 		The document was noted.
CP-233308	LS on 3GPP related Metaverse specifications and activities
					Type: LS in		For: Information
					Original outgoing LS: SP-230741, to Metaverse Standards Forum (MSF), cc 3GPP SA1, 3GPP SA4, 3GPP RAN, 3GPP CT
					Source: TSG SA
(Replaces CP-232252)
Abstract: 
3GPP SA would like to inform the Metaverse Standards Forum about the following:
-	3GPP applied as a “pre-qualified organizations and groups (POGs)” to the MSF Standards Register. We would like to thank MSF for having accepted this application.
-	The Metaverse Standards Forum was added to the list of bodies with which 3GPP is exchanging Liaisons (see https://www.3gpp.org/about-us/liaisons-statements).
-	3GPP SA agreed that from now onwards, M. Frédéric Gabin (current SA4 chair) will act as liaison officer between 3GPP and MSF and will coordinate any required information exchange and communication between 3GPP Working Groups and MSF. In particular, the liaison officer will be responsible to submit 3GPP agreed information to the Metaverse Standards Register (MSR) on any 3GPP standards-related publications and projects (SPPs) relevant to Metaverse interoperability.
Discussion: 
CT1, CT3, CT4 and CT6 clarified that there is no action needed.
Decision: 		The document was noted.
CP-233084	Elaborated LS reply to S3-234350 on Roaming Hub requirements as applicable to the Modified PRINS solution
					Type: LS in		For: Discussion
					Original outgoing LS: 5GMRR Doc 45_13r7, to 3GPP SA3, cc SA, SA1, CT, CT4
					Source: GSMA NG 5GMRR
Abstract: 
GSMA NG 5GMRR kindly requests 3GPP SA3:
1.	To take the above GSMA definition for Roaming Hub into consideration as part of their work in TS 33.501.
2.	On the topic of Modified PRINS as defined by 3GPP TS 33.501 for Roaming Hub by GSMA NG 5GMRR, we would like to highlight 3GPP SA3 to support the following requirements:
a.	The RH shall have the ability to intervene in roaming data sessions at any time, in order to limit roaming data usage by limiting throughput and/or stopping ongoing data sessions as agreed with the client HPMN. This ability to intervene requires anchoring the media in this intermediary.
b.	All N32 messages between client MNOs are transferred via the RH. This shall include the ability for the RH to prevent the establishment of, and the termination of N32-c and N32-f connections, for example if this is required due to contractual reasons.
Discussion: 
For Information to CT.
Proposed treatment: Note
NTT DOCOMO clarified that SA3 and CT4 have covered some of the issues with CRs. Open issues will be covered in next CT4 PRINS conference call.
CT4 Chair commented that if there are more stage 2 requirements CT4 may have problems to cover this in Rel-18 timeframe.
CT Plenary requested CT4 to discuss during PRINS conference call is further action from SA2 is needed. If yes, LS should be drafted and discussed in next CT4 WG meeting. CT Chair will report this in TSG CT status report.
Decision: 		The document was noted.
CP-233085	Elaborated LS reply to S3-234350 on IPX Service Hub requirements as applicable to the Modified PRINS solution
					Type: LS in		For: Information
					Original outgoing LS: 5GMRR Doc 45_14r7, to SA3, cc SA, SA1, SA2, CT, CT4
					Source: GSMA NG 5GMRR
Abstract: 
GSMA NG 5GMRR would like to request 3GPP SA3:
1.	Include definitions for IPX Service Hub and IPX Provider into consideration as part of their work on TS 33.501.
2.	On the topic of Modified PRINS as defined by 3GPP TS 33.501 for IPX Service Hub by GSMA NG 5GMRR, we would like to highlight 3GPP SA3 to support the following requirements:
a.	The IPX Service Hub shall have the ability to intervene in roaming data sessions at any time, in order to limit roaming data usage by limiting throughput and/or stopping ongoing data sessions as agreed with the client HPMN. This ability to intervene requires anchoring the media in this intermediary.
b.	For the purposes of scalability and simplification, and without undermining security objectives, the IPX Service Hub shall be able to aggregate N32 signalling traffic and use common identities like FQDN and IP addresses.
Discussion: 
For Information to CT.
Proposed treatment: Note
Decision: 		The document was noted.
CP-233086	Reply LS on CAPIF extensibility
					Type: LS in		For: Information
					Original outgoing LS: C3-235619, to SA6, SA3, cc SA, CT, ETSI ISG MEC
					Source: CT3
Abstract: 
CT3 thanks SA6 and SA3 on the work carried out on CAPIF alignment with ETSI ISG MEG.
CT3 would like to inform SA6 and SA3 that CT3 progressed on the definition of the related stage 3 work by supporting the extensibility of query parameters via the attached agreed CRs to the concerned specifications.
Decision: 		The document was noted.
CP-233087	LS on String based Charging Identifier over SBI
					Type: LS in		For: Information
					Original outgoing LS: C4-234657, to SA5, CT3, cc CT
					Source: CT4
Abstract: 
CT4 thanks SA5 for their Reply LS (C4-233090/S5-234452) which confirmed that the proposed common data type definition of String Based Charging Identifier is in-line with SA5 requirements. 
CT4 has discussed and decided to support the String based Charging Identifier from Rel-18 onwards, considering the complexity with mixed deployments and the FASMO criteria.
CT4 has agreed the attached 29.571 CR0468 (Rel-18) defining the new common data type SMF Charging Identifier. This common data type should be used consistently in all SBI interfaces (e.g. PDUSession, CHF API and PCF APIs).
CT4 has also agreed the attached 29.502 CR0714 (Rel-18) defining the support of SMF Charging Identifier. An informative Annex on the principles of using the Charging Identifier and SMF Charging Identifier is also included in the CR.
Discussion: 
For Information to CT.
Proposed treatment: Note
Decision: 		The document was noted.
CP-233088	LS on modifications for PRINS middle box
					Type: LS in		For: Information
					Original outgoing LS: C4-234666, to SA3, cc SA, SA1, GSMA NG 5GMRR, CT
					Source: CT4
Abstract: 
CT4 would like to thank SA for the LS on "Reply LS on Roaming Hubs" in C4-234380 / SP-231203.
CT4 is positively willing to start the stage 3 protocol work to support the requirement defined by the Roaming5G work item, and CT4 is planning to have it approved in Rel-18 by March 2024. 
And CT4 kindly requests SA3 to finalize the corresponding stage2 by December 2023.
Discussion: 
For Information to CT.
Proposed treatment: Note
Nokia requested clarification is SA3 work was completed in November meeting.
NTT DOCOMO clarified that based on current situation SA3 has finalyzed work in this topic.
Decision: 		The document was noted.
CP-233089	Reply LS on including Source and Destination Interface Type for Indirect DL Data Forwarding Tunnel related N4 requests
					Type: LS in		For: Information
					Original outgoing LS: C4-235681, to SA3-LI, cc SA3, CT
					Source: CT4
Abstract: 
CT4 thanks SA3-LI for their LS on including Source and Destination Interface Type for Indirect DL Data Forwarding Tunnel related N4 requests.
Discussion: 
For Information to CT.
Proposed treatment: Note
Decision: 		The document was noted.
CP-233090	NGMN Liaison Statement to 3GPP regarding a new NGMN Board 6G Publication
					Type: LS in		For: Discussion
					Original outgoing LS: LS to 3GPP 6GPS V1, to 3GPP PCG, 3GPP OP, 3GPP TSG RAN, 3GPP TSG CT and 3GPP TSG SA, cc -
					Source: Next Generation Mobile Networks Alliance [NGMN]
Abstract: 
6G publication entitled “6G Position Statement: An Operator View”, available at https://www.ngmn.org/wpcontent/
uploads/NGMN_6G_Position_Statement.pdf. This NGMN Board publication
describes how the industry needs to transform the way new technology generations are
introduced taking a proactive stance and emphasising the need for a graceful evolution
towards 6G.
The publication provides comprehensive guidance across several key requirements and
design principles, including network simplification, absolute energy reduction, network
AI transformation and predictive network management, safe and resilient
infrastructure, global 6G standards, software upgrade to 6G, no intrinsic need for
hardware refresh, no compromise to existing services (Voice) and access across mobile,
fixed and non-terrestrial networks.
NGMN encourages 3GPP members to review the Position Statement and take it into
consideration for development of 3GPP standards towards 6G. NGMN Board
members will make themselves available for further explanation offline upon
request.
We look forward to continuing to work closely with 3GPP in the future.
Decision: 		The document was noted.
CP-233091	Reply LS on requirements for slice-based PLMN selection
					Type: LS in		For: Information
					Original outgoing LS: S1-233272, to CT1, cc SA2, CT, SA
					Source: SA1
Abstract: 
SA WG1 thank CT WG1 for their LS S1-233012 asking SA1 for clarification and guidance with regards to the requirement related to slice-based PLMN selection as defined in 3GPP TS 22.261 as follows:
For a roaming UE activating a service/application requiring a network slice not offered by the serving network but available in the area from other network(s), the HPLMN shall be able to provide the UE with prioritization information of the VPLMNs with which the UE may register for the network slice.
SA1 has agreed to remove the requirement in Rel. 18 and will coordinate with CT1 about any future service requirements on this topic.
Discussion: 
Proposed treatment: the related WID needs to be stopped related work already  done needs to be reverted (CP-233181).
CT can note this LS.
Decision: 		The document was noted.
CP-233092	LS on Invitation to update the information in the IMT-2020 and beyond roadmap
					Type: LS in		For: Discussion
					Original outgoing LS: sp17-jca-imt2020-oLS-00014, to All ITU-T Study Groups, ITU-R SG5 and ITU-D SG2, 3GPP (Core Network and Terminals, RAN, Service and System Aspects), Broadband Forum, ETSI (ISG MEC, ISG NFV, Millimetre Wave Transmission), GSMA (Network 2020), IEEE 802.1, IEEE Future Networks Initiat, cc -
					Source: ITU JCA-IMT2020
Abstract: 
ITU-JCA ask for latest updates on 5G activities.
Discussion: 
It was seen there are no action to 3GPP.
LS was noted.
Decision: 		The document was noted.
CP-233093	LS on the initiation of a new work item on draft Supplement ITU-T Y.Sup.VFS “Functional architecture of connected vehicle formation supporting based on edge computing”
					Type: LS in		For: Information
					Original outgoing LS: sp17-sg20-oLS-00102, to -, cc ITU-T SG13, ITU-T SG16, 3GPP, ISO/TC204
					Source: ITU-T Study Group 20
Abstract: 
ITU-T Study Group 20 informs about a new study item they intended to start on
Decision: 		The document was noted.
[bookmark: _Toc153451045]4.2	Outgoing liaisons
[bookmark: _Toc153451046]5	Reports from TSG-CT working groups
Overall it was noted that all CT WGs work isin good shape. CT WG Chairs requested that stage 2 should be stable and new requirements should not arrive to CT WGs in this point of Rel-18. Stage 2 work should be related to existing work clarifications.
[bookmark: _Toc153451047]5.1	Reporting from TSG-CT WG1
CP-233013	CT1 Status Report
					Type: report		For: Information
					Source: CT1 Chair
Abstract: 
TSG CT WG1 Statistics
•	Number of handled documents
•	CT1#144: 1,200
•	CT1#145: 1,119
•	Agreed CRs 
•	CT1#144: Cat B/C/F:  274
•	CT1#145: Cat B/C/F:  253
•	Agreed pCRs
•	CT1#144: 92
•	CT1#145: 126
•	Attendances
•	CT1#144: 170 attended in person, ~ 3 attended remotely
•	CT1#145: 211 attended in person, ~ 8 attended remotely
•	Other information
•	CT1#144 and CT1#145 both had full scope
Release 17 Status
•	Number of Rel-17 corrections remains low
•	 21 CAT F CRs were agreed for Release 17, up from 11 in Q3’2023
•	Likely due to the fact that Q3 had only 1 meeting while Q4 had 2
•	Not an indication of decrease in Rel-17 stability 
•	 0 pCRs were agreed for Release 17
Release 18 Status
•	No new CT1-led Work Item was agreed for Rel-18
•	 Most Rel-18 Work Items are progressing well but 14 of them still have a completion rate below 75%
•	CT1 will have a January e-meeting focusing on these Work Items to progress toward on-time Rel-18 completion
•	 505 CAT F/B/C CRs and 218 pCRs agreed for Rel-18
For Information to CT
CT1 January 2024 meeting
•	 It was decided during CT1#144 to have a CT1 e-meeting in January 2024
•	 Meeting will be 5 working days long (Jan 22 to 26)
•	 Agenda will be restricted to specific Rel-18 Work Items to focus on Rel-18 completion
Representative for Metaverse
•	 CT1 discussed SA4 LS C1-237140 on Metaverse Standards Forum (MSF) and decided not to designate a representative, given that CT1 currently does not have any Metaverse-related work
.xsd file for TS 24.554
•	 CT1 extended the decision made at CT1#143 to no longer include an .xsd file for specifications having an xml schema defined within their bodies (previously only applicable to Mission Critical specifications) also to TS 24.554
For Action to CT
Stop of Rel-18 work on slice-based PLMN selection (PLMNsel_NS)
•	 Based on SA1 LS C1-239237 indicating that SA1 removed the requirement on slice-based PLMN selection from TS 22.261 for Rel-18, CT1 stopped the corresponding work at CT1#145
•	 All input documents for that Work Item were withdrawn, and CRs agreed at CT1#144 were un-agreed
•	 CT4 and CT6 were informed
•	 The Work Item was set to 100% complete
•	 A CT1 CR was agreed via email to remove the 3 CRs to TS 23.122 already approved at CT#100 and CT#101 under that Work Item
•	 CT is kindly asked to approve this CT1 CR removing the feature from TS 23.122
Rel-18 completion
•	  Certain Work Items (such as ranging_SL) for which the stage 2 was declared 100% complete in June 2023 are still seeing significant activity in stage 2
•	 This makes the stage 3 completion a moving target
•	 CT is kindly requested to ask SA to urge SA WGs to avoid late stage 2 changes for Rel-18 in Q1’2024
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Discussion: 
It was noted that some work is behind of the schedule but mainly it's because of missing stage 2 requirements.
CT is kindly requested to ask SA to urge SA WGs to avoid late stage 2 changes for Rel-18 in Q1’2024.
Decision: 		The document was noted.
CP-233014	CT1 meeting reports after previous plenary
					Type: report		For: Information
					Source: MCC
Decision: 		The document was noted.
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CP-233015	CT3 Status Report
					Type: report		For: Information
					Source: CT3 Chair
Abstract: 
TSG WG CT3 Statistics
CT3#130:
•	Number of handled documents
•	708 documents allocated
•	Agreed CRs 
•	Cat B/F : 154/98
•	Agreed pCRs
•	13
•	Attendances
•	197 registered/ 150 attendants
CT3#131:
•	Number of handled documents
•	732 documents allocated
•	Agreed CRs 
•	Cat B/F : 132/145
•	Agreed pCRs
•	13
•	Attendances
•	218 registered/ 173 attendants
Release 18 Status
•	Agreement or endorsement of new/revised Rel-18 WIDs: 
•	1 new WID (i.e. NSCALE) is agreed, depending on stage 2 requirement, it is a bit of challenging to complete the functional specifications for this newly created WI before March. 2024;
•	5 revised WIDs (i.e. EDGEAPP_Ph2, UEP18, eUEPO, TEI18_DCAMP_Ph2, TEI18_SLAMUP) are agreed;
•	11 revised WIDs (i.e. SEAL_Ph3 , 5WWC_Ph2 , V2XAPP_Ph3 , SEALDD , 5G_ProSe_Ph2 , EDGE_Ph2 , MCProtoc18 , PINAPP , PIN , NG_RTC , Ranging_SL) are endorsed.
•	A working agreement (#58) was declared on C3-234550 by the Chair in CT3#130 meeting (Oct. 2023) on CAPIF extensibility about security method, related with ETSI MEC and SA6 requirements. However, it was challenged, a voting for the working agreement was held in CT3#131 meeting (Nov. 2023), the voting result is 66.88% (103 votes in favor of the WA#58): 33.12% (51 votes not in favor of the WA#58). The WA#58 was hence overturned and CT3 discussed the issue again during CT3#131 meeting but still no agreement. C3-234550 was postponed till next meeting. A show of hands will be held in CT3#132 meeting (Jan. 2024). Please note that there is a risk that finally, nothing but implementation specific will be taken in Rel-18.
•	Rapporteurs triggerred offline coordination calls to push the progress for CT3 WIs. Progress is quite well, most of the WIs are already over 85% completion rate. Only 3 WIs are with less than 80% completion rate, i.e. SNAAPP 75%, NSCALE 15%, ADAES 40%. Few LSs are sent to stage 2 requesting further clarifications and ENs are added for the time being for further study.
•	Slides 14- 19 indicate the major CT3 progress in Q2
Release 17 Status
•	17 CRs (Cat.F) are agreed in Release 17 as essential corrections, e.g.:
•	IIoT WI: Miscellaneous Corrections for Ntsctsf_TimeSynchronization Service
•	eNA_Ph2 WI: Correcting a contradiction in the meaning of expiry
•	NBI17 WI: Resolving the remaining LOLC related ENs 
•	5MBS WI: Reduced area indication when MBS service area is larger than MB-SMF service area 
•	5GMARCH WI: Correction on the OpenAPI files
•	EVEX WI: Incorrect data type in Media Streaming Event Exposure notification
•	An LS is sent to SA3 and SA2 for further clarification under eNA_Ph2 WI on Issues related to user consent for data stored in the ADRF.
•	Corrections not considered as FASMO were moved to further releases.
Pre-Release 17 Status
•	2 CRs (Cat. F) are agreed in Release 15 as essential corrections, e.g.:
•	5GS_Ph1-CT WI: Corrections on attribute names of SM Policy Data.
•	1 CR (Cat. F) is agreed in Release 16 as essential corrections:
•	ATSSS WI:  Corrections attribute name for Access Network Gateway Address
•	Corrections not considered as FASMO were moved to further releases.
For Information to CT
•	CT3 work focused on:
•	Completion of Rel-18 normative work, the release takes a great proportion (around 94%) of the total documents.  
•	Essential corrections on Release 17/16/15 specifications.
•	CT3 will hold 3-day CT3#132 meeting from 22nd to 24th Jan. 2024, only focus on the following WIs which are with controversial issues or risk for frozen on time:
•	NBI18: only discuss about the CAPIF extensibility on security method. A show of hands will be held in CT3#132 meeting
•	ADAES: 40% completion rate now, some APIs need to be defined
•	NSCALE: 15% completion rate now, some APIs need to be defined
•	XRM: 85% completion rate now, some controversial issues need to be defined
•	EDGEAPP_Ph2: 80% completion rate now, some controversial issues need to be defined
For Action to CT
•	Approval of new/revised Rel-18 WIDs led by CT3. The new CT3-leading WID CP-233113 is further revised to CP-233293 by only including more supporting companies. 
•	Approval of company CRs as the revisions of agreed CRs in CT3#130 and CT3#131 meetings. Those CRs are submitted to solve the issues related to the OpenAPI errors identified by the Rapporteurs.  All the documents are discussed in CT3 reflector already and can be agreed in the Plenary.
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Discussion: 
It was noted that some work is behind of the schedule but mainly it's because of missing stage 2 requirements.
Decision: 		The document was noted.
CP-233016	CT3 meeting reports after previous plenary
					Type: report		For: Information
					Source: MCC
Decision: 		The document was noted.
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CP-233017	CT4 Status Report
					Type: report		For: Information
					Source: CT4 Chair
Abstract: 
TSG WG CT4 Statistics
•	Number of handled documents
•	CT4#118: 667
•	CT4#119: 701
•	Agreed CRs 
•	CT4#118: 229  94 (B), 118 (F/D), 17 (A) 
•	CT4#119: 255  78 (B), 156 (F/D),  21 (A) 
•	Agreed pCRs
•	CT4#118: 16    6 (29.175), 6 (29.176), 2 (29.585), 2 (29.866)
•	CT4#119: 35    7 (29.175), 3 (29.176), 9 (29.585), 3 (29.857), 2 (29.866), 8 (29.abc), 3 (29.xyz)
•	Attendances
•	CT4#118: 147/188 (F2F) ,  0/18 (online)
•	CT4#119:  170/190 (F2F) ,  0/19 (online)
Other information 
•	some statistics
•	In Meeting rooms  we  had 10 to 40 delegates depending on the topic.
•	Up to 5 delegates followed the  CT4 meeting using Microsoft Teams
•	CT4#118 was 5 days long
•	CT4#119 was 5 days long
Work Plan Highlightings
•	FS_RedInfExp_SBI
•	The remaining work is to evaluation the solutions and make conclusions
•	NRFe
•	New resource/reuse of existing resource for shared data
•	Extensibility to allow sharing of data at deep profile level
•	Allow Configuration of shared data at NRFs
•	Clarify Configuration aspects of shared data in NFs
•	Clarify sharing of data across NFs not belonging to an NF set
•	ShDatID_H
•	Agreement has not been reached on a general solution for all the shared data sets
•	eMCSMI_IRail
•	No contributions have been submitted yet. Companies of interest is highly encouraged to contribute to this WI next meeting.
•	NSCALE
•	The work item was newly created in Nov. meeting. The identified CT4 work is not extensive.
•	PLMNsel_NS
•	The work item is stopped. See slide 23
Overall Rel-16 
•	4 essential corrections were agreed for Rel-16
•	All CRs are agreed by consensus and we agreed that they fulfill FASMO criteria.
Overall Rel-17 
•	45 CAT F CRs were agreed for Rel-17
•	The corrections were in the area of the following WIs:
•	5G_ProSe, 5MBS, MINT, eNS_Ph2, RPCPSET, 5GSAT_ARCH-CT, eCPSOR_CON , IoT_SAT_ARCH_EPS
Overall Rel-18 
•	172 CAT B CRs were agreed for Rel-18
•	274 CAT F/D CRs were agreed for Rel-18
•	51 pRs were agreed for Rel-18
•	Rel-18 work in CT4 is mainly going on schedule, while some of the WIs are behind schedule
For Information to CT
•	PRINS modification work (corresponding to 'Roaming5G' in stage2) is smoothly proceeding in CT4
•	7 CRs got agreed on CT4#119 meeting, covering: 
•	general description on support of RI
•	new error code definition
•	error determined upon receipt of an N32-f request/response
•	applicative error upon receipt of an N32-f request
•	rejection of N32 connection establishment on RI
•	Aiming to complete the work in 2024Q1, given there is no significant change in stage2
•	 A CR (29.531CR0177, see C4-235615) was submitted against Rel-15, to fix an error in the pattern of AMF set ID. CT4 agreed this is an essential correction which shall go back to Rel-15.
•	CT4 has agreed 29.244CR0782 (see C4-235547)as requested by SA3-LI in their LS in C4-235051. If SA3#91-LI-e-b meeting decides to change the requirement, CT4 will align accordingly.
•	 CT4 was informed the WI PLMNsel_NS (led by CT1) has been stopped, thus the corresponding work in CT4 is marked as “completed”. There has only one CR (see C4-234572) been agreed on this WI (agreed on CT4#118 meeting, October), it is not sent to this plenary for approval as consequence. 
•	 There are 38 CRs agreed with dependency on SA2. 
For Action to CT
•	CT is requested to report the current status of CT4 work on PRINS modification (corresponding to 'Roaming5G' in stage2), and ask SA to confirm the stability of stage2 requirement on this topic.
Acknowledgement
•	The Chair wants to:
•	Thank CT4 delegates for their hard work,  their dedication and their excellent team spirit and to be open for compromises during the discussions and in the offline discussion.
•	Thank the CT4 vice chairs for chairing the parallel sessions, their support  before and during the meeting. 
•	Thank the WI and spec rapporteurs for their priceless coordination work and the pre-editing work of the 5GC specifications and check of the Open API files. The number of open API files are increasing but handled by the same number of delegates
•	Thank Kimmo for his excellent work and support as MCC. 
•	Thanks to the Host of the meeting (CF3, ATIS) and the support during the meeting.
Discussion: 
CT is requested to report the current status of CT4 work on PRINS modification (corresponding to 'Roaming5G' in stage2), and ask SA to confirm the stability of stage2 requirement on this topic.
Decision: 		The document was noted.
CP-233018	CT4 meeting reports after previous plenary
					Type: report		For: Information
					Source: MCC
Decision: 		The document was noted.
[bookmark: _Toc153451050]5.4	Reporting from TSG-CT WG6
CP-233019	CT6 Status Report
					Type: report		For: Information
					Source: CT6 Chair
Abstract: 
TSG WG CT6 Statistics
•	Number of handled documents
•	141
•	Agreed CRs 
•	28
•	Cat A(4)/B (5)/C (0)/F (17)/D (2) 
•	Rel-15(0) / Rel-16(4) / Re-17(19) / Rel-18 (5)
•	Postponed: 
•	7 CRs 
•	Agreed pCRs
•	7
•	Attendances
•	CT6#117: 90 registered, 42 attended
Other information (if needed)
•	WID on PLMN Selection based on Network Slice has been stopped in line with SA1 decision and decision in other CT WGs
Release 18 Status
•	Good progress on some of the work items
•	General agreement on GBA-U and how to manage access control after discussions during CT6#117 about 2 alternative proposals
•	Work on slice based PLMN selection stopped
•	Still some work items with 0% due to outstanding decisions in other CT WGs
Release 17 Status
•	all work items completed.
•	Test specification for MEs with non-removable UICC sent for approval. 
•	Work item for Rel-17 conformance testing progressing
Acknowledgement
•	The chairman would like to thank:
•	The vice-chair Mr. Ly Thanh Phan for his support 
•	Kimmo Kymalainen for his support before, during and after the meeting.
•	All CT6 delegates for their work, contributions and constructive discussions on all technical issues.
Decision: 		The document was noted.
CP-233020	CT6 meeting reports after previous plenary
					Type: report		For: Information
					Source: MCC
Decision: 		The document was noted.
[bookmark: _Toc153451051]5.5	Reporting from TSG-GERAN
[bookmark: _Toc153451052]6	Technical topics that require CT-intervention
[bookmark: _Toc153451053]6.1	Working Agreements
[bookmark: _Toc153451054]6.2	Other technical items lacking consensus
[bookmark: _Toc153451055]7	Identification of other technical items for early consideration
[bookmark: _Toc153451056]8	Release 8 and earlier
[bookmark: _Toc153451057]9	All work items Rel-9
[bookmark: _Toc153451058]10	All work items Rel-10
[bookmark: _Toc153451059]11	Release 11 All work items
[bookmark: _Toc153451060]12	Release 12 All work items
[bookmark: _Toc153451061]13	Release 13 All work items
[bookmark: _Toc153451062]14	Release 14 All work items
[bookmark: _Toc153451063]15	Release 15 All work items
CP-233058	CR Pack on Technical Enhancements and Improvements for Rel-15
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235615
	agreed
	
	29.531
	0177
	2
	F
	Rel-15
	15.6.0
	Correction of API TS29531_Nnssf_NSSAIAvailability.yaml, error in amfSetId pattern

	C4-235616
	agreed
	
	29.531
	0178
	2
	A
	Rel-16
	16.8.0
	Correction of API TS29531_Nnssf_NSSAIAvailability.yaml, error in amfSetId pattern

	C4-235617
	agreed
	
	29.531
	0179
	2
	A
	Rel-17
	17.7.0
	Correction of API TS29531_Nnssf_NSSAIAvailability.yaml, error in amfSetId pattern

	C4-235618
	agreed
	
	29.531
	0175
	3
	A
	Rel-18
	18.4.0
	Correction of API TS29531_Nnssf_NSSAIAvailability.yaml, error in amfSetId pattern



Decision: 		The document was approved.
CP-233078	29.531 Rel-15 API version and External doc update
					Type: CR		For: Approval
					29.531 v15.6.0	  CR-0181  Cat: F (Rel-15)

					Source: Huawei
Decision: 		The document was approved.
CP-233254	CR Pack on 5GS_Ph1-CT
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234481
	agreed
	approved
	29.519
	0446
	1
	A
	Rel-16
	16.12.0
	Corrections on attribute names of SM Policy Data

	C3-234482
	agreed
	approved
	29.519
	0447
	1
	A
	Rel-17
	17.11.0
	Corrections on attribute names of SM Policy Data

	C3-234483
	agreed
	approved
	29.519
	0448
	1
	A
	Rel-18
	18.3.0
	Corrections on attribute names of SM Policy Data

	C3-234706
	agreed
	approved
	29.519
	0445
	2
	F
	Rel-15
	15.11.0
	Corrections on attribute names of SM Policy Data

	C3-235700
	agreed
	approved
	29.508
	0245
	
	F
	Rel-15
	15.10.0
	Correction of anyUeInd attribute

	C3-235701
	agreed
	approved
	29.508
	0246
	
	A
	Rel-16
	16.11.0
	Correction of anyUeInd attribute

	C3-235702
	agreed
	approved
	29.508
	0247
	
	A
	Rel-17
	17.10.0
	Correction of anyUeInd attribute

	C3-235707
	agreed
	approved
	29.508
	0242
	1
	A
	Rel-18
	18.3.0
	Correction of anyUeInd attribute



Decision: 		The document was approved.
[bookmark: _Toc153451064]16	Rel-16
[bookmark: _Toc153451065]16.1	Rel-16 work planning
[bookmark: _Toc153451066]16.2	New WIDs for Rel-16
[bookmark: _Toc153451067]16.3	Revised WIDs for Rel-16
[bookmark: _Toc153451068]16.4	TEI16 [TEI16]
CP-233079	29.531 Rel-16 API version and External doc update
					Type: CR		For: Approval
					29.531 v16.8.0	  CR-0182  Cat: F (Rel-16)

					Source: Huawei
Decision: 		The document was approved.
CP-233072	Correction on Incomplete CR implementation
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234296
	agreed
	approved
	29.515
	0134
	
	F
	Rel-16
	16.7.0
	Incomplete CR implementation

	C4-234297
	agreed
	approved
	29.515
	0135
	
	A
	Rel-17
	17.8.0
	Incomplete CR implementation

	C4-234298
	agreed
	approved
	29.515
	0136
	
	A
	Rel-18
	18.3.0
	Incomplete CR implementation



Decision: 		The document was approved.
CP-233073	CR Pack on Technical Enhancements and Improvements for Rel-16
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234259
	agreed
	approved
	29.274
	2090
	
	F
	Rel-16
	16.12.0
	64bit SCEF-Reference-ID-Ext

	C4-234260
	agreed
	approved
	29.274
	2091
	
	A
	Rel-17
	17.9.0
	64bit SCEF-Reference-ID-Ext

	C4-235034
	agreed
	approved
	23.015
	0024
	
	F
	Rel-16
	16.1.0
	Clean Up

	C4-235035
	agreed
	approved
	23.015
	0025
	
	A
	Rel-17
	17.0.0
	Clean Up



Decision: 		The document was approved.
CP-233096	Update of 3GPP TS 31.124 to Release 17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230687
	agreed
	approved
	31.124
	0729
	
	D
	Rel-16
	16.13.0
	Update of 3GPP TS 31.124 to Release 17



Decision: 		The document was approved.
CP-233097	Update of 3GPP TS 31.121 to Release 17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230705
	agreed
	approved
	31.121
	0527
	1
	D
	Rel-16
	16.13.0
	Update of 3GPP TS 31.121 to Release 17



Decision: 		The document was approved.
CP-233187	CR pack on TEI16
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239194
	agreed
	approved
	24.519
	0039
	3
	F
	Rel-16
	16.9.0
	Addition of gate control information

	C1-239195
	agreed
	approved
	24.539
	0031
	3
	A
	Rel-17
	17.7.0
	Addition of gate control information

	C1-239196
	agreed
	approved
	24.539
	0032
	3
	A
	Rel-18
	18.3.0
	Addition of gate control information



Decision: 		The document was approved.
[bookmark: _Toc153451069]16.5	IMS Stage-3 IETF Protocol Alignment [IMSProtoc16]
[bookmark: _Toc153451070]16.6	Stage-3 SAE Protocol Development [SAES16] [SAES16-CSFB] [SAES16-non3GPP]
[bookmark: _Toc153451071]16.7	Stage-3 5GS NAS protocol development [ 5GProtoc16] [5GProtoc16-non3GPP]
[bookmark: _Toc153451072]16.8	Protocol enhancements for Mission Critical Services [MCProtoc16]
[bookmark: _Toc153451073]16.9	Multi-device and multi-identity [MuD]
[bookmark: _Toc153451074]16.10	CT aspects of enhancements of Public Warning System [ePWS]
[bookmark: _Toc153451075]16.11	New WID on enhancement of 5G PCC related services [en5GPccSer]
[bookmark: _Toc153451076]16.12	Signalling Improvements for Network Efficiency in 5GS [SINE_5G]
[bookmark: _Toc153451077]16.13	Mission Critical system migration and interconnection [MCSMI_CT]
[bookmark: _Toc153451078]16.14	CT aspects of Vertical_LAN [Vertical_LAN]
[bookmark: _Toc153451079]16.15	CT aspects of 5G_CIoT [5G_CIoT]
[bookmark: _Toc153451080]16.16	CT aspects of 5G_eLCS [5G_eLCS]
[bookmark: _Toc153451081]16.17	CT aspects of eNA [eNA]
[bookmark: _Toc153451082]16.18	CT aspects of 5WWC [5WWC]
[bookmark: _Toc153451083]16.19	CT aspects of eMCData2 [eMCData2]
[bookmark: _Toc153451084]16.20	Stage 3 for MC Communication Interworking with Land Mobile Radio Systems [MCCI_CT]
[bookmark: _Toc153451085]16.21	CT aspects of eNS [eNS]
[bookmark: _Toc153451086]16.22	CT aspects of PARLOS [PARLOS]
[bookmark: _Toc153451087]16.23	CT aspects of ETSUN [ETSUN]
[bookmark: _Toc153451088]16.24	CT aspects of ATSSS [ATSSS]
CP-233265	CR Pack on ATSSS
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235676
	agreed
	approved
	29.514
	0580
	1
	F
	Rel-16
	16.17.0
	Wrong attribute name for Access Network Gateway Address

	C3-235721
	agreed
	approved
	29.514
	0574
	2
	A
	Rel-18
	18.3.0
	Wrong attribute name for Access Network Gateway Address

	C3-235727
	agreed
	approved
	29.514
	0581
	2
	A
	Rel-17
	17.9.0
	Wrong attribute name for Access Network Gateway Address



Decision: 		The document was approved.
[bookmark: _Toc153451089]16.25	CT aspects of 5G_eSBA [5G_eSBA]
[bookmark: _Toc153451090]16.26	CT Aspects of E2E_DELAY [E2E_DELAY]
[bookmark: _Toc153451091]16.27	CT Aspects of 5G_URLLC [5G_URLLC]
[bookmark: _Toc153451092]16.28	SBA interactions between IMS and 5GC [eIMS5G_SBA]
[bookmark: _Toc153451093]16.29	CT Aspects of V2XAPP [V2XAPP]
[bookmark: _Toc153451094]16.30	CT Aspects of eV2XARC [eV2XARC]
[bookmark: _Toc153451095]16.31	CT Aspects of RACS [RACS]
[bookmark: _Toc153451096]16.32	Enhancement of 3GPP Northbound APIs [eNAPIs]
[bookmark: _Toc153451097]16.33	CT aspects of MONASTERY2 [MONASTERY2]
[bookmark: _Toc153451098]16.34	Integrated access and backhaul for NR [NR_IAB]
[bookmark: _Toc153451099]16.35	CT aspects of UDICOM [UDICOM]
[bookmark: _Toc153451100]16.36	CT aspects of xBDT [xBDT]
[bookmark: _Toc153451101]16.37	Service Based Interface Protocol Improvements [SBIProtoc16]
[bookmark: _Toc153451102]16.38	Single radio voice continuity from 5GS to 3G [5G_SRVCC]
[bookmark: _Toc153451103]16.39	Load and Overload Control of 5GC Service Based Interfaces [LOLC]
[bookmark: _Toc153451104]16.40	xMB extension for mission critical services [MC_XMB-CT]
[bookmark: _Toc153451105]16.41	Enhancements for Common API Framework for 3GPP Northbound APIs [eCAPIF]
[bookmark: _Toc153451106]16.42	Service Enabler Architecture Layer for Verticals [SEAL]
[bookmark: _Toc153451107]16.43	Architecture enhancements for the support of Integrated access and backhaul (IAB) [IABARC]
[bookmark: _Toc153451108]16.44	5GS Enhanced support of OTA mechanism for UICC configuration parameter update [5GS_OTAF]
[bookmark: _Toc153451109]16.45	Nudsf Service Based Interface [NUDSF]
[bookmark: _Toc153451110]16.46	Nsoraf Service Based Interface [NSORAF]
[bookmark: _Toc153451111]16.47	CT aspects of Enhanced Mission Critical Push-to-Talk architecture phase 2 [enh2MCPTT-CT]
[bookmark: _Toc153451112]16.48	Video enhancement of IMS CAT/CRS/announcement services [eIMSVideo]
[bookmark: _Toc153451113]16.49	UE Conformance Test Aspects Release 16 [UEConTest_R16]
[bookmark: _Toc153451114]16.50	Any other Rel-16 Work item or Study item
[bookmark: _Toc153451115]17	Release 17
[bookmark: _Toc153451116]17.1	Rel-17 Exception sheets or other Rel-17 work planning
[bookmark: _Toc153451117]17.2	New WIDs/SIDs for Rel-17
[bookmark: _Toc153451118]17.3	Revised WIDs/SIDs for Rel-17
[bookmark: _Toc153451119]17.4	TEI17 [TEI17]
CP-233061	CR Pack on Open API corrections
					Type: CR pack		For: Approval
					Source: CT4
Discussion: 
C4-235647 is revised to CP-233146.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235646
	agreed
	approved
	29.502
	0730
	
	F
	Rel-17
	17.10.0
	29.502 Rel-17 API version and External doc update

	C4-235647
	revised
	revised
	29.503
	1201
	
	F
	Rel-17
	17.12.0
	29.503 Rel-17 API version and External doc update

	C4-235649
	agreed
	approved
	29.510
	0948
	
	F
	Rel-17
	17.11.0
	29.510 Rel-17 API version and External doc update

	C4-235650
	agreed
	approved
	29.518
	1007
	
	F
	Rel-17
	17.11.0
	29.518 Rel17 API version and External doc update

	C4-235651
	agreed
	approved
	29.532
	0083
	
	F
	Rel-17
	17.4.0
	29.532 Rel-17 API version and External doc update

	C4-235652
	agreed
	approved
	29.555
	0019
	
	F
	Rel-17
	17.1.0
	29.555 Rel-17 API version and External doc update

	C4-235654
	agreed
	approved
	29.563
	0086
	
	F
	Rel-17
	17.6.0
	29.563 Rel-17 API version and External doc update

	C4-235655
	agreed
	approved
	29.571
	0499
	
	F
	Rel-17
	17.9.0
	29.571 Rel-17 API version and External doc update

	C4-235656
	agreed
	approved
	29.581
	0046
	
	F
	Rel-17
	17.5.0
	29.581 Rel-17 API version and External doc update



Decision: 		The document was partially approved.
CP-233062	CR Pack on Service based Interface protocol improvements
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234048
	agreed
	approved
	29.503
	1154
	
	F
	Rel-17
	17.12.0
	Adjacent PLMNs query parameter format

	C4-234049
	agreed
	approved
	29.503
	1155
	
	A
	Rel-18
	18.3.0
	Adjacent PLMNs query parameter format

	C4-234053
	agreed
	approved
	29.501
	0146
	
	F
	Rel-17
	17.7.0
	wrong CR implementation

	C4-234054
	agreed
	approved
	29.501
	0147
	
	A
	Rel-18
	18.3.0
	wrong CR implementation

	C4-234470
	agreed
	approved
	29.500
	0405
	1
	F
	Rel-17
	17.12.0
	3gpp-Sbi-Consumer-Info Header

	C4-234471
	agreed
	approved
	29.500
	0406
	1
	A
	Rel-18
	18.3.0
	3gpp-Sbi-Consumer-Info Header

	C4-235515
	agreed
	approved
	29.555
	0016
	1
	F
	Rel-17
	17.1.0
	Corrections on Announce Auth

	C4-235516
	agreed
	approved
	29.555
	0017
	1
	A
	Rel-18
	18.3.0
	Corrections on Announce Auth



Decision: 		The document was approved.
CP-233071	CR Pack on Technical Enhancements and Improvements for Rel-17
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234124
	agreed
	approved
	29.502
	0702
	
	A
	Rel-18
	18.4.0
	Correction on HsmfUpdateError, VsmfUpdateError and PduSessionCreateError

	C4-234553
	agreed
	approved
	23.015
	0023
	1
	F
	Rel-17
	17.0.0
	Essential Correction for Barring of PDU Session in 5GS

	C4-234627
	agreed
	approved
	29.502
	0701
	2
	F
	Rel-17
	17.10.0
	Correction on HsmfUpdateError, VsmfUpdateError and PduSessionCreateError

	C4-234639
	agreed
	approved
	29.502
	0704
	2
	A
	Rel-18
	18.4.0
	Correction on UE Integrity Protection Maximum Data Rate

	C4-234652
	agreed
	approved
	29.531
	0171
	2
	F
	Rel-17
	17.7.0
	Update of subscribed NSSAI when UE is not registered in network

	C4-234653
	agreed
	approved
	29.531
	0172
	2
	A
	Rel-18
	18.4.0
	Update of subscribed NSSAI when UE is not registered in network

	C4-235283
	agreed
	approved
	29.563
	0083
	
	F
	Rel-17
	17.6.0
	Group ID on Nhss_EE API

	C4-235284
	agreed
	approved
	29.563
	0084
	
	A
	Rel-18
	18.3.0
	Group ID on Nhss_EE API

	C4-235315
	agreed
	approved
	29.503
	1197
	
	F
	Rel-17
	17.12.0
	Update the description of MTC_PROVIDER_NOT_ALLOWED

	C4-235316
	agreed
	approved
	29.503
	1198
	
	A
	Rel-18
	18.3.0
	Update the description of MTC_PROVIDER_NOT_ALLOWED



Decision: 		The document was approved.
CP-233080	29.531 Rel-17 API version and External doc update
					Type: CR		For: Approval
					29.531 v17.7.0	  CR-0183  Cat: F (Rel-17)

					Source: Huawei
Decision: 		The document was approved.
CP-233099	TS 31.121 Technical Enhancements and Improvements for Rel-17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230693
	agreed
	approved
	31.121
	0522
	1
	F
	Rel-17
	17.0.0
	Correction of test 15.2.5



Decision: 		The document was approved.
CP-233100	TS 31.111 Technical Enhancements and Improvements for Rel-17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230714
	agreed
	approved
	31.111
	0803
	2
	F
	Rel-17
	17.8.0
	Access Technology for Satellite E-UTRAN and Satellite NG-RAN definition

	C6-230715
	agreed
	approved
	31.111
	0804
	2
	A
	Rel-18
	18.3.0
	Access Technology for Satellite E-UTRAN and Satellite NG-RAN definition

	C6-230733
	agreed
	approved
	31.111
	0805
	2
	F
	Rel-17
	17.8.0
	CAG-ID corrections essential on PLI CAG information Rel 17

	C6-230734
	agreed
	approved
	31.111
	0806
	2
	A
	Rel-18
	18.3.0
	CAG-ID corrections essential on PLI CAG information Rel 18



Decision: 		The document was approved.
CP-233101	TS 31.124 Technical Enhancements and Improvements for Rel-17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230716
	agreed
	approved
	31.124
	0723
	2
	F
	Rel-17
	17.0.0
	Correction of test 27.22.7.21



Decision: 		The document was approved.
CP-233102	TS 31.102 Technical Enhancements and Improvements for Rel-17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230735
	agreed
	approved
	31.102
	0999
	2
	F
	Rel-17
	17.10.0
	Editorial note to indicate the usage of a spare bit in EF_CAG

	C6-230736
	agreed
	approved
	31.102
	1000
	2
	A
	Rel-18
	18.2.0
	Editorial note to indicate the usage of a spare bit in EF_CAG



Decision: 		The document was approved.
CP-233117	TC 27.22.5.3 - Correction of coding in ENVELOPE: SMS-PP DOWNLOAD 3.1.3  
					Type: CR		For: Approval
					31.124 v17.0.0	  CR-0730  Cat: F (Rel-17)

					Source: Comprion GmbH
Abstract: 
Possible validation issue as the coding of the ENVELOPE does not match the description
Decision: 		The document was approved.
CP-233146	29.503 Rel-17 API version and External doc update
					Type: CR		For: Agreement
					29.503 v17.12.0	  CR-1201  rev 1 Cat: F (Rel-17)

					Source: Nokia, Nokia Shanghai Bell
(Replaces C4-235647)
Discussion: 
Revision of C4-235647.
Decision: 		The document was approved.
CP-233147	Correction of anyUeInd attribute
					Type: CR		For: Agreement
					29.519 v18.3.0	  CR-0470  rev 2 Cat: A (Rel-18)

					Source: ZTE
(Replaces C3-235708)
Discussion: 
Revision of C3-235708.
Decision: 		The document was approved.
CP-233188	CR pack on TEI17
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238758
	agreed
	approved
	24.229
	6645
	
	F
	Rel-17
	17.12.0
	Reason header field values

	C1-238759
	agreed
	approved
	24.229
	6646
	
	A
	Rel-18
	18.3.0
	Reason header field values



Decision: 		The document was approved.
CP-233223	Correction to C6-230681 for TC 27.22.14.2 (Seq 2.3)
					Type: CR		For: Approval
					31.124 v17.0.0	  CR-0731  Cat: C (Rel-17)

					Source: Comprion GmbH, Apple
Abstract: 
An implementation respecting the modification proposed in C6-230681 may cause unfair failed results as the added EVVENT DOWNLOAD - Location Status is not optional as indicate in the reason for change but mandatory in the test procedure.
The step shall be 
Discussion: 
Qualcomm: appears to modify text added by C6-230681, which is up for approval in CP-233103 under AI 17.72 i.e UEConTest_R17. So CP-233223 should be revised to:
-	be under AI 17.72
-	be a revision of C6-230681
Decision: 		The document was revised to CP-233304.
CP-233260	CR Pack on OpenAPI version updates in Rel-17
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235435
	agreed
	approved
	29.538
	0043
	
	F
	Rel-17
	17.2.0
	Update of info and externalDocs fields

	C3-235436
	agreed
	approved
	29.551
	0119
	
	F
	Rel-17
	17.8.0
	Update of info and externalDocs fields

	C3-235437
	agreed
	approved
	29.558
	0148
	
	F
	Rel-17
	17.4.0
	Update of info and externalDocs fields

	C3-235592
	agreed
	approved
	29.537
	0029
	
	F
	Rel-17
	17.2.0
	Update of info and externalDocs fields

	C3-235678
	agreed
	approved
	29.522
	1149
	
	F
	Rel-17
	17.11.0
	Update of info and externalDocs fields

	C3-235720
	agreed
	approved
	29.519
	0477
	
	F
	Rel-17
	17.11.0
	Update of externalDocs fields



Decision: 		The document was approved.
CP-233272	CR Pack on TEI17 for Packet Core
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-235708 is revised to CP314
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235703
	agreed
	approved
	29.519
	0476
	
	F
	Rel-17
	17.11.0
	Correction of anyUeInd attribute

	C3-235708
	agreed
	revised
	29.519
	0470
	1
	A
	Rel-18
	18.3.0
	Correction of anyUeInd attribute



Decision: 		The document was partially approved.
[bookmark: _Toc153451120]17.5	Service Based Interface Protocol Improvements Release 17 [SBIProtoc17]
CP-233277	CR Pack on SBIProtoc17
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234204
	agreed
	approved
	29.591
	0159
	
	A
	Rel-18
	18.3.0
	Correct the data type of eventNotifs

	C3-234461
	agreed
	approved
	29.591
	0158
	1
	F
	Rel-17
	17.11.0
	Correct the data type of eventNotifs



Decision: 		The document was approved.
[bookmark: _Toc153451121]17.6	Multi-device and multi-identity enhancements [MuDe]
[bookmark: _Toc153451122]17.7	Stage-3 5GS NAS protocol development 17 [5GProtoc17] [5GProtoc17-non3GPP]
CP-233140	CR pack on 5GProtoc17
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237721
	agreed
	approved
	24.501
	5767
	1
	A
	Rel-17
	17.12.0
	Allowed NSSAI includes S-NSSAI(s) not contained in requested NSSAI

	C1-237722
	agreed
	approved
	24.501
	5768
	1
	A
	Rel-18
	18.4.0
	Allowed NSSAI includes S-NSSAI(s) not contained in requested NSSAI

	C1-237901
	agreed
	approved
	24.501
	5769
	2
	F
	Rel-17
	17.12.0
	Update configured NSSAI if slice subscription changed

	C1-237902
	agreed
	approved
	24.501
	5770
	2
	A
	Rel-18
	18.4.0
	Update configured NSSAI if slice subscription changed

	C1-238942
	agreed
	approved
	24.501
	5914
	
	F
	Rel-17
	17.12.0
	Add missing posSibType to ciphering key data Rel-17

	C1-238943
	agreed
	approved
	24.501
	5915
	
	A
	Rel-18
	18.4.0
	Add missing posSibType to ciphering key data Rel-18

	C1-239201
	agreed
	approved
	24.501
	5869
	1
	F
	Rel-17
	17.12.0
	Correction of definition and handling of HPLMN S-NSSAIs

	C1-239366
	agreed
	approved
	24.501
	5870
	2
	A
	Rel-18
	18.4.0
	Correction of definition and handling of HPLMN S-NSSAIs



Decision: 		The document was approved.
[bookmark: _Toc153451123]17.8	Protocol enhancements for Mission Critical Services [MCProtoc17]
[bookmark: _Toc153451124]17.9	Stage-3 SAE Protocol Development [SAES17] [SAES17-CSFB] [SAES17-non3GPP]
CP-233186	CR pack on SAES17-non3GPP
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237918
	agreed
	approved
	24.302
	0763
	2
	F
	Rel-17
	17.8.0
	Defining the missing type of the attribute AT_DEVICE_IDENTITY



Decision: 		The document was approved.
[bookmark: _Toc153451125]17.10	Enhancement for the 5G Control Plane Steering of Roaming for UE in CONNECTED mode [eCPSOR_CON]
CP-233068	CR Pack on Enhancement for the 5G Control Plane Steering of Roaming for UE in CONNECTED mode
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234140
	agreed
	approved
	29.504
	0242
	
	F
	Rel-17
	17.12.0
	Removal of SOR-AF as UDR consumer

	C4-234141
	agreed
	approved
	29.504
	0243
	
	A
	Rel-18
	18.3.0
	Removal of SOR-AF as UDR consumer



Decision: 		The document was approved.
CP-233104	CR Pack on Enhancement for the 5G Control Plane Steering of Roaming for UE in CONNECTED mode
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230706
	agreed
	approved
	31.111
	0799
	2
	F
	Rel-17
	17.8.0
	Correction to SOR-CMCI command

	C6-230707
	agreed
	approved
	31.111
	0800
	2
	A
	Rel-18
	18.3.0
	Correction to SOR-CMCI command



Decision: 		The document was approved.
[bookmark: _Toc153451126]17.11	IMS Stage-3 IETF Protocol Alignment [IMSProtoc17]
[bookmark: _Toc153451127]17.12	CT aspects of Enhancements to Mission Critical Data [eMCData3]
[bookmark: _Toc153451128]17.13	Stage 3 of Multimedia Priority Service (MPS) Phase 2 [MPS2]
[bookmark: _Toc153451129]17.14	PFD management enhancement [pfdManEnh]
CP-233278	CR Pack on pfdManEnh
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234170
	agreed
	approved
	29.551
	0116
	
	F
	Rel-17
	17.8.0
	Corrections to boolean type definitions

	C3-234171
	agreed
	approved
	29.551
	0117
	
	A
	Rel-18
	18.2.0
	Corrections to boolean type definitions



Decision: 		The document was approved.
[bookmark: _Toc153451130]17.15	Best Practice of PFCP [BEPoP]
[bookmark: _Toc153451131]17.16	Restoration of PDN Connections in PGW-C/SMF Set [RPCPSET]
CP-233065	CR Pack on Restoration of PDN Connections in PGW-C/SMF S
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235560
	agreed
	approved
	29.274
	2093
	1
	F
	Rel-17
	17.9.0
	Support of PGW-C/SMF Set feature over S11

	C4-235561
	agreed
	approved
	29.274
	2094
	1
	A
	Rel-18
	18.4.0
	Support of PGW-C/SMF Set feature over S11



Decision: 		The document was approved.
[bookmark: _Toc153451132]17.17	Stage 3 of eMONASTERY2 [eMONASTERY2]
CP-233154	CR pack on eMONASTERY2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239496
	agreed
	approved
	24.379
	0909
	1
	F
	Rel-17
	17.12.0
	Corrections for MCPTT private call forwarding

	C1-239497
	agreed
	approved
	24.379
	0910
	1
	A
	Rel-18
	18.4.0
	Corrections for MCPTT private call forwarding



Decision: 		The document was approved.
[bookmark: _Toc153451133]17.18	CT aspects of 5GC architecture for satellite networks [5GSAT_ARCH-CT]
CP-233070	CR Pack on CT aspects of 5GC architecture for satellite networks
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235568
	agreed
	approved
	29.272
	0846
	1
	F
	Rel-17
	17.4.0
	Preventing LTE to NR NTN handover for users without NR NTN subscription

	C4-235569
	agreed
	approved
	29.272
	0847
	1
	A
	Rel-18
	18.1.0
	Preventing LTE to NR NTN handover for users without NR NTN subscription



Decision: 		The document was approved.
[bookmark: _Toc153451134]17.19	CT aspects of Enhanced MCCI with LMR Systems [eMCCI_CT]
[bookmark: _Toc153451135]17.20	CT aspects of AKMA [AKMA-CT]
[bookmark: _Toc153451136]17.21	PAP/CHAP protocols usage in 5GS [PAP_CHAP]
[bookmark: _Toc153451137]17.22	Service-based support for SMS in 5GC [SMS_SBI]
[bookmark: _Toc153451138]17.23	Enhancement of Inter-PLMN Roaming [EoIPR]
[bookmark: _Toc153451139]17.24	Mission Critical system migration and interconnection [MCSMI_CT]
[bookmark: _Toc153451140]17.25	CT aspects of Integration of GBA into SBA [GBA_5G]
[bookmark: _Toc153451141]17.26	Reliable Data Service Serialization Indication [RDSSI_CT]
[bookmark: _Toc153451142]17.27	CT aspects for Enabling Edge Applications [EDGEAPP]
CP-233273	CR Pack on EDGEAPP
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234547
	agreed
	approved
	29.558
	0128
	1
	F
	Rel-17
	17.4.0
	Corrections to boolean type definitions

	C3-234548
	agreed
	approved
	29.558
	0129
	1
	A
	Rel-18
	18.3.0
	Corrections to boolean type definitions



Decision: 		The document was approved.
[bookmark: _Toc153451143]17.28	CT aspects of eNPN [eNPN]
[bookmark: _Toc153451144]17.29	CT aspects of 5G_eLCS_ph2 [5G_eLCS_ph2]
[bookmark: _Toc153451145]17.30	CT aspects for ID_UAS [ID_UAS]
[bookmark: _Toc153451146]17.31	CT aspects of support of enhanced Industrial IoT [IIoT]
CP-233193	CR pack on IIoT
					Type: CR pack		For: Approval
					Source: CT1
Discussion: 
Revision of C1-237703 already approved.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237702
	agreed
	approved
	24.539
	0029
	1
	F
	Rel-17
	17.7.0
	Update to PMIC and UMIC references for implementation

	C1-237703
	agreed
	revised
	24.539
	0030
	1
	A
	Rel-18
	18.3.0
	Update to PMIC and UMIC references for implementation



Decision: 		The document was partially approved.
CP-233269	CR Pack on IIoT
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235485
	agreed
	approved
	29.565
	0099
	1
	A
	Rel-18
	18.3.0
	Miscellaneous Corrections

	C3-235488
	agreed
	approved
	29.565
	0102
	
	F
	Rel-17
	17.4.0
	Miscellaneous Corrections



Decision: 		The document was approved.
[bookmark: _Toc153451147]17.32	CT aspects of eV2XAPP [eV2XAPP]
[bookmark: _Toc153451148]17.33	CT aspects of 5G eEDGE [eEDGE_5GC]
[bookmark: _Toc153451149]17.34	Stage 3 for Enhancement of Network Slicing Phase 2 [eNS_Ph2]
CP-233064	CR Pack on Enhancement of Network Slicing Phase 2
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234476
	agreed
	approved
	29.536
	0090
	1
	F
	Rel-17
	17.3.0
	Essential Correction on PDU Session ID in NumOfPDUsUpdate

	C4-234477
	agreed
	approved
	29.536
	0091
	1
	A
	Rel-18
	18.3.0
	Essential Correction on PDU Session ID in NumOfPDUsUpdate

	C4-235559
	agreed
	approved
	29.524
	0028
	1
	F
	Rel-17
	17.3.0
	Cause mapping for EXCEEDED_UE_SLICE_DATA_RATE and EXCEEDED_SLICE_DATA_RATE

	C4-235664
	agreed
	approved
	29.571
	0496
	2
	F
	Rel-17
	17.9.0
	Definition of NSAC Service Area.

	C4-235665
	agreed
	approved
	29.571
	0471
	2
	A
	Rel-18
	18.3.0
	Definition of NSAC Service Area.

	C4-235666
	agreed
	approved
	29.510
	0944
	2
	F
	Rel-17
	17.11.0
	Support of NSAC SAI list

	C4-235697
	agreed
	approved
	29.510
	0918
	6
	A
	Rel-18
	18.4.0
	Support of NSAC SAI list



Decision: 		The document was approved.
CP-233163	CR pack on eNS_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237706
	agreed
	approved
	27.007
	0839
	1
	F
	Rel-17
	17.9.0
	Extended rejected NSSAI IE in +C5GNSSAIRDP command

	C1-237707
	agreed
	approved
	27.007
	0840
	1
	A
	Rel-18
	18.4.0
	Extended rejected NSSAI IE in +C5GNSSAIRDP command



Decision: 		The document was approved.
[bookmark: _Toc153451150]17.35	Start of Pause of Charging via User Plane [SPOCUP]
[bookmark: _Toc153451151]17.36	CT aspects of ATSSS_Ph2 [ATSSS_Ph2]
[bookmark: _Toc153451152]17.37	CT aspects of eNA_Ph2 [eNA_Ph2]
CP-233258	CR Pack on eNA_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234237
	agreed
	approved
	29.520
	0795
	
	F
	Rel-17
	17.11.0
	Correcting a contradiction in the meaning of expiry

	C3-234238
	agreed
	approved
	29.520
	0796
	
	A
	Rel-18
	18.3.0
	Correcting a contradiction in the meaning of expiry

	C3-234239
	agreed
	approved
	29.574
	0077
	
	F
	Rel-17
	17.3.0
	Wrong attribute name

	C3-235182
	agreed
	approved
	29.520
	0806
	
	F
	Rel-17
	17.11.0
	Corrections on attribute names

	C3-235183
	agreed
	approved
	29.520
	0807
	
	A
	Rel-18
	18.3.0
	Corrections on attribute names

	C3-235633
	agreed
	approved
	29.522
	1133
	1
	F
	Rel-17
	17.11.0
	Correction on failure reason for event notification

	C3-235634
	agreed
	approved
	29.522
	1134
	1
	A
	Rel-18
	18.3.0
	Correction on failure reason for event notification



Decision: 		The document was approved.
[bookmark: _Toc153451153]17.38	CT aspects of proximity based services in 5GS [5G_ProSe]
CP-233069	CR Pack on CT aspects of proximity based services in 5GS
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234558
	agreed
	approved
	29.559
	0025
	1
	F
	Rel-17
	17.4.0
	Npkmf_Discovery_MonitorKey service operation

	C4-234559
	agreed
	approved
	29.559
	0026
	1
	A
	Rel-18
	18.1.0
	Npkmf_Discovery_MonitorKey service operation

	C4-234560
	agreed
	approved
	29.559
	0027
	1
	F
	Rel-17
	17.4.0
	Npkmf_Discovery_DiscoveryKey service operation

	C4-234561
	agreed
	approved
	29.559
	0028
	1
	A
	Rel-18
	18.1.0
	Npkmf_Discovery_DiscoveryKey service operation

	C4-235077
	agreed
	approved
	29.510
	0920
	
	F
	Rel-17
	17.11.0
	Service Name for Npkmf_Discovery Service

	C4-235078
	agreed
	approved
	29.510
	0921
	
	A
	Rel-18
	18.4.0
	Service Name for Npkmf_Discovery Service

	C4-235496
	agreed
	approved
	29.559
	0023
	3
	F
	Rel-17
	17.4.0
	Npkmf_Discovery_AnnounceAuthorize service operation

	C4-235497
	agreed
	approved
	29.559
	0024
	3
	A
	Rel-18
	18.1.0
	Npkmf_Discovery_AnnounceAuthorize service operation



Decision: 		The document was approved.
CP-233116	Adding RSC in the U2N relay discovery
					Type: CR		For: Agreement
					24.554 v18.2.0	  CR-0432  rev 6 Cat: A (Rel-18)

					Source: C1
(Replaces C1-239395)
Discussion: 
Qualcomm: “Source to TSG” in the coversheet should be “OPPO”, not C1, since this is a company contribution.
Decision: 		The document was revised to CP-233313.
CP-233313	Adding RSC in the U2N relay discovery
					Type: CR		For: Agreement
					24.554 v18.2.0	  CR-0432  rev 7 Cat: A (Rel-18)

					Source: Oppo
(Replaces CP-233116)
Decision: 		The document was approved.
CP-233129	CR pack on 5G_ProSe
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237247
	agreed
	approved
	24.554
	0424
	
	F
	Rel-17
	17.6.0
	5G ProSe AA message reliable transport procedure applied to L2 U2N relay

	C1-237248
	agreed
	approved
	24.554
	0425
	
	A
	Rel-18
	18.2.0
	5G ProSe AA message reliable transport procedure applied to L2 U2N relay

	C1-237249
	agreed
	approved
	24.554
	0426
	
	F
	Rel-17
	17.6.0
	Correction on direct discovery over PC3a and direct link establishment

	C1-237250
	agreed
	approved
	24.554
	0427
	
	A
	Rel-18
	18.2.0
	Correction on discovery procedure over PC3a and direct link establishment procedure

	C1-237623
	agreed
	approved
	24.554
	0456
	
	F
	Rel-18
	18.2.0
	Correcting the validity timer of security related parameters for discovery for UE-to-network relay UE

	C1-238085
	agreed
	approved
	24.554
	0444
	1
	F
	Rel-17
	17.6.0
	Correction to mobility restrictions for 5G ProSe UE-to-network relaying

	C1-238087
	agreed
	approved
	24.555
	0055
	1
	F
	Rel-17
	17.5.0
	Optionality of validity timer for security related parameters for UE-to-network relay discovery

	C1-238088
	agreed
	approved
	24.555
	0056
	1
	A
	Rel-18
	18.2.0
	Optionality of validity timer for security related parameters for UE-to-network relay discovery

	C1-238201
	agreed
	approved
	24.554
	0445
	2
	A
	Rel-18
	18.2.0
	Correction to mobility restrictions for 5G ProSe UE-to-network relaying

	C1-239057
	agreed
	approved
	24.526
	0247
	
	F
	Rel-18
	18.4.0
	Correction for accessing the network through 5G ProSe layer-2 UE-to-network relay UE

	C1-239153
	agreed
	approved
	24.554
	0501
	
	F
	Rel-18
	18.2.0
	Reference to obsoleted IETF HTTP/1.1 RFCs

	C1-239394
	agreed
	approved
	24.554
	0431
	5
	F
	Rel-17
	17.6.0
	Adding RSC in the U2N relay discovery

	C1-239395
	agreed
	revised
	24.554
	0432
	5
	A
	Rel-18
	18.2.0
	Adding RSC in the U2N relay discovery

	C1-239485
	agreed
	approved
	24.554
	0339
	5
	F
	Rel-18
	18.2.0
	L3 U2N relay reactivation request handling



Decision: 		The document was partially approved.
[bookmark: _Toc153451154]17.39	CT aspects of Enabling Multi-USIM Devices [MUSIM]
[bookmark: _Toc153451155]17.40	CT aspects on TEI17_SPSFAS [TEI17_SPSFAS]
[bookmark: _Toc153451156]17.41	CT aspects on TEI17_SAPES [TEI17_SAPES]
[bookmark: _Toc153451157]17.42	CT aspects on TEI17_DCAMP [TEI17_DCAMP]
CP-233274	CR Pack on AMP
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234455
	agreed
	approved
	29.507
	0269
	1
	F
	Rel-18
	18.3.0
	Correction on description of rfspValTime

	C3-234457
	agreed
	approved
	29.513
	0496
	1
	F
	Rel-18
	18.3.0
	Correction on description of rfspValTime



Decision: 		The document was approved.
[bookmark: _Toc153451158]17.43	CT aspects on TEI17_GEM [TEI17_GEM]
[bookmark: _Toc153451159]17.44	CT3 aspects of N7 Interfaces Enhancements to Support GERAN and UTRAN [TEI17_NIESGU]
[bookmark: _Toc153451160]17.45	UICC-terminal interface testing for UEs with non-removable UICCs [nrUICC_UEConTest]
[bookmark: _Toc153451161]17.46	CT aspects of Support of different slices over different Non 3GPP access [TEI17_N3SLICE]
[bookmark: _Toc153451162]17.47	CT aspects of the architectural enhancements for 5G multicast-broadcast services [5MBS]
CP-233063	CR Pack on CT aspects of the architectural enhancements for 5G multicast-broadcast services
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234249
	agreed
	approved
	29.581
	0042
	
	F
	Rel-17
	17.5.0
	Remove security key exchange between MBSF and MBSTF

	C4-234250
	agreed
	approved
	29.581
	0043
	
	A
	Rel-18
	18.2.0
	Remove security key exchange between MBSF and MBSTF

	C4-235131
	agreed
	approved
	29.510
	0931
	
	A
	Rel-18
	18.4.0
	MBS services and data set

	C4-235155
	agreed
	approved
	29.518
	0965
	2
	F
	Rel-17
	17.11.0
	Correct the N2MbsSMinfo in the MBS broadcast service

	C4-235156
	agreed
	approved
	29.518
	0966
	2
	A
	Rel-18
	18.3.0
	Correct the N2MbsSMinfo in the MBS broadcast service

	C4-235165
	agreed
	approved
	29.510
	0930
	1
	F
	Rel-17
	17.11.0
	MBS services and data set

	C4-235416
	agreed
	approved
	29.532
	0074
	1
	F
	Rel-17
	17.4.0
	MBS Service Area not contained within the MB-SMF service area

	C4-235417
	agreed
	approved
	29.532
	0075
	1
	A
	Rel-18
	18.2.0
	MBS Service Area not contained within the MB-SMF service area

	C4-235418
	agreed
	approved
	29.571
	0478
	1
	F
	Rel-17
	17.9.0
	MBS Service Area not contained within the MB-SMF service area

	C4-235419
	agreed
	approved
	29.571
	0479
	1
	A
	Rel-18
	18.3.0
	MBS Service Area not contained within the MB-SMF service area

	C4-235437
	agreed
	approved
	29.571
	0494
	1
	F
	Rel-17
	17.9.0
	Correction of the external MBS Service Area description

	C4-235500
	agreed
	approved
	29.571
	0476
	1
	F
	Rel-17
	17.9.0
	Area Session Policy ID

	C4-235501
	agreed
	approved
	29.571
	0477
	1
	A
	Rel-18
	18.3.0
	Area Session Policy ID

	C4-235502
	agreed
	approved
	29.571
	0495
	2
	A
	Rel-18
	18.3.0
	Correction of the external MBS Service Area descriptiona

	C4-235503
	agreed
	approved
	29.532
	0072
	1
	F
	Rel-17
	17.4.0
	Area Session Policy ID in Nmbsmf_MBSSession_Create request

	C4-235504
	agreed
	approved
	29.532
	0073
	1
	A
	Rel-18
	18.2.0
	Area Session Policy ID in Nmbsmf_MBSSession_Create request

	C4-235505
	agreed
	approved
	29.532
	0076
	2
	F
	Rel-17
	17.4.0
	Location Dependent MBS broadcast session with multiple MB-SMFs

	C4-235506
	agreed
	approved
	29.532
	0077
	1
	A
	Rel-18
	18.2.0
	Location Dependent MBS broadcast session with multiple MB-SMFs



Decision: 		The document was approved.
CP-233122	Correction to Npcf_MBSPolicyControl API for location dependent MBS service
					Type: CR		For: Agreement
					29.537 v17.2.0	  CR-0027  rev 2 Cat: F (Rel-17)

					Source: Ericsson, Nokia, Nokia Shanghai Bell
(Replaces C3-235504)
Abstract: 
Summary of Change: A new attribute, areaSessPolId, is introduced in MbsPolicyCtxData data type in order to provide the Area Session Policy ID at MBS SM Policy Association establishment for Location De
Discussion: 
Revision of C3-235504.
Decision: 		The document was approved.
CP-233123	Correction to Npcf_MBSPolicyControl API for location dependent MBS service
					Type: CR		For: Agreement
					29.537 v18.2.0	  CR-0028  rev 2 Cat: A (Rel-18)

					Source: Ericsson, Nokia, Nokia Shanghai Bell
(Replaces C3-235505)
Abstract: 
Summary of Change: A new attribute, areaSessPolId, is introduced in MbsPolicyCtxData data type in order to provide the Area Session Policy ID at MBS SM Policy Association establishment for Location De
Discussion: 
Revision of C3-235505.
Decision: 		The document was approved.
CP-233126	Reduced area indication when MBS service area is larger than MB-SMF service area
					Type: CR		For: Agreement
					29.522 v17.11.0	  CR-1104  rev 2 Cat: F (Rel-17)

					Source: Nokia, Nokia Shanghai Bell, Huawei, Ericsson
(Replaces C3-235644)
Abstract: 
Reduced area indication when MBS service area is larger than MB-SMF service area
Discussion: 
Revision of C3-235644.
Decision: 		The document was approved.
CP-233127	Reduced area indication when MBS service area is larger than MB-SMF service area
					Type: CR		For: Agreement
					29.522 v18.3.0	  CR-1105  rev 2 Cat: A (Rel-18)

					Source: Nokia, Nokia Shanghai Bell, Huawei, Ericsson
(Replaces C3-235646)
Abstract: 
Reduced area indication when MBS service area is larger than MB-SMF service area
Discussion: 
Revision of C3-235646.
Decision: 		The document was approved.
CP-233255	CR Pack on 5MBS
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-235504 is revised to CP-233122
C3-235505 is revised to CP-233123
C3-235644 is revised to CP-233126
C3-235646 is revised to CP-233127
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234192
	agreed
	approved
	29.522
	1061
	
	F
	Rel-17
	17.11.0
	Removal of error indicating failure in reserving transmission resources for MBS Session.

	C3-234460
	agreed
	approved
	29.522
	1062
	1
	A
	Rel-18
	18.3.0
	Removal of error indicating failure in reserving transmission resources for MBS Session.

	C3-235502
	agreed
	approved
	29.513
	0510
	1
	F
	Rel-17
	17.12.0
	Correction to PCC procedures for location dependent MBS service

	C3-235503
	agreed
	approved
	29.513
	0511
	1
	A
	Rel-18
	18.3.0
	Correction to PCC procedures for location dependent MBS service

	C3-235504
	agreed
	revised
	29.537
	0027
	1
	F
	Rel-17
	17.2.0
	Correction to Npcf_MBSPolicyControl API for location dependent MBS service

	C3-235505
	agreed
	revised
	29.537
	0028
	1
	A
	Rel-18
	18.2.0
	Correction to Npcf_MBSPolicyControl API for location dependent MBS service

	C3-235644
	agreed
	revised
	29.522
	1104
	1
	F
	Rel-17
	17.11.0
	Reduced area indication when MBS service area is larger than MB-SMF service area

	C3-235646
	agreed
	revised
	29.522
	1105
	1
	A
	Rel-18
	18.3.0
	Reduced area indication when MBS service area is larger than MB-SMF service area



Decision: 		The document was partially approved.
[bookmark: _Toc153451163]17.48	CT Aspects of Application Layer Support for Uncrewed Aerial Systems (UAS) [UASAPP]
CP-233192	CR pack on UASAPP
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238081
	agreed
	approved
	24.257
	0020
	1
	F
	Rel-17
	17.3.0
	Correction to undefined reference

	C1-238082
	agreed
	approved
	24.257
	0021
	1
	A
	Rel-18
	18.1.0
	Correction to undefined reference



Decision: 		The document was approved.
[bookmark: _Toc153451164]17.49	CT aspects of eV2XARC_Ph2 [eV2XARC_Ph2]
[bookmark: _Toc153451165]17.50	CT aspects of MCOver5GS [MCOver5GS]
CP-233174	CR pack on MCOver5GS
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238914
	agreed
	approved
	24.484
	0269
	
	F
	Rel-17
	17.9.0
	Correction in the <on-network> element

	C1-238919
	agreed
	approved
	24.484
	0270
	
	A
	Rel-18
	18.3.0
	Correction in the <on-network> element



Decision: 		The document was approved.
[bookmark: _Toc153451166]17.51	Enhancement of 5G PCC related services in Rel-17 [en5GPccSer17]
[bookmark: _Toc153451167]17.52	Enhancements of 3GPP Northbound Interfaces and Application Layer APIs [NBI17]
CP-233263	CR Pack on NBI17
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234148
	agreed
	approved
	29.122
	0717
	1
	F
	Rel-17
	17.10.0
	Resolving the remaining LOLC related ENs

	C3-234149
	agreed
	approved
	29.122
	0718
	1
	A
	Rel-18
	18.3.0
	Resolving the remaining LOLC related ENs

	C3-235728
	agreed
	approved
	29.522
	1131
	2
	F
	Rel-17
	17.11.0
	Corrections to boolean type definitions

	C3-235729
	agreed
	approved
	29.522
	1132
	2
	A
	Rel-18
	18.3.0
	Corrections to boolean type definitions



Decision: 		The document was approved.
[bookmark: _Toc153451168]17.53	Stage 3 aspects of enh3MCPTT [enh3MCPTT-CT]
[bookmark: _Toc153451169]17.54	Enhanced Service Enabler Architecture Layer for Verticals [eSEAL]
[bookmark: _Toc153451170]17.55	System enhancement for redundant PDU session [TEI17_SE_RPS]
[bookmark: _Toc153451171]17.56	CT aspects of Support for Minimization of service Interruption [MINT]
CP-233066	CR Pack on CT aspects of Support for Minimization of service Interruption
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234624
	agreed
	approved
	29.502
	0707
	1
	F
	Rel-17
	17.10.0
	disasterRoamingInd in mobility procedure

	C4-234625
	agreed
	approved
	29.502
	0708
	1
	A
	Rel-18
	18.4.0
	disasterRoamingInd in mobility procedure

	C4-235254
	agreed
	approved
	29.503
	1192
	
	F
	Rel-17
	17.12.0
	Disaster Roaming De-Registration



Decision: 		The document was approved.
CP-233105	CR Pack on CT aspects of Support for Minimization of service Interruption
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230727
	agreed
	approved
	31.102
	1002
	2
	F
	Rel-17
	17.10.0
	Addition of pre-configured “list of PLMNs”, provided by HPLMN for MINT related parameters in EFDRI (Disaster roaming information EF).

	C6-230728
	agreed
	approved
	31.102
	1001
	2
	A
	Rel-18
	18.2.0
	Addition of pre-configured “list of PLMNs”, provided by HPLMN for MINT related parameters in EFDRI (Disaster roaming information EF).



Decision: 		The document was approved.
[bookmark: _Toc153451172]17.57	IMS voice service support and network usability guarantee for UE’s E-UTRA capability disabled scenario in SA 5GS [ING_5GS]
[bookmark: _Toc153451173]17.58	CT aspects for enabling MSGin5G Service [5GMARCH]
CP-233133	CR pack on 5GMARCH
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238199
	agreed
	approved
	24.538
	0070
	2
	F
	Rel-17
	17.4.0
	Port numbers and associated protocol in triggering information

	C1-238200
	agreed
	approved
	24.538
	0071
	2
	A
	Rel-18
	18.2.0
	Port numbers and associated protocol in triggering information

	C1-238204
	agreed
	approved
	24.538
	0068
	2
	F
	Rel-17
	17.4.0
	Correction on message Priority IE

	C1-238205
	agreed
	approved
	24.538
	0069
	2
	A
	Rel-18
	18.2.0
	Correction on message Priority IE

	C1-239396
	agreed
	approved
	24.538
	0091
	1
	F
	Rel-17
	17.4.0
	Correction on message response

	C1-239397
	agreed
	approved
	24.538
	0092
	1
	A
	Rel-18
	18.2.0
	Correction on message response

	C1-239398
	agreed
	approved
	24.538
	0093
	1
	F
	Rel-17
	17.4.0
	Correction on Store and Forward procedure

	C1-239399
	agreed
	approved
	24.538
	0095
	1
	A
	Rel-18
	18.2.0
	Correction on Store and Forward procedure



Decision: 		The document was approved.
CP-233281	CR Pack on 5GMARCH
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234523
	agreed
	approved
	29.538
	0031
	1
	F
	Rel-17
	17.2.0
	Correction on the openAPI files



Decision: 		The document was approved.
[bookmark: _Toc153451174]17.59	Restoration of profiles related to UDR [ReP_UDR]
[bookmark: _Toc153451175]17.60	Enhancement on the GTP-U entity restart [EGTPUR]
[bookmark: _Toc153451176]17.61	Multi-device enhancements for device transfers [MuDTran]
[bookmark: _Toc153451177]17.62	CT aspects of Architecture Enhancement for NR Reduced Capability Devices [ARCH_NR_REDCAP]
[bookmark: _Toc153451178]17.63	Enhancements of 3GPP profiles for cryptographic algorithms and security protocols [eCryptPr]
[bookmark: _Toc153451179]17.64	IMS Optimization for HSS Group ID in an SBA environment [TEI17_IMSGID]
[bookmark: _Toc153451180]17.65	CT aspects of NB-IoT/eMTC Non-Terrestrial Networks in EPS [IoT_SAT_ARCH_EPS]
CP-233067	CR Pack on CT aspects of NB-IoT/eMTC Non-Terrestrial Networks in EPS
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235676
	agreed
	approved
	29.571
	0481
	2
	F
	Rel-17
	17.9.0
	Preventing NR to LTE NTN mobility for users without LTE NTN subscription

	C4-235677
	agreed
	approved
	29.571
	0482
	2
	A
	Rel-18
	18.3.0
	Preventing NR to LTE NTN mobility for users without LTE NTN subscription



Decision: 		The document was approved.
[bookmark: _Toc153451181]17.66	Repository for the 3GPP Allocated Port Numbers for New 3GPP Interfaces [PortAl]
[bookmark: _Toc153451182]17.67	Non-Seamless WLAN offload Authentication in 5GS [NSWO_5G]
[bookmark: _Toc153451183]17.68	CT aspects of AKMA TLS protocol profiles [AKMA_TLS]
[bookmark: _Toc153451184]17.69	Modifying PASSporT signing and verification [SPECTRE_Ph3]
[bookmark: _Toc153451185]17.70	CT aspects of enhancement of RAN Slicing for NR [NRslice]
CP-233179	CR pack on NRslice
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239367
	agreed
	approved
	24.501
	5874
	2
	F
	Rel-17
	17.12.0
	Correction on NSAG priority

	C1-239368
	agreed
	approved
	24.501
	5875
	2
	A
	Rel-18
	18.4.0
	Correction on NSAG priority



Decision: 		The document was approved.
[bookmark: _Toc153451186]17.71	CT aspects of 5GMS AF Event Exposure [EVEX]
CP-233276	CR Pack on EVEX
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234269
	agreed
	approved
	29.522
	1078
	
	F
	Rel-17
	17.11.0
	Incorrect data type in Media Streaming Event Exposure notification

	C3-234270
	agreed
	approved
	29.522
	1079
	
	A
	Rel-18
	18.3.0
	Incorrect data type in Media Streaming Event Exposure notification



Decision: 		The document was approved.
[bookmark: _Toc153451187]17.72	Update of conformance test specifications to Rel-17 [UEConTest_R17]
CP-233098	TS 31.121 CR Pack on UE Conformance Test Aspects – Release 17
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230622
	agreed
	approved
	31.121
	0520
	
	F
	Rel-17
	17.0.0
	Correction to Table B.1

	C6-230680
	agreed
	approved
	31.121
	0524
	1
	F
	Rel-17
	17.0.0
	Applicability table correction

	C6-230691
	agreed
	approved
	31.121
	0521
	1
	F
	Rel-17
	17.0.0
	Correction to default 5G-NR UICC Profiles

	C6-230726
	agreed
	approved
	31.121
	0525
	2
	B
	Rel-17
	17.0.0
	Adding, updating, deleting FPLMN to the forbidden PLMN list when accessing satellite NG-RAN, and recognises the priority order of the User controlled PLMN selector list using an ACT preference GSM, UTRAN, E-UTRAN and NG-RAN versus satellite NG-RAN.



Decision: 		The document was approved.
CP-233103	TS 31.124 CR Pack on UE Conformance Test Aspects – Release 17
					Type: CR pack		For: Approval
					Source: CT6
Discussion: 
C6-230681 needs to be revised based on TSG CT discussion related to CP-233304.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230674
	agreed
	approved
	31.124
	0727
	1
	B
	Rel-17
	17.0.0
	Test case on PROVIDE LOCAL INFORMATION to get CAG information list and corresponding human-readable network name

	C6-230681
	agreed
	revised
	31.124
	0724
	1
	F
	Rel-17
	17.0.0
	Correction required for TC 27.22.14.2 (Seq 2.3)

	C6-230684
	agreed
	approved
	31.124
	0721
	1
	F
	Rel-17
	17.0.0
	Correction to TC 27.22.4.15 seq 1.28 and 1.29

	C6-230710
	agreed
	approved
	31.124
	0722
	1
	F
	Rel-17
	17.0.0
	Correction to Table B.1

	C6-230737
	agreed
	approved
	31.124
	0728
	2
	B
	Rel-17
	17.0.0
	Test case for Event Dowload CAG Cell selection



Decision: 		The document was partially approved.
CP-233304	Correction to C6-230681 for TC 27.22.14.2 (Seq 2.3)
					Type: CR		For: Approval
					31.124 v17.0.0	  CR-0731  rev 1 Cat: C (Rel-17)

					Source: Comprion GmbH, Apple
(Replaces CP-233223)
Abstract: 
An implementation respecting the modification proposed in C6-230681 may cause unfair failed results as the added EVVENT DOWNLOAD - Location Status is not optional as indicate in the reason for change but mandatory in the test procedure.
Discussion: 
Qualcomm: A CR should be revision of CT6 agreed CR. The current version shows changes also what was agreed in C6-230681.
Decision: 		The document was not pursued.
CP-233312	Correction required for TC 27.22.14.2 (Seq 2.3)
					Type: CR		For: Approval
					31.124 v..	  CR-0724  rev 2 Cat: F (Rel-17)

					Source: Comprion
(Replaces C6-230681)
Decision: 		The document was approved.
[bookmark: _Toc153451188]17.73	Any other Rel-17 Work item or Study item
[bookmark: _Toc153451189]18	Release 18
[bookmark: _Toc153451190]18.1	Rel-18 Exception sheets or other Rel-17 work planning
[bookmark: _Toc153451191]18.2	New WIDs/SIDs for Rel-18
CP-233025	NRF API enhancements to avoid signalling and storing of redundant data
					Type: WID new		For: Approval
					Source: CT4
Abstract: 
CT4 have completed the study on FS_NRFe in TR 29.831. Normative stage 3 protocol work inline with the conclusions of TR 29.831 to enhance NRF APIs avoiding signalling and storing of redundant data should be carried out within Rel-18. 
The objective of this work item is to specify stage 3 aspects as concluded in TR 29.831.
The following impacts on 3GPP CT4 are identified:
-	Impact on Nnrf_NFManagement service, allowing NRF consumers to register NF profiles containing shared data IDs/ NfSetProfile IDs.
-	Impacts on Nnrf_NFManagement service, allowing NRF consumers to provide, update and delete NfSetProfiles / Shared profile data.
-	Impacts on Nnrf_NFDiscovery service and Nnrf_NFManagement service, allowing NRF consumers to discover and subscribe to shared profile data (applicable to both cases where the NfSetProfiles / Shared profile data are provisioned in NRF by the NRF consumers using the Nnrf_NFManagement service, or by OAM).
-	Impacts on the Nnrf_NFDiscovery service for reducing the signaling overhead of NF discovery responses between PLMNs.
-	Impacts on Nudr_GroupIDmap service, allowing UDR consumers (NRF) to request mapping from RID to NF Group ID.
-	Possible impacts on definition of Common Data types.
Decision: 		The document was approved.
CP-233113	New WID on Network Slice Capability Exposure for Application Layer Enablement
					Type: WID new		For: Approval
					Source: CT3
Discussion: 
Company revision in CP-23329.
Decision: 		The document was revised to CP-233293.
CP-233293	New WID on Network Slice Capability Exposure for Application Layer Enablement
					Type: WID new		For: Approval
					Source: China Mobile
(Replaces CP-233113)
Abstract: 
Company revision of CP-233113
Adds ZTE as supporting company.
Discussion: 
A new TS number needs to be added. 3GPP TS 29.435.
Decision: 		The document was revised to CP-233310.
CP-233310	New WID on Network Slice Capability Exposure for Application Layer Enablement
					Type: WID new		For: Approval
					Source: China Mobile
(Replaces CP-233293)
Decision: 		The document was approved.
CP-233222	New WID on Network Slice Capability Exposure for Application Layer Enablement
					Type: WID new		For: Approval
					Source: CT1
Decision: 		The document was withdrawn.
CP-233292	New WID on Network Slice Capability Exposure for Application Layer Enablement
					Type: WID new		For: Agreement
					Source: China Mobile
(Replaces C3-235587)
Discussion: 
Company revision of C3-235587.
Decision: 		The document was withdrawn.
[bookmark: _Toc153451192]18.3	Revised WIDs/SIDs for Rel-18
CP-233024	Study on IMS Disaster Prevention and Restoration Enhancement
					Type: SID revised		For: Approval
					Source: CT4
(Replaces CP-232281)
Abstract: 
A new TR number need to be allocated during TSG CT.
Discussion: 
It was clarified that since this is 3GPP TR and study it belongs to realease when the study is finalyzed.
Decision: 		The document was approved.
CP-233026	CT Aspects of Edge Computing Phase 2
					Type: WID revised		For: Approval
					Source: CT4
(Replaces CP-223025)
Decision: 		The document was approved.
CP-233114	Revised WID on CT aspects for enabling Edge Applications Phase 2
					Type: WID revised		For: Approval
					Source: CT3
(Replaces CP-231197)
Decision: 		The document was approved.
CP-233115	Revised WID on Rel-18 Enhancements of UE Policy Control
					Type: WID revised		For: Approval
					Source: CT3
(Replaces CP-232132)
Decision: 		The document was approved.
CP-233124	Revised WID on CT aspects on TEI18_DCAMP_Ph2
					Type: WID revised		For: Approval
					Source: CT3
(Replaces CP-232129)
Decision: 		The document was approved.
CP-233125	Revised WID on CT aspects on TEI18_SLAMUP
					Type: WID revised		For: Approval
					Source: CT3
(Replaces CP-232133)
Decision: 		The document was approved.
CP-233206	Revised WID on CT aspects of enhancement of 5G UE Policy
					Type: WID revised		For: Approval
					Source: CT3
(Replaces CP-232132)
Decision: 		The document was approved.
CP-233210	CT aspects of Mission Critical Services over 5GProSe
					Type: WID revised		For: Approval
					Source: CT1
(Replaces CP-222176)
Decision: 		The document was approved.
CP-233211	Revised WID on Next Generation Real time Communication services
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233212	Revised WID on Protocol enhancements for Mission Critical Services
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233213	Revised WID on CT aspects of SEAL data delivery enabler for vertical applications
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233214	Revised WID on CT aspects of application layer support for V2X services; Phase 3
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233215	Revised WID on CT aspects of Ranging_SL
					Type: WID revised		For: Approval
					Source: CT1
Discussion: 
A new CT4 3GPP TS number is 29.586.
Decision: 		The document was revised to CP-233309.
CP-233309	Revised WID on CT aspects of Ranging_SL
					Type: WID revised		For: Approval
					Source: CT1
(Replaces CP-233215)
Decision: 		The document was approved.
CP-233216	Revised WID on Personal IoT Network
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233217	WID on mission critical system migration and interconnection enhancements
					Type: WID revised		For: Approval
					Source: CT1
(Replaces CP-223105)
Decision: 		The document was approved.
CP-233218	Revised WID on Application layer support for Personal IoT Network (PINAPP)
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233219	Revised WID on CT aspects for Enhanced Service Enabler Architecture Layer for Verticals Phase 3
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233220	Revised WID on CT aspects of proximity based services in 5GS Phase 2
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
CP-233221	Revised WID on support for 5WWC, Phase 2
					Type: WID revised		For: Approval
					Source: CT1
Decision: 		The document was approved.
[bookmark: _Toc153451193]18.4	TEI18 [TEI18]
CP-233044	CR Pack on Technical Enhancements and Improvements for Rel-18 1/2
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234024
	agreed
	approved
	29.502
	0692
	
	F
	Rel-18
	18.4.0
	Correction on the description of DateTime

	C4-234025
	agreed
	approved
	29.531
	0169
	
	F
	Rel-18
	18.4.0
	Correction on the description of DateTime

	C4-234119
	agreed
	approved
	29.244
	0757
	
	D
	Rel-18
	18.3.0
	Editorial corrections

	C4-234234
	agreed
	approved
	29.518
	0964
	
	F
	Rel-18
	18.3.0
	Incorrect numbering for ExpectedUeBehavior

	C4-234235
	agreed
	approved
	23.007
	0391
	
	F
	Rel-18
	18.2.1
	Operation Indication in the Create Session Request

	C4-234252
	agreed
	approved
	29.502
	0710
	
	F
	Rel-18
	18.4.0
	maxIntegrityProtectedDataRate in the PduSessionCreatedData

	C4-234309
	agreed
	approved
	29.503
	1173
	
	F
	Rel-18
	18.3.0
	Missed Data Types in Index Table

	C4-234312
	agreed
	approved
	29.503
	1174
	
	F
	Rel-18
	18.3.0
	Consistent ODB Configuration

	C4-234326
	agreed
	approved
	29.532
	0067
	
	F
	Rel-18
	18.2.0
	Editorial corrections and DateTime clarification

	C4-234413
	agreed
	approved
	29.244
	0760
	1
	F
	Rel-18
	18.3.0
	Ethernet PDU Session Information

	C4-234480
	agreed
	approved
	29.518
	0971
	1
	F
	Rel-18
	18.3.0
	Missed Service Operations in Tables

	C4-234564
	agreed
	approved
	29.550
	0042
	1
	F
	Rel-18
	18.1.0
	Major API version

	C4-234565
	agreed
	approved
	29.503
	1152
	1
	F
	Rel-18
	18.3.0
	Validity Time in AuthorizationInfo

	C4-234566
	agreed
	approved
	23.003
	0677
	3
	F
	Rel-18
	18.3.0
	NSAC Service Area Identifier

	C4-234617
	agreed
	approved
	29.518
	0967
	1
	F
	Rel-18
	18.3.0
	Editorial corrections and adding missing attributes in the procedure description

	C4-234618
	agreed
	approved
	29.244
	0761
	1
	F
	Rel-18
	18.3.0
	Averaging Window for Session AMBR on N4

	C4-234619
	agreed
	approved
	29.244
	0762
	1
	F
	Rel-18
	18.3.0
	Clarification for C/S-TAG operation

	C4-234620
	agreed
	approved
	29.518
	0981
	1
	F
	Rel-18
	18.3.0
	Clarification on Unavailability Period

	C4-234632
	agreed
	approved
	29.502
	0705
	2
	F
	Rel-18
	18.4.0
	Clarifications on DL/UL N9 Tunnel CN Info

	C4-234654
	agreed
	approved
	29.502
	0716
	2
	F
	Rel-18
	18.4.0
	Rejection of PDU Session Establishment due to ODB

	C4-235046
	agreed
	approved
	23.015
	0026
	
	F
	Rel-18
	17.0.0
	ODB clarification

	C4-235125
	agreed
	approved
	29.510
	0928
	
	F
	Rel-18
	18.4.0
	Naf_ProSe and Naf_EventExposure services

	C4-235126
	agreed
	approved
	29.510
	0929
	
	F
	Rel-18
	18.4.0
	Incorrect cardinality of the mbs-session-id-list query parameter

	C4-235127
	agreed
	approved
	29.244
	0770
	
	F
	Rel-18
	18.3.0
	Flow description within MBS Service Information if MBS data are transported in IP tunnel toward MB-UPF

	C4-235128
	agreed
	approved
	29.502
	0721
	
	F
	Rel-18
	18.4.0
	Removal of the uavAuthenticated IE from Create SM Context Request



Decision: 		The document was approved.
CP-233056	CR Pack on Technical Enhancements and Improvements for Rel-18 2/2
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234474
	agreed
	approved
	29.571
	0468
	1
	F
	Rel-18
	18.3.0
	String based Charging Id Support

	C4-234621
	agreed
	approved
	29.581
	0041
	1
	F
	Rel-18
	18.2.0
	Additional Notification Events

	C4-234626
	agreed
	approved
	29.502
	0700
	1
	F
	Rel-18
	18.4.0
	Correction on epsInterworkingIndication

	C4-234661
	agreed
	approved
	29.502
	0714
	2
	F
	Rel-18
	18.4.0
	String Based Charging Id Support

	C4-235129
	agreed
	approved
	29.274
	2092
	
	F
	Rel-18
	18.4.0
	Duplicate APN Rate Control Status IEs in Create Session Request

	C4-235250
	agreed
	approved
	29.503
	1191
	
	B
	Rel-18
	18.3.0
	Addition of examples to 5G VN Configuration

	C4-235256
	agreed
	approved
	29.503
	1193
	
	F
	Rel-18
	18.3.0
	Correction of Disaster Roaming Indication

	C4-235279
	agreed
	approved
	29.501
	0150
	1
	B
	Rel-18
	18.3.0
	Optional usage of 3GPP Forge as normative storage of OpenAPI files

	C4-235282
	agreed
	approved
	23.632
	0044
	
	F
	Rel-18
	18.3.0
	Group event based common network exposure

	C4-235287
	agreed
	approved
	29.571
	0491
	
	B
	Rel-18
	18.3.0
	Addition of MBS parameters for QMC

	C4-235335
	agreed
	approved
	29.571
	0493
	
	F
	Rel-18
	18.3.0
	Addition of missing descriptions of data types

	C4-235442
	agreed
	approved
	29.500
	0411
	1
	B
	Rel-18
	18.3.0
	New protocol error for the rejection due to target PLMN not reachable

	C4-235443
	agreed
	approved
	29.573
	0149
	2
	B
	Rel-18
	18.4.0
	General description on Support of Roaming Intermediaries

	C4-235498
	agreed
	approved
	29.518
	1004
	1
	F
	Rel-18
	18.3.0
	Update on delivery of N2 information for 5G Prose

	C4-235547
	agreed
	approved
	29.244
	0782
	
	F
	Rel-18
	18.3.0
	Source/Destination Interface Type for Indirect DL Data Forwarding Tunnels

	C4-235562
	agreed
	approved
	29.244
	0774
	1
	F
	Rel-18
	18.3.0
	Populating the recovery timestamp of the remote GTP-U entity

	C4-235601
	agreed
	approved
	23.527
	0067
	2
	B
	Rel-18
	18.1.0
	Restoration procedure for NG-RAN receiving a GTP-U Error Indication

	C4-235619
	agreed
	approved
	23.003
	0690
	3
	F
	Rel-18
	18.3.0
	Clarification of NAI format for Anonymous SUCI

	C4-235670
	agreed
	approved
	29.500
	0410
	2
	F
	Rel-18
	18.3.0
	Essential Correction on Notification URIs of Reselected NF Consumers

	C4-235682
	agreed
	approved
	29.571
	0489
	3
	B
	Rel-18
	18.3.0
	Extend nrLocation to include NR NTN TAI information

	C4-235687
	agreed
	approved
	29.518
	1000
	2
	F
	Rel-18
	18.3.0
	Corrections to support Extended DRX in CM-IDLE state



Decision: 		The document was approved.
CP-233060	CR Pack on Open API corrections
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235622
	agreed
	approved
	29.309
	0012
	
	F
	Rel-18
	18.0.0
	29.309 Rel-18 API version and External doc update

	C4-235623
	agreed
	approved
	29.502
	0729
	
	F
	Rel-18
	18.4.0
	29.502 Rel-18 API version and External doc update

	C4-235624
	agreed
	approved
	29.503
	1200
	
	F
	Rel-18
	18.3.0
	29.503 Rel-18 API version and External doc update

	C4-235625
	agreed
	approved
	29.504
	0256
	
	F
	Rel-18
	18.3.0
	29.504 Rel-18 API version and External doc update

	C4-235626
	agreed
	approved
	29.505
	0490
	
	F
	Rel-18
	18.3.0
	29.505 Rel-18 External doc update

	C4-235627
	agreed
	approved
	29.509
	0208
	
	F
	Rel-18
	18.2.0
	29.509 Rel-18 API version and External doc update

	C4-235628
	agreed
	approved
	29.510
	0947
	
	F
	Rel-18
	18.4.0
	29.510 Rel-18 API version and External doc update

	C4-235629
	agreed
	approved
	29.515
	0144
	
	F
	Rel-18
	18.3.0
	29.515 Rel-18 API version and External doc update

	C4-235630
	agreed
	approved
	29.518
	1006
	
	F
	Rel-18
	18.3.0
	29.518 Rel18 API version and External doc update

	C4-235631
	agreed
	approved
	29.531
	0180
	
	F
	Rel-18
	18.4.0
	29.531 Rel-18 API version and External doc update

	C4-235632
	agreed
	approved
	29.532
	0082
	
	F
	Rel-18
	18.2.0
	29.532 Rel-18 API version and External doc update

	C4-235633
	agreed
	approved
	29.536
	0109
	
	F
	Rel-18
	18.3.0
	API version and External doc update

	C4-235634
	agreed
	approved
	29.550
	0047
	
	F
	Rel-18
	18.1.0
	29.550 Rel-18 API version and External doc update

	C4-235635
	agreed
	approved
	29.555
	0018
	
	F
	Rel-18
	18.3.0
	29.555 Rel-18 API version and External doc update

	C4-235636
	agreed
	approved
	29.556
	0033
	
	F
	Rel-18
	18.3.0
	29.556 Rel-18 API version and External doc update

	C4-235638
	agreed
	approved
	29.563
	0085
	
	F
	Rel-18
	18.3.0
	29.563 Rel-18 API version and External doc update

	C4-235639
	agreed
	approved
	29.564
	0077
	
	F
	Rel-18
	18.2.0
	29.564 Rel-18 API version and External doc update

	C4-235640
	agreed
	approved
	29.571
	0498
	
	F
	Rel-18
	18.3.0
	29.571 Rel-18 API version and External doc update

	C4-235641
	agreed
	approved
	29.572
	0215
	
	F
	Rel-18
	18.3.0
	29.572 Rel-18 API version and External doc update

	C4-235642
	agreed
	approved
	29.573
	0162
	
	F
	Rel-18
	18.4.0
	29.573 Rel-18 API version and External doc update

	C4-235643
	agreed
	approved
	29.581
	0045
	
	F
	Rel-18
	18.2.0
	29.581 Rel-18 API version and External doc update

	C4-235644
	agreed
	approved
	29.598
	0071
	
	F
	Rel-18
	18.3.0
	29.598 Rel-18 API version and External doc update



Decision: 		The document was approved.
CP-233082	29.553 Rel-18 API version and External doc update
					Type: CR		For: Approval
					29.553 v18.2.0	  CR-0030  Cat: F (Rel-18)

					Source: CATT
Decision: 		The document was approved.
CP-233106	TS 31.111 CR Pack on Technical Enhancements and Improvements for Rel-18
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230712
	agreed
	approved
	31.111
	0802
	1
	B
	Rel-18
	18.3.0
	PROVIDE LOCAL INFORMATION (Rejected Slices information) introduction and simplification of PROVIDE LOCAL INFORMATION (Slices information)

	C6-230717
	agreed
	approved
	31.111
	0801
	2
	B
	Rel-18
	18.3.0
	Improving the condition to ensure slice status change event



Decision: 		The document was approved.
CP-233137	Update the data types of the Media Steaming attributes
					Type: CR		For: Agreement
					29.591 v18.3.0	  CR-0169  rev 2 Cat: B (Rel-18)

					Source: Huawei, Ericsson, Nokia, Nokia Shanghai Bell
(Replaces C3-235589)
Discussion: 
Revision of C3-235589
Decision: 		The document was approved.
CP-233189	CR pack on TEI18 (1/2)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237194
	agreed
	approved
	27.007
	0829
	
	F
	Rel-18
	18.4.0
	Informative examples in Clause 8 needs to be shifted

	C1-237211
	agreed
	approved
	24.302
	0761
	
	F
	Rel-18
	18.3.0
	Correction to DNS_SRV_SEC_INFO_IND

	C1-237212
	agreed
	approved
	24.526
	0229
	
	F
	Rel-18
	18.4.0
	Correction to ANDSP

	C1-237213
	agreed
	approved
	24.501
	5726
	
	F
	Rel-18
	18.4.0
	Correction to DNS over (D)TLS

	C1-237348
	agreed
	approved
	27.007
	0832
	
	F
	Rel-18
	18.4.0
	Updates to +CGDCONT for EDC and SDNAEPC support indicator

	C1-237368
	agreed
	approved
	27.007
	0837
	
	F
	Rel-18
	18.4.0
	Correction on AT command +C5GPDUAUTHR and +C5GPU2NRAUTHR

	C1-237560
	agreed
	approved
	24.301
	3945
	
	F
	Rel-18
	18.4.0
	Handling of a reject message including EMM cause value #78 without integrity protection

	C1-237846
	agreed
	approved
	24.501
	5741
	1
	F
	Rel-18
	18.4.0
	UE act upon receiving 5GMM cause #76

	C1-237851
	agreed
	approved
	24.301
	3949
	1
	F
	Rel-18
	18.4.0
	TAIs belonging to different PLMNs which are equivalent PLMNs in "forbidden tracking areas for regional provision of service" or "forbidden tracking areas for roaming"

	C1-237860
	agreed
	approved
	24.501
	5711
	1
	F
	Rel-18
	18.4.0
	Correction on the Received MBS container IE coding

	C1-237885
	agreed
	approved
	24.193
	0134
	1
	F
	Rel-18
	18.3.0
	Padding for PMFP message

	C1-237947
	agreed
	approved
	24.301
	3941
	2
	F
	Rel-18
	18.4.0
	EPS bearer handling after CPSR with active flag not having bearer resource (24.301)

	C1-237973
	agreed
	approved
	24.501
	5742
	2
	F
	Rel-18
	18.4.0
	Clarification on remove S-NSSAI from NSAG information

	C1-237979
	agreed
	approved
	23.122
	1163
	3
	F
	Rel-18
	18.4.0
	Up to one entry associated with same PLMN

	C1-238797
	agreed
	approved
	24.539
	0037
	
	F
	Rel-18
	18.3.0
	Correction to port management procedure and User plane node management procedure

	C1-238798
	agreed
	approved
	24.539
	0038
	
	F
	Rel-18
	18.3.0
	Correction to port parameter list

	C1-238799
	agreed
	approved
	24.502
	0284
	
	D
	Rel-18
	18.3.0
	Editorial corrections to 24.502

	C1-238893
	agreed
	approved
	27.007
	0846
	1
	F
	Rel-18
	18.4.0
	Updates to +CMICO AT Command

	C1-239200
	agreed
	approved
	24.501
	5868
	1
	F
	Rel-18
	18.4.0
	MPS NSAC note fix

	C1-239205
	agreed
	approved
	24.501
	5866
	1
	F
	Rel-18
	18.4.0
	Redirection with MPS corrections

	C1-239343
	agreed
	approved
	24.301
	3956
	1
	F
	Rel-18
	18.4.0
	Editorial corrections to clarifying conditions

	C1-239344
	agreed
	approved
	23.122
	1184
	1
	F
	Rel-18
	18.4.0
	PLMN search in IDLE with suspend indication

	C1-239350
	agreed
	approved
	27.007
	0847
	1
	F
	Rel-18
	18.4.0
	Correction on the reference to TS 23.122

	C1-239356
	agreed
	approved
	24.301
	3978
	1
	F
	Rel-18
	18.4.0
	Consideration of satellite cell after disabling NB-IoT capability

	C1-239688
	agreed
	approved
	24.558
	0082
	
	F
	Rel-18
	18.2.0
	Update of info and externalDocs fields

	C1-239690
	agreed
	approved
	24.501
	5917
	2
	F
	Rel-18
	18.4.0
	Clarificaiton on storage of NSAG information



Decision: 		The document was approved.
CP-233190	CR pack on TEI18(2/2)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237850
	agreed
	approved
	24.501
	5817
	1
	F
	Rel-18
	18.4.0
	Correction related to N5GC device supporting acting as EAP peer

	C1-237852
	agreed
	approved
	24.545
	0092
	1
	F
	Rel-18
	18.2.0
	Update to the obsoleted IETF HTTP RFCs

	C1-237853
	agreed
	approved
	24.548
	0044
	1
	F
	Rel-18
	18.1.0
	Update to the obsoleted IETF HTTP RFCs

	C1-237854
	agreed
	approved
	24.547
	0018
	1
	F
	Rel-18
	17.3.0
	Update to the obsoleted IETF HTTP RFCs

	C1-237857
	agreed
	approved
	24.257
	0019
	1
	F
	Rel-18
	18.1.0
	Update to the obsoleted IETF HTTP RFCs

	C1-237858
	agreed
	approved
	24.334
	0333
	1
	F
	Rel-18
	17.2.0
	Update to the obsoleted IETF HTTP RFCs

	C1-237859
	agreed
	approved
	24.007
	0149
	1
	F
	Rel-18
	18.0.0
	Correction to the applicability of TS 24.587

	C1-237934
	agreed
	approved
	24.549
	0015
	2
	F
	Rel-18
	17.3.0
	Update to the obsoleted IETF HTTP RFCs

	C1-237935
	agreed
	approved
	24.486
	0165
	2
	F
	Rel-18
	18.1.0
	Update to the obsoleted IETF HTTP RFCs

	C1-239017
	agreed
	approved
	24.193
	0138
	
	F
	Rel-18
	18.3.0
	Correction the PMFP procedure for dual stack address type after established

	C1-239151
	agreed
	approved
	24.547
	0019
	
	F
	Rel-18
	17.3.0
	Reference to obsoleted IETF RFC 2818

	C1-239152
	agreed
	approved
	23.041
	0239
	
	F
	Rel-18
	18.2.0
	Reference to obsoleted HTTP/2 RFC

	C1-239203
	agreed
	approved
	24.539
	0034
	1
	F
	Rel-18
	18.3.0
	Correction to port update result and user plane node update result

	C1-239352
	agreed
	approved
	24.587
	0284
	1
	F
	Rel-18
	18.3.0
	Providing radio frequency information to lower layers for Broadcast and Groupcast mode V2X communication over PC5

	C1-239353
	agreed
	approved
	24.501
	5880
	1
	F
	Rel-18
	18.4.0
	Correction on additional information IE inclusion for LPP message transfer



Decision: 		The document was approved.
CP-233237	CR Pack on OpenAPI version updates in Rel-18 - Pack 1/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
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	CR
	rev
	cat
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	init vers
	Title

	C3-235438
	agreed
	approved
	29.122
	0787
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235439
	agreed
	approved
	29.222
	0333
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235440
	agreed
	approved
	29.257
	0020
	
	F
	Rel-18
	18.1.0
	Update of info and externalDocs fields

	C3-235441
	agreed
	approved
	29.486
	0105
	
	F
	Rel-18
	18.0.0
	Update of info and externalDocs fields

	C3-235442
	agreed
	approved
	29.508
	0244
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235443
	agreed
	approved
	29.512
	1176
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235444
	agreed
	approved
	29.514
	0579
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235445
	agreed
	approved
	29.517
	0126
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235446
	agreed
	approved
	29.519
	0475
	
	F
	Rel-18
	18.3.0
	Update of externalDocs fields

	C3-235447
	agreed
	approved
	29.520
	0833
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235448
	agreed
	approved
	29.522
	1148
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235449
	agreed
	approved
	29.525
	0309
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235450
	agreed
	approved
	29.538
	0044
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235451
	agreed
	approved
	29.549
	0210
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235452
	agreed
	approved
	29.551
	0120
	
	F
	Rel-18
	18.2.0
	Update of info and externalDocs fields

	C3-235453
	agreed
	approved
	29.558
	0149
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235454
	agreed
	approved
	29.565
	0101
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235455
	agreed
	approved
	29.574
	0082
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235456
	agreed
	approved
	29.575
	0073
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235457
	agreed
	approved
	29.580
	0046
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	Rel-18
	18.3.0
	Update of info and externalDocs fields
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	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235458
	agreed
	approved
	29.591
	0170
	
	F
	Rel-18
	18.3.0
	Update of info and externalDocs fields

	C3-235459
	agreed
	approved
	29.675
	0044
	
	F
	Rel-18
	18.2.0
	Update of info and externalDocs fields

	C3-235593
	agreed
	approved
	29.537
	0030
	
	F
	Rel-18
	18.2.0
	Update of info and externalDocs fields

	C3-235679
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	approved
	29.594
	0110
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	18.2.0
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					Type: CR pack		For: Approval
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	TSG decisn
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	CR
	rev
	cat
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	Title

	C3-234268
	agreed
	approved
	29.512
	1145
	
	F
	Rel-18
	18.3.0
	Incorrect data type

	C3-234291
	agreed
	approved
	29.512
	1147
	
	F
	Rel-18
	18.3.0
	Correction in QoS monitoring when PDU session is released

	C3-234308
	agreed
	approved
	29.554
	0082
	
	F
	Rel-18
	18.1.0
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	C3-234456
	agreed
	approved
	29.519
	0454
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	Rel-18
	18.3.0
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	C3-234459
	agreed
	approved
	29.519
	0464
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	18.3.0
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	C3-234479
	agreed
	approved
	29.523
	0096
	1
	F
	Rel-18
	18.2.0
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	C3-234595
	agreed
	approved
	29.512
	1131
	1
	F
	Rel-18
	18.3.0
	Clarification for the change of PCF for the UE

	C3-234626
	agreed
	approved
	29.522
	1081
	1
	F
	Rel-18
	18.3.0
	Correction to ECS Address Provision

	C3-234650
	agreed
	approved
	29.580
	0043
	1
	F
	Rel-18
	18.3.0
	Notification events alighment with SA4

	C3-234690
	agreed
	approved
	29.580
	0042
	1
	F
	Rel-18
	18.3.0
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	C3-235332
	agreed
	approved
	29.513
	0498
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	Rel-18
	18.3.0
	Correction in warning notification procedures.

	C3-235588
	agreed
	approved
	29.517
	0125
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	Rel-18
	18.3.0
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	C3-235589
	agreed
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	29.591
	0169
	1
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	Rel-18
	18.3.0
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	C3-235611
	agreed
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	0472
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	Rel-18
	18.3.0
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	agreed
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	29.537
	0026
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	18.2.0
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	approved
	29.512
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CP-233297	CR pack on TEI18 for CR from CT1#143
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
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	18.1.1
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					Source: Ericsson
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	C3-234043
	agreed
	approved
	29.549
	0176
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	Rel-18
	18.3.0
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	C3-234118
	agreed
	approved
	29.122
	0753
	
	F
	Rel-18
	18.3.0
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	C3-234305
	agreed
	approved
	29.122
	0761
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	Rel-18
	18.3.0
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	C3-234497
	agreed
	approved
	29.122
	0754
	1
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	Rel-18
	18.3.0
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	C3-234524
	agreed
	approved
	29.122
	0691
	4
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	18.3.0
	Supporting query parameters extensibility

	C3-234525
	agreed
	approved
	29.222
	0300
	4
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	Rel-18
	18.3.0
	Supporting query parameters extensionsibility for the CAPIF_Discover_Service_API

	C3-234559
	agreed
	approved
	29.122
	0734
	3
	F
	Rel-18
	18.3.0
	Corrections to MonitoringEventReport

	C3-234599
	agreed
	approved
	29.522
	1067
	2
	F
	Rel-18
	18.3.0
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	C3-234600
	agreed
	approved
	29.122
	0757
	2
	F
	Rel-18
	18.3.0
	Updating the obsoleted IETF HTTP RFCs

	C3-234601
	agreed
	approved
	29.486
	0099
	2
	F
	Rel-18
	18.0.0
	Updating the obsoleted IETF HTTP RFCs

	C3-234654
	agreed
	approved
	29.222
	0320
	1
	F
	Rel-18
	18.3.0
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	C3-234657
	agreed
	approved
	29.222
	0321
	1
	F
	Rel-18
	18.3.0
	Correction of the InterfaceDescription data structure

	C3-234704
	agreed
	approved
	29.222
	0317
	2
	F
	Rel-18
	18.3.0
	Error handling in the CAPIF layer

	C3-235173
	agreed
	approved
	29.522
	1117
	
	F
	Rel-18
	18.3.0
	Corrections to ApplyingBdtPolicy API

	C3-235289
	agreed
	approved
	29.122
	0784
	
	F
	Rel-18
	18.3.0
	Corrections on monitoring event

	C3-235291
	agreed
	approved
	29.222
	0326
	
	F
	Rel-18
	18.3.0
	Corrections on the CAPIF service

	C3-235405
	agreed
	approved
	29.558
	0146
	
	F
	Rel-18
	18.3.0
	Miscellaneous Corrections

	C3-235470
	agreed
	approved
	29.522
	1102
	1
	F
	Rel-18
	18.3.0
	Update Supported Features for NEF APIs

	C3-235544
	agreed
	approved
	29.522
	1135
	1
	F
	Rel-18
	18.3.0
	Corrections on UserServiceDescription data type

	C3-235545
	agreed
	approved
	29.522
	1137
	1
	F
	Rel-18
	18.3.0
	Corrections on ServiceParameter API



Decision: 		The document was approved.
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	rev
	cat
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	C3-235561
	agreed
	approved
	29.222
	0318
	2
	F
	Rel-18
	18.3.0
	Update of the CAPIF layer architecture description

	C3-235612
	agreed
	approved
	29.522
	1127
	1
	F
	Rel-18
	18.3.0
	Traffic Influence data model corrections

	C3-235620
	agreed
	approved
	29.486
	0101
	1
	F
	Rel-18
	18.0.0
	Various necessary updates and corrections

	C3-235621
	agreed
	approved
	29.522
	1099
	1
	D
	Rel-18
	18.3.0
	Updates to the service description procedures

	C3-235622
	agreed
	approved
	29.222
	0328
	1
	D
	Rel-18
	18.3.0
	Correcting an incorrect clause number

	C3-235635
	agreed
	approved
	29.522
	1136
	1
	F
	Rel-18
	18.3.0
	Corrections on the Date Time

	C3-235650
	agreed
	approved
	29.522
	1106
	1
	F
	Rel-18
	18.3.0
	Error handling support in MBSSession API when MBS service area is not supported by the MB-SMF(s).

	C3-235651
	agreed
	approved
	29.522
	1107
	1
	F
	Rel-18
	18.3.0
	Error handling support in MBSTMGI API when MBS service area is not supported by the MB-SMF(s)

	C3-235660
	agreed
	approved
	29.522
	1143
	1
	F
	Rel-18
	18.3.0
	Updates in ServiceParameter API

	C3-235662
	agreed
	approved
	29.522
	1145
	1
	F
	Rel-18
	18.3.0
	Corrections to Lpi parameter provisioning update

	C3-235687
	agreed
	approved
	29.222
	0327
	1
	F
	Rel-18
	18.3.0
	CAPIFEventDetail data type clarification

	C3-235713
	agreed
	revised
	29.549
	0208
	1
	B
	Rel-18
	18.3.0
	Notification service operation in the SS_LocationReporting API

	C3-235718
	agreed
	approved
	29.222
	0325
	2
	F
	Rel-18
	18.3.0
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	TSG decisn
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	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234011
	agreed
	approved
	29.509
	0204
	
	F
	Rel-18
	18.2.0
	HTTP RFC obsoleted by IETF RFC 9113

	C4-234012
	agreed
	approved
	29.531
	0168
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	Rel-18
	18.4.0
	HTTP RFCs obsoleted by IETF RFC 9110 and 9113

	C4-234013
	agreed
	approved
	29.556
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	18.3.0
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	agreed
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	29.573
	0147
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	18.4.0
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	agreed
	approved
	29.309
	0008
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	Rel-18
	18.0.0
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	C4-234062
	agreed
	approved
	29.526
	0077
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	Rel-18
	18.3.0
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	C4-234063
	agreed
	approved
	29.536
	0089
	
	F
	Rel-18
	18.3.0
	Obsoleted HTTP/2 RFCs

	C4-234095
	agreed
	approved
	29.510
	0896
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	Rel-18
	18.4.0
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	C4-234097
	agreed
	approved
	29.500
	0403
	
	B
	Rel-18
	18.3.0
	ABNF definition and example of callback-uri-prefix in 3gpp-Sbi-Request-Info header

	C4-234099
	agreed
	approved
	29.500
	0404
	
	F
	Rel-18
	18.3.0
	HTTP requests redirected by SEPP

	C4-234100
	agreed
	approved
	29.510
	0898
	
	F
	Rel-18
	18.4.0
	Corrections of the service-names and validityPeriod IEs

	C4-234136
	agreed
	approved
	29.503
	1160
	
	F
	Rel-18
	18.3.0
	5G VN Group Modification

	C4-234143
	agreed
	approved
	29.503
	1161
	
	D
	Rel-18
	18.3.0
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	C4-234145
	agreed
	approved
	29.510
	0901
	
	B
	Rel-18
	18.4.0
	Resolution of Editor's Note on Canary Release tests

	C4-234212
	agreed
	approved
	29.256
	0020
	
	F
	Rel-18
	18.2.0
	HTTP RFCs obsoleted by IETF RFC 9113

	C4-234215
	agreed
	approved
	29.541
	0037
	
	F
	Rel-18
	18.1.0
	Add clause 6.1.4

	C4-234218
	agreed
	approved
	29.577
	0012
	
	F
	Rel-18
	18.1.0
	HTTP RFCs obsoleted by IETF RFC 9113

	C4-234219
	agreed
	approved
	29.579
	0017
	
	F
	Rel-18
	18.2.0
	HTTP RFCs obsoleted by IETF RFC 9113

	C4-234262
	agreed
	approved
	29.526
	0078
	
	F
	Rel-18
	18.3.0
	ProblemDetails RFC 7807 obsoleted by 9457

	C4-234263
	agreed
	approved
	29.536
	0097
	
	F
	Rel-18
	18.3.0
	ProblemDetails RFC 7807 obsoleted by 9457

	C4-234264
	agreed
	approved
	29.540
	0116
	
	F
	Rel-18
	18.2.0
	ProblemDetails RFC 7807 obsoleted by 9457

	C4-234284
	agreed
	approved
	29.581
	0044
	
	F
	Rel-18
	18.2.0
	HTTP RFCs obsoleted by IETF RFC 9113/9110

	C4-234289
	agreed
	approved
	29.503
	1172
	
	B
	Rel-18
	18.3.0
	Per Monitoring Configuration Failure Cause in Error Response

	C4-234291
	agreed
	approved
	29.563
	0081
	
	B
	Rel-18
	18.3.0
	Per Monitoring Configuration Failure Cause in Error Response

	C4-234328
	agreed
	approved
	29.532
	0068
	
	F
	Rel-18
	18.2.0
	Update and replace obsoleted HTTP RFCs

	C4-235422
	agreed
	approved
	29.573
	0158
	1
	F
	Rel-18
	18.4.0
	N32-f context not found for TLS connection
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	C4-234330
	agreed
	approved
	29.511
	0058
	
	F
	Rel-18
	18.1.0
	Update and replace obsoleted HTTP RFCs

	C4-234331
	agreed
	approved
	29.598
	0069
	
	F
	Rel-18
	18.3.0
	Update and replace obsoleted HTTP RFCs

	C4-234338
	agreed
	approved
	29.503
	1177
	
	F
	Rel-18
	18.3.0
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	C4-234387
	agreed
	approved
	29.573
	0151
	
	F
	Rel-18
	18.4.0
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	C4-234422
	agreed
	approved
	29.571
	0462
	1
	F
	Rel-18
	18.3.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234424
	agreed
	approved
	29.500
	0402
	1
	F
	Rel-18
	18.3.0
	Incorrect references to HTTP RFC 7230 obsoleted by IETF RFC 9110

	C4-234425
	agreed
	approved
	29.510
	0897
	1
	B
	Rel-18
	18.4.0
	Callback URI prefix

	C4-234426
	agreed
	approved
	29.510
	0902
	1
	F
	Rel-18
	18.4.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234428
	agreed
	approved
	29.501
	0148
	1
	F
	Rel-18
	18.3.0
	ProblemDetails RFC 7807 obsoleted by 9457

	C4-234430
	agreed
	approved
	29.501
	0149
	1
	B
	Rel-18
	18.3.0
	Update of SBI TS skeleton template

	C4-234431
	agreed
	approved
	29.555
	0013
	1
	F
	Rel-18
	18.3.0
	HTTP RFCs obsoleted by IETF RFC 9113

	C4-234432
	agreed
	approved
	29.564
	0069
	1
	F
	Rel-18
	18.2.0
	HTTP RFCs obsoleted by IETF RFC 9113

	C4-234438
	agreed
	approved
	29.500
	0407
	1
	F
	Rel-18
	18.3.0
	ABNF Corrections

	C4-234451
	agreed
	approved
	29.502
	0696
	1
	F
	Rel-18
	18.4.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234452
	agreed
	approved
	29.518
	0961
	1
	B
	Rel-18
	18.3.0
	Event subscription not authorized by the target AMF

	C4-234454
	agreed
	approved
	29.579
	0016
	1
	F
	Rel-18
	18.2.0
	HTTP RFCs update in TS 29.579

	C4-234455
	agreed
	approved
	29.515
	0131
	1
	F
	Rel-18
	18.3.0
	HTTP RFCs obsoleted by IETF RFC 9113

	C4-234456
	agreed
	approved
	29.553
	0025
	1
	F
	Rel-18
	18.2.0
	RFC7540 obsoleted by RFC9113

	C4-234457
	agreed
	approved
	29.559
	0032
	1
	F
	Rel-18
	18.1.0
	RFC7540 obsoleted by RFC9113

	C4-234500
	agreed
	approved
	29.309
	0007
	1
	F
	Rel-18
	18.0.0
	Default values of privateIdRequest and gbaUAware

	C4-234501
	agreed
	approved
	29.503
	1149
	1
	B
	Rel-18
	18.3.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234502
	agreed
	approved
	29.544
	0022
	1
	B
	Rel-18
	18.0.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234503
	agreed
	approved
	29.578
	0008
	1
	B
	Rel-18
	18.0.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234505
	agreed
	approved
	29.503
	1106
	4
	F
	Rel-18
	18.3.0
	Reporting of roaming status

	C4-234506
	agreed
	approved
	29.309
	0009
	1
	B
	Rel-18
	18.0.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-235423
	agreed
	approved
	29.573
	0159
	1
	F
	Rel-18
	18.4.0
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	C4-234507
	agreed
	approved
	29.562
	0137
	1
	B
	Rel-18
	18.2.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234508
	agreed
	approved
	29.563
	0079
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	B
	Rel-18
	18.3.0
	HTTP RFCs obsoleted by IETF RFC 9110, 9111 and 9113

	C4-234509
	agreed
	approved
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	Rel-18
	18.0.0
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	agreed
	approved
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	0138
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	Rel-18
	18.2.0
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	approved
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	0080
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	18.3.0
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	agreed
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	Rel-18
	18.3.0
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	agreed
	approved
	29.505
	0485
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	Rel-18
	18.3.0
	HTTP RFCs obsoleted by IETF RFC 9110 and 9111

	C4-234515
	agreed
	approved
	29.541
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	1
	F
	Rel-18
	18.1.0
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	approved
	23.122
	1181
	
	D
	Rel-18
	18.4.0
	Editorial correction in forbidden SNPN list names

	C1-238627
	agreed
	approved
	24.501
	5831
	2
	F
	Rel-18
	18.4.0
	Handling of emergency services request when auth rejected

	C1-238633
	agreed
	approved
	24.501
	5490
	2
	F
	Rel-18
	18.4.0
	E bit description in Mapped EPS bearer contexts IE and QoS flow descriptions IE

	C1-238701
	agreed
	approved
	24.501
	5734
	2
	F
	Rel-18
	18.4.0
	URSP handling for UE configured with EHPLMN list

	C1-238704
	agreed
	approved
	24.526
	0230
	2
	F
	Rel-18
	18.4.0
	HPLMN code for UE configured with EHPLMN list

	C1-238719
	agreed
	approved
	24.501
	5844
	1
	F
	Rel-18
	18.4.0
	Correction to the condition for stopping timer T3584 and T3585

	C1-238726
	agreed
	approved
	24.501
	5871
	
	F
	Rel-18
	18.4.0
	Adding the Deregistration Request message

	C1-238762
	agreed
	approved
	24.501
	5837
	1
	F
	Rel-18
	18.4.0
	Clarification for the PDU session status IE in NOTIFICATION RESPONSE message

	C1-238862
	agreed
	approved
	24.501
	5892
	
	F
	Rel-18
	18.4.0
	Corrections in storage of Extended Rejected NSSAI

	C1-238871
	agreed
	approved
	24.501
	5527
	2
	F
	Rel-18
	18.4.0
	PEIPS: Indicating Paging subgroup ID to Access Stratum layer

	C1-239127
	agreed
	approved
	24.501
	5953
	
	D
	Rel-18
	18.4.0
	Clarification of abnormal case handling in service request procedure

	C1-239271
	agreed
	approved
	24.501
	5924
	1
	F
	Rel-18
	18.4.0
	Correction on the UE state indication procedure initiation

	C1-239317
	agreed
	approved
	24.501
	5949
	1
	F
	Rel-18
	18.4.0
	Updating MCS indicator via configuration update command procedure

	C1-239321
	agreed
	approved
	24.501
	5955
	1
	D
	Rel-18
	18.4.0
	Editorial corrections for NOTEs

	C1-239322
	agreed
	approved
	24.501
	5887
	1
	F
	Rel-18
	18.4.0
	Abnormal case handling for T3550 time out

	C1-239325
	agreed
	approved
	24.501
	5888
	1
	F
	Rel-18
	18.4.0
	Clarification on NSSAI storage

	C1-239326
	agreed
	approved
	24.501
	5952
	1
	F
	Rel-18
	18.4.0
	Clarification of MPS validity

	C1-239328
	agreed
	approved
	24.501
	5894
	1
	F
	Rel-18
	18.4.0
	Registration Reject in shared networks

	C1-239329
	agreed
	approved
	24.539
	0036
	1
	F
	Rel-18
	18.3.0
	Correction to user plane node update result IE



Decision: 		The document was approved.
CP-233143	CR pack on 5GProtoc18(3/3)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237225
	agreed
	approved
	24.571
	0046
	
	D
	Rel-18
	18.2.0
	Editorial correction for MO-LR

	C1-237500
	agreed
	approved
	23.122
	1167
	
	F
	Rel-18
	18.4.0
	Delete SNPN identified by GIN in SOR-SNPN-SI from forbidden SNPN list

	C1-239218
	agreed
	approved
	23.122
	1189
	1
	F
	Rel-18
	18.4.0
	CP-SOR corrections in 23.122

	C1-239330
	agreed
	approved
	24.539
	0035
	1
	F
	Rel-18
	18.3.0
	Correction to port update result IE

	C1-239331
	agreed
	approved
	24.501
	5954
	1
	F
	Rel-18
	18.4.0
	Consideration of satellite cell after disabling N1 mode

	C1-239337
	agreed
	approved
	24.501
	5906
	1
	F
	Rel-18
	18.4.0
	List of networks where the N1 mode capability was disabled upon receipt of 5GMM cause #62

	C1-239338
	agreed
	approved
	24.501
	5956
	1
	F
	Rel-18
	18.4.0
	Missing DEREGISTRATION REQUEST message as content of a NAS message container IE

	C1-239341
	agreed
	approved
	24.501
	5857
	1
	F
	Rel-18
	18.4.0
	Equivalent PLMN or SNPN list handling of rejecting message and network no response cases

	C1-239359
	agreed
	approved
	24.501
	5479
	5
	F
	Rel-18
	18.4.0
	Correction of UE policy sections management

	C1-239375
	agreed
	approved
	24.501
	5893
	1
	F
	Rel-18
	18.4.0
	Locally setting mapped NSSAI for the Extended rejected NSSAI

	C1-239648
	agreed
	approved
	24.501
	5863
	2
	F
	Rel-18
	18.4.0
	UE behaviour in case of "RRC Connection failure" and "fallback indication" from lower layers

	C1-239662
	agreed
	approved
	24.501
	5832
	3
	F
	Rel-18
	18.4.0
	Correction to forbidden TAI handling for reject cause #62

	C1-239681
	agreed
	approved
	24.501
	5864
	2
	D
	Rel-18
	18.4.0
	Miscellaneous corrections



Decision: 		The document was approved.
[bookmark: _Toc153451197]18.8	Stage-3 5GS NAS protocol development 18 non 3GPP aspects [5GProtoc18-non3GPP]
CP-233144	CR pack on 5GProtoc18-non3GPP
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237879
	agreed
	approved
	24.502
	0278
	1
	F
	Rel-18
	18.3.0
	Correction on use of "and/or" term

	C1-237889
	agreed
	approved
	24.526
	0227
	1
	F
	Rel-18
	18.4.0
	Clarification to WLANSP

	C1-237903
	agreed
	approved
	24.302
	0759
	2
	A
	Rel-18
	18.3.0
	IANA assigned value for AT_DEVICE_IDENTITY attribute

	C1-239323
	agreed
	approved
	24.502
	0293
	1
	F
	Rel-18
	18.3.0
	Clarification on the timing for sending IKE_AUTH request with certain content

	C1-239335
	agreed
	approved
	24.502
	0279
	1
	F
	Rel-18
	18.3.0
	Correction to PLMN selection for NSWO

	C1-239342
	agreed
	approved
	24.501
	5856
	1
	F
	Rel-18
	18.4.0
	Correction due to PLMN Search state is not applicable to non-3GPP access



Decision: 		The document was approved.
[bookmark: _Toc153451198]18.9	Stage-3 SAE Protocol Development [SAES18]
CP-233191	CR pack on SAES18
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237841
	agreed
	approved
	24.301
	3912
	3
	F
	Rel-18
	18.4.0
	Clarification of the UE behavior disabling E-UTRA

	C1-237842
	agreed
	approved
	24.301
	3950
	1
	F
	Rel-18
	18.4.0
	Consistent value name for GUTI type

	C1-237939
	agreed
	approved
	24.301
	3951
	2
	F
	Rel-18
	18.4.0
	Correction on starting timer T3440 if indicate re-registration required

	C1-237944
	agreed
	approved
	24.301
	3907
	4
	F
	Rel-18
	18.4.0
	Release of the NAS signalling connection established from EMM-IDLE

	C1-238624
	agreed
	approved
	24.301
	3962
	
	F
	Rel-18
	18.4.0
	Handling authentication reject during emergency services

	C1-238765
	agreed
	approved
	24.301
	3968
	
	F
	Rel-18
	18.4.0
	Cleanup of TS 24.301

	C1-239312
	agreed
	approved
	24.301
	3958
	1
	F
	Rel-18
	18.4.0
	EMM context storage when emergency attached, 24.501 alignment

	C1-239314
	agreed
	approved
	24.301
	3964
	1
	F
	Rel-18
	18.4.0
	Corrections to configurable attach and TAU retries for some lower layer failures

	C1-239316
	agreed
	approved
	24.301
	3976
	1
	F
	Rel-18
	18.4.0
	Clarification for the Packet filter ID for adding and replaing packet filters

	C1-239683
	agreed
	approved
	24.301
	3965
	2
	B
	Rel-18
	18.4.0
	UE behaviour upon N1 to S1 transition with only Emergency session active



Decision: 		The document was approved.
[bookmark: _Toc153451199]18.10	Stage-3 SAE Protocol Development CSFB [SAES18-CSFB]
[bookmark: _Toc153451200]18.11	Stage-3 SAE Protocol Development non 3GPP [SAES18-non3GPP]
[bookmark: _Toc153451201]18.12	Protocol enhancements for Mission Critical Services [MCProtoc18]
CP-233176	CR pack on MCProtoc18
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238272
	agreed
	approved
	24.281
	0215
	2
	B
	Rel-18
	18.3.0
	MCVideo support of multiplexing - SDP offers and answers

	C1-238275
	agreed
	approved
	24.379
	0903
	1
	F
	Rel-18
	18.4.0
	Clarification on usage of PSIs in MCPTT clients

	C1-238276
	agreed
	approved
	24.282
	0358
	1
	F
	Rel-18
	18.4.0
	Clarification on usage of PSIs in MCData clients

	C1-238277
	agreed
	approved
	24.281
	0223
	1
	F
	Rel-18
	18.3.0
	Clarification on usage of PSIs in MCVideo clients

	C1-238278
	agreed
	approved
	24.484
	0259
	1
	F
	Rel-18
	18.3.0
	Clarification on the usage of <Server-URI> element

	C1-238539
	agreed
	approved
	24.379
	0911
	
	F
	Rel-18
	18.4.0
	Corrections for functional alias activation

	C1-238811
	agreed
	approved
	24.481
	0063
	
	F
	Rel-18
	17.6.0
	Update of obsolete HTTP RFC

	C1-238912
	agreed
	approved
	24.484
	0268
	
	D
	Rel-18
	18.3.0
	Fix duplicate table references in 24.484

	C1-238921
	agreed
	approved
	24.379
	0914
	
	D
	Rel-18
	18.4.0
	Correction in the <mcpttinfo> element

	C1-238922
	agreed
	approved
	24.484
	0271
	
	F
	Rel-18
	18.3.0
	Correction in the <mcptt-UE-initial-configuration> element

	C1-239034
	agreed
	approved
	24.282
	0366
	
	F
	Rel-18
	18.4.0
	Corrections to SDP offer generation for one-to-one/ group SDS communication using pre-established session



Decision: 		The document was approved.
[bookmark: _Toc153451202]18.13	MPS for Supplementary Services [MPSSupServ]
[bookmark: _Toc153451203]18.14	CT aspects of Mission Critical Services over 5MBS [MCOver5MBS]
CP-233175	CR pack on MCOver5MBS
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237033
	agreed
	approved
	24.281
	0220
	2
	B
	Rel-18
	18.3.0
	Add the description of 5MBS in MCVideo

	C1-238285
	agreed
	approved
	24.379
	0908
	1
	F
	Rel-18
	18.4.0
	Re-arranging MBS clause

	C1-238608
	agreed
	approved
	24.380
	0363
	3
	B
	Rel-18
	18.3.0
	MCPTT support of multiplexing - SSRC used in RTCP signalling over 5MBS

	C1-238609
	agreed
	approved
	24.581
	0122
	2
	B
	Rel-18
	18.2.0
	MCVideo support of multiplexing - SSRC used in RTCP signalling over 5MBS



Decision: 		The document was approved.
[bookmark: _Toc153451204]18.15	CT aspects of Mission Critical Services over 5GProSe [MCOver5GProSe]
CP-233173	CR pack on MCOver5GProSe
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237253
	agreed
	approved
	24.379
	0905
	
	B
	Rel-18
	18.4.0
	Support MCPTT over 5G ProSe

	C1-238280
	agreed
	approved
	24.483
	0159
	4
	B
	Rel-18
	18.1.0
	PQI for MC over 5GProSe in 24.483

	C1-238281
	agreed
	approved
	24.281
	0225
	1
	B
	Rel-18
	18.3.0
	Support MCVideo over 5G ProSe

	C1-238282
	agreed
	approved
	24.282
	0360
	1
	B
	Rel-18
	18.4.0
	Support MCData over 5G ProSe

	C1-238318
	agreed
	approved
	24.484
	0262
	2
	B
	Rel-18
	18.3.0
	PQI for MC over 5GProSe

	C1-239503
	agreed
	approved
	24.481
	0064
	1
	B
	Rel-18
	17.6.0
	Update for MCS over 5G ProSe

	C1-239504
	agreed
	approved
	24.483
	0168
	1
	B
	Rel-18
	18.1.0
	Application Layer Group ID for MCS over 5G ProSe

	C1-239505
	agreed
	approved
	24.483
	0163
	3
	B
	Rel-18
	18.1.0
	MO for MCS over 5G ProSe

	C1-239538
	agreed
	approved
	24.379
	0916
	2
	B
	Rel-18
	18.4.0
	MC over 5GProSe



Decision: 		The document was approved.
[bookmark: _Toc153451205]18.16	IMS Stage-3 IETF Protocol Alignment [IMSProtoc18]
CP-233168	CR pack on IMSProtoc18
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239155
	agreed
	approved
	24.259
	0056
	
	F
	Rel-18
	17.0.0
	Reference to obsoleted IETF HTTP RFC 7231

	C1-239156
	agreed
	approved
	24.109
	0075
	
	F
	Rel-18
	17.2.0
	Reference to obsoleted IETF HTTP RFCs

	C1-239157
	agreed
	approved
	24.229
	6648
	
	F
	Rel-18
	18.3.0
	Reference to obsoleted IETF HTTP/1.1 RFCs

	C1-239521
	agreed
	approved
	24.141
	0120
	1
	F
	Rel-18
	17.0.0
	Reference to obsoleted IETF HTTP RFC 7231

	C1-239522
	agreed
	approved
	24.623
	0082
	1
	F
	Rel-18
	17.2.0
	Reference to obsoleted IETF HTTP/1.1 RFCs

	C1-239556
	agreed
	approved
	24.229
	6590
	9
	F
	Rel-18
	18.3.0
	Emerg-reg timer change in TS 24.229



Decision: 		The document was approved.
[bookmark: _Toc153451206]18.17	CT aspects of Signal level Enhanced Network Selection [SENSE]
CP-233184	CR pack on SENSE
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237751
	agreed
	approved
	27.007
	0823
	3
	B
	Rel-18
	18.4.0
	AT command for Signal level enhanced network selection

	C1-239208
	agreed
	approved
	24.501
	5840
	1
	F
	Rel-18
	18.4.0
	Correction to SOR for Signal level enhanced network selection

	C1-239369
	agreed
	approved
	23.122
	1190
	2
	F
	Rel-18
	18.4.0
	Clarification for SOR procedure for signal level enhanced network selection



Decision: 		The document was approved.
[bookmark: _Toc153451207]18.18	Rel-18 Enhancements of UE Policy [UEP18]
CP-233040	CR Pack on Enhancements of UE Policy
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235520
	agreed
	approved
	29.518
	0995
	1
	F
	Rel-18
	18.3.0
	UE_NOT_RESPONDING Application Error for 504 Response Missing



Decision: 		The document was approved.
CP-233172	Same UE Policy Association shared by 3GPP and non-3GPP
					Type: CR		For: Agreement
					29.525 v18.3.0	  CR-0299  rev 2 Cat: B (Rel-18)

					Source: Ericsson, Nokia, Nokia Shanghai Bell, ZTE
(Replaces C3-234614)
Discussion: 
Revision of C3-234614.
Decision: 		The document was approved.
CP-233256	CR Pack on UEP18
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-234614 revised in CP-233172.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234416
	agreed
	approved
	29.513
	0506
	
	B
	Rel-18
	18.3.0
	UE Policy Association for 3GPP and non-3GPP accesses

	C3-234545
	agreed
	approved
	29.525
	0289
	1
	F
	Rel-18
	18.3.0
	Correction in error handling in roaming scenarios

	C3-234614
	agreed
	revised
	29.525
	0299
	1
	B
	Rel-18
	18.3.0
	Same UE Policy Association shared by 3GPP and non-3GPP

	C3-234697
	agreed
	approved
	29.507
	0275
	2
	D
	Rel-18
	18.3.0
	Incorrect feature name

	C3-234698
	agreed
	approved
	29.525
	0288
	2
	D
	Rel-18
	18.3.0
	Incorrect feature name

	C3-235379
	agreed
	approved
	29.513
	0517
	
	B
	Rel-18
	18.3.0
	Solving Editor's Note about Feature re-negotiation

	C3-235582
	agreed
	approved
	29.525
	0307
	1
	B
	Rel-18
	18.3.0
	Completion of error handling functionality



Decision: 		The document was partially approved.
[bookmark: _Toc153451208]18.19	5GS support of NR RedCap UE with long eDRX for RRC_INACTIVE State [NR_REDCAP_Ph2]
CP-233036	CR Pack on 5GS support of NR RedCap UE with long eDRX for RRC_INACTIVE State
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234448
	agreed
	approved
	29.502
	0691
	1
	B
	Rel-18
	18.4.0
	Error for NG-RAN initiated Connection Inactive procedure

	C4-234449
	agreed
	approved
	29.518
	0955
	3
	B
	Rel-18
	18.3.0
	Updates to support Extended DRX for RRC-INACTIVE state with CN based MT communication handling



Decision: 		The document was approved.
[bookmark: _Toc153451209]18.20	CT aspects on Multiple location report for MT-LR Immediate Location Request for regulatory services [TEI18_MLR]
[bookmark: _Toc153451210]18.21	Enhancement of Shared Data ID and Handling [ShDatID_H]
[bookmark: _Toc153451211]18.22	CT Aspects of Edge Computing Phase 2 [EDGE_Ph2]
CP-233038	CR Pack on CT Aspects of Edge Computing Phase 2
					Type: CR pack		For: Approval
					Source: CT4
Discussion: 
C4-234662 company revision in CP-233074.
C4-235264 company revision in CP-233081.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234106
	agreed
	approved
	29.564
	0065
	
	B
	Rel-18
	18.2.0
	UPF GetPrivateUEIPaddr service extensions for HR-SBO PDU sessions

	C4-234248
	agreed
	approved
	29.556
	0031
	
	B
	Rel-18
	18.3.0
	Remove editor note for unspecified IPv6 Prefix

	C4-234251
	agreed
	approved
	29.502
	0709
	
	B
	Rel-18
	18.4.0
	Replace hrsboRspInfo with hrsboInfo

	C4-234458
	agreed
	approved
	29.244
	0750
	1
	B
	Rel-18
	18.3.0
	PFCP extensions for HR-SBO PDU sessions

	C4-234459
	agreed
	approved
	29.502
	0688
	1
	B
	Rel-18
	18.4.0
	V-SMF change based on target DNAI

	C4-234461
	agreed
	approved
	29.571
	0463
	1
	B
	Rel-18
	18.3.0
	VPLMN offloading policy information

	C4-234463
	agreed
	approved
	29.556
	0030
	1
	B
	Rel-18
	18.3.0
	DNS traffic routing between UE and V-EASDF where multiple DNN networks with the same IP address range are deployed

	C4-234467
	agreed
	approved
	29.504
	0241
	1
	B
	Rel-18
	18.3.0
	DNAI-EAS Mappings data subset in the UDR

	C4-234662
	revised
	revised
	29.502
	0706
	3
	B
	Rel-18
	18.4.0
	Describe HR-SBO related procedures and Offload Identifiers in VPLMN offload policy

	C4-235124
	agreed
	approved
	29.510
	0927
	
	B
	Rel-18
	18.4.0
	Nnef_TrafficInfluenceData and Nnef_ECSAddress services

	C4-235163
	agreed
	approved
	29.504
	0251
	
	B
	Rel-18
	18.3.0
	ECSAddressRoaming data subset

	C4-235264
	revised
	revised
	29.502
	0689
	2
	B
	Rel-18
	18.4.0
	EAS information to be refreshed for EAS re-discovery

	C4-235432
	agreed
	approved
	29.571
	0490
	1
	F
	Rel-18
	18.3.0
	Correction of attribute Ipv6AddressRanges



Decision: 		The document was partially approved.
CP-233074	Describe HR-SBO related procedures and Offload Identifiers in VPLMN offload policy
					Type: CR		For: Agreement
					29.502 v18.4.0	  CR-0706  rev 4 Cat: B (Rel-18)

					Source: Ericsson, Nokia, Nokia Shanghai Bell, Huawei
(Replaces C4-234662)
Discussion: 
Revision of C4-234662.
Decision: 		The document was approved.
CP-233081	EAS information to be refreshed for EAS re-discovery
					Type: CR		For: Agreement
					29.502 v18.4.0	  CR-0689  rev 3 Cat: B (Rel-18)

					Source: Huawei
(Replaces C4-235264)
Discussion: 
Revision of C4-235264.
Decision: 		The document was approved.
CP-233239	CR Pack on EDGE_Ph2 - Pack 1/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234172
	agreed
	approved
	29.508
	0238
	
	B
	Rel-18
	18.3.0
	Supporting SMF Traffic Correlation Notification

	C3-234184
	agreed
	approved
	29.591
	0138
	1
	B
	Rel-18
	18.3.0
	Nnef_UEId API definitions

	C3-234230
	agreed
	approved
	29.591
	0160
	
	F
	Rel-18
	18.3.0
	Data types of error responses for TrafficInfluenceData

	C3-234445
	agreed
	approved
	29.522
	1044
	1
	F
	Rel-18
	18.3.0
	Corrections on DNAI Mapping

	C3-234446
	agreed
	approved
	29.591
	0152
	1
	F
	Rel-18
	18.3.0
	Remove the EN for the Traffic Influence Data Subscription

	C3-234447
	agreed
	approved
	29.512
	1130
	1
	B
	Rel-18
	18.3.0
	Update for the VPLMN offloading policy

	C3-234478
	agreed
	approved
	29.522
	1076
	1
	F
	Rel-18
	18.3.0
	Incorrect description of error handling in subscription creation procedure

	C3-234551
	agreed
	approved
	29.522
	1082
	1
	B
	Rel-18
	18.3.0
	Impacts in AF influence on traffic procedures due to HR-SBO scenarios

	C3-234552
	agreed
	approved
	29.591
	0137
	2
	B
	Rel-18
	18.3.0
	Nnef_UEId service descriptions supporting HR-SBO

	C3-234557
	agreed
	approved
	29.591
	0163
	1
	F
	Rel-18
	18.3.0
	Correction to Traffic Influence Data change notification procedure

	C3-234598
	agreed
	approved
	29.512
	1139
	2
	F
	Rel-18
	18.3.0
	Selection of traffic description for Common DNAI

	C3-234618
	agreed
	approved
	29.519
	0452
	1
	F
	Rel-18
	18.3.0
	Data model corrections for TrafficCorrelationInfo

	C3-234620
	agreed
	approved
	29.522
	1069
	1
	B
	Rel-18
	18.3.0
	Updates in the DNAIMapping procedure and data models

	C3-235285
	agreed
	approved
	29.512
	1167
	
	F
	Rel-18
	18.3.0
	Corrections on the hrsboInd attribute

	C3-235304
	agreed
	approved
	29.591
	0139
	3
	B
	Rel-18
	18.3.0
	Nnef_UEId API OpenAPI file definitions

	C3-235305
	agreed
	approved
	29.522
	1057
	1
	B
	Rel-18
	18.3.0
	Updates on Common EAS/DNAI in Traffic Influence procedures

	C3-235596
	agreed
	approved
	29.522
	1122
	1
	B
	Rel-18
	18.3.0
	Nnef_ECSAddress API procedures

	C3-235598
	agreed
	approved
	29.522
	1124
	1
	B
	Rel-18
	18.3.0
	Nnef_ECSAddress API OpenAPI

	C3-235599
	agreed
	approved
	29.519
	0466
	1
	B
	Rel-18
	18.3.0
	ECS Address Information in Roaming

	C3-235600
	agreed
	approved
	29.522
	1125
	1
	B
	Rel-18
	18.3.0
	Extending the Parameter Provisioning for ECS in roaming



Decision: 		The document was approved.
CP-233240	CR Pack on EDGE_Ph2 - Pack 2/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235714
	agreed
	approved
	29.519
	0453
	3
	B
	Rel-18
	18.3.0
	DNAI-EAS Mappings data subset in the UDR

	C3-235724
	agreed
	approved
	29.522
	1123
	2
	B
	Rel-18
	18.3.0
	Nnef_ECSAddress API resources and data model



Decision: 		The document was approved.
[bookmark: _Toc153451212]18.23	Enhancement of NSAC for maximum number of UEs with at least one PDU session/PDN connection [eNSAC]
CP-233039	CR Pack on Enhancement of NSAC for maximum number of UEs with at least one PDU session/PDN connection 
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234442
	agreed
	approved
	29.510
	0895
	1
	B
	Rel-18
	18.4.0
	NSACF Capability for counting the number of UEs with at least one PDU session / PDN connection

	C4-234640
	agreed
	approved
	29.536
	0098
	2
	B
	Rel-18
	18.3.0
	Finding and delegating an NSAC request to the primary NSACF

	C4-234641
	agreed
	approved
	29.536
	0100
	2
	B
	Rel-18
	18.3.0
	Handling UE number with at least one PDU Session in the Hierarchical NSAC architecture

	C4-234642
	agreed
	approved
	29.536
	0101
	2
	B
	Rel-18
	18.3.0
	Controlling the number of UEs with at least one PDU session/PDN connection

	C4-235519
	agreed
	approved
	29.536
	0108
	1
	B
	Rel-18
	18.3.0
	EAC mode is not applicable for NSAC for UEs with at least PDU session/PDN connection

	C4-235604
	agreed
	approved
	29.536
	0099
	4
	B
	Rel-18
	18.3.0
	NSACF role clarification



Decision: 		The document was approved.
CP-233282	CR Pack on eNSAC
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234494
	agreed
	approved
	29.522
	1055
	1
	B
	Rel-18
	18.3.0
	Complete the definition of the new NSAC event



Decision: 		The document was approved.
[bookmark: _Toc153451213]18.24	Mission critical system migration and interconnection enhancements [eMCSMI_IRail]
CP-233153	CR pack on eMCSMI_Irail
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238319
	agreed
	approved
	24.379
	0882
	7
	B
	Rel-18
	18.4.0
	Migration service authorization; uplink

	C1-239499
	agreed
	approved
	24.379
	0913
	1
	B
	Rel-18
	18.4.0
	Private call to user that is migrated to a partner system

	C1-239500
	agreed
	approved
	24.281
	0228
	1
	B
	Rel-18
	18.3.0
	Migration service authorization; uplink

	C1-239501
	agreed
	approved
	24.282
	0364
	1
	B
	Rel-18
	18.4.0
	Migration service authorization; uplink

	C1-239549
	agreed
	approved
	24.379
	0912
	2
	B
	Rel-18
	18.4.0
	Migration service authorization; downlink



Decision: 		The document was approved.
[bookmark: _Toc153451214]18.25	CT aspects of application layer support for V2X services; Phase 3 [V2XAPP_Ph3]
CP-233198	CR pack on V2XAPP_Ph3
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238059
	agreed
	approved
	24.486
	0166
	1
	F
	Rel-18
	18.1.0
	Resolution of the editor's note on sub-elements of the geographical area

	C1-238060
	agreed
	approved
	24.486
	0167
	1
	F
	Rel-18
	18.1.0
	Resolution of the editor's note on sub-elements of the VRU-communication-assistance

	C1-238681
	agreed
	approved
	24.486
	0168
	
	F
	Rel-18
	18.1.0
	XML schema for the <VRU-zone-configuration-info-notification> element

	C1-238683
	agreed
	approved
	24.486
	0169
	
	F
	Rel-18
	18.1.0
	XML schema for the <VRU-zone-configuration-parameters> element

	C1-239171
	agreed
	approved
	24.486
	0173
	1
	B
	Rel-18
	18.1.0
	XML schema for VAE support for energy efficient V2P communications

	C1-239437
	agreed
	approved
	24.486
	0170
	1
	B
	Rel-18
	18.1.0
	VAE support for energy efficient V2P communications

	C1-239438
	agreed
	approved
	24.486
	0171
	1
	B
	Rel-18
	18.1.0
	Structure for VAE support for energy efficient V2P communications

	C1-239439
	agreed
	approved
	24.486
	0172
	1
	B
	Rel-18
	18.1.0
	Data semantics for VAE support for energy efficient V2P communications

	C1-239440
	agreed
	approved
	24.486
	0174
	1
	F
	Rel-18
	18.1.0
	Correction to the XML schema



Decision: 		The document was approved.
CP-233252	CR Pack on V2XAPP_Ph3
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234502
	agreed
	approved
	29.486
	0093
	1
	B
	Rel-18
	18.0.0
	Define the service description clauses of the VAE_ServiceAndQoSControlInfo API

	C3-234505
	agreed
	approved
	29.486
	0096
	1
	B
	Rel-18
	18.0.0
	Define the service description clauses of the VAE_VRUZoneManagement API

	C3-235090
	agreed
	approved
	29.486
	0097
	2
	B
	Rel-18
	18.0.0
	Define the API definition clauses of the VAE_ServiceAndQoSControlInfo API

	C3-235091
	agreed
	approved
	29.486
	0095
	2
	B
	Rel-18
	18.0.0
	Define the OpenAPI description of the VAE_ServiceAndQoSControlInfo API

	C3-235092
	agreed
	approved
	29.486
	0094
	2
	B
	Rel-18
	18.0.0
	Define the API definition clauses of the VAE_VRUZoneManagement API

	C3-235093
	agreed
	approved
	29.486
	0098
	2
	B
	Rel-18
	18.0.0
	Define the OpenAPI description of the VAE_VRUZoneManagement API

	C3-235101
	agreed
	approved
	29.486
	0102
	
	B
	Rel-18
	18.0.0
	Define the API definition clauses of the VAE_V2PApplicationRequirement API

	C3-235103
	agreed
	approved
	29.486
	0104
	
	B
	Rel-18
	18.0.0
	Define the OpenAPI description of the VAE_V2PApplicationRequirement API

	C3-235694
	agreed
	approved
	29.486
	0103
	1
	B
	Rel-18
	18.0.0
	Define the service description clauses of the VAE_V2PApplicationRequirement API



Decision: 		The document was approved.
[bookmark: _Toc153451215]18.26	CT aspects of proximity based services in 5GS Phase 2 [5G_ProSe_Ph2]
CP-233055	CR Pack on CT aspects of proximity based services in 5GS Phase 2
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234201
	agreed
	approved
	29.503
	1163
	
	B
	Rel-18
	18.3.0
	Support the 5G ProSe End UE

	C4-234204
	agreed
	approved
	29.559
	0029
	
	F
	Rel-18
	18.1.0
	Align with the SBI template

	C4-234206
	agreed
	approved
	29.559
	0031
	
	F
	Rel-18
	18.1.0
	PKMF replace by 5G PKMF

	C4-234548
	agreed
	approved
	29.509
	0206
	1
	B
	Rel-18
	18.2.0
	Enhancement to support UE-to-UE relay

	C4-234549
	agreed
	approved
	29.553
	0024
	1
	B
	Rel-18
	18.2.0
	Update the functionalities of PAnF

	C4-234550
	agreed
	approved
	29.559
	0033
	1
	B
	Rel-18
	18.1.0
	Enhancement to support UE-to-UE relay

	C4-234551
	agreed
	approved
	29.571
	0466
	1
	F
	Rel-18
	18.3.0
	Enhancement to support UE-to-UE relay



Decision: 		The document was approved.
CP-233107	CR Pack on Proximity-based Services in 5GS Phase 2
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230686
	agreed
	approved
	31.102
	0992
	1
	F
	Rel-18
	18.2.0
	Update EFs for U2U relay

	C6-230688
	agreed
	approved
	31.102
	0993
	1
	F
	Rel-18
	18.2.0
	Update EFs for U2N relay



Decision: 		The document was approved.
CP-233130	CR pack on 5G_ProSe_Ph2 (1/3)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237244
	agreed
	approved
	24.554
	0423
	
	F
	Rel-18
	18.2.0
	Resolving ENs related to RAN

	C1-237413
	agreed
	approved
	24.554
	0446
	
	F
	Rel-18
	18.2.0
	Resolve EN on 5G ProSe U2N relay discovery security requirement for emergency services

	C1-237633
	agreed
	approved
	24.554
	0459
	
	B
	Rel-18
	18.2.0
	ProSeP policy provisioning procedure for security related parameters for UE-to-UE relay discovery

	C1-237634
	agreed
	approved
	24.554
	0460
	
	F
	Rel-18
	18.2.0
	Corrections for direct link modification procedure after it is accepted for UE-to-UE relay reselection

	C1-237636
	agreed
	approved
	24.554
	0461
	
	F
	Rel-18
	18.2.0
	Acknowledging the direct link modification procedure triggered for UE-to-UE relay reselection

	C1-237637
	agreed
	approved
	24.554
	0462
	
	B
	Rel-18
	18.2.0
	Security considerations for communication path switching between 5G ProSe UE-to-network relays

	C1-237638
	agreed
	approved
	24.554
	0463
	
	F
	Rel-18
	18.2.0
	Adding the missing PROSE DIRECT LINK MODIFICATION ACK message type and missing references

	C1-237641
	agreed
	approved
	24.554
	0466
	
	F
	Rel-18
	18.2.0
	Resolving the ENs related to UE behaviour in limited service state for 5G ProSe UE-to-UE relay

	C1-237978
	agreed
	approved
	24.554
	0379
	5
	B
	Rel-18
	18.2.0
	Ethernet MAC address conflict in 5G ProSe Communication via 5G ProSe Layer-3 UE-to-UE Relay

	C1-238094
	agreed
	approved
	24.554
	0411
	1
	B
	Rel-18
	18.2.0
	Security for emergency services via U2N relay

	C1-238095
	agreed
	approved
	24.554
	0448
	1
	B
	Rel-18
	18.2.0
	Introduction of 5G ProSe direct link identification procedure

	C1-238096
	agreed
	approved
	24.501
	5704
	1
	B
	Rel-18
	18.4.0
	Remote UE identified by PEI

	C1-238097
	agreed
	approved
	24.554
	0447
	1
	F
	Rel-18
	18.2.0
	Add the case when L3 relay UE not indicate support of emergency services for discovery

	C1-238100
	agreed
	approved
	24.555
	0058
	1
	B
	Rel-18
	18.2.0
	The encoding of the UE-to-UE Relay Discovery security materials

	C1-238102
	agreed
	approved
	24.554
	0419
	1
	B
	Rel-18
	18.2.0
	5G PKMF address request procedure for U2U relay

	C1-238103
	agreed
	approved
	24.554
	0420
	1
	B
	Rel-18
	18.2.0
	5G ProSe AA message reliable transport procedure for U2U relay

	C1-238121
	agreed
	approved
	24.554
	0421
	1
	B
	Rel-18
	18.2.0
	Security mode control procedure for U2U relay

	C1-238122
	agreed
	approved
	24.554
	0422
	1
	B
	Rel-18
	18.2.0
	Security for 5G ProSe U2U relay communication during direct link establishment

	C1-238123
	agreed
	approved
	24.501
	5820
	1
	B
	Rel-18
	18.4.0
	Authentication and key agreement procedure for 5G ProSe UE-to-UE relay

	C1-238124
	agreed
	approved
	24.554
	0452
	1
	B
	Rel-18
	18.2.0
	5G ProSe UE-to-UE relay direct link security establishment procedure

	C1-238125
	agreed
	approved
	24.554
	0434
	1
	B
	Rel-18
	18.2.0
	U2U discovery security procedure with DDNMF

	C1-238126
	agreed
	approved
	24.554
	0435
	1
	B
	Rel-18
	18.2.0
	U2U discovery security procedure with PKMF



Decision: 		The document was approved.
CP-233131	CR pack on 5G_ProSe_Ph2 (2/3)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238127
	agreed
	approved
	24.554
	0439
	1
	B
	Rel-18
	18.2.0
	Security for L2 U2U relay

	C1-238128
	agreed
	approved
	24.554
	0440
	1
	B
	Rel-18
	18.2.0
	Security of L2 end UE for relay reselection

	C1-238130
	agreed
	approved
	24.554
	0437
	1
	F
	Rel-18
	18.2.0
	Direct link estalishment retransmission timer for U2U

	C1-238175
	agreed
	approved
	24.554
	0433
	1
	F
	Rel-18
	18.2.0
	Correct the RFC number

	C1-238176
	agreed
	approved
	24.554
	0442
	1
	F
	Rel-18
	18.2.0
	Correction of two Information Element Ids and the format of one IE in two of the PC5 signalling messages

	C1-238177
	agreed
	approved
	24.554
	0450
	1
	B
	Rel-18
	18.2.0
	Clarification on authorisation policy for U2U relay

	C1-238178
	agreed
	approved
	24.555
	0051
	1
	F
	Rel-18
	18.2.0
	Upadate ProSeP for U2U

	C1-238179
	agreed
	approved
	24.554
	0412
	1
	F
	Rel-18
	18.2.0
	Clarification on link modification procedure for U2U Relay

	C1-238180
	agreed
	approved
	24.554
	0468
	1
	F
	Rel-18
	18.2.0
	Correcting mixed up timers usage and values

	C1-238181
	agreed
	approved
	24.554
	0414
	1
	F
	Rel-18
	18.2.0
	Correction on 5G ProSe direct link establishment procedure for U2U Relay

	C1-238182
	agreed
	approved
	24.554
	0415
	1
	F
	Rel-18
	18.2.0
	Clarification on direct link establishment for unreachable target end UE

	C1-238183
	agreed
	approved
	24.554
	0416
	1
	F
	Rel-18
	18.2.0
	Link establishment procedure with integrated discovery for multiple target end UEs

	C1-238191
	agreed
	approved
	24.554
	0443
	1
	F
	Rel-18
	18.2.0
	Clarification on how 5G ProSe UE-to-UE relay determines 5G ProSe end UE list

	C1-238193
	agreed
	approved
	24.554
	0464
	1
	F
	Rel-18
	18.2.0
	Clarification for the RSC supported for the 5G ProSe end UE list and the candidates 5G ProSe UE-to-UE relay UE list

	C1-238194
	agreed
	approved
	24.554
	0465
	1
	F
	Rel-18
	18.2.0
	Resolving the EN related to the details of how the 5G ProSe direct link modification procedure is used in UE-to-UE relay reselection

	C1-238197
	agreed
	approved
	24.555
	0052
	2
	F
	Rel-18
	18.2.0
	Clarification on security related parameters for discovery

	C1-238206
	agreed
	approved
	24.554
	0417
	2
	B
	Rel-18
	18.2.0
	Update to configuration parameters for U2U relay

	C1-238213
	agreed
	approved
	24.555
	0053
	2
	B
	Rel-18
	18.2.0
	Codigng aspect of AS and security related configuration parameters for U2U relay

	C1-238818
	agreed
	approved
	24.554
	0382
	5
	F
	Rel-18
	18.2.0
	Update source UE behaviour for 5G ProSe direct link establishment not accepted when using U2U relay

	C1-238841
	agreed
	approved
	24.555
	0059
	
	F
	Rel-18
	18.2.0
	Correction on figure and table number



Decision: 		The document was approved.
CP-233132	CR pack on 5G_ProSe_Ph2 (3/3)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239060
	agreed
	approved
	24.554
	0467
	1
	F
	Rel-18
	18.2.0
	Correcting multiple signalling messages and information elements

	C1-239063
	agreed
	approved
	24.554
	0492
	
	F
	Rel-18
	18.2.0
	Correcting the ProSe AA message transport messages to be applicable for the 5G ProSe UE-to-UE relay UE

	C1-239064
	agreed
	approved
	24.554
	0493
	
	F
	Rel-18
	18.2.0
	Correcting some wrong messages and duplicated clauses

	C1-239065
	agreed
	approved
	24.554
	0494
	
	F
	Rel-18
	18.2.0
	Clarifications for forwarding the public warning notification by the 5G ProSe UE-to-network relay UE

	C1-239388
	agreed
	approved
	24.501
	5950
	1
	F
	Rel-18
	18.4.0
	Clarification on determining the RRC establishment cause value for 5G ProSe L2 U2N relay UE

	C1-239389
	agreed
	approved
	24.554
	0477
	1
	F
	Rel-18
	18.2.0
	Remove relay indication in direct discovery

	C1-239391
	agreed
	approved
	24.554
	0471
	1
	F
	Rel-18
	18.2.0
	Candidate 5G ProSe UE-to-UE relay discovey procedure

	C1-239425
	agreed
	approved
	24.554
	0481
	1
	F
	Rel-18
	18.2.0
	U2U discovery with network assistance

	C1-239426
	agreed
	approved
	24.554
	0476
	1
	F
	Rel-18
	18.2.0
	Direct link security over PC8 for U2U relay

	C1-239427
	agreed
	approved
	24.554
	0490
	1
	B
	Rel-18
	18.2.0
	The impact of security procedure failure at the 5G ProSe end UE

	C1-239428
	agreed
	approved
	24.554
	0491
	1
	F
	Rel-18
	18.2.0
	Corrections for different IEs descriptions to accommodate for the case of 5G ProSe UE-to-UE relay

	C1-239484
	agreed
	approved
	24.554
	0479
	1
	F
	Rel-18
	18.2.0
	Miscellaneous changes

	C1-239561
	agreed
	approved
	24.554
	0488
	1
	F
	Rel-18
	18.2.0
	Removing peer update indication from link identifier update procedure

	C1-239562
	agreed
	approved
	24.554
	0489
	1
	B
	Rel-18
	18.2.0
	Update to multi-path communication via a PDU session and via 5G ProSe layer-2 UE-to-network relay

	C1-239563
	agreed
	approved
	24.526
	0248
	1
	F
	Rel-18
	18.4.0
	Clarification on multi-access preference and 5G ProSe multi-path preference in RSD

	C1-239565
	agreed
	approved
	24.554
	0497
	1
	F
	Rel-18
	18.2.0
	Resolve EN on abnormal case for path switching procedure from Uu to PC5

	C1-239568
	agreed
	approved
	24.554
	0487
	2
	B
	Rel-18
	18.2.0
	Security related updates to messages for 5G ProSe UE-to-UE relay discovery

	C1-239569
	agreed
	approved
	24.554
	0418
	4
	B
	Rel-18
	18.2.0
	Security for 5G ProSe UE-to-UE relay discovery - Model B

	C1-239581
	agreed
	approved
	24.554
	0470
	3
	F
	Rel-18
	18.2.0
	Security aspect for UE-to-UE relay discovery model A

	C1-239582
	agreed
	approved
	24.554
	0483
	2
	F
	Rel-18
	18.2.0
	Clarification on relay indication for direct link establishment with integrated discovery

	C1-239583
	agreed
	approved
	24.554
	0480
	2
	F
	Rel-18
	18.2.0
	Providing emergency info to AS layers

	C1-239691
	agreed
	approved
	24.554
	0486
	3
	B
	Rel-18
	18.2.0
	Inclusion of announce prohibited indication in the U2U relay discovery model B procedure



Decision: 		The document was approved.
[bookmark: _Toc153451216]18.27	Support for 5WWC Phase 2 [5WWC_Ph2]
CP-233054	CR Pack on Support for 5WWC Phase 2
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234108
	agreed
	approved
	23.003
	0685
	
	B
	Rel-18
	18.3.0
	TNGF ID format in NAI used for 5G registration via trusted non-3GPP access

	C4-234109
	agreed
	approved
	29.244
	0751
	
	B
	Rel-18
	18.3.0
	QoS differentiation for UEs behind RG

	C4-235173
	agreed
	approved
	29.571
	0480
	
	B
	Rel-18
	18.3.0
	User Location Information of AUN3 device

	C4-235480
	agreed
	approved
	29.503
	1184
	1
	F
	Rel-18
	18.3.0
	Access restriction for AUN3 devices

	C4-235481
	agreed
	approved
	29.571
	0492
	1
	B
	Rel-18
	18.3.0
	Service restriction of AUN3 device access 5GC via W-5GAN

	C4-235499
	agreed
	approved
	23.003
	0688
	1
	B
	Rel-18
	18.3.0
	ULI of AUN3 device connected behind the 5G-CRG



Decision: 		The document was approved.
CP-233150	CR pack on 5WWC_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237790
	agreed
	approved
	24.501
	5724
	1
	C
	Rel-18
	18.4.0
	Forbidden Area for AUN3 device behind 5G-RG

	C1-237794
	agreed
	approved
	24.501
	5811
	1
	B
	Rel-18
	18.4.0
	Authentication for AUN3 devices supporting 5G key hierarchy

	C1-237904
	agreed
	approved
	24.526
	0228
	2
	F
	Rel-18
	18.4.0
	Correction to general description of URSP

	C1-237921
	agreed
	approved
	24.501
	5812
	2
	B
	Rel-18
	18.4.0
	Impact on NAS signalling for supporting authentication of AUN3 devices supporting and not supporting 5G key hierarchy

	C1-237955
	agreed
	approved
	24.501
	5725
	2
	C
	Rel-18
	18.4.0
	Service area restriction for AUN3 device behind 5G-RG

	C1-238583
	agreed
	approved
	27.007
	0842
	
	F
	Rel-18
	18.4.0
	Correction to +C5GURSPQRY command

	C1-239043
	agreed
	approved
	24.501
	5932
	
	B
	Rel-18
	18.4.0
	Protecting the N3IWF/TNGF identifier information in the REGISTRATION REJECT message

	C1-239241
	agreed
	approved
	24.526
	0237
	1
	F
	Rel-18
	18.4.0
	Correction to URSP for NAUN3 device

	C1-239242
	agreed
	approved
	24.501
	5723
	2
	B
	Rel-18
	18.4.0
	AUN3 device de-registration

	C1-239243
	agreed
	approved
	24.501
	5644
	5
	C
	Rel-18
	18.4.0
	Rejecting the registration request of AUN3 device due to no existing 5G-RG connected to the same line

	C1-239244
	agreed
	approved
	24.526
	0216
	6
	B
	Rel-18
	18.4.0
	Some RSD components are not applicable to 5G-RG or FN-RG

	C1-239246
	agreed
	approved
	24.501
	5934
	1
	F
	Rel-18
	18.4.0
	Clarification for NAUN3 device connecting to 5GC via 5G-RG that is connected to NG-RAN

	C1-239248
	agreed
	approved
	24.502
	0291
	1
	F
	Rel-18
	18.3.0
	Corrections for the cases that limit the requirements on 5G-RG to wireline access

	C1-239249
	agreed
	approved
	24.526
	0245
	1
	D
	Rel-18
	18.4.0
	Editorial correction related to the connectivity group ID of the NAUN3 device behind the 5G-RG

	C1-239378
	agreed
	approved
	24.501
	5933
	2
	B
	Rel-18
	18.4.0
	5GMM context for the AUN3 device

	C1-239379
	agreed
	approved
	24.502
	0290
	2
	B
	Rel-18
	18.3.0
	Differentiation of resources of W-AGF serving 5G-RG that is acting on behalf of one or more AUN3 devices



Decision: 		The document was approved.
[bookmark: _Toc153451217]18.28	Enhancement of application detection event exposure [TEI18_ADEE]
CP-233257	CR Pack on TEI18_ADEE
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234476
	agreed
	approved
	29.122
	0763
	1
	F
	Rel-18
	18.3.0
	Corrections in MonitoringEventReport

	C3-235166
	agreed
	approved
	29.513
	0508
	
	D
	Rel-18
	18.3.0
	resource name correction

	C3-235506
	agreed
	approved
	29.522
	1114
	1
	F
	Rel-18
	18.3.0
	Corrections to Application traffic detection

	C3-235507
	agreed
	approved
	29.523
	0098
	1
	F
	Rel-18
	18.2.0
	Completion of Application Detection

	C3-235613
	agreed
	approved
	29.122
	0783
	1
	F
	Rel-18
	18.3.0
	Wrong attribute name

	C3-235614
	agreed
	approved
	29.522
	1128
	1
	F
	Rel-18
	18.3.0
	Application detection procedure corrections

	C3-235731
	agreed
	approved
	29.122
	0775
	1
	F
	Rel-18
	18.3.0
	Update application detection event exposure



Decision: 		The document was approved.
[bookmark: _Toc153451218]18.29	CT aspects of General Support of IPv6 Prefix Delegation in 5GS [TEI18_IPv6PD]
[bookmark: _Toc153451219]18.30	CT aspects of 5G System with Satellite Backhaul [5GSATB]
CP-233253	CR Pack on 5GSATB
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234597
	agreed
	approved
	29.512
	1138
	2
	F
	Rel-18
	18.3.0
	Support QoS monitoring for dynamic satellite backhaul

	C3-235541
	agreed
	approved
	29.512
	1166
	1
	F
	Rel-18
	18.3.0
	Clarifications on the dynamic satellite backhaul categories

	C3-235652
	agreed
	approved
	29.523
	0102
	1
	B
	Rel-18
	18.2.0
	Support of dynamic satellite backhaul category changes

	C3-235653
	agreed
	approved
	29.525
	0305
	1
	B
	Rel-18
	18.3.0
	Support for services deployed on GEO satellite

	C3-235681
	agreed
	approved
	29.512
	1163
	1
	F
	Rel-18
	18.3.0
	Corrections related to EnSatBackhaulCatChg feature

	C3-235682
	agreed
	approved
	29.514
	0567
	1
	F
	Rel-18
	18.3.0
	Corrections related to EnSatBackhaulCatChg feature

	C3-235683
	agreed
	approved
	29.523
	0097
	1
	B
	Rel-18
	18.2.0
	Support of Dynamic Satellite Backhaul

	C3-235722
	agreed
	approved
	29.514
	0566
	2
	F
	Rel-18
	18.3.0
	Adding reference and correcting the terms to align with stage-2



Decision: 		The document was approved.
[bookmark: _Toc153451220]18.31	Timing Resiliency and URLLC enhancements [TRS_URLLC]
CP-233041	CR Pack on 5G Timing Resiliency and TSC & URLLC enhancements
					Type: CR pack		For: Approval
					Source: CT4
Discussion: 
C4-234237 is revised to CP-233076.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234237
	revised
	revised
	29.503
	1169
	
	B
	Rel-18
	18.3.0
	Clarification for AfRequestAuthorization

	C4-234609
	agreed
	approved
	29.518
	0976
	1
	B
	Rel-18
	18.3.0
	UE reconnection indication in UE context in AMF

	C4-234610
	agreed
	approved
	29.518
	0977
	1
	B
	Rel-18
	18.3.0
	Update Non-UE N2 subscription and notification

	C4-235041
	agreed
	approved
	29.571
	0472
	
	F
	Rel-18
	18.3.0
	Time Source

	C4-235108
	agreed
	approved
	29.244
	0767
	
	B
	Rel-18
	18.3.0
	TL-Containers in PFCP Session Modification/Deletion Request/Response

	C4-235527
	agreed
	approved
	29.518
	0968
	2
	B
	Rel-18
	18.3.0
	Updates on the RAN Timing Synchronization Status Report related N2 information

	C4-235528
	agreed
	approved
	29.518
	0992
	1
	B
	Rel-18
	18.3.0
	New event filters for Presence-In-AOI-Report event subscription targeting Any UE

	C4-235529
	agreed
	approved
	29.571
	0497
	
	F
	Rel-18
	18.3.0
	New data type to represent a combination of S-NSSAI(s) and/or DNN(s)

	C4-235530
	agreed
	approved
	29.510
	0925
	1
	B
	Rel-18
	18.4.0
	Discovering all the NF profiles or NF Instance IDs matching the query parameters

	C4-235694
	agreed
	approved
	29.518
	0991
	1
	F
	Rel-18
	18.3.0
	Network Timing Synchronization Status feature in Table 6.1.8-1



Decision: 		The document was partially approved.
CP-233076	Clarification for AfRequestAuthorization
					Type: CR		For: Agreement
					29.503 v18.3.0	  CR-1169  rev 2 Cat: B (Rel-18)

					Source: Ericsson
(Replaces C4-234237)
Abstract: 
Redefine AfRequestAuthorization data type and correct a typo in TimeSyncSubscriptionData.
Discussion: 
Revision of C4-234237.
Decision: 		The document was approved.
CP-233135	Notification of Access Stratum Time Distribution configuration changes
					Type: CR		For: Agreement
					29.565 v18.3.0	  CR-0100  rev 2 Cat: B (Rel-18)

					Source: Ericsson, Nokia, Nokia Shanghai Bell, Huawei
(Replaces C3-235643)
Discussion: 
Revision of C3-235643.
Decision: 		The document was approved.
CP-233200	Support the status information on ASTI service
					Type: CR		For: Agreement
					29.565 v18.3.0	  CR-0088  rev 2 Cat: B (Rel-18)

					Source: Huawei, SIA, Nokia, Nokia Shanghai Bell, Ericsson
(Replaces C3-234573)
Discussion: 
Revision of C3-234573.
Decision: 		The document was approved.
CP-233201	Update the time synchronization status parameters
					Type: CR		For: Agreement
					29.565 v18.3.0	  CR-0097  rev 1 Cat: F (Rel-18)

					Source: Huawei, Nokia, Nokia Shanghai Bell
(Replaces C3-235299)
Discussion: 
Revision of C3-235299.
Decision: 		The document was approved.
CP-233248	CR Pack on TRS_URLLC
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-235643 is revised to CP-233135.
C3-234573 is revised to CP-233200.
C3-235299 is revised to CP-233201.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234411
	agreed
	approved
	29.513
	0504
	
	B
	Rel-18
	18.3.0
	Update to the report of time synchronization status changes

	C3-234412
	agreed
	approved
	29.513
	0505
	
	B
	Rel-18
	18.3.0
	Subscription checks during Time Synchronization Exposure

	C3-234573
	agreed
	revised
	29.565
	0088
	1
	B
	Rel-18
	18.3.0
	Support the status information on ASTI service

	C3-234655
	agreed
	approved
	29.522
	1091
	1
	B
	Rel-18
	18.3.0
	Procedure and the data model for access stratum time distribution parameters

	C3-234656
	agreed
	approved
	29.565
	0089
	1
	B
	Rel-18
	18.3.0
	Clarification on time synchronization service

	C3-234682
	agreed
	approved
	29.565
	0092
	1
	B
	Rel-18
	18.3.0
	Correction to clock quality information

	C3-235109
	agreed
	approved
	29.507
	0278
	
	F
	Rel-18
	18.3.0
	Correction to the typo

	C3-235299
	agreed
	revised
	29.565
	0097
	
	F
	Rel-18
	18.3.0
	Update the time synchronization status parameters

	C3-235300
	agreed
	approved
	29.522
	1068
	3
	F
	Rel-18
	18.3.0
	Corrections on clock quality parameters

	C3-235378
	agreed
	approved
	29.522
	1141
	
	F
	Rel-18
	18.3.0
	Corrections to the time sync exposure OpenAPI

	C3-235643
	agreed
	revised
	29.565
	0100
	1
	B
	Rel-18
	18.3.0
	Notification of Access Stratum Time Distribution configuration changes

	C3-235645
	agreed
	approved
	29.522
	1140
	1
	B
	Rel-18
	18.3.0
	Completion of Access Stratum Time Distribution Information

	C3-235695
	agreed
	approved
	29.565
	0095
	1
	F
	Rel-18
	18.3.0
	Removal of Editor’s Note

	C3-235697
	agreed
	approved
	29.522
	1101
	1
	F
	Rel-18
	18.3.0
	Correction of the data type of clock quality acceptance criteria result

	C3-235698
	agreed
	approved
	29.565
	0094
	1
	B
	Rel-18
	18.3.0
	Update to the time synchronization status and the report



Decision: 		The document was partially approved.
[bookmark: _Toc153451221]18.32	Extensions to the TSC Framework to support DetNet [DetNet]
CP-233042	CR Pack on Extensions to the TSC Framework to support DetNet 
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235531
	agreed
	approved
	29.244
	0777
	1
	F
	Rel-18
	18.3.0
	Correction on User Plane Node ID



Decision: 		The document was approved.
CP-233110	Update to PMIC and UMIC references for implementation
					Type: CR		For: Agreement
					24.539 v18.3.0	  CR-0030  rev 2 Cat: A (Rel-18)

					Source: Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
(Replaces C1-237703)
Abstract: 
V1: backwards compatibility analysis added, and new co-signing companies added.
V2: v1 was agreed by CT1 at CT1#144. V2 direct to plenary as it has been found that the agreed CR in C1-237703 is not based on the latest baseline of TS 24.539 Rel-18. Hence, 
Discussion: 
Revision of C1-237703.
Decision: 		The document was revised to CP-233118.
CP-233118	Update to PMIC and UMIC references for implementation
					Type: CR		For: Agreement
					24.539 v18.3.0	  CR-0030  rev 3 Cat: A (Rel-18)

					Source: Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
(Replaces CP-233110)
Abstract: 
V1: backwards compatibility analysis added, and new co-signing companies added.
V2: v1 was agreed by CT1 at CT1#144. V2 direct to plenary as it has been found that the agreed CR in C1-237703 is not based on the latest baseline of TS 24.539 Rel-18. Hence, 
Discussion: 
Revision of CP-233118.
Decision: 		The document was revised to CP-233119.
CP-233119	Update to PMIC and UMIC references for implementation
					Type: CR		For: Agreement
					24.539 v18.3.0	  CR-0030  rev 4 Cat: A (Rel-18)

					Source: Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
(Replaces CP-233118)
Abstract: 
V1: backwards compatibility analysis added, and new co-signing companies added.
V2: v1 was agreed by CT1 at CT1#144. V2 direct to plenary as it has been found that the agreed CR in C1-237703 is not based on the latest baseline of TS 24.539 Rel-18. Hence, 
Discussion: 
Revision of CP-233119.
Decision: 		The document was revised to CP-233120.
CP-233120	Update to PMIC and UMIC references for implementation
					Type: CR		For: Agreement
					24.539 v18.3.0	  CR-0030  rev 5 Cat: A (Rel-18)

					Source: Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
(Replaces CP-233119)
Abstract: 
V1: backwards compatibility analysis added, and new co-signing companies added.
V2: v1 was agreed by CT1 at CT1#144. V2 direct to plenary as it has been found that the agreed CR in C1-237703 is not based on the latest baseline of TS 24.539 Rel-18. Hence, 
Decision: 		The document was revised to CP-233314.
CP-233314	Update to PMIC and UMIC references for implementation
					Type: CR		For: Agreement
					24.539 v18.3.0	  CR-0030  rev 6 Cat: A (Rel-18)

					Source: Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
(Replaces CP-233120)
Discussion: 
Only cover page corrections. A comment removed.
Decision: 		The document was approved.
CP-233266	CR Pack on DetNet
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235647
	agreed
	approved
	29.565
	0098
	1
	B
	Rel-18
	18.3.0
	Completion of YANG module for 3GPP extensions to IETF DetNet

	C3-235648
	agreed
	approved
	29.513
	0514
	1
	B
	Rel-18
	18.3.0
	Solving Editor's Note about QoS mapping

	C3-235649
	agreed
	approved
	29.565
	0091
	3
	B
	Rel-18
	18.3.0
	Solving remaining Editor's Note(s) for DetNet



Decision: 		The document was approved.
[bookmark: _Toc153451222]18.33	CT aspects for Enabling Edge Applications Phase 2 [EDGEAPP_Ph2]
CP-233111	Handling EAS Bundle in EAS Discovery service
					Type: CR		For: Agreement
					24.558 v18.2.0	  CR-0072  rev 3 Cat: B (Rel-18)

					Source: Samsung
(Replaces C1-239584)
Discussion: 
Revision of C1-239584.
Decision: 		The document was revised to CP-233315.
CP-233315	Handling EAS Bundle in EAS Discovery service
					Type: CR		For: Agreement
					24.558 v18.2.0	  CR-0072  rev 4 Cat: B (Rel-18)

					Source: Samsung
(Replaces CP-233111)
Decision: 		The document was approved.
CP-233112	Handling EAS Bundle in ECS Service Provisioning
					Type: CR		For: Agreement
					24.558 v18.2.0	  CR-0071  rev 3 Cat: B (Rel-18)

					Source: Samsung
(Replaces C1-239585)
Discussion: 
Revision of C1-239585
Decision: 		The document was revised to CP-233316.
CP-233316	Handling EAS Bundle in ECS Service Provisioning
					Type: CR		For: Agreement
					24.558 v18.2.0	  CR-0071  rev 4 Cat: B (Rel-18)

					Source: Samsung
(Replaces CP-233112)
Decision: 		The document was approved.
CP-233152	CR pack on EDGEAPP_Ph2
					Type: CR pack		For: Approval
					Source: CT1
Discussion: 
C1-239584 is revised to CP-233111.
C1-239585 is revised to CP-233112.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237275
	agreed
	approved
	24.558
	0065
	
	F
	Rel-18
	18.2.0
	Update table with API specific data types and descriptions of EdgeApp_2 feature

	C1-237276
	agreed
	approved
	24.558
	0066
	
	F
	Rel-18
	18.2.0
	Handling of desired ECSP identifier(s)

	C1-237296
	agreed
	approved
	27.007
	0830
	
	B
	Rel-18
	18.4.0
	AT command for EDGE-5 AC registration

	C1-237959
	agreed
	approved
	24.558
	0069
	2
	B
	Rel-18
	18.2.0
	Eees_EASInformationProvisioning API definition

	C1-238104
	agreed
	approved
	24.558
	0058
	1
	F
	Rel-18
	18.2.0
	ECS Service Provisioning for selecting T-EES supporting service continuity.

	C1-238105
	agreed
	approved
	24.558
	0059
	1
	B
	Rel-18
	18.2.0
	EAS discovery request triggered for service continuity planning

	C1-238107
	agreed
	approved
	24.558
	0061
	1
	B
	Rel-18
	18.2.0
	EAS discovery in edge node sharing

	C1-238108
	agreed
	approved
	24.558
	0062
	1
	F
	Rel-18
	18.2.0
	Update EAS Discovery procedure for handling instantiation-in-progress status and traffic influence.

	C1-238109
	agreed
	approved
	24.558
	0063
	1
	B
	Rel-18
	18.2.0
	Sharing EAS selection indication in EEC Register request.

	C1-238110
	agreed
	approved
	24.558
	0067
	1
	B
	Rel-18
	18.2.0
	Support of Eees_UEIdentifier API

	C1-238195
	agreed
	approved
	24.558
	0060
	2
	B
	Rel-18
	18.2.0
	SEAL Notification Management usage in EEL

	C1-239148
	agreed
	approved
	24.558
	0079
	
	F
	Rel-18
	18.2.0
	Replacing references to clause 6.1

	C1-239149
	agreed
	approved
	24.558
	0080
	
	F
	Rel-18
	18.2.0
	Eecs_ServiceProvisioning API: supported ACR scenarios

	C1-239150
	agreed
	approved
	24.558
	0081
	
	F
	Rel-18
	18.2.0
	Description of the expTime attribute

	C1-239418
	agreed
	approved
	24.558
	0073
	1
	F
	Rel-18
	18.2.0
	Sharing EEC triggers in Notification procedures

	C1-239420
	agreed
	approved
	24.558
	0075
	1
	F
	Rel-18
	18.2.0
	EAS instantiation alignment in EAS Discovery procedure

	C1-239483
	agreed
	approved
	24.558
	0078
	1
	B
	Rel-18
	18.2.0
	EES monitoring the UE mobility for service continuity planning

	C1-239584
	agreed
	revised
	24.558
	0072
	2
	B
	Rel-18
	18.2.0
	Handling EAS Bundle in EAS Discovery service

	C1-239585
	agreed
	revised
	24.558
	0071
	2
	B
	Rel-18
	18.2.0
	Handling EAS Bundle in ECS Service Provisioning

	C1-239668
	agreed
	approved
	24.558
	0077
	2
	B
	Rel-18
	18.2.0
	Update ECS Service Provisioning response with EES authentication method.



Decision: 		The document was partially approved.
CP-233241	CR Pack on EDGEAPP_Ph2 - Pack 1/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234141
	agreed
	approved
	29.558
	0122
	
	B
	Rel-18
	18.3.0
	Remove the remaining Editor's Note on EAS bundle requirements

	C3-234142
	agreed
	approved
	29.558
	0123
	
	B
	Rel-18
	18.3.0
	Remove the remaining Editor's Note on the ACRScenario data type

	C3-234144
	agreed
	approved
	29.558
	0125
	
	B
	Rel-18
	18.3.0
	Remove the remaining Editor's Note on the "acIds" attribute

	C3-234146
	agreed
	approved
	29.558
	0127
	
	B
	Rel-18
	18.3.0
	Resolve the remaining Editor's Note on the "teasEndPoint" attribute

	C3-234463
	agreed
	approved
	29.558
	0132
	1
	B
	Rel-18
	18.3.0
	ACRManagementEvent - EAS ack and service continuity

	C3-234464
	agreed
	approved
	29.558
	0133
	1
	B
	Rel-18
	18.3.0
	Updates to Common EAS Announcement service

	C3-234465
	agreed
	approved
	29.558
	0134
	1
	B
	Rel-18
	18.3.0
	Eees_EASRegistration - EAS sync and Bundle updates

	C3-234466
	agreed
	approved
	29.558
	0136
	1
	B
	Rel-18
	18.3.0
	Retreive EES using application group identifier

	C3-234555
	agreed
	approved
	29.558
	0130
	1
	B
	Rel-18
	18.3.0
	ACR Management subscription API update

	C3-234699
	agreed
	approved
	29.558
	0126
	2
	B
	Rel-18
	18.3.0
	Complete the definition of the ACR Selection event

	C3-234703
	agreed
	approved
	29.558
	0124
	3
	B
	Rel-18
	18.3.0
	Remove the remaining Editor's Notes on the "servContPlanInd" attribute

	C3-235097
	agreed
	approved
	29.558
	0142
	
	F
	Rel-18
	18.3.0
	Corrections to the definition of the general context holding time duration

	C3-235410
	agreed
	approved
	29.558
	0089
	5
	B
	Rel-18
	18.3.0
	Updates to Eees_UEIdentifier API

	C3-235576
	agreed
	approved
	29.222
	0331
	1
	B
	Rel-18
	18.3.0
	New IE(Service KPI) in Service API publish request

	C3-235591
	agreed
	approved
	29.558
	0147
	1
	B
	Rel-18
	18.3.0
	Instantiation criteria update and add missing abbreviations

	C3-235627
	agreed
	approved
	29.558
	0139
	1
	B
	Rel-18
	18.3.0
	Corrections and updates to the content of the EAS bundle information

	C3-235628
	agreed
	approved
	29.558
	0140
	1
	B
	Rel-18
	18.3.0
	Adding EDN information to the EES profile

	C3-235629
	agreed
	approved
	29.558
	0141
	1
	B
	Rel-18
	18.3.0
	Support indicating the EAS ability of handling bundled EAS ACR

	C3-235691
	agreed
	approved
	29.558
	0143
	1
	B
	Rel-18
	18.3.0
	Resolve ENs in Eees_ACRManagementEvent API

	C3-235692
	agreed
	approved
	29.558
	0144
	1
	B
	Rel-18
	18.3.0
	Resolve ENs in Eees_SessionWithQoS API



Decision: 		The document was approved.
CP-233242	CR Pack on EDGEAPP_Ph2 - Pack 2/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235715
	agreed
	approved
	29.558
	0145
	1
	B
	Rel-18
	18.3.0
	Update ACR management event notification



Decision: 		The document was approved.
[bookmark: _Toc153451223]18.34	Rel-18 enhancements of session management policy control [SMPC18]
CP-233271	CR Pack on SMPC18
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234605
	agreed
	approved
	29.512
	1142
	2
	F
	Rel-18
	18.3.0
	Spending limits report for SM Policy

	C3-235581
	agreed
	approved
	29.512
	1172
	1
	B
	Rel-18
	18.3.0
	Clarification of PCF authorization during SM policy association establishment



Decision: 		The document was approved.
[bookmark: _Toc153451224]18.35	CT aspects of 5G System Enabler for Service Function Chaining [SFC]
CP-233267	CR Pack on SFC
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234245
	agreed
	approved
	29.512
	1144
	
	F
	Rel-18
	18.3.0
	Presence condition correction

	C3-235160
	agreed
	approved
	29.519
	0468
	
	F
	Rel-18
	18.3.0
	Correcting the presence indicator of metadata attribute

	C3-235161
	agreed
	approved
	29.522
	1113
	
	F
	Rel-18
	18.3.0
	Correcting the presence indicator of metadata attribute



Decision: 		The document was approved.
[bookmark: _Toc153451225]18.36	Enhancement of Network Automation Enablers [eNetAE]
CP-233246	CR Pack on eNetAE
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234188
	agreed
	approved
	29.522
	1060
	
	B
	Rel-18
	18.3.0
	Nnef_UEAddress OpenAPI file definitions

	C3-234262
	agreed
	approved
	29.520
	0798
	
	F
	Rel-18
	18.3.0
	add ENAExt feature for Nnwdaf_AnalyticsInfo Service

	C3-234441
	agreed
	approved
	29.522
	1058
	1
	B
	Rel-18
	18.3.0
	UEAddress service and procedures

	C3-234442
	agreed
	approved
	29.522
	1059
	1
	B
	Rel-18
	18.3.0
	UEAddress API definitions

	C3-234477
	agreed
	approved
	29.517
	0122
	
	F
	Rel-18
	18.3.0
	corrections to CollectiveBehaviour

	C3-234680
	agreed
	approved
	29.575
	0063
	1
	B
	Rel-18
	18.3.0
	Support of the storage of user consent

	C3-235164
	agreed
	approved
	29.591
	0165
	
	F
	Rel-18
	18.3.0
	Missing applicable feature for appIds

	C3-235195
	agreed
	approved
	29.520
	0814
	
	F
	Rel-18
	18.3.0
	Corrections on the presence and description of dnais attribute

	C3-235251
	agreed
	approved
	29.520
	0822
	
	F
	Rel-18
	18.3.0
	Data fetching correction

	C3-235352
	agreed
	approved
	29.520
	0831
	
	F
	Rel-18
	18.3.0
	Updates to NnwdafEventsSubscriptionNotification Data Type

	C3-235566
	agreed
	approved
	29.520
	0829
	1
	F
	Rel-18
	18.3.0
	Updates to the Data Model for Nnwdaf_EventsSubscription Service API

	C3-235609
	agreed
	approved
	29.520
	0821
	1
	F
	Rel-18
	18.3.0
	Wrong feature and service operation names

	C3-235659
	agreed
	approved
	29.520
	0825
	1
	B
	Rel-18
	18.3.0
	Updates to error handling

	C3-235685
	agreed
	approved
	29.552
	0084
	1
	F
	Rel-18
	18.2.0
	Corrections to data collection from OAM procedures

	C3-235688
	agreed
	approved
	29.520
	0805
	1
	B
	Rel-18
	18.3.0
	Applicability of UNAVAILABLE_DATA failure code

	C3-235699
	agreed
	approved
	29.520
	0824
	1
	F
	Rel-18
	18.3.0
	Corrections to boolean type definitions



Decision: 		The document was approved.
[bookmark: _Toc153451226]18.37	CT aspects of enhancement of 5G UE Policy [eUEPO]
CP-233166	CR pack on eUEPO
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237603
	agreed
	approved
	24.501
	5809
	
	F
	Rel-18
	18.4.0
	URSP rule enforcement indication corrections

	C1-237770
	agreed
	approved
	24.301
	3897
	5
	B
	Rel-18
	18.4.0
	URSP provisioning in EPS - procedures

	C1-237771
	agreed
	approved
	24.008
	3335
	5
	B
	Rel-18
	18.4.0
	URSP provisioning in EPS - support indicators

	C1-237772
	agreed
	approved
	24.301
	3935
	1
	B
	Rel-18
	18.4.0
	Overview of URSP provisioning in EPS

	C1-237775
	agreed
	approved
	24.301
	3936
	1
	B
	Rel-18
	18.4.0
	URSP provisioning in EPS procedure

	C1-237778
	agreed
	approved
	24.526
	0224
	1
	F
	Rel-18
	18.4.0
	VPS URSP terminology alignment in 24.526

	C1-237779
	agreed
	approved
	24.501
	5705
	1
	F
	Rel-18
	18.4.0
	VPS URSP terminology alignment in 24.501

	C1-237780
	agreed
	approved
	24.501
	5706
	1
	F
	Rel-18
	18.4.0
	Received VPS URSP configuration when UE has no stored VPS URSP configuration

	C1-237786
	agreed
	approved
	24.526
	0231
	1
	B
	Rel-18
	18.4.0
	Traffic categories is OS independent

	C1-237787
	agreed
	approved
	24.526
	0232
	1
	F
	Rel-18
	18.4.0
	Correction on traffic categories definition

	C1-237817
	agreed
	approved
	24.501
	5526
	2
	C
	Rel-18
	18.4.0
	Update the handling on collision of PDU session modification procedures

	C1-237913
	agreed
	approved
	24.301
	3934
	2
	B
	Rel-18
	18.4.0
	Transport of messages of network-requested UE policy management procedure

	C1-239033
	agreed
	approved
	24.301
	3971
	
	F
	Rel-18
	18.4.0
	ePCO support after inter-system change from N1 mode to S1 mode

	C1-239039
	agreed
	approved
	24.501
	5931
	
	F
	Rel-18
	18.4.0
	EN resolution on the UE to inform the stored tuples to the network

	C1-239269
	agreed
	approved
	24.301
	3948
	4
	F
	Rel-18
	18.4.0
	Clarification on the PDN connection used for URSP provisioning in EPS



Decision: 		The document was approved.
CP-233202	Correction to the report of URSP rule enforcement info
					Type: CR		For: Agreement
					29.525 v18.3.0	  CR-0286  rev 1 Cat: F (Rel-18)

					Source: Huawei
(Replaces C3-234227)
Discussion: 
Revision of C3-234227.
Decision: 		The document was approved.
CP-233244	CR Pack on eUEPO
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-234227 is revised to CP-233202.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234227
	agreed
	revised
	29.525
	0286
	
	F
	Rel-18
	18.3.0
	Correction to the report of URSP rule enforcement info

	C3-234243
	agreed
	approved
	29.525
	0287
	
	F
	Rel-18
	18.3.0
	Wrong attribute name

	C3-234527
	agreed
	approved
	29.525
	0295
	1
	F
	Rel-18
	18.3.0
	Miscellaneous changes

	C3-234539
	agreed
	approved
	29.512
	1148
	1
	F
	Rel-18
	18.3.0
	EN resolution on UE policy container PCRT

	C3-234541
	agreed
	approved
	29.525
	0298
	1
	B
	Rel-18
	18.3.0
	URSP provisioning in EPS in Home Routed scenarios

	C3-234596
	agreed
	approved
	29.525
	0285
	1
	B
	Rel-18
	18.3.0
	Remove the EN for the details that the PCF receives the report of URSP rule enforcement info from NWDAF

	C3-234608
	agreed
	approved
	29.513
	0497
	2
	B
	Rel-18
	18.3.0
	Procedure of Awareness of URSP Rule Enforcement

	C3-234609
	agreed
	approved
	29.512
	1143
	2
	B
	Rel-18
	18.3.0
	Remove the EN for PCC rule generation

	C3-234616
	agreed
	approved
	29.525
	0297
	1
	B
	Rel-18
	18.3.0
	Subscription to the outcome of the provisioning of VPLMN specific URSP

	C3-234617
	agreed
	approved
	29.522
	1096
	1
	B
	Rel-18
	18.3.0
	Support of VPLMN-specific URSP delivery outcome

	C3-234636
	agreed
	approved
	29.525
	0290
	1
	B
	Rel-18
	18.3.0
	Enhancement to Npcf_UEPolicyControl service for URSP rule enforcement in EPS

	C3-234659
	agreed
	approved
	29.513
	0503
	1
	B
	Rel-18
	18.3.0
	Support of VPLMN specific URSP rules

	C3-235163
	agreed
	approved
	29.525
	0301
	
	F
	Rel-18
	18.3.0
	definition of term Configured NSSAI

	C3-235540
	agreed
	approved
	29.519
	0474
	1
	B
	Rel-18
	18.3.0
	Completion of LBO roaming information

	C3-235560
	agreed
	approved
	29.525
	0302
	1
	B
	Rel-18
	18.3.0
	Update for the URSP rule enforcement without UE assistance

	C3-235684
	agreed
	approved
	29.525
	0300
	1
	F
	Rel-18
	18.3.0
	Corrections on PCRT for immediate report

	C3-235730
	agreed
	approved
	29.513
	0515
	2
	B
	Rel-18
	18.3.0
	Solving Editor's Note about Roaming



Decision: 		The document was partially approved.
[bookmark: _Toc153451227]18.38	CT aspect of Seamless UE context recovery [SUECR]
CP-233185	CR pack on SUECR
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239211
	agreed
	approved
	24.501
	5911
	1
	F
	Rel-18
	18.4.0
	Correction on periodic update timer

	C1-239214
	agreed
	approved
	24.501
	5913
	1
	F
	Rel-18
	18.4.0
	Clarification on UE behavior upon registration fails

	C1-239216
	agreed
	approved
	24.501
	5959
	1
	F
	Rel-18
	18.4.0
	Clarification on support for unavailability period in non-3GPP accss

	C1-239372
	agreed
	approved
	24.501
	5912
	2
	F
	Rel-18
	18.4.0
	Clarification on 5GMM context

	C1-239386
	agreed
	approved
	24.501
	5957
	2
	F
	Rel-18
	18.4.0
	Minor corrections of ambiguous texts in clause related to unavailability period



Decision: 		The document was approved.
[bookmark: _Toc153451228]18.39	Secondary DN authentication and authorization in EPC IWK cases [TEI18_SDNAEPC]
[bookmark: _Toc153451229]18.40	CT aspects of enhancement to the 5GC location services - phase 3 [5G_eLCS_Ph3]
CP-233037	CR Pack on CT aspects of enhancement to the 5GC location services - phase 3
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234184
	agreed
	approved
	29.515
	0128
	
	F
	Rel-18
	18.3.0
	Correction on the description of scheduledLocTime

	C4-234185
	agreed
	approved
	29.515
	0129
	
	B
	Rel-18
	18.3.0
	Resolve Editor's note

	C4-234186
	agreed
	approved
	29.515
	0130
	
	B
	Rel-18
	18.3.0
	Support on Indoor/Ourdoor indication

	C4-234189
	agreed
	approved
	29.572
	0198
	
	F
	Rel-18
	18.3.0
	Align with the SBI template

	C4-234190
	agreed
	approved
	29.572
	0199
	
	F
	Rel-18
	18.3.0
	Correction on the description of scheduledLocTime

	C4-234192
	agreed
	approved
	29.572
	0201
	
	B
	Rel-18
	18.3.0
	Update on UpNotifyData

	C4-234231
	agreed
	approved
	29.518
	0936
	2
	B
	Rel-18
	18.3.0
	Periodic or triggered location events via user plane to an LCS Client or AF

	C4-234440
	agreed
	approved
	29.510
	0911
	1
	B
	Rel-18
	18.4.0
	User plane positioning capability of LMF

	C4-234465
	agreed
	approved
	29.572
	0182
	3
	B
	Rel-18
	18.3.0
	Periodic or triggered location events via user plane to an LCS Client or AF

	C4-234466
	agreed
	approved
	24.080
	0103
	1
	B
	Rel-18
	18.1.0
	Add reporting Indication in LCS-PeriodicTriggeredInvokeArg

	C4-234520
	agreed
	approved
	29.515
	0127
	1
	B
	Rel-18
	18.3.0
	Addition of missing interface between LMF and GMLC

	C4-234521
	agreed
	approved
	29.572
	0197
	1
	B
	Rel-18
	18.3.0
	Add the Nlmf_Location_UPConfig

	C4-234567
	agreed
	approved
	29.572
	0196
	1
	F
	Rel-18
	18.3.0
	Addition of missing interface between LMF and GMLC

	C4-235065
	agreed
	approved
	24.080
	0105
	
	F
	Rel-18
	18.1.0
	Support of Multiple PRU Update Triggers

	C4-235084
	agreed
	approved
	24.080
	0102
	1
	B
	Rel-18
	18.1.0
	Add PRU state in the association procedure

	C4-235213
	agreed
	approved
	29.572
	0210
	
	F
	Rel-18
	18.3.0
	Correction on PRU Location Measurements

	C4-235242
	agreed
	approved
	29.518
	0996
	
	F
	Rel-18
	18.3.0
	Update the support of PRU related procedures

	C4-235361
	agreed
	approved
	29.515
	0116
	5
	B
	Rel-18
	18.3.0
	Periodic or triggered location events via user plane to an LCS Client or AF

	C4-235430
	agreed
	approved
	29.518
	0986
	1
	F
	Rel-18
	18.3.0
	Reporting Indication Definition Alignment to Stage 2

	C4-235431
	agreed
	approved
	29.518
	0987
	1
	B
	Rel-18
	18.3.0
	Multiple QoS for Deferred Location Service Continuation from 5GS to EPS

	C4-235453
	agreed
	approved
	29.503
	1188
	1
	F
	Rel-18
	18.3.0
	Area Usage Indication Definition Alignment to Stage 2

	C4-235455
	agreed
	approved
	29.572
	0205
	1
	F
	Rel-18
	18.3.0
	Reporting Indication Definition Alignment to Stage 2

	C4-235456
	agreed
	approved
	24.080
	0108
	1
	B
	Rel-18
	18.1.0
	Update of the LCS-PeriodicTriggeredInvokeArg

	C4-235457
	agreed
	approved
	29.515
	0139
	1
	B
	Rel-18
	18.3.0
	Multiple QoS for Deferred Location Service Continuation from 5GS to EPS

	C4-235459
	agreed
	approved
	29.572
	0207
	1
	B
	Rel-18
	18.3.0
	Allowed Reporting Access Type for EUTRAN Connected to EPC

	C4-235460
	agreed
	approved
	24.080
	0109
	1
	B
	Rel-18
	18.1.0
	Support of cumulative event report

	C4-235461
	agreed
	approved
	24.080
	0110
	1
	B
	Rel-18
	18.1.0
	Support of user plane positioning between UE and AF

	C4-235463
	agreed
	approved
	24.171
	0001
	4
	B
	Rel-18
	17.0.0
	Clarification of Mobile Originated Location Request

	C4-235579
	agreed
	approved
	29.572
	0206
	2
	B
	Rel-18
	18.3.0
	Multiple QoS for Deferred Location Service Continuation from 5GS to EPS

	C4-235580
	agreed
	approved
	29.572
	0211
	2
	B
	Rel-18
	18.3.0
	Update user plane positioning capabilities

	C4-235581
	agreed
	approved
	29.515
	0138
	2
	F
	Rel-18
	18.3.0
	Reporting Indication Definition Alignment to Stage 2

	C4-235582
	agreed
	approved
	24.080
	0108
	2
	B
	Rel-18
	18.1.0
	Update of the LCS-PeriodicTriggeredInvokeArg

	C4-235621
	agreed
	approved
	29.518
	0963
	2
	B
	Rel-18
	18.3.0
	Add LCS-UP context



Decision: 		The document was approved.
CP-233121	UPP-CMI container transport
					Type: CR		For: (not specified)
					24.501 v18.4.0	  CR-5921  rev 3 Cat: B (Rel-18)

					Source: Ericsson, vivo, Huawei, HiSilicon
(Replaces C1-239652)
Discussion: 
Revision of C1-239652.
Decision: 		The document was approved.
CP-233128	CR pack on 5G_eLCS_Ph3
					Type: CR pack		For: Approval
					Source: CT1
Discussion: 
C1-239652 is revised to CP233121.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237337
	agreed
	approved
	24.571
	0049
	
	B
	Rel-18
	18.2.0
	PRU ON/OFF state

	C1-237759
	agreed
	approved
	24.526
	0225
	1
	B
	Rel-18
	18.4.0
	New connection capability for LCS user plane positioning

	C1-237765
	agreed
	approved
	24.501
	5712
	1
	F
	Rel-18
	18.4.0
	Corrections on LCS user plane positioning and PRU

	C1-237766
	agreed
	approved
	24.501
	5740
	1
	F
	Rel-18
	18.4.0
	Correction on term name of UPP information container

	C1-237767
	agreed
	approved
	24.571
	0051
	1
	F
	Rel-18
	18.2.0
	Addition of parameters in PRU procedure

	C1-237768
	agreed
	approved
	24.571
	0052
	1
	F
	Rel-18
	18.2.0
	Solve EN in PRU disassociation procedure

	C1-237769
	agreed
	approved
	24.501
	5739
	1
	F
	Rel-18
	18.4.0
	Editor’s note resolution on UPP-CMI container

	C1-238729
	agreed
	approved
	24.007
	0150
	
	B
	Rel-18
	18.0.0
	Addition of Location Services user plane protocol

	C1-239026
	agreed
	approved
	24.571
	0056
	
	F
	Rel-18
	18.2.0
	Correction to reference

	C1-239265
	agreed
	approved
	24.501
	5850
	1
	F
	Rel-18
	18.4.0
	Clarification on UE capability supporting the user plane connection between UE and LCS client or AF

	C1-239268
	agreed
	approved
	24.571
	0054
	1
	F
	Rel-18
	18.2.0
	Payload container information IE related to PRU

	C1-239652
	agreed
	revised
	24.501
	5921
	2
	B
	Rel-18
	18.4.0
	UPP-CMI container transport

	C1-239654
	agreed
	approved
	24.501
	5903
	2
	F
	Rel-18
	18.4.0
	PRU enhancement of UE-initiated NAS transport of messages accepted by the network



Decision: 		The document was partially approved.
CP-233262	CR Pack on 5G_eLCS_Ph3
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234448
	agreed
	approved
	29.522
	0973
	2
	B
	Rel-18
	18.3.0
	Support of user plane positioning

	C3-234449
	agreed
	approved
	29.122
	0719
	2
	B
	Rel-18
	18.3.0
	Support of user plane positioning

	C3-234495
	agreed
	approved
	29.517
	0120
	1
	B
	Rel-18
	18.3.0
	Complete the definition of the content of the GNSS Assistance Data Collection information

	C3-234496
	agreed
	approved
	29.591
	0153
	1
	B
	Rel-18
	18.3.0
	Complete the definition of the content of the GNSS Assistance Data Collection information

	C3-235510
	agreed
	approved
	29.122
	0776
	1
	B
	Rel-18
	18.3.0
	Support of cumulative event report



Decision: 		The document was approved.
[bookmark: _Toc153451230]18.41	CT aspects of Enhanced support of Non-Public Networks Phase 2 [eNPN_Ph2]
CP-233049	CR Pack on Enhancements of UE Policy
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234535
	agreed
	approved
	29.503
	1179
	1
	B
	Rel-18
	18.3.0
	Addition of SOR-SNPN-SI in SoR information update

	C4-234581
	agreed
	approved
	23.003
	0687
	2
	B
	Rel-18
	18.3.0
	SNPN Identifier based N3IWF FQDN

	C4-235320
	agreed
	approved
	29.505
	0486
	4
	B
	Rel-18
	18.3.0
	Adding Subscription Data for the "ME Support of SOR-SNPN-SI" and "ME Support of SOR-SNPN-SI-LS"

	C4-235477
	agreed
	approved
	23.003
	0689
	1
	F
	Rel-18
	18.3.0
	Update decorate NAI for N5CW device

	C4-235478
	agreed
	approved
	23.003
	0691
	1
	B
	Rel-18
	18.3.0
	Decorated NAI format for 5G-NSWO



Decision: 		The document was approved.
CP-233162	CR pack on eNPN_Ph2
					Type: CR pack		For: Approval
					Source: CT1
Discussion: 
C1-239685 is revised to CP-233204.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237037
	agreed
	approved
	24.501
	5703
	
	D
	Rel-18
	18.4.0
	Editorial corrections of SOR transparent container

	C1-237422
	agreed
	approved
	23.122
	1165
	
	D
	Rel-18
	18.4.0
	Editorial correction to SOR-SNPN-SI-LS

	C1-237551
	agreed
	approved
	23.122
	1174
	
	B
	Rel-18
	18.4.0
	Manual selected SNPN and forbidden lists handling

	C1-237554
	agreed
	approved
	23.122
	1175
	
	B
	Rel-18
	18.4.0
	User reselection and localized service

	C1-237823
	agreed
	approved
	23.122
	1173
	1
	B
	Rel-18
	18.4.0
	equivalent SNPN used by the UE for Localized Services

	C1-237828
	agreed
	approved
	24.501
	5779
	1
	F
	Rel-18
	18.4.0
	Addition of SNPNs for localized service in SNPN along with GINs in forbidden lists

	C1-237831
	agreed
	approved
	24.501
	5795
	1
	B
	Rel-18
	18.4.0
	Handling of equivalent SNPN for localized services

	C1-237948
	agreed
	approved
	24.501
	5746
	3
	F
	Rel-18
	18.4.0
	Removal of SNPN(s) from the equivalent SNPN list

	C1-237950
	agreed
	approved
	23.122
	1161
	2
	B
	Rel-18
	18.4.0
	SNPN selection for localized services in case of SNPN is not available

	C1-237976
	agreed
	approved
	24.502
	0270
	4
	F
	Rel-18
	18.3.0
	SNPN selection procedures for NSWO

	C1-237977
	agreed
	approved
	24.501
	5794
	3
	B
	Rel-18
	18.4.0
	T3247 for localized service

	C1-238964
	agreed
	approved
	24.501
	5918
	
	B
	Rel-18
	18.4.0
	WLANSP from RSNPN

	C1-238965
	agreed
	approved
	24.526
	0244
	
	B
	Rel-18
	18.4.0
	WLANSP rules precedence

	C1-238972
	agreed
	approved
	24.502
	0287
	
	B
	Rel-18
	18.3.0
	NSWO in 5GS

	C1-239220
	agreed
	approved
	24.502
	0285
	1
	B
	Rel-18
	18.3.0
	WLANSP rules usage

	C1-239221
	agreed
	approved
	24.502
	0288
	1
	B
	Rel-18
	18.3.0
	Decorated NAI for NSWO

	C1-239223
	agreed
	approved
	23.122
	1168
	4
	F
	Rel-18
	18.4.0
	Forbidden SNPN lists for localized services for manual SNPN selection

	C1-239224
	agreed
	approved
	23.122
	1185
	1
	F
	Rel-18
	18.4.0
	Covering user reselection for localized service

	C1-239225
	agreed
	approved
	24.501
	5879
	1
	F
	Rel-18
	18.4.0
	Covering user reselection for localized service

	C1-239226
	agreed
	approved
	23.122
	1186
	1
	F
	Rel-18
	18.4.0
	Correction on SNPN selection for localized services

	C1-239231
	agreed
	approved
	24.501
	5847
	1
	F
	Rel-18
	18.4.0
	Congestion handling for UE accessing SNPN for localized services

	C1-239232
	agreed
	approved
	24.501
	5698
	6
	F
	Rel-18
	18.4.0
	5GMM sub-state handling for localized services in SNPN

	C1-239234
	agreed
	approved
	23.122
	1196
	1
	F
	Rel-18
	18.4.0
	For Consistency text in SNPN selection clause

	C1-239370
	agreed
	approved
	24.501
	5702
	4
	F
	Rel-18
	18.4.0
	TAI based location assistance information

	C1-239371
	agreed
	approved
	23.122
	1194
	2
	F
	Rel-18
	18.4.0
	Minor Corrections for clarification in SNPN selection clause in TS 23.122

	C1-239377
	agreed
	approved
	23.122
	1162
	5
	B
	Rel-18
	18.4.0
	Location validity information for localized services

	C1-239685
	revised
	revised
	24.501
	5878
	5
	B
	Rel-18
	18.4.0
	Location validity information for localized services



Decision: 		The document was partially approved.
CP-233204	Location validity information for localized services
					Type: CR		For: Agreement
					24.501 v18.4.0	  CR-5878  rev 6 Cat: B (Rel-18)

					Source: Huawei, HiSilicon, InterDigital
(Replaces C1-239685)
Discussion: 
Revision of C1-239685.
Decision: 		The document was approved.
CP-233283	CR Pack on eNPN_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235367
	agreed
	approved
	29.525
	0306
	
	B
	Rel-18
	18.3.0
	Non-subscribed SNPN signalled WLANSP



Decision: 		The document was approved.
[bookmark: _Toc153451231]18.42	CT aspects of SEAL data delivery enabler for vertical applications [SEALDD]
CP-233287	CR Pack on SEALDD
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235626
	agreed
	approved
	29.558
	0138
	1
	F
	Rel-18
	18.3.0
	SEALDD feature related updates



Decision: 		The document was approved.
[bookmark: _Toc153451232]18.43	Enhanced Service Enabler Architecture Layer for Verticals Phase 3 [SEAL_Ph3]
CP-233183	CR pack on SEAL_Ph3
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237273
	agreed
	approved
	24.545
	0093
	
	B
	Rel-18
	18.2.0
	Update of triggering criteria for CoAP

	C1-237274
	agreed
	approved
	24.545
	0094
	
	B
	Rel-18
	18.2.0
	Update of triggering criteria for HTTP

	C1-239393
	agreed
	approved
	24.548
	0045
	1
	B
	Rel-18
	18.1.0
	Introduction of general support for 5MBS



Decision: 		The document was approved.
CP-233205	Further progressing the definition of MBS resources management
					Type: CR		For: Agreement
					29.549 v18.3.0	  CR-0177  rev 3 Cat: B (Rel-18)

					Source: Huawei
(Replaces C3-235098)
Discussion: 
Revision of C3-235098.
Decision: 		The document was approved.
CP-233243	CR Pack on SEAL_Ph3
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-235098 is revised to CP-233205.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234467
	agreed
	approved
	29.549
	0184
	1
	B
	Rel-18
	18.3.0
	VAL service area feature name update

	C3-234663
	agreed
	approved
	29.222
	0316
	1
	B
	Rel-18
	18.3.0
	Service API status monitoring in the CAPIF APIs

	C3-234664
	agreed
	approved
	29.549
	0178
	1
	B
	Rel-18
	18.3.0
	Subscribe/Notify service operation implementation in the SS_VALServiceAreaConfiguration API

	C3-234665
	agreed
	approved
	29.549
	0179
	1
	B
	Rel-18
	18.3.0
	Subscribe/Notify service operation OpenAPI implementation in the SS_VALServiceAreaConfiguration API

	C3-234667
	agreed
	approved
	29.549
	0180
	1
	B
	Rel-18
	18.3.0
	Subscribe/Notify service operation procedures in the SS_VALServiceAreaConfiguration API

	C3-234668
	agreed
	approved
	29.549
	0181
	1
	B
	Rel-18
	18.3.0
	Triggering criteria in the SS_LocationReporting API

	C3-234669
	agreed
	approved
	29.549
	0182
	1
	B
	Rel-18
	18.3.0
	Improvement of the Delete_TSC_Stream service operation for the time synchronization capabilities

	C3-235098
	agreed
	revised
	29.549
	0177
	2
	B
	Rel-18
	18.3.0
	Further progressing the definition of MBS resources management

	C3-235099
	agreed
	approved
	29.549
	0194
	
	B
	Rel-18
	18.3.0
	Updates to the MBS resources related service descriptions

	C3-235523
	agreed
	approved
	29.549
	0196
	1
	B
	Rel-18
	18.3.0
	BDT_Configuration_request API support with description update

	C3-235525
	agreed
	approved
	29.549
	0197
	1
	B
	Rel-18
	18.3.0
	BDT_Configuration_request API support with resources and data model update

	C3-235527
	agreed
	approved
	29.549
	0198
	1
	B
	Rel-18
	18.3.0
	BDT_Negotiation_notification support with description update

	C3-235528
	agreed
	approved
	29.549
	0199
	1
	B
	Rel-18
	18.3.0
	BDT_Negotiation_Notification support with Notification message and data model update

	C3-235529
	agreed
	approved
	29.549
	0200
	1
	B
	Rel-18
	18.3.0
	BDT_Configuration_request API support with open API update

	C3-235555
	agreed
	approved
	29.549
	0202
	1
	F
	Rel-18
	18.3.0
	EN resolution for the VAL service area location representation

	C3-235585
	agreed
	approved
	29.549
	0209
	1
	B
	Rel-18
	18.3.0
	SS_IdmParameterProvisioning API Other CRUD operations

	C3-235590
	agreed
	approved
	29.549
	0205
	1
	B
	Rel-18
	18.3.0
	Update subscription service operation implementation in the SS_VALServiceAreaConfiguration API

	C3-235656
	agreed
	approved
	29.549
	0206
	1
	B
	Rel-18
	18.3.0
	Update subscription service operation implementation in the SS_VALServiceAreaConfiguration OpenAPI file

	C3-235661
	agreed
	approved
	29.549
	0207
	1
	B
	Rel-18
	18.3.0
	Update subscription service operation in the SS_VALServiceAreaConfiguration API

	C3-235696
	agreed
	approved
	29.549
	0203
	1
	B
	Rel-18
	18.3.0
	EN resolution for the VAL service area ID representation



Decision: 		The document was partially approved.
[bookmark: _Toc153451233]18.44	T Aspects of Application Layer Support for Uncrewed Aerial Systems (UAS), Phase 2 [UASAPP_Ph2]
CP-233196	CR pack on UASAPP_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237468
	agreed
	approved
	24.257
	0022
	
	B
	Rel-18
	18.1.0
	XML schema for multi-USS confgurations procedure

	C1-237469
	agreed
	approved
	24.257
	0023
	
	B
	Rel-18
	18.1.0
	XML schema for USS change support procedure

	C1-239431
	agreed
	approved
	24.257
	0024
	1
	B
	Rel-18
	18.1.0
	Tracking dynamic UAVs – general updates

	C1-239432
	agreed
	approved
	24.257
	0025
	1
	B
	Rel-18
	18.1.0
	Tracking dynamic UAVs - client procedure

	C1-239433
	agreed
	approved
	24.257
	0026
	1
	B
	Rel-18
	18.1.0
	Tracking dynamic UAVs - server procedure

	C1-239435
	agreed
	approved
	24.257
	0028
	1
	B
	Rel-18
	18.1.0
	XML schema for tracking dynamic UAVs in an application defined area relative to a host UAV procedure

	C1-239436
	agreed
	approved
	24.257
	0029
	1
	B
	Rel-18
	18.1.0
	XML schema for DAA procedure

	C1-239580
	agreed
	approved
	24.257
	0027
	2
	B
	Rel-18
	18.1.0
	Structure and Data semantics for tracking dynamic UAVs in an application defined area relative to a host UAV procedure



Decision: 		The document was approved.
CP-233288	CR Pack on UASAPP_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234454
	agreed
	approved
	29.257
	0017
	1
	F
	Rel-18
	18.1.0
	Correct the attributes defined within DAAPolConfigNotif data type.



Decision: 		The document was approved.
[bookmark: _Toc153451234]18.45	CT Aspects of 5GC architecture for satellite networks, Phase 2 [5GSAT_Ph2]
CP-233134	Clarification on the unavalability period in deregistration procedure
					Type: CR		For: Approval
					24.501 v18.4.0	  CR-5927  rev 2 Cat: F (Rel-18)

					Source: CATT, Ericsson
(Replaces C1-239302)
Abstract: 
Is revision of C1-239302
CATT, Ericsson have jointly submitted the following contribution to CT#102:
-  CP-233134 is a revision of C1-239302(5GSAT_Ph2), agreed at CT1#144. 
- Changes:
 1. Fix misspelled word “discontinuous”
 2. Update the cover page(clauses affected and Consequences if not approved)
 3. Add Ericsson as co-signer
Discussion: 
Chicna Mobile: Changes over changes should be fixed.
Decision: 		The document was revised to CP-233317.
CP-233317	Clarification on the unavalability period in deregistration procedure
					Type: CR		For: Approval
					24.501 v18.4.0	  CR-5927  rev 3 Cat: F (Rel-18)

					Source: CATT, Ericsson
(Replaces CP-233134)
Decision: 		The document was approved.
CP-233145	CR pack on 5GSAT_Ph2
					Type: CR pack		For: Approval
					Source: CT1
Discussion: 
C1-239302 is revised to CP-233134.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237730
	agreed
	approved
	24.301
	3928
	3
	B
	Rel-18
	18.4.0
	Return to coverage notification indication

	C1-237733
	agreed
	approved
	24.501
	5783
	1
	F
	Rel-18
	18.4.0
	Clarify on Discontinuous Coverage Support negotiation

	C1-237734
	agreed
	approved
	24.501
	5691
	4
	B
	Rel-18
	18.4.0
	Addition of the parameters of the Unavailability Period due to DC

	C1-237736
	agreed
	approved
	27.007
	0828
	1
	C
	Rel-18
	18.4.0
	Updates to the +CUNPER command

	C1-237739
	agreed
	approved
	24.301
	3920
	3
	B
	Rel-18
	18.4.0
	Capability negotiation for enhanced discontinuous coverage - EPS

	C1-237742
	agreed
	approved
	23.122
	1172
	1
	B
	Rel-18
	18.4.0
	Clarification to timer Tsense for unavailability period

	C1-237743
	agreed
	approved
	24.501
	5791
	1
	B
	Rel-18
	18.4.0
	Updation for the timer handling for unavailability period activation.

	C1-237745
	agreed
	approved
	24.501
	5801
	1
	F
	Rel-18
	18.4.0
	Solve EN about the unavailability period

	C1-237749
	agreed
	approved
	24.501
	5810
	1
	B
	Rel-18
	18.4.0
	Updating the name for maximum time offset for unavailability period

	C1-237907
	agreed
	approved
	24.501
	5717
	2
	F
	Rel-18
	18.4.0
	Remove coverage loss indication

	C1-237908
	agreed
	approved
	24.301
	3939
	2
	B
	Rel-18
	18.4.0
	UE unavailability period reporting for enhanced discontinuous coverage overrides mobility management congestion control - EPS

	C1-237915
	agreed
	approved
	24.501
	5639
	4
	B
	Rel-18
	18.4.0
	Update to overload control for the case of UE leaving from coverage

	C1-237926
	agreed
	approved
	24.501
	5792
	2
	B
	Rel-18
	18.4.0
	Updation to Note to allign with stage-2

	C1-238571
	agreed
	approved
	24.501
	5736
	3
	F
	Rel-18
	18.4.0
	Corrections to conditions for unavailability period reporting to override mobility management congestion control

	C1-238621
	agreed
	approved
	24.301
	3961
	
	B
	Rel-18
	18.4.0
	Handling T3448 timer during unavailability period

	C1-239024
	agreed
	approved
	24.501
	5929
	
	F
	Rel-18
	18.4.0
	Remove the redundant case for unavailability during registration

	C1-239294
	agreed
	approved
	27.007
	0845
	1
	B
	Rel-18
	18.4.0
	Out of coverage duration for +CDISCO

	C1-239295
	agreed
	approved
	24.501
	5846
	1
	F
	Rel-18
	18.4.0
	Correction to the AMF handling for unavailability period

	C1-239299
	agreed
	approved
	24.501
	5755
	2
	F
	Rel-18
	18.4.0
	Timer for NAS release when the start of unavailability period is not sent

	C1-239302
	agreed
	revised
	24.501
	5927
	1
	F
	Rel-18
	18.4.0
	Clarification on the unavalability period in deregistration procedure

	C1-239649
	agreed
	approved
	24.301
	3937
	3
	B
	Rel-18
	18.4.0
	Support for enhanced discontinuous coverage

	C1-239677
	agreed
	approved
	24.301
	3960
	2
	F
	Rel-18
	18.4.0
	The handling on unavailability period in TAU procedure

	C1-239679
	agreed
	approved
	24.301
	3970
	2
	B
	Rel-18
	18.4.0
	Introduce Maximum time offset IE in the TAU ACCEPT message

	C1-239686
	agreed
	approved
	24.301
	3954
	3
	F
	Rel-18
	18.4.0
	Handling of the unavailability information in the tracking area updating procedure



Decision: 		The document was partially approved.
CP-233148	CR pack on 5GSAT_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237731
	agreed
	approved
	24.501
	5707
	1
	B
	Rel-18
	18.4.0
	Encoding of unavailability information and related corrections

	C1-237735
	agreed
	approved
	24.501
	5752
	1
	B
	Rel-18
	18.4.0
	Encoding of unavalability configuration

	C1-237746
	agreed
	approved
	24.301
	3946
	1
	B
	Rel-18
	18.4.0
	Addition to the trigger for TAU for unavailability period.

	C1-237750
	agreed
	approved
	24.501
	5606
	3
	B
	Rel-18
	18.4.0
	Cell Selection/reselection during unavailability period

	C1-237905
	agreed
	approved
	24.301
	3938
	2
	B
	Rel-18
	18.4.0
	Encoding of unavailability information

	C1-239032
	agreed
	approved
	24.301
	3947
	2
	B
	Rel-18
	18.4.0
	Updation for the timer handling for unavailability period activation.

	C1-239297
	agreed
	approved
	24.501
	5859
	1
	B
	Rel-18
	18.4.0
	The end of unavailability period report handling

	C1-239298
	agreed
	approved
	24.501
	5861
	1
	B
	Rel-18
	18.4.0
	Handling T3448 timer during unavailability period

	C1-239305
	agreed
	approved
	24.301
	3940
	3
	B
	Rel-18
	18.4.0
	Encoding of unavailability configuration

	C1-239658
	agreed
	approved
	24.501
	5860
	2
	B
	Rel-18
	18.4.0
	Receiving unavailability period duration from the network



Decision: 		The document was approved.
[bookmark: _Toc153451235]18.46	CT Aspects of Uncrewed Aerial Systems (UAS), Phase 2 [UAS_Ph2]
CP-233195	CR pack on UAS_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237309
	agreed
	approved
	24.501
	5733
	
	F
	Rel-18
	18.4.0
	Resolution of editor's note for UAS_Ph2

	C1-238132
	agreed
	approved
	24.501
	5732
	1
	B
	Rel-18
	18.4.0
	Security and privacy for Direct C2 communications for UUAA-SM procedure

	C1-238189
	agreed
	approved
	24.501
	5821
	1
	B
	Rel-18
	18.4.0
	Adding the A2X capability

	C1-238207
	agreed
	approved
	24.501
	5731
	2
	B
	Rel-18
	18.4.0
	Security and privacy for Direct C2 communications for UUAA-MM procedure

	C1-239006
	agreed
	approved
	24.501
	5922
	
	F
	Rel-18
	18.4.0
	Correction to service request trigger bullet numbering



Decision: 		The document was approved.
CP-233279	CR Pack on UAS_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234072
	agreed
	approved
	29.513
	0495
	
	B
	Rel-18
	18.3.0
	Removal of EN on A2X and V2X parameter provisioning

	C3-234484
	agreed
	approved
	29.255
	0029
	1
	B
	Rel-18
	18.1.0
	Include support for authorization of direct C2 communication over PC5



Decision: 		The document was approved.
[bookmark: _Toc153451236]18.47	CT aspects of Ranging_SL [Ranging_SL]
CP-233050	CR Pack CT aspects of Ranging based services and sidelink positioning
					Type: CR pack		For: Approval
					Source: CT4
Discussion: 
C4-235688 is revised to CP-233294.
C4-235689 is revised to CP-233295.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234210
	agreed
	approved
	29.571
	0465
	
	B
	Rel-18
	18.3.0
	Resolve Editor’s note

	C4-234345
	agreed
	approved
	29.503
	1178
	
	B
	Rel-18
	18.3.0
	Update to support SLPKMF

	C4-234346
	agreed
	approved
	29.510
	0915
	
	B
	Rel-18
	18.4.0
	Update to support SLPKMF

	C4-235289
	agreed
	approved
	29.510
	0937
	
	F
	Rel-18
	18.4.0
	Correction of query parameter Ranging-Sl-Pos-Indication

	C4-235483
	agreed
	approved
	29.518
	0980
	2
	B
	Rel-18
	18.3.0
	Update on AMF services for ranging_SL

	C4-235490
	agreed
	approved
	29.518
	1003
	1
	B
	Rel-18
	18.3.0
	Update on delivery of N2 information for rangingsl

	C4-235607
	agreed
	approved
	24.080
	0107
	2
	B
	Rel-18
	18.1.0
	Addition of the LCS-SLMOLR

	C4-235688
	revised
	revised
	29.572
	0204
	3
	B
	Rel-18
	18.3.0
	Update on LMF service for ranging_SL

	C4-235689
	revised
	revised
	29.515
	0137
	3
	B
	Rel-18
	18.3.0
	Update on Ngmlc_Location_ProvideLocation service for ranging_SL



Decision: 		The document was partially approved.
CP-233182	CR pack on Ranging_SL
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237305
	agreed
	approved
	24.587
	0278
	
	B
	Rel-18
	18.3.0
	Adding SLPP in V2X message family encoding

	C1-237339
	agreed
	approved
	24.501
	5738
	
	F
	Rel-18
	18.4.0
	Correction to ranging and sidelink positioning capability

	C1-238139
	agreed
	approved
	24.571
	0044
	1
	B
	Rel-18
	18.2.0
	Additional of the SL-MO-LR procedure

	C1-238145
	agreed
	approved
	24.501
	5754
	1
	F
	Rel-18
	18.4.0
	Clarification on service request for ranging

	C1-238573
	agreed
	approved
	24.587
	0281
	
	B
	Rel-18
	18.3.0
	Policy request indicator for Ranging/SL Positioning policies

	C1-238967
	agreed
	approved
	24.501
	5919
	
	B
	Rel-18
	18.4.0
	SLPP transport

	C1-239447
	agreed
	approved
	24.501
	5881
	1
	F
	Rel-18
	18.4.0
	Network capability to UE

	C1-239448
	agreed
	approved
	24.554
	0469
	1
	B
	Rel-18
	18.2.0
	Direct discovery PC5 message type extension

	C1-239450
	agreed
	approved
	24.587
	0282
	1
	B
	Rel-18
	18.3.0
	Adding the role(s) of the discovered UE

	C1-239454
	agreed
	approved
	24.571
	0047
	3
	B
	Rel-18
	18.2.0
	NAS transport for RSPP

	C1-239455
	agreed
	approved
	24.571
	0055
	1
	B
	Rel-18
	18.2.0
	SLPP introduction

	C1-239459
	agreed
	approved
	24.554
	0485
	1
	B
	Rel-18
	18.2.0
	Security aspects to support ranging and sidelink positioning in 5G ProSe direct link establishment procedure



Decision: 		The document was approved.
CP-233268	CR Pack on Ranging_SL
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234637
	agreed
	approved
	29.122
	0762
	1
	B
	Rel-18
	18.3.0
	Update Location exposure for Ranging_SL

	C3-234638
	agreed
	approved
	29.525
	0293
	1
	B
	Rel-18
	18.3.0
	Update UE Policy Control Service for Ranging_SL

	C3-235482
	agreed
	approved
	29.513
	0509
	1
	F
	Rel-18
	18.3.0
	Removal of Editor’s Note related to the Npcf_UEPolicyControl support



Decision: 		The document was approved.
CP-233294	Update on LMF service for ranging_SL
					Type: CR		For: Agreement
					29.572 v18.3.0	  CR-0204  rev 4 Cat: B (Rel-18)

					Source: Xiaomi, Ericsson
(Replaces C4-235688)
Discussion: 
Revision of C4-235688.
Decision: 		The document was approved.
CP-233295	Update on Ngmlc_Location_ProvideLocation service for ranging_SL
					Type: CR		For: Agreement
					29.515 v18.3.0	  CR-0137  rev 4 Cat: B (Rel-18)

					Source: Xiaomi, Ericsson
(Replaces C4-235689)
Discussion: 
Revision of C4-235689.
Decision: 		The document was approved.
[bookmark: _Toc153451237]18.48	CT aspects of 5GFLS [5GFLS]
CP-233285	CR Pack on 5GFLS
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235511
	agreed
	approved
	29.549
	0201
	1
	F
	Rel-18
	18.3.0
	Rename the feature name for 5GFLS and remove ENs



Decision: 		The document was approved.
[bookmark: _Toc153451238]18.49	CT aspects of MCGWUE [MCGWUE]
CP-233171	CR pack on MCGWUE
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238900
	agreed
	approved
	24.484
	0267
	
	F
	Rel-18
	18.3.0
	Correction in the <mcs-gw-UE-initial-configuration> element



Decision: 		The document was approved.
[bookmark: _Toc153451239]18.50	GBA_U Based APIs [GBA_U_APIs]
[bookmark: _Toc153451240]18.51	CT aspects of AIML [AIMLsys]
CP-233051	CR Pack on CT aspects of System Support for AI/ML-based Services
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234486
	agreed
	approved
	29.503
	1171
	1
	B
	Rel-18
	18.3.0
	Packet Filters in App Specific UE Behaviour Data



Decision: 		The document was approved.
CP-233209	Port handling with AsSessionWithQoS
					Type: CR		For: Agreement
					29.122 v18.3.0	  CR-0780  rev 2 Cat: B (Rel-18)

					Source: Nokia, Nokia Shanghai Bell, Samsung, Ericsson, Huawei
(Replaces C3-235667)
Discussion: 
Revision of C3-235667.
Decision: 		The document was approved.
CP-233235	CR Pack on AIMLsys - Pack 1/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234050
	agreed
	approved
	29.122
	0749
	
	F
	Rel-18
	18.3.0
	Correct the attribute names and add abbreviation

	C3-234307
	agreed
	approved
	29.522
	1085
	
	F
	Rel-18
	18.3.0
	Modification of the PDTQ warning notification procedure

	C3-234452
	agreed
	approved
	29.519
	0457
	1
	F
	Rel-18
	18.3.0
	Handling of the warning notification enabled flag.

	C3-234469
	agreed
	approved
	29.522
	1097
	1
	B
	Rel-18
	18.3.0
	Updates to Member UE Selection procedures

	C3-234538
	agreed
	approved
	29.513
	0501
	1
	B
	Rel-18
	18.3.0
	AF QoS Timing info addition

	C3-234556
	agreed
	approved
	29.522
	1077
	1
	F
	Rel-18
	18.3.0
	procedure correction for ListUE_5G

	C3-234578
	agreed
	approved
	29.520
	0778
	1
	F
	Rel-18
	18.3.0
	Corrections on End-to-end data volume transfer time analytics

	C3-234579
	agreed
	approved
	29.520
	0779
	1
	B
	Rel-18
	18.3.0
	Resolve the Editor's Note of UE mobility analytics

	C3-234580
	agreed
	approved
	29.520
	0780
	1
	B
	Rel-18
	18.3.0
	Support of End-to-end data volume transfer time for list of UEs

	C3-234582
	agreed
	approved
	29.522
	1043
	1
	B
	Rel-18
	18.3.0
	Support of reporting the number of UEs that do not meet each criteria

	C3-234627
	agreed
	approved
	29.122
	0760
	1
	F
	Rel-18
	18.3.0
	associate attributes with corresponding NOTE

	C3-235115
	agreed
	approved
	29.122
	0774
	
	F
	Rel-18
	18.3.0
	Update the feature description for Application-Specific Expected UE Behaviour

	C3-235148
	agreed
	approved
	29.522
	1110
	
	B
	Rel-18
	18.3.0
	Corrections on End-to-end data volume transfer time

	C3-235149
	agreed
	approved
	29.122
	0777
	
	F
	Rel-18
	18.3.0
	Remove the redundant features

	C3-235153
	agreed
	approved
	29.522
	1042
	2
	B
	Rel-18
	18.3.0
	Support of the filtering criteria of Member UE selection

	C3-235318
	agreed
	approved
	29.513
	0499
	4
	F
	Rel-18
	18.3.0
	Correction in warning notification procedures and related data types.

	C3-235472
	agreed
	approved
	29.522
	1103
	1
	F
	Rel-18
	18.3.0
	Update Supported Features for MemberUESelectionAssistance API

	C3-235498
	agreed
	approved
	29.522
	1111
	1
	B
	Rel-18
	18.3.0
	Resolve the Editor’s Note for Member UE filtering criteria

	C3-235526
	agreed
	approved
	29.520
	0803
	1
	B
	Rel-18
	18.3.0
	Adding confidence attribute to E2E data volume transfer time analytics

	C3-235530
	agreed
	approved
	29.122
	0778
	1
	B
	Rel-18
	18.3.0
	Support of Consolidated Data Rate for Multi-member AF session



Decision: 		The document was approved.
CP-233236	CR Pack on AIMLsys - Pack 2/2
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-235667 is revised to CP-233209.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235531
	agreed
	approved
	29.522
	1112
	1
	B
	Rel-18
	18.3.0
	Support of Consolidated Data Rate for Multi-member AF session

	C3-235565
	agreed
	approved
	29.122
	0772
	3
	B
	Rel-18
	18.3.0
	Updates to AppExpUeBehaviour Data Type in CpProvisioning API

	C3-235657
	agreed
	approved
	29.522
	1130
	1
	B
	Rel-18
	18.3.0
	Support WLAN Performance Analytics Exposure

	C3-235658
	agreed
	approved
	29.552
	0079
	1
	B
	Rel-18
	18.2.0
	Updates to WLAN Performance Analytics

	C3-235666
	agreed
	approved
	29.522
	1120
	1
	B
	Rel-18
	18.3.0
	List of UE QoS handling procedure update for AsSessionWithQoS

	C3-235667
	agreed
	revised
	29.122
	0780
	1
	B
	Rel-18
	18.3.0
	Port handling with AsSessionWithQoS

	C3-235668
	agreed
	approved
	29.122
	0781
	1
	F
	Rel-18
	18.3.0
	Multiple AF Expected UE behaviour

	C3-235680
	agreed
	approved
	29.522
	1118
	1
	B
	Rel-18
	18.3.0
	Support of reporting recommended time windows per list of candidate UEs

	C3-235726
	agreed
	approved
	29.522
	1089
	4
	B
	Rel-18
	18.3.0
	Multiple AF Expected UE behaviour



Decision: 		The document was partially approved.
[bookmark: _Toc153451241]18.52	CT aspects of NG_RTC [NG_RTC]
CP-233048	CR Pack on CT aspects of Next Generation Real time Communication services
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234179
	agreed
	approved
	29.510
	0906
	
	B
	Rel-18
	18.4.0
	Remove EN for IP address and IP range used for MF registration and discovery

	C4-234541
	agreed
	approved
	29.562
	0139
	1
	B
	Rel-18
	18.2.0
	Update the procedure to support DCSF get and update the repository data

	C4-234546
	agreed
	approved
	29.571
	0464
	1
	B
	Rel-18
	18.3.0
	Update the DcStream to add application binding information

	C4-235469
	agreed
	approved
	29.510
	0935
	1
	B
	Rel-18
	18.4.0
	Update the MediaCapability data type to string

	C4-235470
	agreed
	approved
	29.571
	0484
	1
	B
	Rel-18
	18.3.0
	Add the Endpoint data type as common data for IMS SBA



Decision: 		The document was approved.
CP-233178	CR pack on NG_RTC
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238317
	agreed
	approved
	24.275
	0005
	1
	B
	Rel-18
	18.0.0
	MO configuration for IMS DC setup

	C1-239537
	agreed
	approved
	24.275
	0006
	1
	F
	Rel-18
	18.0.0
	DDF for IMS data channel



Decision: 		The document was approved.
CP-233275	CR Pack on NG_RTC
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234333
	agreed
	approved
	29.213
	0748
	
	B
	Rel-18
	17.2.0
	Data channel update for Rx interface

	C3-234536
	agreed
	approved
	29.513
	0500
	1
	B
	Rel-18
	18.3.0
	IMS Data channel QoS update



Decision: 		The document was approved.
[bookmark: _Toc153451242]18.53	CT aspects of 5G AM Policy  [AMP]
[bookmark: _Toc153451243]18.54	CT aspects on Dynamically Changing AM Policies in the 5GC Phase 2 [TEI18_DCAMP_Ph2]
CP-233270	CR Pack on TEI18_DCAMP_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235170
	agreed
	approved
	29.522
	1115
	
	F
	Rel-18
	18.3.0
	Applicability of roamUePlmnIds

	C3-235508
	agreed
	approved
	29.519
	0469
	1
	F
	Rel-18
	18.3.0
	Incorrect feature name



Decision: 		The document was approved.
[bookmark: _Toc153451244]18.55	CT aspects of MPS_WLAN [MPS_WLAN]
CP-233177	CR pack on MPS_WLAN
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237210
	agreed
	approved
	24.302
	0760
	
	F
	Rel-18
	18.3.0
	Correction to HPA_INFO

	C1-238796
	agreed
	approved
	24.302
	0769
	
	F
	Rel-18
	18.3.0
	IANA registration for AT_HPA_INFO

	C1-239551
	agreed
	approved
	24.302
	0768
	2
	F
	Rel-18
	18.3.0
	MPS for WLAN updated indicator for 5GC

	C1-239552
	agreed
	approved
	24.502
	0283
	2
	B
	Rel-18
	18.3.0
	MPS for WLAN 5G transport priority

	C1-239553
	agreed
	approved
	24.502
	0281
	2
	B
	Rel-18
	18.3.0
	MPS for WLAN 5G registration

	C1-239554
	agreed
	approved
	24.502
	0282
	2
	B
	Rel-18
	18.3.0
	MPS for WLAN 5G congestion exemptions



Decision: 		The document was approved.
[bookmark: _Toc153451245]18.56	CT aspects of ADAES [ADAES]
CP-233259	CR Pack on ADAES
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235514
	agreed
	approved
	29.549
	0186
	1
	B
	Rel-18
	18.3.0
	VAL application performance API

	C3-235515
	agreed
	approved
	29.549
	0187
	1
	B
	Rel-18
	18.3.0
	Slice-specific application performance API

	C3-235516
	agreed
	approved
	29.549
	0188
	1
	B
	Rel-18
	18.3.0
	UE-to-UE session performance API

	C3-235517
	agreed
	approved
	29.549
	0189
	1
	B
	Rel-18
	18.3.0
	Location accuracy API

	C3-235518
	agreed
	approved
	29.549
	0190
	1
	B
	Rel-18
	18.3.0
	Service API API

	C3-235519
	agreed
	approved
	29.549
	0191
	1
	B
	Rel-18
	18.3.0
	Slice Usage Pattern API

	C3-235520
	agreed
	approved
	29.549
	0192
	1
	B
	Rel-18
	18.3.0
	Edge Load API



Decision: 		The document was approved.
[bookmark: _Toc153451246]18.57	CT aspects of  MSGin5G Service Ph2 [5GMARCH_Ph2]
CP-233139	CR pack on 5GMARCH_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237434
	agreed
	approved
	24.538
	0075
	
	F
	Rel-18
	18.2.0
	update the SEAL group deletion reference

	C1-237475
	agreed
	approved
	24.538
	0086
	
	F
	Rel-18
	18.2.0
	Editorial correction in the configuration related clause

	C1-238114
	agreed
	approved
	24.538
	0076
	1
	F
	Rel-18
	18.2.0
	Add a gerenal subclause of registration procedure

	C1-238115
	agreed
	approved
	24.538
	0077
	1
	B
	Rel-18
	18.2.0
	Add a new schema of registration to MSGin5G Gateway UE

	C1-238116
	agreed
	approved
	24.538
	0078
	1
	B
	Rel-18
	18.2.0
	Add a new schema of registraion response

	C1-238117
	agreed
	approved
	24.538
	0079
	1
	B
	Rel-18
	18.2.0
	Add an optional IE to registration response

	C1-238118
	agreed
	approved
	24.538
	0080
	1
	B
	Rel-18
	18.2.0
	Update schema of regisration request/response

	C1-238119
	agreed
	approved
	24.538
	0081
	1
	B
	Rel-18
	18.2.0
	The procedure at Constrained UE for configuration via MSGin5G Gateway UE

	C1-238120
	agreed
	approved
	24.538
	0082
	1
	B
	Rel-18
	18.2.0
	The behaviors of MSGin5G Gateway UE receiving Configuration Request

	C1-238172
	agreed
	approved
	24.538
	0083
	1
	B
	Rel-18
	18.2.0
	The behaviors of MSGin5G Gateway UE sending bulk Configuration Request

	C1-238173
	agreed
	approved
	24.538
	0084
	1
	B
	Rel-18
	18.2.0
	The behaviors of MSGin5G Server receiving bulk Configuration Request

	C1-238174
	agreed
	approved
	24.538
	0085
	1
	B
	Rel-18
	18.2.0
	The behaviors of MSGin5G Gateway UE receiving bulk Configuration Response

	C1-238209
	agreed
	approved
	24.538
	0073
	2
	A
	Rel-18
	18.2.0
	Failure Cause is not included in the registration response

	C1-238210
	agreed
	approved
	24.538
	0074
	2
	D
	Rel-18
	18.2.0
	editorial corrections

	C1-238866
	agreed
	approved
	24.538
	0087
	
	F
	Rel-18
	18.2.0
	Missing response upon reception of registration responses from the MSGin5G Gateway Client

	C1-238867
	agreed
	approved
	24.538
	0088
	
	F
	Rel-18
	18.2.0
	Missing response upon reception of de-registration responses from the MSGin5G Gateway Client

	C1-239429
	agreed
	approved
	24.538
	0089
	1
	F
	Rel-18
	18.2.0
	Add a new schema of registration response

	C1-239430
	agreed
	approved
	24.538
	0090
	1
	F
	Rel-18
	18.2.0
	Add a new schema of de-registration response

	C1-239566
	agreed
	approved
	24.538
	0096
	1
	F
	Rel-18
	18.2.0
	Correction on message response

	C1-239567
	agreed
	approved
	24.538
	0097
	1
	F
	Rel-18
	18.2.0
	Port numbers and associated protocol in triggering information



Decision: 		The document was approved.
CP-233251	CR Pack on 5GMARCH_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234453
	agreed
	approved
	29.538
	0032
	1
	F
	Rel-18
	18.3.0
	Corrections to BgMessageDelivery data type.

	C3-234517
	agreed
	approved
	29.538
	0033
	1
	B
	Rel-18
	18.3.0
	Introduction update for Messaging Topic Events

	C3-234519
	agreed
	approved
	29.538
	0034
	1
	B
	Rel-18
	18.3.0
	Service Description of Messaging Topic Events

	C3-234521
	agreed
	approved
	29.538
	0035
	1
	B
	Rel-18
	18.3.0
	Service Operation for Messaging Topic List Subscription

	C3-234522
	agreed
	approved
	29.538
	0030
	1
	F
	Rel-18
	18.3.0
	Correction on the openAPI files

	C3-234546
	agreed
	approved
	29.538
	0036
	1
	B
	Rel-18
	18.3.0
	Service Operation for Messaging Topic Subscription

	C3-234700
	agreed
	approved
	29.538
	0039
	2
	F
	Rel-18
	18.3.0
	Correction on Terms and Abbreviations

	C3-234701
	agreed
	approved
	29.538
	0037
	2
	B
	Rel-18
	18.3.0
	Messaging Topic Events API

	C3-235343
	agreed
	approved
	29.538
	0041
	
	F
	Rel-18
	18.3.0
	Correction on Messaging Topic Events API

	C3-235483
	agreed
	approved
	29.538
	0040
	1
	F
	Rel-18
	18.3.0
	Corrections to BgMessageDelivery data type



Decision: 		The document was approved.
CP-233296	CR pack on 5GMARCH_Ph2 for CR from CT1#143
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-235765
	agreed
	approved
	24.538
	0063
	
	F
	Rel-18
	18.1.0
	Replace MSGin5G Proxy UE with MSGin5G Gateway Client



Decision: 		The document was approved.
[bookmark: _Toc153451247]18.58	CT aspects of VMR [VMR]
CP-233052	CR Pack on CT aspects of Architecture Enhancements for Vehicle Mounted Relays
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235440
	agreed
	approved
	29.572
	0209
	1
	B
	Rel-18
	18.3.0
	Addition of additional ULI of the MBSR UE



Decision: 		The document was approved.
CP-233199	CR pack on VMR
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237922
	agreed
	approved
	24.501
	5735
	2
	F
	Rel-18
	18.4.0
	Removing ENs for VMR



Decision: 		The document was approved.
[bookmark: _Toc153451248]18.59	Enhancements on Service-based support for SMS in 5GC [eSMS_SBI]
CP-233034	CR Pack on Enhancements on Service-based support for SMS in 5GC
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234085
	agreed
	approved
	23.540
	0016
	
	F
	Rel-18
	18.1.0
	Modify of the description of MO SMS fallback to legacy way



Decision: 		The document was approved.
[bookmark: _Toc153451249]18.60	CT aspects of eNA_Ph3 [eNA_Ph3]
CP-233045	CR Pack on Enablers for Network Automation for 5G phase 3
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234313
	agreed
	approved
	29.510
	0909
	
	F
	Rel-18
	18.4.0
	Completing the description of roaming-exchange-ind

	C4-234444
	agreed
	approved
	29.510
	0910
	1
	B
	Rel-18
	18.4.0
	Completion and alignment of ADRF information for registration and discovery

	C4-234552
	agreed
	approved
	29.503
	1164
	1
	B
	Rel-18
	18.3.0
	Muting enhancements

	C4-234633
	agreed
	approved
	29.536
	0081
	2
	B
	Rel-18
	18.3.0
	Muting mechanism

	C4-234635
	agreed
	approved
	29.564
	0061
	2
	B
	Rel-18
	18.2.0
	Muting enhancements

	C4-234636
	agreed
	approved
	29.518
	0972
	2
	F
	Rel-18
	18.3.0
	Clarification on muting mechanism in AMF event exposure service

	C4-235565
	agreed
	approved
	29.510
	0945
	1
	B
	Rel-18
	18.4.0
	Adding new data analytics services in enumeration table

	C4-235692
	agreed
	approved
	29.510
	0936
	3
	F
	Rel-18
	18.4.0
	Corrections of the input parameters for discovery of NWDAF with FL capability



Decision: 		The document was approved.
CP-233136	Define OpenAPI of Nnwdaf_RoamingData API
					Type: CR		For: Agreement
					29.520 v18.3.0	  CR-0813  rev 1 Cat: B (Rel-18)

					Source: Huawei
(Replaces C3-235191)
Discussion: 
Revision of C3-235191.
Decision: 		The document was approved.
CP-233224	CR Pack on eNA_Ph3 - Pack 1/4
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234083
	agreed
	approved
	29.520
	0790
	
	B
	Rel-18
	18.3.0
	Relative Proximity analytics for Nnwdaf_AnalyticsInfo API

	C3-234084
	agreed
	approved
	29.522
	1048
	
	B
	Rel-18
	18.3.0
	Relative Proximity analytics for AnalyticsExposure API

	C3-234085
	agreed
	approved
	29.520
	0791
	
	B
	Rel-18
	18.3.0
	Adding confidence attributes to PFD Determination Analytics

	C3-234086
	agreed
	approved
	29.520
	0792
	
	B
	Rel-18
	18.3.0
	Update conditional description to locGranularity attribute.

	C3-234087
	agreed
	approved
	29.520
	0793
	
	B
	Rel-18
	18.3.0
	Update direction data type

	C3-234088
	agreed
	approved
	29.520
	0794
	
	B
	Rel-18
	18.3.0
	Update the description of accPerSubset attribute

	C3-234301
	agreed
	approved
	29.575
	0065
	
	F
	Rel-18
	18.3.0
	Fixing wrong reference to 29.500

	C3-234440
	agreed
	approved
	29.520
	0789
	1
	B
	Rel-18
	18.3.0
	Relative Proximity analytics for Nnwdaf_EventsSubscription API

	C3-234520
	agreed
	approved
	29.575
	0064
	1
	F
	Rel-18
	18.3.0
	Correction to MLModelManagement_Delete service operation

	C3-234583
	agreed
	approved
	29.520
	0781
	1
	B
	Rel-18
	18.3.0
	Clarifications for UE Location order indicator in UE mobility analytics request

	C3-234584
	agreed
	approved
	29.508
	0235
	1
	B
	Rel-18
	18.3.0
	Collect list of Access Types used for the PDU session from SMF

	C3-234585
	agreed
	approved
	29.520
	0782
	1
	F
	Rel-18
	18.3.0
	Corrections on ML model provisioning

	C3-234587
	agreed
	approved
	29.520
	0784
	1
	B
	Rel-18
	18.3.0
	Define the linear distance threshold for the UE mobility analytics

	C3-234589
	agreed
	approved
	29.520
	0786
	1
	B
	Rel-18
	18.3.0
	Support list of Access Types in the Service Experience analytics

	C3-234590
	agreed
	approved
	29.508
	0236
	1
	B
	Rel-18
	18.3.0
	Support of 5QI collection from SMF

	C3-234592
	agreed
	approved
	29.520
	0787
	1
	B
	Rel-18
	18.3.0
	Support the consumer to provide the inference data stored in ADRF for model training

	C3-234593
	agreed
	approved
	29.520
	0788
	1
	B
	Rel-18
	18.3.0
	Support the consumer to provide the time when the ML model is needed

	C3-234621
	agreed
	approved
	29.520
	0797
	1
	B
	Rel-18
	18.3.0
	Analytics feedback information in Subscriptions

	C3-234622
	agreed
	approved
	29.522
	1072
	1
	B
	Rel-18
	18.3.0
	Analytics feedback information in Analytics exposure

	C3-234623
	agreed
	approved
	29.552
	0070
	1
	B
	Rel-18
	18.2.0
	Analytics feedback information handing at the NWDAF



Decision: 		The document was approved.
CP-233225	CR Pack on eNA_Ph3 - Pack 2/4
					Type: CR pack		For: Approval
					Source: CT3
Discussion: 
C3-235191 is revised to CP-233136.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234628
	agreed
	approved
	29.575
	0067
	1
	B
	Rel-18
	18.3.0
	Updates to Nadrf_MLModelManagement_Delete Service Operation

	C3-234629
	agreed
	approved
	29.575
	0068
	1
	B
	Rel-18
	18.3.0
	Updates to Nadrf_MLModelManagement API for StorageRequest

	C3-234630
	agreed
	approved
	29.575
	0069
	1
	F
	Rel-18
	18.3.0
	Updates to Nadrf_MLModelManagement_RetrievalRequest Service Operation

	C3-234631
	agreed
	approved
	29.520
	0802
	1
	B
	Rel-18
	18.3.0
	Updates to MLEventNotif in Nnwdaf_MLModelProvision API

	C3-234634
	agreed
	approved
	29.520
	0801
	1
	B
	Rel-18
	18.3.0
	Pending Notification in Nnwdaf_DataManagement API

	C3-234635
	agreed
	approved
	29.574
	0078
	1
	B
	Rel-18
	18.3.0
	Pending Notification in Ndccf_DataManagement API

	C3-234641
	agreed
	approved
	29.552
	0074
	1
	B
	Rel-18
	18.2.0
	Procedures for Relative Proximity Analytics

	C3-234642
	agreed
	approved
	29.552
	0075
	1
	B
	Rel-18
	18.2.0
	Procedures for Movement Behaviour Analytics

	C3-234693
	agreed
	approved
	29.508
	0232
	3
	B
	Rel-18
	18.3.0
	Supporting data collection for PDU Session Traffic Analytics

	C3-234702
	agreed
	approved
	29.522
	1045
	2
	B
	Rel-18
	18.3.0
	Support of analytics accuracy information

	C3-234707
	agreed
	approved
	29.552
	0073
	2
	B
	Rel-18
	18.2.0
	Updates to PFD Determination Analytics

	C3-235186
	agreed
	approved
	29.520
	0783
	2
	B
	Rel-18
	18.3.0
	Define Nnwdaf_MLModelMonitor API

	C3-235188
	agreed
	approved
	29.520
	0810
	
	B
	Rel-18
	18.3.0
	Define OpenAPI of Nnwdaf_MLModelMonitor API

	C3-235189
	agreed
	approved
	29.520
	0811
	
	B
	Rel-18
	18.3.0
	Define Nnwdaf_RoamingData API

	C3-235191
	agreed
	revised
	29.520
	0813
	
	B
	Rel-18
	18.3.0
	Define OpenAPI of Nnwdaf_RoamingData API

	C3-235193
	agreed
	approved
	29.520
	0785
	2
	B
	Rel-18
	18.3.0
	Enhancements on the inference input data and training input data

	C3-235194
	agreed
	approved
	29.575
	0062
	2
	B
	Rel-18
	18.3.0
	Update the Nadrf_MLModelManagement_RetrievalRequest service

	C3-235244
	agreed
	approved
	29.520
	0819
	
	B
	Rel-18
	18.3.0
	Analytics info extensions to support analytics for roaming UEs

	C3-235245
	agreed
	approved
	29.122
	0782
	
	F
	Rel-18
	18.3.0
	Removal of EN related to data management

	C3-235345
	agreed
	approved
	29.552
	0077
	2
	B
	Rel-18
	18.2.0
	Update to ML Model Training Procedures



Decision: 		The document was partially approved.
CP-233226	CR Pack on eNA_Ph3 - Pack 3/4
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235348
	agreed
	approved
	29.520
	0828
	
	B
	Rel-18
	18.3.0
	Updates for Application Error Handling

	C3-235351
	agreed
	approved
	29.520
	0830
	
	F
	Rel-18
	18.3.0
	Updates to Nnwdaf_AnalyticsInfo Service API

	C3-235478
	agreed
	approved
	29.552
	0080
	1
	B
	Rel-18
	18.2.0
	Updates to Service Experience Analytics

	C3-235479
	agreed
	approved
	29.552
	0081
	1
	B
	Rel-18
	18.2.0
	Updates to Analytics Data Collection from MDAF

	C3-235532
	agreed
	approved
	29.552
	0082
	1
	B
	Rel-18
	18.2.0
	Data Collection in Roaming Case

	C3-235533
	agreed
	approved
	29.552
	0083
	1
	B
	Rel-18
	18.2.0
	Analytics Exposure in Roaming Case

	C3-235556
	agreed
	approved
	29.520
	0808
	1
	F
	Rel-18
	18.3.0
	Corrections for UE mobility analytics

	C3-235557
	agreed
	approved
	29.520
	0809
	1
	B
	Rel-18
	18.3.0
	Define service descriptions of Nnwdaf_MLModelMonitor API

	C3-235558
	agreed
	approved
	29.520
	0812
	1
	B
	Rel-18
	18.3.0
	Define service descriptions of Nnwdaf_RoamingData API

	C3-235559
	agreed
	approved
	29.522
	1119
	1
	B
	Rel-18
	18.3.0
	Enhance UE mobility analytics to support fine granularity

	C3-235562
	agreed
	approved
	29.552
	0076
	2
	F
	Rel-18
	18.2.0
	Update to Procedures for Federated Learning

	C3-235563
	agreed
	approved
	29.520
	0826
	1
	B
	Rel-18
	18.3.0
	Updates for the Support of Nnwdaf_MLModelTraining_Subscribe Service Operation

	C3-235564
	agreed
	approved
	29.520
	0827
	1
	F
	Rel-18
	18.3.0
	Update to the NwdafMLModelTrainNotif Data Type

	C3-235601
	agreed
	approved
	29.520
	0815
	1
	B
	Rel-18
	18.3.0
	Roaming Analytics service definition

	C3-235602
	agreed
	approved
	29.520
	0816
	1
	B
	Rel-18
	18.3.0
	Roaming Analytics service data model

	C3-235603
	agreed
	approved
	29.520
	0817
	1
	B
	Rel-18
	18.3.0
	Roaming Analytics service OpenAPI

	C3-235604
	agreed
	approved
	29.520
	0818
	1
	B
	Rel-18
	18.3.0
	Analytics subscription extensions to support analytics for roaming UEs

	C3-235605
	agreed
	approved
	29.522
	1126
	1
	F
	Rel-18
	18.3.0
	Removal of muting exception instructions

	C3-235606
	agreed
	approved
	29.523
	0101
	1
	F
	Rel-18
	18.2.0
	Applicability of muting exception instructions

	C3-235607
	agreed
	approved
	29.574
	0081
	1
	F
	Rel-18
	18.3.0
	Applicability of muting exception instructions



Decision: 		The document was approved.
CP-233227	CR Pack on eNA_Ph3 - Pack 4/4
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235608
	agreed
	approved
	29.520
	0820
	1
	F
	Rel-18
	18.3.0
	Applicability of muting exception instructions

	C3-235712
	agreed
	approved
	29.575
	0071
	1
	F
	Rel-18
	18.3.0
	Correction to MLModelManagement_StorageRequest service operation



Decision: 		The document was approved.
[bookmark: _Toc153451250]18.61	CT aspects of PIN [PIN]
CP-233180	CR pack on PIN
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237301
	agreed
	approved
	27.007
	0831
	
	B
	Rel-18
	18.4.0
	AT command for N3QAI

	C1-238150
	agreed
	approved
	24.501
	5713
	1
	F
	Rel-18
	18.4.0
	Correction to general clause for PIN service

	C1-238151
	agreed
	approved
	24.526
	0226
	1
	F
	Rel-18
	18.4.0
	The URSP handling for PIN

	C1-238152
	agreed
	approved
	24.501
	5714
	1
	F
	Rel-18
	18.4.0
	The PDU session handling related to PIN service

	C1-238582
	agreed
	approved
	27.007
	0841
	
	F
	Rel-18
	18.4.0
	AT command for non-3GPP delay budget

	C1-239460
	agreed
	approved
	24.526
	0236
	1
	F
	Rel-18
	18.4.0
	Correction to URSP for PIN



Decision: 		The document was approved.
CP-233284	CR Pack on PIN
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235497
	agreed
	approved
	29.522
	1109
	1
	F
	Rel-18
	18.3.0
	EN related to PIN ID resolution.



Decision: 		The document was approved.
[bookmark: _Toc153451251]18.62	CT aspects of PINAPP [PINAPP]
[bookmark: _Toc153451252]18.63	CT aspects of GMEC [GMEC]
CP-233047	CR Pack on Generic group management, exposure and communication enhancements
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234047
	agreed
	approved
	29.503
	1153
	
	F
	Rel-18
	18.3.0
	Wrong CR implementation

	C4-234537
	agreed
	approved
	29.504
	0247
	1
	B
	Rel-18
	18.3.0
	Support the change of the PDU Session Type for a 5G VN group

	C4-234660
	agreed
	approved
	29.244
	0759
	2
	B
	Rel-18
	18.3.0
	Update to support the VN group communication without N6-based forwarding

	C4-235053
	agreed
	approved
	29.510
	0919
	
	F
	Rel-18
	18.4.0
	Missing DataSetIds in UdrInfo

	C4-235055
	agreed
	approved
	29.504
	0249
	
	B
	Rel-18
	18.3.0
	Security Scopes for access to AF QoS Data

	C4-235056
	agreed
	approved
	29.504
	0250
	
	F
	Rel-18
	18.3.0
	Security Scopes for group policy control data

	C4-235152
	agreed
	approved
	29.524
	0027
	
	B
	Rel-18
	17.3.0
	Cause mapping for EXCEEDED_GROUP_DATA_RATE

	C4-235448
	agreed
	approved
	29.503
	1187
	1
	F
	Rel-18
	18.3.0
	Correction to DNN and S-NSSAI specific Group Parameters

	C4-235578
	agreed
	approved
	29.503
	1183
	2
	F
	Rel-18
	18.3.0
	LADN Service Area in AccessAndMobilitySubscriptionData



Decision: 		The document was approved.
CP-233167	CR pack on GMEC
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237845
	agreed
	approved
	24.501
	5828
	1
	F
	Rel-18
	18.4.0
	Extended LADN information deletion when enter deregistered

	C1-239011
	agreed
	approved
	24.501
	5923
	
	F
	Rel-18
	18.4.0
	Clarification of LADN service area

	C1-239311
	agreed
	approved
	24.501
	5877
	1
	B
	Rel-18
	18.4.0
	PDU session establishment rejection for Maximum Group Data Rate control

	C1-239678
	agreed
	approved
	24.501
	5926
	5
	F
	Rel-18
	18.4.0
	UE behavior in overlapping areas between LADN service area and partial network slice support area



Decision: 		The document was approved.
CP-233245	CR Pack on GMEC
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234385
	agreed
	approved
	29.522
	1093
	
	B
	Rel-18
	18.3.0
	Procedures for AF required QoS for target UE not identified by UE address

	C3-234458
	agreed
	approved
	29.512
	1133
	1
	F
	Rel-18
	18.3.0
	Clarification on configuration of maximum group data rate

	C3-234485
	agreed
	approved
	29.519
	0450
	2
	B
	Rel-18
	18.3.0
	Resolving the remaining EN on group data rate control

	C3-234487
	agreed
	approved
	29.525
	0282
	2
	B
	Rel-18
	18.3.0
	Support the change of the PDU Session Type for a 5G VN group

	C3-234518
	agreed
	approved
	29.513
	0502
	1
	B
	Rel-18
	18.3.0
	Policy Authorization for AF requested QoS for a UE or group of UEs not identified by a UE address

	C3-234563
	agreed
	approved
	29.565
	0086
	1
	F
	Rel-18
	18.3.0
	Reslove the EN about AF requested QoS for a UE or group of UE(s)

	C3-234653
	agreed
	approved
	29.122
	0766
	1
	F
	Rel-18
	18.3.0
	Correction on formulating conditions based on feature support

	C3-234683
	agreed
	approved
	29.519
	0461
	1
	B
	Rel-18
	18.3.0
	Subscription to notification of changes of AF Requested QoS

	C3-234692
	agreed
	approved
	29.514
	0560
	3
	B
	Rel-18
	18.3.0
	Event notification for AF requested QoS for a UE or group of UEs not identifed by a UE address

	C3-235543
	agreed
	approved
	29.512
	1140
	3
	B
	Rel-18
	18.3.0
	Support the management of the temporal invalidity condition

	C3-235616
	agreed
	approved
	29.522
	1049
	4
	B
	Rel-18
	18.3.0
	Support the change of the PDU Session Type for a 5G VN group

	C3-235617
	agreed
	approved
	29.522
	1050
	2
	F
	Rel-18
	18.3.0
	Updating the GMEC related features descriptions

	C3-235654
	agreed
	approved
	29.512
	1153
	3
	B
	Rel-18
	18.3.0
	Policy Authorization for AF requested QoS for a UE or group of UEs not identified by a UE address

	C3-235675
	agreed
	approved
	29.519
	0460
	3
	B
	Rel-18
	18.3.0
	AF Requested QoS for a UE or Group of UEs

	C3-235689
	agreed
	approved
	29.519
	0467
	1
	F
	Rel-18
	18.3.0
	Security scopes are missing in OpenAPI definition for GroupPolicyControlData.

	C3-235719
	agreed
	approved
	29.513
	0516
	1
	B
	Rel-18
	18.3.0
	Skipping the checking of policy subscription data



Decision: 		The document was approved.
[bookmark: _Toc153451253]18.64	CT aspects of 5MBS_Ph2 [5MBS_Ph2]
CP-233033	CR Pack on 5MBS Phase 2
					Type: CR pack		For: Approval
					Source: CT4
Discussion: 
C4-235525 is revised to CP-233077.
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234244
	agreed
	approved
	29.503
	1170
	
	B
	Rel-18
	18.3.0
	Corrections on the MbsSubscriptionData

	C4-234494
	agreed
	approved
	29.518
	0978
	1
	B
	Rel-18
	18.3.0
	Support for resource sharing across multiple broadcast MBS Sessions during network sharing

	C4-235525
	revised
	revised
	29.518
	0993
	2
	B
	Rel-18
	18.3.0
	Broadcast Session Transport procedure support by the ContextStatusNotify service operation



Decision: 		The document was partially approved.
CP-233077	Broadcast Session Transport procedure support by the ContextStatusNotify service operation
					Type: CR		For: Agreement
					29.518 v18.3.0	  CR-0993  rev 3 Cat: B (Rel-18)

					Source: Nokia, Nokia Shanghai Bell, Ericsson, Huawei
(Replaces C4-235525)
Discussion: 
Revision of C4-23552.
Decision: 		The document was approved.
CP-233149	CR pack on 5MBS_Ph2
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237618
	agreed
	approved
	24.501
	5815
	
	F
	Rel-18
	18.4.0
	Clarification on the Key domain ID

	C1-237875
	agreed
	approved
	24.501
	5814
	1
	B
	Rel-18
	18.4.0
	Deactivate MICO mode at the broadcast start time/activation times of a broadcast MBS session

	C1-239659
	agreed
	approved
	24.501
	5937
	2
	B
	Rel-18
	18.4.0
	Supporting multicast MBS session and Broadcast MBS session for UE that uses eDRX



Decision: 		The document was approved.
CP-233264	CR Pack on 5MBS_Ph2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234107
	agreed
	approved
	29.580
	0039
	
	F
	Rel-18
	18.3.0
	Updating the 5MBS_Ph2 related features descriptions

	C3-235067
	agreed
	approved
	29.522
	1051
	2
	B
	Rel-18
	18.3.0
	Complete the definition of the NEF's new MBSGroupMsgDelivery API

	C3-235706
	agreed
	approved
	29.522
	1052
	3
	B
	Rel-18
	18.3.0
	Complete the definition of the MBS assistance information provisioning



Decision: 		The document was approved.
[bookmark: _Toc153451254]18.65	CT aspects of Enhancement of Network Slicing Phase 3 [eNS_Ph3]
CP-233046	CR Pack on CT aspects on enhancement of network slicing phase 3
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234029
	agreed
	approved
	29.536
	0082
	
	F
	Rel-18
	18.3.0
	Correction on hierarchical NSACF architecture

	C4-234033
	agreed
	approved
	29.536
	0086
	
	F
	Rel-18
	18.3.0
	Update the procedures to support the NumOfUEsUpdate and NumOfPDUsUpdate service operations for roaming UEs

	C4-234068
	agreed
	approved
	29.536
	0092
	
	F
	Rel-18
	18.3.0
	Remove EN on PDU Session ID in Clause 5.2.4.2.4

	C4-234496
	agreed
	approved
	29.536
	0083
	1
	F
	Rel-18
	18.3.0
	Correction on Update operation for controlling the number of UEs with at least one PDU session/PDN connection

	C4-234498
	agreed
	approved
	29.536
	0085
	1
	F
	Rel-18
	18.3.0
	QuotaUpdate service operation Update

	C4-234499
	agreed
	approved
	29.536
	0087
	1
	B
	Rel-18
	18.3.0
	VPLMN with HPLMN assistance NSAC Admission mode for number of LBO PDU Sessions

	C4-234600
	agreed
	approved
	29.536
	0088
	1
	B
	Rel-18
	18.3.0
	VPLMN with HPLMN assistance NSAC Admission mode for number of Registered UEs

	C4-234601
	agreed
	approved
	29.502
	0694
	1
	F
	Rel-18
	18.4.0
	Remove Editor’s Note on PDU Session Retention

	C4-234602
	agreed
	approved
	29.536
	0093
	1
	F
	Rel-18
	18.3.0
	Updates to general description of NSAC service operations

	C4-234604
	agreed
	approved
	29.536
	0095
	1
	F
	Rel-18
	18.3.0
	Corrections to Slice Collection Roaming Quotas

	C4-235089
	agreed
	approved
	29.536
	0094
	2
	F
	Rel-18
	18.3.0
	Update to Resource Structure of Slice Collection Configurations

	C4-235269
	agreed
	approved
	29.536
	0084
	2
	F
	Rel-18
	18.3.0
	LocalNumberUpdate in VPLMN with HPLMN assistance NSAC admission mode

	C4-235369
	agreed
	approved
	29.536
	0102
	2
	B
	Rel-18
	18.3.0
	NSAC Service Area data type definition

	C4-235536
	agreed
	approved
	29.510
	0942
	1
	B
	Rel-18
	18.4.0
	Extending the description of sNssais to SNPN

	C4-235538
	agreed
	approved
	29.510
	0893
	4
	B
	Rel-18
	18.4.0
	NSACF Role Definition

	C4-235548
	agreed
	approved
	29.536
	0103
	1
	F
	Rel-18
	18.3.0
	Clarification on UE already registered indication

	C4-235549
	agreed
	approved
	29.536
	0104
	1
	F
	Rel-18
	18.3.0
	Clarification on threshold synchronization among multiple NSACFs

	C4-235550
	agreed
	approved
	29.502
	0718
	1
	F
	Rel-18
	18.4.0
	Procedure Description for PDU session release due to slice inactivity

	C4-235551
	agreed
	approved
	29.244
	0781
	1
	F
	Rel-18
	18.3.0
	User plane inactivity timer update from SMF towards UPF

	C4-235553
	agreed
	approved
	29.536
	0107
	1
	B
	Rel-18
	18.3.0
	Clarification on the LocalNumberUpdate procedure

	C4-235600
	agreed
	approved
	29.536
	0105
	2
	F
	Rel-18
	18.3.0
	Threshold based UE admission control



Decision: 		The document was approved.
CP-233164	CR pack on eNS_Ph3 (1/2)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237400
	agreed
	approved
	24.501
	5751
	
	F
	Rel-18
	18.4.0
	Correction to support for partial network slice

	C1-237444
	agreed
	approved
	24.501
	5757
	
	F
	Rel-18
	18.4.0
	Missing consideration of the allowed NSSAI and partially allowed NSSAI when using the Allowed PDU session status IE in the CPSR message

	C1-237459
	agreed
	approved
	24.501
	5762
	
	F
	Rel-18
	18.4.0
	Alternative NSSAI update during UCU and registration procedure

	C1-237796
	agreed
	approved
	24.501
	5760
	1
	F
	Rel-18
	18.4.0
	NSAG information for alternative S-NSSAI

	C1-237797
	agreed
	approved
	24.501
	5761
	1
	F
	Rel-18
	18.4.0
	NS-AoS of alternative S-NSSAI

	C1-237799
	agreed
	approved
	24.501
	5710
	1
	B
	Rel-18
	18.4.0
	Updating the S-NSSAI location validity information IE coding

	C1-237800
	agreed
	approved
	24.501
	5758
	1
	F
	Rel-18
	18.4.0
	Request lower layer to enter connected state for data over UP based on NS-AoS

	C1-237801
	agreed
	approved
	24.501
	5763
	1
	F
	Rel-18
	18.4.0
	Control plane user data when the UE is outside NS-AoS

	C1-237802
	agreed
	approved
	24.501
	5764
	1
	F
	Rel-18
	18.4.0
	Acknowledge the reception of S-NSSAI location or time validity information

	C1-237804
	agreed
	approved
	24.501
	5728
	1
	F
	Rel-18
	18.4.0
	Reject cause for UE not supporting S-NSSAI time validity information

	C1-237805
	agreed
	approved
	24.501
	5749
	1
	F
	Rel-18
	18.4.0
	Correction to the CONFIGURATION UPDATE COMMAND message

	C1-237807
	agreed
	approved
	24.501
	5839
	1
	B
	Rel-18
	18.4.0
	Applicability of validity time information across access type

	C1-237808
	agreed
	approved
	24.501
	5721
	1
	F
	Rel-18
	18.4.0
	Performing MRU for partially rejected NSSAI

	C1-237809
	agreed
	approved
	24.501
	5756
	1
	F
	Rel-18
	18.4.0
	Missing consideration of partially allowed NSSAI for handover of a session from non-3gpp to 3gpp

	C1-237818
	agreed
	approved
	24.501
	5804
	1
	B
	Rel-18
	18.4.0
	UE storage of network slice usage control information

	C1-237923
	agreed
	approved
	24.526
	0233
	2
	B
	Rel-18
	18.4.0
	URSP re-evaluation upon S-NSSAI available indication in the TA

	C1-237924
	agreed
	approved
	24.501
	5729
	2
	F
	Rel-18
	18.4.0
	Clarification of slice deregistration inactivity timer handling for MA PDU sessions

	C1-237960
	agreed
	approved
	24.501
	5772
	3
	B
	Rel-18
	18.4.0
	Support of network slice usage control during the registration procedure

	C1-238730
	agreed
	approved
	24.501
	5872
	
	B
	Rel-18
	18.4.0
	Including alternative S-NSSAI in allowed and configured NSSAI

	C1-238849
	agreed
	approved
	24.501
	5883
	
	F
	Rel-18
	18.4.0
	Applicability of partially allowed NSSAI and partially rejected NSSAI



Decision: 		The document was approved.
CP-233165	CR pack on eNS_Ph3 (2/2)
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-238852
	agreed
	approved
	24.501
	5886
	
	F
	Rel-18
	18.4.0
	Applicable access type of S-NSSAI location or time validity information

	C1-239078
	agreed
	approved
	24.501
	5944
	
	F
	Rel-18
	18.4.0
	partially allowed NSSAI storage

	C1-239142
	agreed
	approved
	24.501
	5958
	
	F
	Rel-18
	18.4.0
	Selection of an S-NSSAI by the AMF

	C1-239272
	agreed
	approved
	24.501
	5775
	3
	B
	Rel-18
	18.4.0
	General introduction on support of network slice usage control

	C1-239273
	agreed
	approved
	24.501
	5772
	5
	B
	Rel-18
	18.4.0
	Support of network slice usage control during the registration procedure

	C1-239275
	agreed
	approved
	24.501
	5771
	4
	B
	Rel-18
	18.4.0
	Support of network slice usage control during the UE configuration update procedure

	C1-239282
	agreed
	approved
	24.501
	5882
	1
	F
	Rel-18
	18.4.0
	Partially rejected NSSAI for RFSP derivation

	C1-239283
	agreed
	approved
	24.501
	5884
	1
	F
	Rel-18
	18.4.0
	PDU session establishment associated to partially allowed S-NSSAI

	C1-239284
	agreed
	approved
	24.501
	5885
	1
	F
	Rel-18
	18.4.0
	Clarification on TA list associated with partial NSSAI

	C1-239285
	agreed
	approved
	24.501
	5908
	1
	F
	Rel-18
	18.4.0
	Releasing PDU sessions for temporarily available network slices

	C1-239286
	agreed
	approved
	24.501
	5909
	1
	F
	Rel-18
	18.4.0
	Splitting of location and time validity information for S-NSSAI

	C1-239381
	agreed
	approved
	24.501
	5930
	2
	B
	Rel-18
	18.4.0
	On-demand NSSAI storage

	C1-239383
	agreed
	approved
	24.501
	5896
	2
	F
	Rel-18
	18.4.0
	Update slice deregistration inactivity timer value

	C1-239385
	agreed
	approved
	24.501
	5873
	1
	B
	Rel-18
	18.4.0
	Alternative S-NSSAI not part of subscribed S-NSSAIs

	C1-239653
	agreed
	approved
	24.501
	5898
	2
	B
	Rel-18
	18.4.0
	Clarification of the UE storage of network slice usage control information.

	C1-239657
	agreed
	approved
	24.501
	5895
	3
	F
	Rel-18
	18.4.0
	Clarification on UE stored slice usage control information

	C1-239669
	agreed
	approved
	24.501
	5940
	2
	B
	Rel-18
	18.4.0
	UE behaviour of slice deregistration inactivity timer regarding MA PDU session in PDU session release procedure

	C1-239670
	agreed
	approved
	24.501
	5948
	2
	F
	Rel-18
	18.4.0
	Network behavior for on-demand NSSAI in the Generic UE configuration update procedure

	C1-239671
	agreed
	approved
	24.501
	5942
	2
	B
	Rel-18
	18.4.0
	UE behaviour of slice deregistration inactivity timer regarding MA PDU session in PDU session establishment procedure



Decision: 		The document was approved.
CP-233250	CR Pack on eNS_Ph3
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234196
	agreed
	approved
	29.522
	1065
	
	F
	Rel-18
	18.3.0
	Remove the data types not referenced from the re-used data types table

	C3-234433
	agreed
	approved
	29.522
	0972
	2
	B
	Rel-18
	18.3.0
	Additional multiple NSACFs related updates to network slice status reporting

	C3-234470
	agreed
	approved
	29.507
	0273
	1
	F
	Rel-18
	18.3.0
	Impact of PartNetSliceSupport on mappingSnssais

	C3-234471
	agreed
	approved
	29.507
	0274
	1
	F
	Rel-18
	18.3.0
	Removal of feature dependency

	C3-234472
	agreed
	approved
	29.521
	0192
	1
	F
	Rel-18
	18.2.0
	feature naming for network slice replacement

	C3-234490
	agreed
	approved
	29.522
	1053
	1
	F
	Rel-18
	18.3.0
	Corrections to the definition of the SliceParamProvision API

	C3-234491
	agreed
	approved
	29.507
	0270
	1
	F
	Rel-18
	18.3.0
	Resolving the remaining Editor's Note on the support of partial network slice support in a Registration Area functionality

	C3-234492
	agreed
	approved
	29.512
	1134
	1
	B
	Rel-18
	18.3.0
	Further progressing the definition of the network slice replacement functionality

	C3-234493
	agreed
	approved
	29.512
	1135
	1
	B
	Rel-18
	18.3.0
	Further progressing the definition of the network slice replacement functionality

	C3-235312
	agreed
	approved
	29.507
	0283
	
	B
	Rel-18
	18.3.0
	Missing applicable features in the re-used data type table

	C3-235481
	agreed
	approved
	29.507
	0282
	1
	B
	Rel-18
	18.3.0
	Slice info obtained in the AMF at AM Policy Association establishment

	C3-235484
	agreed
	approved
	29.513
	0507
	1
	F
	Rel-18
	18.3.0
	Include Partially Allowed NSSAI in the AM Policy association procedure



Decision: 		The document was approved.
[bookmark: _Toc153451255]18.66	CT aspects of XRM [XRM]
CP-233053	CR Pack on Architecture Enhancements for XR and media services
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234116
	agreed
	approved
	29.244
	0754
	
	B
	Rel-18
	18.3.0
	PDU Set QoS handling during Xn and N2 Handover

	C4-234117
	agreed
	approved
	29.244
	0755
	
	B
	Rel-18
	18.3.0
	ECN marking during Xn and N2 Handover

	C4-234479
	agreed
	approved
	29.244
	0749
	1
	B
	Rel-18
	18.3.0
	SMF Decision of PDU Set Handling Activation

	C4-234614
	agreed
	approved
	29.244
	0756
	1
	B
	Rel-18
	18.3.0
	Protocol Description for PDU set marking and/or End of Data Burst marking

	C4-234644
	agreed
	approved
	29.502
	0711
	4
	B
	Rel-18
	18.4.0
	PDU set Parameters between the V/I-SMF and the (H-)SMF

	C4-235114
	agreed
	approved
	29.244
	0753
	2
	B
	Rel-18
	18.3.0
	Traffic steering to an L4S enabled QoS flow

	C4-235116
	agreed
	approved
	29.244
	0768
	
	F
	Rel-18
	18.3.0
	Per QoS flow data rate monitoring

	C4-235117
	agreed
	approved
	29.502
	0720
	
	B
	Rel-18
	18.4.0
	Maximum Data Burst Volume in Alternative QoS Profile

	C4-235161
	agreed
	approved
	29.244
	0772
	
	B
	Rel-18
	18.3.0
	ECN marking during PDU session establishment procedure

	C4-235532
	agreed
	approved
	29.564
	0071
	1
	F
	Rel-18
	18.2.0
	Per QoS flow data rate monitoring

	C4-235534
	agreed
	approved
	29.502
	0723
	1
	B
	Rel-18
	18.4.0
	Support of ECN marking for L4S between the V/I-SMF and the (H-)SMF

	C4-235554
	agreed
	approved
	29.502
	0727
	1
	B
	Rel-18
	18.4.0
	Periodicity and N6 Jitter Information associated with Periodicity between the V/I-SMF and the (H-)SMF

	C4-235669
	agreed
	approved
	29.244
	0769
	3
	B
	Rel-18
	18.3.0
	Protocol Description

	C4-235695
	agreed
	approved
	29.571
	0483
	5
	B
	Rel-18
	18.3.0
	Protocol Description



Decision: 		The document was approved.
CP-233203	Introduction of new features for PDU set handle and RT latency
					Type: CR		For: Agreement
					29.522 v18.3.0	  CR-1046  rev 2 Cat: B (Rel-18)

					Source: Huawei, Nokia, Nokia Shanghai Bell, China Mobile, Ericsson
(Replaces C3-234613)
Discussion: 
Revision of C3-234613.
Decision: 		The document was approved.
CP-233207	Protocol description update
					Type: CR		For: Approval
					29.522 v18.3.0	  CR-1087  rev 2 Cat: B (Rel-18)

					Source: Nokia, Nokia Shanghai Bell
(Replaces C3-234332)
Discussion: 
Revision of C3-234332.
Decision: 		The document was approved.
CP-233208	Feature granularity and definition for MultiModal & PowerSaving
					Type: CR		For: Agreement
					29.122 v18.3.0	  CR-0765  rev 2 Cat: B (Rel-18)

					Source: Nokia, Nokia Shanghai Bell, Huawei, Ericsson, China Mobile
(Replaces C3-234531)
Discussion: 
Revision of C3-234531.
Decision: 		The document was approved.
CP-233233	CR Pack on XRM - Pack 1/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234089
	agreed
	approved
	29.122
	0752
	
	B
	Rel-18
	18.3.0
	Update Data Rate monitoring

	C3-234228
	agreed
	approved
	29.514
	0555
	
	B
	Rel-18
	18.3.0
	Update Data Rate monitoring

	C3-234331
	agreed
	approved
	29.122
	0764
	
	B
	Rel-18
	18.3.0
	Protocol description - End of burst indication update

	C3-234332
	agreed
	revised
	29.522
	1087
	
	B
	Rel-18
	18.3.0
	Protocol description update

	C3-234390
	agreed
	approved
	29.522
	1095
	
	B
	Rel-18
	18.3.0
	Definition of L4S feature

	C3-234391
	agreed
	approved
	29.122
	0771
	
	B
	Rel-18
	18.3.0
	Definition of L4S feature

	C3-234392
	agreed
	approved
	29.514
	0562
	
	B
	Rel-18
	18.3.0
	Definition of L4S feature

	C3-234393
	agreed
	approved
	29.512
	1155
	
	B
	Rel-18
	18.3.0
	Definition of L4S feature

	C3-234528
	agreed
	approved
	29.514
	0556
	1
	F
	Rel-18
	18.3.0
	PdvMonitoringReport Clarification

	C3-234531
	agreed
	revised
	29.122
	0765
	1
	B
	Rel-18
	18.3.0
	Feature granularity and definition for MultiModal & PowerSaving

	C3-234532
	agreed
	approved
	29.522
	1088
	1
	B
	Rel-18
	18.3.0
	Feature granularity and definition for MultiModal & PowerSaving

	C3-234533
	agreed
	approved
	29.514
	0559
	1
	B
	Rel-18
	18.3.0
	Feature granularity and definition for MultiModal & PowerSaving

	C3-234534
	agreed
	approved
	29.512
	1150
	1
	B
	Rel-18
	18.3.0
	Feature granularity and definition for MultiModal & PowerSaving

	C3-234610
	agreed
	approved
	29.122
	0750
	1
	B
	Rel-18
	18.3.0
	Introduction of new features for PDU set handle and RT latency

	C3-234611
	agreed
	approved
	29.512
	1132
	1
	B
	Rel-18
	18.3.0
	Introduction of new features for PDU set handle and RT latency

	C3-234613
	agreed
	revised
	29.522
	1046
	1
	B
	Rel-18
	18.3.0
	Introduction of new features for PDU set handle and RT latency

	C3-234643
	agreed
	approved
	29.122
	0756
	1
	F
	Rel-18
	18.3.0
	Support of the new feature name EnQoSMon

	C3-234644
	agreed
	approved
	29.508
	0237
	1
	F
	Rel-18
	18.3.0
	Support of the new feature name EnQoSMon

	C3-234645
	agreed
	approved
	29.514
	0552
	1
	F
	Rel-18
	18.3.0
	Support of the new feature name EnQoSMon

	C3-234646
	agreed
	approved
	29.512
	1136
	1
	F
	Rel-18
	18.3.0
	Support of the new feature name EnQoSMon



Decision: 		The document was partially approved.
CP-233234	CR Pack on XRM - Pack 2/2
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234648
	agreed
	approved
	29.522
	1047
	1
	B
	Rel-18
	18.3.0
	Support of subscription to flow level QoS monitoring

	C3-234649
	agreed
	approved
	29.522
	1056
	1
	F
	Rel-18
	18.3.0
	Support of the new feature name EnQoSMon

	C3-234694
	agreed
	approved
	29.512
	1149
	1
	B
	Rel-18
	18.3.0
	Protocol description update

	C3-235320
	agreed
	approved
	29.512
	1170
	
	F
	Rel-18
	18.3.0
	Correct the reference clause and update the terminology

	C3-235321
	agreed
	approved
	29.514
	0548
	2
	B
	Rel-18
	18.3.0
	Introduction of new features for PDU set handle and RT latency

	C3-235323
	agreed
	approved
	29.122
	0785
	
	F
	Rel-18
	18.3.0
	Remove the multiModalId in the update message and update the terminology

	C3-235534
	agreed
	approved
	29.522
	1139
	1
	B
	Rel-18
	18.3.0
	Remove the Editor's Note for Data Burst Handling Information and update the terminology

	C3-235536
	agreed
	approved
	29.514
	0575
	1
	B
	Rel-18
	18.3.0
	Update for the PDU Set QoS related data

	C3-235537
	agreed
	approved
	29.513
	0513
	1
	B
	Rel-18
	18.3.0
	Update the QoS flow binding procedure

	C3-235574
	agreed
	approved
	29.122
	0755
	3
	B
	Rel-18
	18.3.0
	Support of subscription to flow level events

	C3-235575
	agreed
	approved
	29.514
	0551
	3
	B
	Rel-18
	18.3.0
	Support of subscription to flow level events

	C3-235723
	agreed
	approved
	29.512
	1171
	2
	B
	Rel-18
	18.3.0
	Support of the Data Burst Handling Information in the PCC rule

	C3-235725
	agreed
	approved
	29.514
	0576
	2
	F
	Rel-18
	18.3.0
	Update for the Periodicity information and the terminology



Decision: 		The document was approved.
[bookmark: _Toc153451256]18.67	CT aspects of ATSSS_Ph3 [ATSSS_Ph3]
CP-233043	CR Pack on CT aspects of Access Traffic Steering, Switch and Splitting support in the 5G system  architecture; Phase 3
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234113
	agreed
	approved
	29.244
	0752
	
	F
	Rel-18
	18.3.0
	Incorrect implementation of CR 29.244 #0742

	C4-234492
	agreed
	approved
	29.502
	0698
	1
	F
	Rel-18
	18.4.0
	Removal of non-3GPP path switching capability between V-SMF and H-SMF



Decision: 		The document was approved.
CP-233151	CR pack on ATSSS_Ph3
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237615
	agreed
	approved
	24.193
	0133
	
	F
	Rel-18
	18.3.0
	Clarifications for sending UL and DL traffic after traffic duplication has been suspended for Redundant Steering Mode

	C1-237616
	agreed
	approved
	24.501
	5813
	
	F
	Rel-18
	18.4.0
	Clarification on maintaining the user plane resources of the old non-3GPP access during the non-3GPP access path switching

	C1-237837
	agreed
	approved
	24.501
	5773
	1
	F
	Rel-18
	18.4.0
	Clarification on the non-3GPP path switcing capability when a UE is registered to different PLMNs over 3GPP and non-3GPP accesses

	C1-237925
	agreed
	approved
	24.501
	5774
	2
	F
	Rel-18
	18.4.0
	Correction on handling of PDU sessions that are not requested to be moved to the new non-3GPP access

	C1-237980
	agreed
	approved
	24.193
	0135
	3
	F
	Rel-18
	18.3.0
	Clarifications for steering mode

	C1-238874
	agreed
	approved
	24.193
	0136
	
	B
	Rel-18
	18.3.0
	Context identifier for transport mode 1 of MPQUIC functionality

	C1-238875
	agreed
	approved
	24.193
	0137
	
	F
	Rel-18
	18.3.0
	Missing Note

	C1-239176
	agreed
	approved
	24.193
	0141
	
	F
	Rel-18
	18.3.0
	Adding the missing Traffic descriptor component type identifiers in the ATSSS rules

	C1-239308
	agreed
	approved
	24.193
	0139
	1
	B
	Rel-18
	18.3.0
	Performing PMFP procedure over ePDG leg

	C1-239309
	agreed
	approved
	24.193
	0140
	2
	F
	Rel-18
	18.3.0
	Corrections related to ATSSS steering functionalities and their usage (TS 24.193)

	C1-239310
	agreed
	approved
	24.501
	5935
	2
	F
	Rel-18
	18.4.0
	Corrections related to ATSSS steering functionalities and their usage (TS 24.501)



Decision: 		The document was approved.
CP-233280	CR Pack on ATSSS_Ph3
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234535
	agreed
	approved
	29.512
	1151
	1
	B
	Rel-18
	18.3.0
	Editor note removal on SMF DNN configuration



Decision: 		The document was approved.
[bookmark: _Toc153451257]18.68	CT4 aspects of UPF enhancement for exposure and SBA [UPEAS]
CP-233032	CR Pack on UPF enhancement for exposure and SBA
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234040
	agreed
	approved
	29.564
	0064
	
	F
	Rel-18
	18.2.0
	Miscellaneous corrections

	C4-234107
	agreed
	approved
	29.564
	0066
	
	F
	Rel-18
	18.2.0
	List and description of events supported by the Nupf_EventExposure service

	C4-234239
	agreed
	approved
	29.564
	0068
	
	B
	Rel-18
	18.2.0
	Reporting Suggestion Information

	C4-234487
	agreed
	approved
	29.564
	0063
	1
	F
	Rel-18
	18.2.0
	Correction on dnn and reportingUrgency attributes

	C4-235121
	agreed
	approved
	29.564
	0073
	
	B
	Rel-18
	18.2.0
	Achieved sampling ratio in Nupf_EventExposure_Notify

	C4-235122
	agreed
	approved
	29.510
	0926
	
	B
	Rel-18
	18.4.0
	Nnef_DNAIMapping service

	C4-235265
	agreed
	approved
	29.244
	0776
	
	F
	Rel-18
	18.3.0
	Correction on Reporting Urgency

	C4-235521
	agreed
	approved
	29.244
	0771
	1
	B
	Rel-18
	18.3.0
	Indication of QoS Flow associated with the default QoS Rule

	C4-235522
	agreed
	approved
	29.564
	0074
	1
	B
	Rel-18
	18.2.0
	Indication of QoS Flow associated with the default QoS Rule

	C4-235523
	agreed
	approved
	29.510
	0943
	1
	B
	Rel-18
	18.4.0
	Aligning the service name with stage-2 specification

	C4-235524
	agreed
	approved
	29.564
	0072
	1
	B
	Rel-18
	18.2.0
	Nupf_GetPrivateUEIPaddr_Get response with GPSI



Decision: 		The document was approved.
CP-233249	CR Pack on UPEAS
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234246
	agreed
	approved
	29.508
	0240
	
	F
	Rel-18
	18.3.0
	Corrections to the inputs of subscription to UPF events

	C3-234247
	agreed
	approved
	29.591
	0161
	
	B
	Rel-18
	18.3.0
	Updates in the DNAIMapping procedure

	C3-234261
	agreed
	approved
	29.591
	0164
	
	F
	Rel-18
	18.3.0
	Incorrect description of error handling in subscription creation procedure

	C3-234607
	agreed
	approved
	29.514
	0554
	2
	F
	Rel-18
	18.3.0
	Removal of the Editor’s note about direct TSC event notification information

	C3-234624
	agreed
	approved
	29.552
	0071
	1
	B
	Rel-18
	18.2.0
	Using UPF Exposure in UE communications procedure

	C3-234625
	agreed
	approved
	29.552
	0072
	1
	B
	Rel-18
	18.2.0
	Using UPF Exposure in Dispersion analytics procedure

	C3-235265
	agreed
	approved
	29.522
	1129
	
	B
	Rel-18
	18.3.0
	Updates in UE Id retrieval procedures

	C3-235315
	agreed
	approved
	29.514
	0573
	
	B
	Rel-18
	18.3.0
	Completion of direct event notification of TSC management information support

	C3-235499
	agreed
	approved
	29.512
	1169
	1
	B
	Rel-18
	18.3.0
	Support of Data Collection Application Identifier

	C3-235500
	agreed
	approved
	29.513
	0512
	1
	B
	Rel-18
	18.3.0
	Support of QoS monitoring subscription from the NWDAF

	C3-235501
	agreed
	approved
	29.508
	0243
	1
	B
	Rel-18
	18.3.0
	Support of explicit QoS monitoring subscription

	C3-235663
	agreed
	approved
	29.552
	0078
	1
	B
	Rel-18
	18.2.0
	Updates with UPF Exposure



Decision: 		The document was approved.
[bookmark: _Toc153451258]18.69	UE pre-configuration for 5MBS [UEConfig5MBS]
CP-233108	CR Pack on UE pre-configuration for 5MBS
					Type: CR pack		For: Approval
					Source: CT6
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C6-230718
	agreed
	approved
	31.102
	0996
	2
	F
	Rel-18
	18.2.0
	Update to UE pre-configuration for 5MBS parameters



Decision: 		The document was approved.
CP-233197	CR pack on UEConfig5MBS
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237874
	agreed
	approved
	24.575
	0020
	1
	F
	Rel-18
	18.2.0
	Correcting the format of multiple MO parameters



Decision: 		The document was approved.
[bookmark: _Toc153451259]18.70	CT aspects of enh4MCPTT [enh4MCPTT]
CP-233155	CR pack on enh4MCPTT
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237600
	agreed
	approved
	24.281
	0227
	
	F
	Rel-18
	18.3.0
	Correcting incorrect references

	C1-238263
	agreed
	approved
	24.581
	0110
	6
	A
	Rel-18
	18.2.0
	RTP SSRC of audio and video media streams usage in during call setup using implicit transmission request – med plane

	C1-238268
	agreed
	approved
	24.281
	0206
	6
	A
	Rel-18
	18.3.0
	RTP SSRC of audio and video media streams usage during call setup using implicit transmission request – sig plane

	C1-238283
	agreed
	approved
	24.379
	0889
	4
	B
	Rel-18
	18.4.0
	MCPTT support of multiplexing - SDP offers and answers

	C1-238607
	agreed
	approved
	24.581
	0117
	4
	B
	Rel-18
	18.2.0
	MCVideo support of multiplexing - SSRCs used for RTP media and RTCP transmission control

	C1-239509
	agreed
	approved
	24.380
	0356
	4
	B
	Rel-18
	18.3.0
	MCPTT support of multiplexing - SSRCs used for RTP audio and RTCP floor control

	C1-239510
	agreed
	approved
	24.379
	0917
	1
	F
	Rel-18
	18.4.0
	Use of port number in case of separate MBMS subchannel for floor control

	C1-239511
	agreed
	approved
	24.281
	0230
	1
	F
	Rel-18
	18.3.0
	Use of port number in case of separate MBMS subchannel for transmission control



Decision: 		The document was approved.
[bookmark: _Toc153451260]18.71	CT aspects of Slice-based PLMN Selection [PLMNsel_NS]
Work stopped at CT#102.
CP-233181	CR pack on PLMNsel_NS
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-239664
	agreed
	approved
	23.122
	1197
	
	C
	Rel-18
	18.4.0
	Removal of slice-based PLMN selection feature



Decision: 		The document was approved.
[bookmark: _Toc153451261]18.72	Enhancement of Network Slicing UICC application for network slice-specific authentication and authorization [eNS_UICC]
[bookmark: _Toc153451262]18.73	CT aspects of MBS support for V2X services [TEI18_MBS4V2X]
CP-233194	CR pack on TEI18_MBS4V2X
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237407
	agreed
	approved
	24.587
	0279
	
	B
	Rel-18
	18.3.0
	Introduction of V2X MBS parameter discovery

	C1-238171
	agreed
	approved
	24.587
	0280
	1
	B
	Rel-18
	18.3.0
	V2X MBS configuration

	C1-239005
	agreed
	approved
	24.587
	0283
	
	F
	Rel-18
	18.3.0
	Resolution of editor's note in clause 4



Decision: 		The document was approved.
[bookmark: _Toc153451263]18.74	CT aspects on Spending Limits for AM and UE Policies in the 5GC [TEI18_SLAMUP]
[bookmark: _Toc153451264]18.75	CT aspects on Spending Limits for AM and UE Policies in the 5GC [HN_Auth]
CP-233035	CR Pack on CT aspects of home network triggered primary authentication
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234209
	agreed
	approved
	29.503
	1166
	
	F
	Rel-18
	18.3.0
	Update the service operation name

	C4-234531
	agreed
	approved
	29.503
	1159
	1
	B
	Rel-18
	18.3.0
	Reauthentication ongoing when receiving Auth Trigger

	C4-234532
	agreed
	approved
	29.503
	1180
	1
	F
	Rel-18
	18.3.0
	Addition of "AaNF" in Nudm Subscriber management service

	C4-234659
	agreed
	approved
	29.503
	1156
	3
	B
	Rel-18
	18.3.0
	Reauthentication required during EPS to 5GS mobility



Decision: 		The document was approved.
[bookmark: _Toc153451265]18.76	CT aspects of Mission Critical ad hoc group Communications [MC_AHGC]
CP-233169	CR pack on MC_AHGC
					Type: CR pack		For: Approval
					Source: CT1
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C1-237586
	agreed
	approved
	24.483
	0164
	
	B
	Rel-18
	18.1.0
	Adhoc group call participants modify related user profile configuration – mgmt object MCPTT

	C1-237587
	agreed
	approved
	24.484
	0263
	
	B
	Rel-18
	18.3.0
	Adhoc group call participants modify related user profile configuration – config mgmt MCPTT

	C1-237589
	agreed
	approved
	24.483
	0165
	
	B
	Rel-18
	18.1.0
	Adhoc group call participants modify related user profile configuration configuration – mgmt object MCVideo

	C1-237590
	agreed
	approved
	24.484
	0264
	
	B
	Rel-18
	18.3.0
	Adhoc group call participants modify related user profile configuration – config mgmt MCVideo

	C1-237593
	agreed
	approved
	24.484
	0265
	
	B
	Rel-18
	18.3.0
	Adhoc group data comn participants modify related user profile configuration – config mgmt MCData

	C1-237595
	agreed
	approved
	24.483
	0167
	
	B
	Rel-18
	18.1.0
	Adhoc group communication related user profile and service configuration – mgmt object MCData

	C1-237598
	agreed
	approved
	24.379
	0907
	
	F
	Rel-18
	18.4.0
	Update the warning texts and corresponding reference in the procedure

	C1-238288
	agreed
	approved
	24.379
	0906
	1
	B
	Rel-18
	18.4.0
	Adhoc group call participants modify procedures in single system - protoc impl MCPTT

	C1-238289
	agreed
	approved
	24.281
	0226
	1
	B
	Rel-18
	18.3.0
	Adhoc group call participants modify procedures in single system - protoc impl MCVideo

	C1-238290
	agreed
	approved
	24.282
	0361
	1
	B
	Rel-18
	18.4.0
	Adhoc group data comn participants modify procedures in single system - protoc impl MCData

	C1-238291
	agreed
	approved
	24.483
	0166
	1
	B
	Rel-18
	18.1.0
	Adhoc group data comn participants modify related user profile configuration – mgmt object MCData

	C1-238292
	agreed
	approved
	24.282
	0362
	1
	B
	Rel-18
	18.4.0
	General adhoc group data communication procedures in single system – Protoc impl for MCData

	C1-238293
	agreed
	approved
	24.484
	0266
	1
	B
	Rel-18
	18.3.0
	Adhoc group communication related user profile and service configuration – config mgmt MCData

	C1-238294
	agreed
	approved
	24.281
	0221
	3
	B
	Rel-18
	18.3.0
	General adhoc group call procedures in single system – Protoc impl for MCVideo

	C1-239512
	agreed
	approved
	24.379
	0915
	1
	B
	Rel-18
	18.4.0
	General Adhoc group call procedures using pre-established session in Single system - Protoc impl for MCPTT

	C1-239513
	agreed
	approved
	24.281
	0229
	1
	B
	Rel-18
	18.3.0
	General Adhoc group call procedures using pre-established session in Single system - Protoc impl for MCVideo

	C1-239514
	agreed
	approved
	24.282
	0365
	1
	B
	Rel-18
	18.4.0
	General Adhoc group data communication procedures using pre-established session in Single system - Protoc impl for MCData



Decision: 		The document was approved.
[bookmark: _Toc153451266]18.77	NRF API enhancements to avoid signalling and storing of redundant data [NRFe]
CP-233059	CR Pack on NRF API enhancements to avoid signalling and storing of redundant data
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-234468
	agreed
	approved
	29.504
	0244
	1
	B
	Rel-18
	18.3.0
	Mapping between Routing Indicator and NF Group ID

	C4-234469
	agreed
	approved
	29.510
	0900
	1
	B
	Rel-18
	18.4.0
	Mapping between Routing Indicator and NF Group ID

	C4-235567
	agreed
	approved
	29.504
	0253
	1
	B
	Rel-18
	18.3.0
	Mapping between NF Group ID and list of Routing Indicators

	C4-235699
	agreed
	approved
	29.510
	0938
	4
	B
	Rel-18
	18.4.0
	Simplifying the NF service discovery response of inter-PLMN



Decision: 		The document was approved.
[bookmark: _Toc153451267]18.78	Network Slice Capability Exposure for Application Layer Enablement [NSCALE]
CP-233286	CR Pack on NSCALE
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-235549
	agreed
	approved
	29.522
	1138
	1
	B
	Rel-18
	18.3.0
	Support Network Slice Load Prediction



Decision: 		The document was approved.
[bookmark: _Toc153451268]18.79	Application enablement aspects for subscriber-aware northbound API access [SNAAPP]
CP-233261	CR Pack on SNAAPP
					Type: CR pack		For: Approval
					Source: CT3
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C3-234651
	agreed
	approved
	29.222
	0319
	1
	B
	Rel-18
	18.3.0
	Discovering of APIs based on the API provider name in the CAPIF_Discover_Service_API

	C3-235584
	agreed
	approved
	29.222
	0332
	1
	B
	Rel-18
	18.3.0
	CAPIF_Publish_Service_API – Publish the Public IP ranges information

	C3-235693
	agreed
	approved
	29.222
	0322
	1
	B
	Rel-18
	18.3.0
	Discovering of APIs based on the IP address of UE in the CAPIF_Discover_Service_API

	C3-235709
	agreed
	approved
	29.222
	0312
	2
	B
	Rel-18
	18.3.0
	Authorization code flow for resource owner-aware northbound api access

	C3-235710
	agreed
	approved
	29.222
	0313
	2
	B
	Rel-18
	18.3.0
	Update authorization obtaining part to support resource owner-aware northbound API access

	C3-235711
	agreed
	approved
	29.222
	0314
	2
	B
	Rel-18
	18.3.0
	Update securitymethod data type for Resource owner-aware northbound API access



Decision: 		The document was approved.
[bookmark: _Toc153451269]18.80	Any other Rel-18 Work item or Study item
CP-233057	CR Pack on Modified PRINS for roaming service providers in 5G
					Type: CR pack		For: Approval
					Source: CT4
List of CRs in this pack
	WG TDoc
	WG decisn
	TSG decisn
	Spec
	CR
	rev
	cat
	Rel
	init vers
	Title

	C4-235672
	agreed
	approved
	29.573
	0154
	2
	B
	Rel-18
	18.4.0
	N32-f related error determined upon receipt of an N32-f response

	C4-235673
	agreed
	approved
	29.573
	0155
	2
	B
	Rel-18
	18.4.0
	Applicative (i.e. SBI related) error upon receipt of an N32-f request

	C4-235674
	agreed
	approved
	29.573
	0156
	2
	B
	Rel-18
	18.4.0
	Procedures for Roaming Intermediary to reject N32 connection establishment

	C4-235686
	agreed
	approved
	29.573
	0153
	3
	B
	Rel-18
	18.4.0
	N32-f related error determined upon receipt of an N32-f request



Decision: 		The document was approved.
[bookmark: _Toc153451270]19	Specification in TSG-CT domain
[bookmark: _Toc153451271]19.1	Specification status
[bookmark: _Toc153451272]19.2	3GPP TS/TR for information
CP-233023	3GPP TS 29.175 v1.0.0 on IP Multimedia Subsystem (IMS) Application Server (AS) Services Stage 3
					Type: draft TS		For: Information
					29.175 v1.0.0
					Source: CT4
Abstract: 
The present document specifies the stage 3 protocol and data model for the Nimsas Service Based Interface. It provides stage 3 protocol definitions and message flows, and specifies the API for the Nimsas_SessionEventControl service and Nimsas_MediaControl service offered by the IMS AS.
The 5G System stage 2 architecture and procedures are specified in 3GPP TS 23.501 and 3GPP TS 23.502.
The IP Multimedia Subsystem (IMS) supporting DC architecture and procedures are specified in 3GPP TS 23.228.
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 and 3GPP TS 29.501.
Decision: 		The document was noted.
CP-233109	3GPP TS 29.586 v1.0.0 on 5G System; SideLink Positioning Key Management Services Stage 3
					Type: other		For: Information
					Source: CT4
Decision: 		The document was withdrawn.
CP-233156	Presentation of TS 24.543 V1.0.0 for information
					Type: draft TS		For: Information
					24.543 v1.0.0
					Source: CT1
Abstract: 
3GPP TS 24.543 specifies the protocol aspects for the data delivery management capability of SEAL for the application content/data for vertical applications (e.g. V2X) over the 3GPP system as part of SEAL services specified by stage 2 in 3GPP TS 23.434 and 3GPP TS 23.433.
Additionally, 3GPP TS 24.543 is applicable to the user equipment (UE) supporting the data delivery management client functionality as described in 3GPP TS 23.433, to the application server supporting the data delivery management server functionality as described in 3GPP TS 23.433 and to the application server supporting the vertical application server (VAL server) functionality as defined in the specific vertical application service (VAL service) specifications.
Discussion: 
Lenovo announced concern about the workload of this specification during next quarter.
Decision: 		The document was noted.
CP-233157	Presentation of TS 24.583 V1.0.0 for information
					Type: draft TS		For: Information
					24.583 v1.0.0
					Source: CT1
Abstract: 
For the work item "CT aspects of Application layer support for Personal IoT Network" (PINAPP) as approved in CP-230332, 3GPP TS 24.583 specifies the protocols and the associated procedures for PINAPP, including PIN application communication among PIN peers (over the PIN-2, PIN-3, and PIN-4 interfaces) and PIN application communication between the PIN peer and the PIN server (over the PIN-6, PIN-7, and PIN-10 interfaces).
Decision: 		The document was noted.
CP-233158	Presentation of TS 24.577 V1.0.0 for information
					Type: draft TS		For: Information
					24.577 v1.0.0
					Source: CT1
Abstract: 
For the work item "Further Architecture Enhancement for UAV and UAM" (UAS_Ph2) as agreed in CP-230330, 3GPP TS 24.577 specifies the protocols for aircraft-to-everything (A2X) communication for A2X services among the UEs over the PC5 interface and over Uu:
1. Configuration parameters for A2X communication, broadcast remote ID (BRID), direct detect and avoid (DDAA), direct C2 communication, and A2X communication over Uu,
2. Procedure for A2X policy provisioning,
3. A2X communication over PC5 procedure,
4. A2X communication over Uu procedure,
5. Broadcast remote ID (BRID) over PC5,
6. Direct detect and avoid (DDAA) over PC5, and
7. Direct C2 communication over PC5.
Decision: 		The document was noted.
CP-233159	Presentation of TS 24.578 V1.0.0 for information
					Type: draft TS		For: Information
					24.578 v1.0.0
					Source: CT1
Abstract: 
For the work item "Further Architecture Enhancement for UAV and UAM" (UAS_Ph2) as agreed in CP-230330, 3GPP TS 24.578 defines User Equipment (UE) policies that are used to configure the UE for aircraft-to-Everything (A2X) services in 5G System (5GS):
1. UE policies for A2X communication over PC5
2. UE policies for broadcast remote ID (BRID) over PC5
3. UE policies for direct detect and avoid (DDAA) over PC5
4. UE policies for direct C2 communication over PC5, and
5. UE policies for A2X communication over Uu
Decision: 		The document was noted.
CP-233160	Presentation of TS 24.572 V1.0.0 for information
					Type: draft TS		For: Information
					24.572 v1.0.0
					Source: CT1
Abstract: 
The specification specifies the protocols for User Plane Location Services (LCS) in 5G system as specified in TS 23.273 for 5G user plane positioning connection between UE and LMF, LCS client or AF.
The specification defines the associated procedures for user plane positioning connection management and location services user plane protocol. 
The specification also defines the message format, message contents, error handling and system parameters applied by the protocols for User Plane LCS in 5GS.
Decision: 		The document was noted.
CP-233161	Presentation of TS 24.186 V1.0.0 for information
					Type: draft TS		For: Information
					24.186 v1.0.0
					Source: CT1
Abstract: 
For the work item "CT aspects of Next Generation Real Time Communication services" (NG_RTC), 3GPP TS 24.186 specifies the protocol details for the enhancements to IMS multimedia telephony communication services to support IMS data channel and AR communication, based on stage 1 requirements in 3GPP TS 22.261 and stage 2 requirements in 3GPP TS 23.228.
Decision: 		The document was noted.
CP-233170	3GPP TS 29.586 v1.0.0 on 5G System; SideLink Positioning Key Management Services Stage 3
					Type: other		For: Information
					Source: CT4
Abstract: 
Abstract of document:
The present document specifies the stage 3 protocol and data model for the Nslpkmf Service Based Interface to support ranging based service and sidelink positioning in 5G system. It provides stage 3 protocol definitions and message flows, and specifies the API for each service offered by the SLPKMF as specified in 3GPP TS 33.533.
The 5G System stage 2 architecture and procedures for ranging based service and sidelink positioning are specified in 3GPP TS 23.586.
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 and 3GPP TS 29.501.
Changes since last presentation to TSG CT Meeting #102:
None as this is the first presentation of 3GPP TS 29.586 to CT plenary.
Outstanding Issues:
-	Addition into clause 3 the abbreviations used in the specification;
-	Removal of annex B and C, which are not needed;
-	Some editorial update of the specification e.g. replace some spaces with hard spaces;.
-	Any potential update if there is any update in stage 2.
Contentious Issues:
None.
Decision: 		The document was noted.
CP-233289	3GPP TS 29.548 v1.0.0 on Service Enabler Architecture Layer for Verticals (SEAL); SEAL Data Delivery (SEALDD) Server Services
					Type: draft TS		For: Information
					29.548 v1.0.0
					Source: CT3
Abstract: 
TS 29.548 specifies the service APIs exposed by the SEAL Data Delivery (SEALDD) Server to support SEALDD services that enable the efficient use and deployment of storage and delivery capabilities for the application content/data of vertical applications. In this sense, TS 29.580 provides stage 3 protocol definitions and message flows, and specifies the APIs for the SEALDD Services offered by the SEALDD Server.
TS 29.548 is specified under the scope of the SEALDD work item (980044).
The remaining work to be undertaken in the next plenary cycle is to resolve the few remaining Editor's Notes.
Decision: 		The document was noted.
CP-233290	3GPP TS 29.543 v1.0.0 on 5G System; Data Transfer Policy Control Services
					Type: draft TS		For: Information
					29.543 v1.0.0
					Source: CT3
Abstract: 
Abstract of document:
The present document specifies the stage 3 protocol and data model for the Service Based Interface (SBI) of the Data Transfer Policy Control Services. It provides stage 3 protocol definitions and message flows, and specifies the APIs of the Data Transfer Policy Control Services offered by the Policy Control Function (PCF). In this Release the PDTQ Policy Control service is specified.
The 5G System stage 2 architecture is specified in 3GPP TS 23.501. The stage 2 definition and related procedures for Data Transfer Policy Control Services are specified in 3GPP TS 23.502 and 3GPP TS 23.503.
The 5G System stage 3 call flows are provided in 3GPP TS 29.513.
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 and 3GPP TS 29.501.
The PDTQ Policy Control service provides negotiation for planned data transfer with QoS requirements (PDTQ) policies and offers the following functionalities:
-	provides PDTQ policies based on the request from the NF service consumer;
-	updates an existing PDTQ data based on the request from the NF service consumer; and
-	provides a PDTQ warning notification to trigger renegotiation of a PDTQ policy.
Changes since last presentation to TSG CT Meeting:
This is the first presentation of TS.
Outstanding Issues:
The following issue has to be completed by CT#103 (March 2024):
-	Alignment of Npcf_PDTQPolicyControl Service API version number with requirements in 3GPP TS 29.501.
Contentious Issues:
No contentious issues.
Decision: 		The document was noted.
CP-233291	3GPP TS 29.583 v1.0.0 on Application layer support for Personal IoT Network (PINAPP); Personal IoT Network (PIN) server services
					Type: draft TS		For: Information
					29.583 v1.0.0
					Source: CT3
Abstract: 
Abstract of document:
TS 29.583 specifies the service APIs exposed by the Personal IoT Network (PIN) Server to support PIN services, including APIs for registration, service switch, and service continuity. In this sense, it provides stage 3 protocol definitions and message flows, and specifies the API for each service offered by the PIN server over PIN-9 interface. 
TS 29.583 is specified under the scope of the PINAPP work item (990017).
The remaining work to be undertaken in the next plenary cycle is to resolve the few remaining Editor's Notes.
Changes since last presentation to CT Plenary:
This is the first presentation of TS 29.583 to TSG CT Plenary.
Outstanding Issues:
-	Editor's Notes on format of security credential and format of PIN ID.
-	Any missing stage 2 requirements that need to be covered.
Contentious Issues:
None.
Decision: 		The document was noted.
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CP-233021	3GPP TS 29.585 v2.0.0 on 5G System; Session Management Function (SMF) / Centralized User Configuration (CUC) to Access Network Talker Listener (AN-TL) and Core Network Talker Listener (CN-TL) protocol aspects; Stage 3
					Type: draft TS		For: Approval
					29.585 v2.0.0
					Source: CT4
Decision: 		The document was withdrawn.
CP-233022	3GPP TS 29.176 v1.0.0 on IP Multimedia Subsystems (IMS); Data Channel Media Function (DCMF) Services Stage 3
					Type: draft TS		For: Approval
					29.176 v1.0.0
					Source: CT4
Abstract: 
Abstract of document:
The present document specifies the stage 3 protocol and data model for the Nmf Service Based Interface to support managing the media resources of data channel. It provides stage 3 protocol definitions and message flows, and specifies the API for the Nmf_MRM service offered by Media Function (MF) as specified in Annex AA.2.5 of 3GPP TS 23.228.
Changes since last presentation to:
This is first presentation.
Outstanding Issues:
CT4 has requested the clarification on stage 2 requirement of AR media specification to SA2 and SA4. Corresponding editor's notes need to be addressed when getting the SA2 and SA4 response.
Contentious Issues:
None
Decision: 		The document was approved.
CP-233094	3GPP TS 31.127 v2.0.1 on UICC-terminal interaction; non-removable Universal Subscriber Identity Module (nrUSIM) application behavioural test specification
					Type: draft TS		For: Approval
					31.127 v2.0.1
					Source: CT6
Abstract: 
Abstract of document:
The document defines the application behavioural tests for a UE for interoperability with dedicated 3GPP network operations. Where there are descriptions for each compliant implementation including:
- the test case specific setting of the USIM;
- the applicability of each test case;
- the test configurations;
- the conformance requirement(s) and reference(s) to the related core specifications;
- the test purposes; and
- a brief description of the test procedure and the specific acceptance criteria.
The document will be applicable for MEs supporting a non-removable UICC only. MEs that allow access to the physical card interface as defined in ETSI TS 102 221 [8] or ETSI TS 102 671 [29] shall be tested in accordance to TS 31.121 [2]. 
This document will be providing alternative verification and testing approaches for test cases initially defined in TS 31.121 [2]. If no ETSI or 3GPP defined alternative method to verify an existing requirement is available or if the result generated by the proposed verification method is less reliable, this has to be clearly stated in the test description.
Due to possible limitations in profile handling and updating it is not intended to use the test case defined within this document with 2G only MEs or MEs implemented in accordance to Rel-12 or earlier.
A 3GPP ME may support functionality that is not required by 3GPP, but the requirements to do so are outside of the scope of 3GPP. The present document does not contain tests for features that are out of scope of 3GPP.
In the present document, unless explicitly stated otherwise, for Rel-13 onwards the term E-UTRAN implicitly refers to E-UTRAN in WB-S1 mode. E-UTRAN in NB-S1 mode is always explicitly referred to as NB-IoT.
Changes since last presentation to TSG Meeting:
Various test cases were added, the specific UICC configurations to be used for testing became independent of TS 31.121, The wording and the structure used in test cases are aligned
Outstanding Issues:
SMS related test cases might be needed to be defined if there is a demand from customers.
Contentious Issues:
None.
Decision: 		The document was approved.
CP-233095	3GPP TS 31.105 v1.0.0 on Characteristics of the Slice Subscriber Identity Module application
					Type: draft TS		For: Approval
					31.105 v1.0.0
					Source: CT6
Abstract: 
Abstract of document:
The document defines the Slice Subscriber Identity Module (SSIM) application related to Network Slice-Specific Authentication and Authorization procedure. This application resides on the UICC.
The present document specifies:
-	specific command parameters;
-	file structures;
-	contents of EFs (Elementary Files);
-	security functions;
-	application protocol to be used on the interface between UICC (SSIM) and ME.
This is to ensure interoperability between a SSIM and an ME independently of the respective manufacturer, card issuer or operator.
The present document does not define any aspects related to the administrative management phase of the SSIM. Any internal technical realisation of either the SSIM or the ME is only specified where these are reflected over the interface. The present document does not specify any of the security algorithms which may be used.
Changes since last presentation to TSG Meeting:
This is first presentation.
Outstanding Issues:
None.
Contentious Issues:
None.
Decision: 		The document was approved.
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CP-233011	Support Team Report
					Type: report		For: Information
					Source: MCC/Andrijana
Abstract: 
Changes of personnel: Arrivals
Antoine Mouquet (ETSI) joined MCC in November and will support 3GPP SA WG5.
Antoine graduated from Polytech Nice Sophia in 2018 with a master's degree in Telecommunications and Network Engineering.  He joined ETSI in November 2018, initially focusing on ETSI radio Technical Groups, including TC DECT, ERM WG EMC, and ISG mWT. Antoine was also supporting OCG AI and ISG SAI, actively participating in discussions concerning the future EU AI Act and deepening my knowledge of AI security.

Antoine Burckard (ETSI) joined MCC in November and will support 3GPP SA WG4.
Antoine has an engineer’s degree in Automation, Electronics and Technical software from Telecom Physique school in Strasbourg. Later completed by an Advanced Master in Strategy and Management of International Business (SMIB) at ESSEC Paris. Antoine started his career as a software engineer in different software services company. In the 2000s, he held different technical positions, including Standards officer, first at CANAL+ Technologies, the digital TV solutions provider, then at NAGRA, the world leader in security solutions for digital TV. Prior to working in ETSI, Antoine was a System Architect at Thales.
New specifications manager
Dongwook Kim took over the role of Specifications Manager starting from TSG#102.
Working procedures: Voting Rules
PCG has approved the p-CR specifying the new 3GPP voting rules: PCG51_07
the Voting Member shall not vote if 16 Voting Members associated with the same Corporate Group (as the Voting Member) have previously voted in the same ballot;
the Voting Member shall not vote if 8 Voting Members associated with the same Corporate Group and Organizational Partner (as the Voting Member) have previously voted in the same ballot;
*See PCG51_07 for more details and for the definition of Corporate Group.
Corporate Group declaration
As agreed by PCG#51 (document 3GPP/PCG#51(23)26) all 3GPP Individual Members have to declare their association with a Corporate Group. 
The link was sent on 14th November 2023 to 3GPP members to declare belonging to Corporate Group.
Marketing matters…coming up 
Issued Press Release “3GPP Commits to Develop 6G Specifications”
All OPs released the PR on the day of the 25th Anniversary of the ‘3GPP Agreement’ (December 4, 2023)
 Supporting Marcom needs for TSGs#102, Edinburgh
Site branding (Badge machines, lanyards, pop-ups)
Helping plan the 25th Anniversary Social event (Tuesday)
Concluding 2023 Excellence Awards process (with TSG Chairs)
Video interviews with TSG Chairs (Thursday)
Writing Rel-18 and Rel-19 web ‘news’ for website (and 6G timeline?)
Excellence awards to be ready for Athens WGs
Preparing for ‘Association Partnership’ and visits during  MWC Barcelona, 2024 (February)
Plan for Issue #8 of Highlights (May 2024)
Website (www.3gpp.org) improvements planned:
‘News’ templates need to be changed:
3GPP News and Partner News
Browse our technologies
Find a way to allow user to select ‘collections’
Some brainstorm for improvements proposal
Tables & User-friendliness of SP Page Builder
Implement ‘Tabulizer’
Menus
Updating mega menus (System/Site template styles/shaper_helixultimate – Default)
Volume of 404s
Image size continuity. We need to be sure we are using the right size Photoshop image templates. 
Release 18 summary
The  work on TR 21.918 (“Release 18 Description; Summary of Rel-18 Work Items” is initiated by Work Plan manager
Discussion: 
Deutsche Telekom proposed to contact directly the OPs to inform corporate group declaration.
Decision: 		The document was noted.
CP-233302	MCC Status Report
					Type: report		For: Approval
					Source: ETSI
Decision: 		The document was withdrawn.
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CP-233083	3GPP Planning on IMT for 2030 and beyond
					Type: discussion		For: Discussion
					Source: MediaTek Inc.
Abstract: 
An overall timeline is proposed in the following slide targeting a First phase commercialization ca.2030 
(early commercialization in 2029) through
1. A 3GPP 6G Use Cases workshop in Q2 2024
- Inputs from MRPs, Research org. (incl. Hexa X II, NGA, IMT2030 6G PG) – this precedes SA1 6G work
2. A 3GPP-wide workshop in Q1 2025 (no later than Q2 2025)
- This workshop precedes the 6G Package approval in RAN and SA
3. Foundational system-wide 6G studies in Rel-20
- Stage 1 SID approval in September 2024
- Radio Req SID approval in December 2024
- Stage 2 / 3 SIDs Package approval in June 2025 (Radio, System Architecture)
4. First phase of normative specifications in Rel-21 (i.e. targeting first phase commercialization)
- PHY freeze in Sep 2028 (RAN#121)
5. Second phase of normative specifications in Rel-22
Discussion: 
Qualcomm supports Mediatek proposal to have 18 month releases.
Decision: 		The document was noted.
CP-233298	View on IMT-2030 submission timeline
					Type: discussion		For: Discussion
					Source: NTT DOCOMO INC.
Abstract: 
No. of releases to be submitted to IMT-2030
Single release as Rel-21, FFS when to be completed for stage 3 / ASN.1 freeze
Avoid multiple releases for ITU submission as 5G (Rel-15/16), where many Rel-16 features have not been commercialized
SA/CT: 9 months b/w stage 2 and stage 3 completions, followed by 3 months for ASN.1 freeze 
→ SA2 completion on schedule is quite important 
Rel-20 part 2 SA1 work planning
Support the endorsed S1-233010:
Workshop on 6G use cases in May'24
Window to present studies (2 meetings): SA1#106 (May'24) and SA1#107 (Aug'24)
Window to agree studies (1 meeting): SA1 #107 (Aug'24)
TSG-wide (i.e. jointly with SA/CT/RAN) 6G workshop
Useful to discuss/decide cross-TSG aspects, such as
Which 6G use cases are supported by (enhanced) 5G NR, and which ones are supported by 6G RAT?
Which 6G use cases identified in SA1 Rel-20 SI(s) should be prioritized for SA2 Rel-20 SI(s)?
Whether 6G CN architecture is (enhanced) 5GC or brand-new 6GC?
What should be discussed for tight TSG coordination, such as 6G NW architecture, including RAN-CN interface?
To be held in Mar'25, considering followings:
Progress of SA1 Rel-20 Part 2 SI and start timing of SA2 Rel-20 6G discussion
1Q margin before the start of RAN1 Rel-20 SI, assuming that it will starts from Q3’25, just after Rel-19 RAN1 completion
Discussion: 
Deutsche Telekom support this timing to have more time in complete release.
Decision: 		The document was noted.
CP-233300	3GPP timeline for IMT-2030 and beyond
					Type: discussion		For: Decision
					Source: Ericsson
Abstract: 
From a 3GPP timeline perspective, it is important that 3GPP starts to solidify a release timeline to cover 
future development of IMT for 2030 and beyond. From the ITU timeline perspective, there are some 
important milestones that 3GPP needs to be involved in and adhere to. 
ITU requires that any proponent aiming to fulfil the requirements of IMT for 2030 and beyond shall submit 
their concept with self-evaluations in the beginning of 2029. This sets a natural end date for the completion 
of 3GPP related activity. Hence, in order to base the submission on stable specifications, any work item(s) in 
3GPP would need to finish before that. 
The end date of Rel-19 was decided at TSG#99. With this as a basis, release planning for the two following 
releases can start. We envision that the development of 3GPP technology for IMT for 2030 and beyond 
should be based on a first release of technical study item(s) followed by a second release containing 
corresponding work item(s). Further, multiple drops of the 3GPP concept should be avoided and a single 
date for finalization should be decided. Reiterating the point of targeting the ITU submission, 3GPP will 
submit its complete submission including description, self-evaluation and compliance template based on the 
available specification in Q4 2028. This date is one of the last possible dates for 3GPP to complete the work 
before its submission to ITU. The ASN.1/OpenAPI Freeze does not need to be part of the first submission 
and can be completed later, i.e., Q1 2029. 5G advance will continue its evolution in parallel and it is very 
important that 3GPP still supports this Any commercial needs addressed for 5G advanced in Release 20 
should come as early as possible. With 39 months between the Rel-19 functional freeze date and the end of 
2028, Rel-20 should be the shorter 18 months long and Rel-21 will then be 21 months long. 
All in all, this means the following: 
Proposal 1 Rel-20 duration is 18 months and contains the Study Item(s) of IMT for 2030 and 
beyond technologies, 
Proposal 2 Rel-21 duration is 21 months and contains the Work item(s) of IMT for 2030 and 
beyond technologies with ASN.1/OpenAPI Freeze Q1 2029. 
Proposal 3 3GPP submission to ITU shall be based on the outcome of Rel-21.
The work on the technical performance requirements within ITU will start already next year. To be able to 
influence that work, parallel work in 3GPP should be started involving both SA1 and RAN plenary as the 
technical performance requirements involves both. 
SA1 will focus on the end-to-end requirements for IMT-2030 while the RAN plenary will focus firstly on 
interaction with ITU-R WP5D in defining the scenarios and performance requirements and assisting in the 
assessment of the applicable targets. Hence the discussion related to the ITUs 6G KPIs are associated with 
the RAN plenary led topic on scenario and performance requirements. Later during submission process RAN 
will evaluate the 3GPP concept towards the final ITU targets. By that we foresee a similar setup as for IMT2020 where the corresponding resulting TS and TR in [4] and [5] are good references. 
We see a workshop as a good way of starting the IMT-2030 related work in SA1. Aligning with the ITU 
timeline, a suitable time to have such a workshop is during May 2024 
Proposal 4 3GPP will arrange an SA1 workshop on IMT-2030 in May 2024. 
 3/4 
In order for the RAN plenary to effectively influence the ITU technical performance requirements and be able 
to give meaningful guidance towards the draft of the Rel-20 technical study item on IMT-2030, the RAN-level 
requirements study item should be approved at TSG RAN #105 with the work starting at TSG RAN #106. 
One should note that this is significantly later compared to in 5G wherein the corresponding RAN level lead 
study was started before ITU started working on the performance requirements. That said, with the proposed 
starting time it is still possible for RAN to be able to work in parallel with ITU and by that having influence on 
the ITU process. 
Proposal 5 Target approval of RAN-level study item on scenarios and performance 
requirements at TSG RAN #105 with work starting at TSG RAN #106. 
Lastly, before 3GPP starts the technical work in the form of studies on IMT-2030 in Rel-20 a 3GPP wide 
workshop on IM-2030 should be arranged. The workshop should involve various initiatives, Market 
Representation and Organizational Partners. Given that RAN1 will start work in Q3 2025, a suitable timing 
for the workshop is in March 2025. 
Proposal 6 A 3GPP wide workshop on IMT-2030 will be arranged in March 2025. 
Conclusion 
Based on the discussion in the previous sections we propose the following: 
Proposal 1 Rel-20 duration is 18 months and contains the Study Item(s) of IMT for 2030 and 
beyond technologies,
Proposal 2 Rel-21 duration is 21 months and contains the Work item(s) of IMT for 2030 and 
beyond technologies with ASN.1/OpenAPI Freeze Q1 2029.
Proposal 3 3GPP submission to ITU shall be based on the outcome of Rel-21.
Proposal 4 3GPP will arrange an SA1 workshop on IMT-2030 in May 2024.
Proposal 5 Target approval of RAN-level study item on scenarios and performance 
requirements at TSG RAN #105 with work starting at TSG RAN #106.
Proposal 6 A 3GPP wide workshop on IMT-2030 will be arranged in March 2025.
Decision: 		The document was noted.
CP-233303	6G work plan in 3GPP
					Type: discussion		For: Agreement
					Source: Nokia, Nokia Shanghai Bell
Abstract: 
2	Proposal
As per the considerations above we propose to endorse some of the initial workplan elements for 3GPP on IMT-2030 / 6G now during the December TSG meetings:
1)	TSG-SA to confirm and plan out SA1 IMT-2030 use cases workshop for May 2024.
2)	TSG-SA to agree that the SA1 IMT-2030 study work shall start with SA1 planning out their study item targeting SA1 agreement latest in August 2024 and subsequent TSG-SA#105 in September to formally approve it.
3)	TSGs to jointly agree to hold a RAN-SA-CT workshop on IMT-2030 / 6G in March 2025.
4)	TSGs to jointly agree that for all relevant WGs their 6G technology study work will be included as integral part of their Release 20 package, and 6G normative work as integral part of their Release 21 package.
Release 21 to constitute the release for 3GPP’s IMT-2030 submission.
5)	TSG-RAN to agree that it would conduct radio requirements and KPI work for IMT-2030 / 6G, starting by December 2024 at the very latest, Study Item description to be agreed by September 2024. 
6)	TSG#103 in March 2024 to endorse detailed 6G project plan endorsing all remaining important milestone targets.
Decision: 		The document was noted.
CP-233307	High-level Considerations for 6G Timeline
					Type: discussion		For: (not specified)
					Source: TSG Chairs
Abstract: 
High-Level Considerations for 6G Timeline
First TSG-wide 6G workshop is expected to be in March 2025
Right before the planned Rel-19 RAN1 functional freeze (June 2025). Detailed information for the workshop is TBD
Organization of a 3GPP Stage 1 workshop on IMT-2030 use cases is being discussed separately
Refer to SP-231619 
Studies for 6G in 3GPP are expected to start from Release 20
Requirements studies:
SA1 SID is expected to be approved in Sept’2024. 
RAN plenary SID (e.g., radio requirements and KPIs) is expected to be approved TBD (to be decided at RAN#103)
 Technology studies:
SA2 SID is expected to be approved in June’2025. Other SA-WG SIDs (e.g., Security, etc.) are expected to be approved TBD
RAN-WG SIDs are expected to be approved in June’2025
IMT-2030 submission and normative work for 6G in 3GPP are expected to start from Release 21
Release 21 is expected to produce the 1st set of 3GPP 6G technical specifications, and will be the release for IMT-2030 submission before 2030
Release 21 is expected to be delivered with a single drop (i.e., a single code freeze)
Target TSG#103 (March’2024) for the remaining detailed 6G timeline decisions
Discussion: 
CT aspects shall be highlighted in this document.
Decision: 		The document was revised to CP-233319.
CP-233319	High-level Considerations for 6G Timeline
					Type: discussion		For: -
					Source: TSG Chairs
(Replaces CP-233307)
Decision: 		The document was noted.
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CP-233012	Work Plan
					Type: Work Plan		For: Agreement
					Source: MCC/Alain
Abstract: 
Release 18 recap 
Release 18 Freezes and other milestones, sorted by dates :
Sept 2021 (TSG#93): Stage 1: 80% normative work; SA Workshop; joint SA/RAN/CT meeting
Dec 2021 (TSG#94): 
Stage 1: 100% normative work
RAN/SA/CT joint meeting on Rel-18 content; SA2 Work Items prioritization; RAN Content Definition
Mar 2022 (TSG#95): RAN4-lead WIDs specified
June 2022 (#96) till March 2023 (#99): no specific deadline
June 2023 (TSG#100): Stage 2 Functional work (SA2 and SA6) Freeze
Sep 2023 (TSG#101): 
RAN1 freeze (before maintenance)
Freeze for SA3 (stages 2 & 3) – maintenance to continue
Dec 2023 (TSG#102):
RAN1 freeze (after maintenance)
RAN2, RAN3, RAN4Core freeze (before maintenance)
Mar 2024 (TSG#103):
RAN2, RAN3, RAN4Core freeze maintenance
Stage 3 (all CT WGs; SA WGs involved with Stage 3) freeze
(also first review of ASN.1)
June 2024 (TSG#104): 
RAN4Perf freeze
“coding freeze”. Freeze of:ASN-1; Open APIs
Release 19 progress overview
Release 19 Freezes and other milestones, sorted by dates :
June 2023: RAN workshop on Rel-19 content, SA workshop on Rel-19 content
Sept 2023 (TSG#101): 
Stage 1: 80% normative work
Approve 1st part of SA Stage 2 package (SA/CT)
Dec 2023 (TSG#102): 
Stage 1: 100% normative work
RAN1/2/3 Content Definition
Approve final package of SA Stage 2 with RAN/CT
Mar 2024 (TSG#103):  RAN4 Content Definition
Dec 2024 (TSG#106): Stage 2 Functional work (SA2 and SA6) Freeze (working assumption)
June 2025 (TSG#108): RAN1 freeze
Sept 2025 (TSG#109):
RAN2, RAN3, RAN4Core freeze
Stage 3 (all CT WGs; SA WGs involved with Stage 3) freeze (working assumption)
Dec 2025 (TSG#110):
RAN4Perf freeze
“coding freeze”. Freeze of:ASN-1; Open APIs (working assumption)
Release 20 initial talks
Initial talks/decisions taking place in SA1 about Rel-20:
Studies:
All SA1 Rel-20 SIDs to be presented between Nov. 2023 and Aug. 2024
All SA1 Rel-20 SIDs to be approved by Sept. 2024
The SA1 SIDs are exceptionally divided in two Parts:
Part 1 (“full 5GA”): the Rel-20 SIDs for which corresponding normative work is anticipated to also belong to Rel-20
Part 2 (“5GA and beyond”): the Rel-20 SIDs for which corresponding normative work is anticipated to be after Rel-20. See also SA1 Chair’s presentation in SP-231619 about a possible workshop in May 2024 to start gathering views on after Rel-20.
Normative:
No decision yet about Rel-20 Stage 1 normative work timeline
Nor for any other Rel-20 activity in the other WGs/TSGs
Background information
Dedicated e-mail list for Work Plan aspects
Open to everyone interested (rapporteus, chairs, delegates, etc.) by sending the message “Subscribe 3GPP_WORKPLAN” to the address LISTSERV@LIST.ETSI.ORG 
For comments/update to the Work Plan, please use the 3GPP_WORKPLAN list
3GPP Work Plan  	
http://www.3gpp.org/ftp/Information/WORK_PLAN 
Contains Release 1999 to Release 19; Master version in MS Project; Working versions in Excel
NEW: Tutorials on content, maintenance, etc. in subfolder \info
 
3GPP Releases Descriptions – R99 to Rel-17
http://www.3gpp.org/ftp/Information/WORK_PLAN/Description_Releases/
“Releases Descriptions” for Releases 8 to 13: limited to copy-paste of the WIDs. 
“Releases Descriptions” for Releases 14 to 17: TR 21.9xx: “Release xx Description; Summary of Rel-xx Work Items”, written in collaboration with all the Rel-xx Features Rapporteurs
3GPP Releases Descriptions – Rel-18
Started – skeleton in RP-233919 / CP-233305 / SP-231617, call for contribution in RP-233777 / CP-233299 / SP-231516
Discussion: 
CT1 Chair clarified that PLMNsel can be marked as 100% since work has stopped.
CT Chair requested CT WGs chair to overview the current Workp Plan and send comments to Alain and Dongwook.
Decision: 		The document was noted.
CP-233299	Template for contributing to TR 21.918 ("Release 18 Description")
					Type: WI summary		For: Information
					Source: ETSI MCC (Work Plan Manager)
Abstract: 
This document is the template for contributing to TR 21.918 ("Release 18 Description; Summary of Rel-18 Work Items"). The contribution is meant to be submitted to a RAN, CT or SA plenary, choosing as “type” on the 3GPP Portal: “WI Summary”, where it will be (block) endorsed. It will later be integrated into TR 21.918 by the Work Plan Manager, with potential editing as needed.
The attached Excel table provides a preliminary list of all expected contributors.
<Overall guidance: 
Remove all the guidance text, in red. 
Each summary is expected to be one-page long maximum, exceptionally more. Figures are welcome.
The target audience is non-specialist engineers, inside and outside the 3GPP community. Consequently, the terminology and abbreviations have to be understandable by any engineer, or have to be explained.
This summary shall reflect the actual outcome of the Feature - and not the initial intentions (so please do not copy-paste the text from the WID, since that text reflects the initial intentions). 
Once written, it is advised to ask a colleague who was not involved in this topic to read this summary and check her/his understanding.
>
Summary based on the input provided by [company name] in [tdoc number as per the top line].
Copy/paste from the attached Excel table all the lines covered by this summary.
Discussion: 
It was clarified that comments related to proposed text by rapporteurs should be sent directly to MCC Work Plan Manager.
TSG CT agreed that
Decision: 		The document was noted.
CP-233301	WI Summary - eNS_UICC
					Type: WI summary		For: Endorsement
					31.105 v1.0.0
					Source: Thales
Abstract: 
Introduction
This Rel-18 work item "Enhancement of Network Slicing UICC application for network slice-specific authentication and authorization" introduces support of network slice-specific authentication and authorization (NSSAA), as defined in 3GPP TS 33.501 clause 16, as a UICC enhancement. 
In the same way as 3GPP TS 31.102 specifies the USIM, the new Rel-18 specification 3GPP TS 31.105, as the outcome of the work item, specifies the "Characteristics of the Slice Subscriber Identity Module application" for the SSIM, a new application on-top of the UICC.
Description
The TS 31.105 specifies the interface between the ME and the UICC, covering:
-	the definition of a new application embedded on the UICC, the SSIM;
-	the identification, selection and initialisation procedures to be used by the ME;
-	the AUTHENTICATE command supported by the SSIM to exchange relevant EAP packets between the ME and the SSIM.
An SSIM shall be defined in the EFDIR of the UICC to be able to be selected and used by the ME. A specific Application Identifier (AID) is defined, the '3GPP SSIM', to identify an SSIM entry in EFDIR.
The S-NSSAI list supported by an SSIM and the associated EAP ID to be used for the NSSAA procedure are defined at the SSIM level for the ME usage.
The ME, during an ongoing NSSA procedure, exchanges EAP messages with the AMF using dedicated NSSAA message in NAS messaging as defined in TS 24.501 and transfers relevant EAP packets to the related SSIM using the AUTHENTICATE command to perform the EAP authentication using credentials stored in the SSIM.
An SSIM can support more than one S-NSSAI and simultaneous NSSAA procedure at the same time.
Discussion: 
Some editorial corrections are needed.
Decision: 		The document was revised to CP-233318.
CP-233318	WI Summary - eNS_UICC
					Type: WI summary		For: Endorsement
					31.105 v1.0.0
					Source: Thales
(Replaces CP-233301)
Decision: 		The document was endorsed.
CP-233305	Initial Presentation of TR 21.918 on Summary of Rel-18 Work Items
					Type: other		For: Information
					Source: ETSI MCC (Work Plan Manager)
Abstract: 
Abstract of document:
TR 21.918 will provide a summary of each Rel-18 Feature or, whenever needed, of each significant Rel-18 Work Item. 
Inputs are expected by the Rapporteurs of all the Rel-18 Features. 
The list of expected contributions and the template to contribute are provided in Annexes A and B of this draft version TR 21.918, as well as in RP-233777 / CP-233299 / SP-231516.
In this list, a Rapporteur shall provide the summary for the overall feature, identified by a “Y” in column I, including all aspects of the Feature, typically defined by different WGs. These are identified by an “S” in this same column. 
In other words: when writing her/his summary, the overall Feature rapporteur shall contact all the rapporteurs from all the WGs involved in the definition of the Feature, as to provide a complete summary of all aspects of the Feature.
Decision: 		The document was noted.
CP-233306	Summary for UE pre-configuration for 5MBS
					Type: WI summary		For: (not specified)
					Source: Huawei /Christian (rapporteur)
Abstract: 
Introduction
Multicast-broadcast services in 5G (5MBS) is a feature of the Rel-17 version of 3GPP specifications which encompasses support for functions such as how to deliver multicast and broadcast communications including support within certain location areas, mobility, multicast/broadcast services (MBS) session management and QoS; and covers interworking with E-UTRAN and EPC based eMBMS for Public Safety (e.g. mission critical (MCX) services).
The MBS architecture is defined by 3GPP TS 23.247 [1] and follows the 5G System (5GS) architectural principles, enabling distribution of the MBS data from the 5GS ingress to NG-RAN node(s) and then to the UE. 3GPP TS 23.247 [1] on "Architectural enhancements for 5G multicast-broadcast services" specifies the possibility of having UE pre-configuration for broadcast services and other MBS information. 
The UE pre-configuration for 5MBS (UEConfig5MBS) work is based on the work developed in Rel-17 on 5MBS and addresses the realization of UE pre-configuration for multicast/broadcast services (MBS) in order to receive the data of multicast communication services and broadcast communication services.
Multicast communication service: the same service and the same specific content data is provided to a dedicated set of UEs.
Broadcast communication service: the same service and the same specific content data are provided simultaneously to all UEs in a geographical area. For location dependent broadcast service, it is similar as the one for multicast.
Description
Based on the MBS architectural requirements stated in 3GPP TS 23.247 [1], broadcast MBS reception is supported and there is possibility for the UE to be pre-configured with necessary information (e.g., by 5GCN/operator, at factory) to receive broadcast data. So the UE does not need to interact with the network for fetching the information for broadcast data. This functionality is considered necessary by operators and vendors to provide MBS service and expected functionality to users/customers. Similarly, other MBS information can also be pre-configured in the UE for obtaining multicast services. UE pre-configuration for 5MBS is necessary for some operators, at least, where the UE may not be able to connect to a PLMN. For example, in a disaster scenario, there will not be any PLMN coverage but broadcast communication services could be available. Also, note that it is possible that a UE can simultaneously receive broadcast data and unicast data so a UE could be developed in such a way that it has a dual module to handle broadcast and unicast data simultaneously.
The UE may support pre-configuration of information for services using MBS or UE pre-configuration for 5MBS. If the UE is pre-configured with information related to services using MBS, the UE can discover and receive data for services by using the provisioned configuration.
The UE pre-configuration for 5MBS contains a list of PLMNs in which for each PLMN, the following information can be configured:
a)	PLMN identity of the PLMN for which the configuration applies;
b)	RAN information based on NR absolute radio frequency channel number (NR-ARFCN) on which the broadcast communication service is available;
c)	list of temporary mobile group identity (TMGI), on which the broadcast communication service is available, each associated with user service description (USD) information (see 3GPP TS 26.517 [5]) for the MBS broadcast service. If TMGI and USD information for the MBS user service is configured for the PLMN selected for broadcast communication service, the UE uses the information configured therein to acquire the broadcast communication service; and
d)	default DNN and S-NSSAI pair for PDU sessions that can be used to join MBS multicast sessions (as specified in 3GPP TS 24.501 [2]) for which no other information is available.
As documented in 3GPP TS 24.501 [2], UE pre-configuration for 5MBS can be provided in one or more of the following ways:
a)	in a UE implementation-specific way (e.g. factory configuration);
b)	in the USIM (see EF5MBSUECONFIG file in 3GPP TS 31.102 [3]); or
c)	in the UE pre-configuration MO for MBS (see 3GPP TS 24.575 [4]).
Pre-configuration on the USIM is based on enhancing the USIM by adding a new service (no. 147) in the USIM service table (see EFUST in 3GPP TS 31.102 [3]) and adding a new dedicated file (DF) at the USIM ADF (Application DF) level called DF5MBSUECONFIG. That DF can contain the EF5MBSUECONFIG file and the file EF5MBSUSD. Multiple EF5MBSUSD files may exist in the DF, each one associated with a different entry in EF5MBSUECONFIG.
Discussion: 
Ericsson commented that a template propose max 1 page long. This one is 4 pages.
MCC Work Plan manager recommented to have the summary educative than direct copy-paste from the WID.
IDEMIA commented that this is very good document which explain what a feature should do.
Qualcomm proposed to update a template since currently it says "the summary should be mx 1 page long".
Decision: 		The document was endorsed.
[bookmark: _Toc153451283]22	Any other business
[bookmark: _Toc153451284]23	Close of Meeting
The Chair, Mr. Peter Schmitt (Huawei), thanked the host the ETSI for the meeting arrangements, luch which was provided for free for all the delegates, nice 25 years of 3GPP event which was held on Tuesday for TSG #102 delegation. CT Chair also thanked the delegates for excellent work and quality of CRs and very few mistakes made by MCC during implementation.
CT Chair thank the Secretary of the meeting, Mr. Kimmo Kymäläinen, MCC, the CT vice-chairs Mr Atle Monrad (Vice Chair, InterDigital Comm./ ATIS), Mr Long Biao (Vice Chair, China Telecom / CCSA), ChenHo Chin (Vice Chair, OPPO / ETSI) and the WG chairs for the excellent coordination and support before and during the plenary. Mr Schmitt thanked all the TSG CT and CT WG delegates for their great work during this plenary cycle.
The meeting finished on Tuesday 12th December 2023 at 12:30 local time.
[bookmark: _Toc153451285]
Annex A: Contribution documents and status
[bookmark: _Toc153451286]A1: List of TDocs

	Document
	Title
	Source
	Decision
	Replaces
	Replaced by

	CP-233001
	Proposed Agenda
	CT Chair
	noted
	
	

	CP-233002
	CT Plenary Guidances
	CT Chair
	noted
	
	

	CP-233003
	Updated Agenda
	CT Chair
	noted
	
	

	CP-233004
	Proposed allocation of documents to agenda items
	CT Chair
	noted
	
	

	CP-233005
	Allocation of documents to agenda items: status on Monday morning
	CT Chair
	noted
	
	

	CP-233006
	Allocation of documents to agenda items: status after Monday
	CT Chair
	noted
	
	

	CP-233007
	Allocation of documents to agenda items: status after Tuesday
	CT Chair
	noted
	
	

	CP-233008
	Allocation of documents to agenda items: status After CT Plenary
	CT Chair
	noted
	
	

	CP-233009
	IETF status report
	CT Chair
	noted
	
	

	CP-233010
	Previous TSG CT meeting report for approval
	MCC
	approved
	
	

	CP-233011
	Support Team Report
	MCC/Andrijana
	noted
	
	

	CP-233012
	Work Plan
	MCC/Alain
	noted
	
	

	CP-233013
	CT1 Status Report
	CT1 Chair
	noted
	
	

	CP-233014
	CT1 meeting reports after previous plenary
	MCC
	noted
	
	

	CP-233015
	CT3 Status Report
	CT3 Chair
	noted
	
	

	CP-233016
	CT3 meeting reports after previous plenary
	MCC
	noted
	
	

	CP-233017
	CT4 Status Report
	CT4 Chair
	noted
	
	

	CP-233018
	CT4 meeting reports after previous plenary
	MCC
	noted
	
	

	CP-233019
	CT6 Status Report
	CT6 Chair
	noted
	
	

	CP-233020
	CT6 meeting reports after previous plenary
	MCC
	noted
	
	

	CP-233021
	3GPP TS 29.585 v2.0.0 on 5G System; Session Management Function (SMF) / Centralized User Configuration (CUC) to Access Network Talker Listener (AN-TL) and Core Network Talker Listener (CN-TL) protocol aspects; Stage 3
	CT4
	withdrawn
	
	

	CP-233022
	3GPP TS 29.176 v1.0.0 on IP Multimedia Subsystems (IMS); Data Channel Media Function (DCMF) Services Stage 3
	CT4
	approved
	
	

	CP-233023
	3GPP TS 29.175 v1.0.0 on IP Multimedia Subsystem (IMS) Application Server (AS) Services Stage 3
	CT4
	noted
	
	

	CP-233024
	Study on IMS Disaster Prevention and Restoration Enhancement
	CT4
	approved
	CP-232281
	

	CP-233025
	NRF API enhancements to avoid signalling and storing of redundant data
	CT4
	approved
	
	

	CP-233026
	CT Aspects of Edge Computing Phase 2
	CT4
	approved
	CP-223025
	

	CP-233027
	CR Pack on Service based Interface protocol improvements 1/5
	CT4
	approved
	
	

	CP-233028
	CR Pack on Service based Interface protocol improvements 2/5
	CT4
	approved
	
	

	CP-233029
	CR Pack on Service based Interface protocol improvements 3/5
	CT4
	approved
	
	

	CP-233030
	CR Pack on Service based Interface protocol improvements 4/5
	CT4
	partially approved
	
	

	CP-233031
	CR Pack on Service based Interface protocol improvements 5/5
	CT4
	approved
	
	

	CP-233032
	CR Pack on UPF enhancement for exposure and SBA
	CT4
	approved
	
	

	CP-233033
	CR Pack on 5MBS Phase 2
	CT4
	partially approved
	
	

	CP-233034
	CR Pack on Enhancements on Service-based support for SMS in 5GC
	CT4
	approved
	
	

	CP-233035
	CR Pack on CT aspects of home network triggered primary authentication
	CT4
	approved
	
	

	CP-233036
	CR Pack on 5GS support of NR RedCap UE with long eDRX for RRC_INACTIVE State
	CT4
	approved
	
	

	CP-233037
	CR Pack on CT aspects of enhancement to the 5GC location services - phase 3
	CT4
	approved
	
	

	CP-233038
	CR Pack on CT Aspects of Edge Computing Phase 2
	CT4
	partially approved
	
	

	CP-233039
	CR Pack on Enhancement of NSAC for maximum number of UEs with at least one PDU session/PDN connection 
	CT4
	approved
	
	

	CP-233040
	CR Pack on Enhancements of UE Policy
	CT4
	approved
	
	

	CP-233041
	CR Pack on 5G Timing Resiliency and TSC & URLLC enhancements
	CT4
	partially approved
	
	

	CP-233042
	CR Pack on Extensions to the TSC Framework to support DetNet 
	CT4
	approved
	
	

	CP-233043
	CR Pack on CT aspects of Access Traffic Steering, Switch and Splitting support in the 5G system  architecture; Phase 3
	CT4
	approved
	
	

	CP-233044
	CR Pack on Technical Enhancements and Improvements for Rel-18 1/2
	CT4
	approved
	
	

	CP-233045
	CR Pack on Enablers for Network Automation for 5G phase 3
	CT4
	approved
	
	

	CP-233046
	CR Pack on CT aspects on enhancement of network slicing phase 3
	CT4
	approved
	
	

	CP-233047
	CR Pack on Generic group management, exposure and communication enhancements
	CT4
	approved
	
	

	CP-233048
	CR Pack on CT aspects of Next Generation Real time Communication services
	CT4
	approved
	
	

	CP-233049
	CR Pack on Enhancements of UE Policy
	CT4
	approved
	
	

	CP-233050
	CR Pack CT aspects of Ranging based services and sidelink positioning
	CT4
	partially approved
	
	

	CP-233051
	CR Pack on CT aspects of System Support for AI/ML-based Services
	CT4
	approved
	
	

	CP-233052
	CR Pack on CT aspects of Architecture Enhancements for Vehicle Mounted Relays
	CT4
	approved
	
	

	CP-233053
	CR Pack on Architecture Enhancements for XR and media services
	CT4
	approved
	
	

	CP-233054
	CR Pack on Support for 5WWC Phase 2
	CT4
	approved
	
	

	CP-233055
	CR Pack on CT aspects of proximity based services in 5GS Phase 2
	CT4
	approved
	
	

	CP-233056
	CR Pack on Technical Enhancements and Improvements for Rel-18 2/2
	CT4
	approved
	
	

	CP-233057
	CR Pack on Modified PRINS for roaming service providers in 5G
	CT4
	approved
	
	

	CP-233058
	CR Pack on Technical Enhancements and Improvements for Rel-15
	CT4
	approved
	
	

	CP-233059
	CR Pack on NRF API enhancements to avoid signalling and storing of redundant data
	CT4
	approved
	
	

	CP-233060
	CR Pack on Open API corrections
	CT4
	approved
	
	

	CP-233061
	CR Pack on Open API corrections
	CT4
	partially approved
	
	

	CP-233062
	CR Pack on Service based Interface protocol improvements
	CT4
	approved
	
	

	CP-233063
	CR Pack on CT aspects of the architectural enhancements for 5G multicast-broadcast services
	CT4
	approved
	
	

	CP-233064
	CR Pack on Enhancement of Network Slicing Phase 2
	CT4
	approved
	
	

	CP-233065
	CR Pack on Restoration of PDN Connections in PGW-C/SMF S
	CT4
	approved
	
	

	CP-233066
	CR Pack on CT aspects of Support for Minimization of service Interruption
	CT4
	approved
	
	

	CP-233067
	CR Pack on CT aspects of NB-IoT/eMTC Non-Terrestrial Networks in EPS
	CT4
	approved
	
	

	CP-233068
	CR Pack on Enhancement for the 5G Control Plane Steering of Roaming for UE in CONNECTED mode
	CT4
	approved
	
	

	CP-233069
	CR Pack on CT aspects of proximity based services in 5GS
	CT4
	approved
	
	

	CP-233070
	CR Pack on CT aspects of 5GC architecture for satellite networks
	CT4
	approved
	
	

	CP-233071
	CR Pack on Technical Enhancements and Improvements for Rel-17
	CT4
	approved
	
	

	CP-233072
	Correction on Incomplete CR implementation
	CT4
	approved
	
	

	CP-233073
	CR Pack on Technical Enhancements and Improvements for Rel-16
	CT4
	approved
	
	

	CP-233074
	Describe HR-SBO related procedures and Offload Identifiers in VPLMN offload policy
	Ericsson, Nokia, Nokia Shanghai Bell, Huawei
	approved
	C4-234662
	

	CP-233075
	Additional User Plane Interfaces
	Ericsson
	approved
	C4-235159
	

	CP-233076
	Clarification for AfRequestAuthorization
	Ericsson
	approved
	C4-234237
	

	CP-233077
	Broadcast Session Transport procedure support by the ContextStatusNotify service operation
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	approved
	C4-235525
	

	CP-233078
	29.531 Rel-15 API version and External doc update
	Huawei
	approved
	
	

	CP-233079
	29.531 Rel-16 API version and External doc update
	Huawei
	approved
	
	

	CP-233080
	29.531 Rel-17 API version and External doc update
	Huawei
	approved
	
	

	CP-233081
	EAS information to be refreshed for EAS re-discovery
	Huawei
	approved
	C4-235264
	

	CP-233082
	29.553 Rel-18 API version and External doc update
	CATT
	approved
	
	

	CP-233083
	3GPP Planning on IMT for 2030 and beyond
	MediaTek Inc.
	noted
	
	

	CP-233084
	Elaborated LS reply to S3-234350 on Roaming Hub requirements as applicable to the Modified PRINS solution
	GSMA NG 5GMRR
	noted
	
	

	CP-233085
	Elaborated LS reply to S3-234350 on IPX Service Hub requirements as applicable to the Modified PRINS solution
	GSMA NG 5GMRR
	noted
	
	

	CP-233086
	Reply LS on CAPIF extensibility
	CT3
	noted
	
	

	CP-233087
	LS on String based Charging Identifier over SBI
	CT4
	noted
	
	

	CP-233088
	LS on modifications for PRINS middle box
	CT4
	noted
	
	

	CP-233089
	Reply LS on including Source and Destination Interface Type for Indirect DL Data Forwarding Tunnel related N4 requests
	CT4
	noted
	
	

	CP-233090
	NGMN Liaison Statement to 3GPP regarding a new NGMN Board 6G Publication
	Next Generation Mobile Networks Alliance [NGMN]
	noted
	
	

	CP-233091
	Reply LS on requirements for slice-based PLMN selection
	SA1
	noted
	
	

	CP-233092
	LS on Invitation to update the information in the IMT-2020 and beyond roadmap
	ITU JCA-IMT2020
	noted
	
	

	CP-233093
	LS on the initiation of a new work item on draft Supplement ITU-T Y.Sup.VFS “Functional architecture of connected vehicle formation supporting based on edge computing”
	ITU-T Study Group 20
	noted
	
	

	CP-233094
	3GPP TS 31.127 v2.0.1 on UICC-terminal interaction; non-removable Universal Subscriber Identity Module (nrUSIM) application behavioural test specification
	CT6
	approved
	
	

	CP-233095
	3GPP TS 31.105 v1.0.0 on Characteristics of the Slice Subscriber Identity Module application
	CT6
	approved
	
	

	CP-233096
	Update of 3GPP TS 31.124 to Release 17
	CT6
	approved
	
	

	CP-233097
	Update of 3GPP TS 31.121 to Release 17
	CT6
	approved
	
	

	CP-233098
	TS 31.121 CR Pack on UE Conformance Test Aspects – Release 17
	CT6
	approved
	
	

	CP-233099
	TS 31.121 Technical Enhancements and Improvements for Rel-17
	CT6
	approved
	
	

	CP-233100
	TS 31.111 Technical Enhancements and Improvements for Rel-17
	CT6
	approved
	
	

	CP-233101
	TS 31.124 Technical Enhancements and Improvements for Rel-17
	CT6
	approved
	
	

	CP-233102
	TS 31.102 Technical Enhancements and Improvements for Rel-17
	CT6
	approved
	
	

	CP-233103
	TS 31.124 CR Pack on UE Conformance Test Aspects – Release 17
	CT6
	partially approved
	
	

	CP-233104
	CR Pack on Enhancement for the 5G Control Plane Steering of Roaming for UE in CONNECTED mode
	CT6
	approved
	
	

	CP-233105
	CR Pack on CT aspects of Support for Minimization of service Interruption
	CT6
	approved
	
	

	CP-233106
	TS 31.111 CR Pack on Technical Enhancements and Improvements for Rel-18
	CT6
	approved
	
	

	CP-233107
	CR Pack on Proximity-based Services in 5GS Phase 2
	CT6
	approved
	
	

	CP-233108
	CR Pack on UE pre-configuration for 5MBS
	CT6
	approved
	
	

	CP-233109
	3GPP TS 29.586 v1.0.0 on 5G System; SideLink Positioning Key Management Services Stage 3
	CT4
	withdrawn
	
	

	CP-233110
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	revised
	C1-237703
	CP-233118

	CP-233111
	Handling EAS Bundle in EAS Discovery service
	Samsung
	revised
	C1-239584
	CP-233315

	CP-233112
	Handling EAS Bundle in ECS Service Provisioning
	Samsung
	revised
	C1-239585
	CP-233316

	CP-233113
	New WID on Network Slice Capability Exposure for Application Layer Enablement
	CT3
	revised
	
	CP-233293

	CP-233114
	Revised WID on CT aspects for enabling Edge Applications Phase 2
	CT3
	approved
	CP-231197
	

	CP-233115
	Revised WID on Rel-18 Enhancements of UE Policy Control
	CT3
	approved
	CP-232132
	

	CP-233116
	Adding RSC in the U2N relay discovery
	C1
	revised
	C1-239395
	CP-233313

	CP-233117
	TC 27.22.5.3 - Correction of coding in ENVELOPE: SMS-PP DOWNLOAD 3.1.3  
	Comprion GmbH
	approved
	
	

	CP-233118
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	revised
	CP-233110
	CP-233119

	CP-233119
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	revised
	CP-233118
	CP-233120

	CP-233120
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	revised
	CP-233119
	CP-233314

	CP-233121
	UPP-CMI container transport
	Ericsson, vivo, Huawei, HiSilicon
	approved
	C1-239652
	

	CP-233122
	Correction to Npcf_MBSPolicyControl API for location dependent MBS service
	Ericsson, Nokia, Nokia Shanghai Bell
	approved
	C3-235504
	

	CP-233123
	Correction to Npcf_MBSPolicyControl API for location dependent MBS service
	Ericsson, Nokia, Nokia Shanghai Bell
	approved
	C3-235505
	

	CP-233124
	Revised WID on CT aspects on TEI18_DCAMP_Ph2
	CT3
	approved
	CP-232129
	

	CP-233125
	Revised WID on CT aspects on TEI18_SLAMUP
	CT3
	approved
	CP-232133
	

	CP-233126
	Reduced area indication when MBS service area is larger than MB-SMF service area
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson
	approved
	C3-235644
	

	CP-233127
	Reduced area indication when MBS service area is larger than MB-SMF service area
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson
	approved
	C3-235646
	

	CP-233128
	CR pack on 5G_eLCS_Ph3
	CT1
	partially approved
	
	

	CP-233129
	CR pack on 5G_ProSe
	CT1
	partially approved
	
	

	CP-233130
	CR pack on 5G_ProSe_Ph2 (1/3)
	CT1
	approved
	
	

	CP-233131
	CR pack on 5G_ProSe_Ph2 (2/3)
	CT1
	approved
	
	

	CP-233132
	CR pack on 5G_ProSe_Ph2 (3/3)
	CT1
	approved
	
	

	CP-233133
	CR pack on 5GMARCH
	CT1
	approved
	
	

	CP-233134
	Clarification on the unavalability period in deregistration procedure
	CATT, Ericsson
	revised
	C1-239302
	CP-233317

	CP-233135
	Notification of Access Stratum Time Distribution configuration changes
	Ericsson, Nokia, Nokia Shanghai Bell, Huawei
	approved
	C3-235643
	

	CP-233136
	Define OpenAPI of Nnwdaf_RoamingData API
	Huawei
	approved
	C3-235191
	

	CP-233137
	Update the data types of the Media Steaming attributes
	Huawei, Ericsson, Nokia, Nokia Shanghai Bell
	approved
	C3-235589
	

	CP-233138
	Notification service operation in the SS_LocationReporting API
	Ericsson
	approved
	C3-235713
	

	CP-233139
	CR pack on 5GMARCH_Ph2
	CT1
	approved
	
	

	CP-233140
	CR pack on 5GProtoc17
	CT1
	approved
	
	

	CP-233141
	CR pack on 5GProtoc18(1/3)
	CT1
	approved
	
	

	CP-233142
	CR pack on 5GProtoc18 (2/3)
	CT1
	approved
	
	

	CP-233143
	CR pack on 5GProtoc18(3/3)
	CT1
	approved
	
	

	CP-233144
	CR pack on 5GProtoc18-non3GPP
	CT1
	approved
	
	

	CP-233145
	CR pack on 5GSAT_Ph2
	CT1
	partially approved
	
	

	CP-233146
	29.503 Rel-17 API version and External doc update
	Nokia, Nokia Shanghai Bell
	approved
	C4-235647
	

	CP-233147
	Correction of anyUeInd attribute
	ZTE
	approved
	C3-235708
	

	CP-233148
	CR pack on 5GSAT_Ph2
	CT1
	approved
	
	

	CP-233149
	CR pack on 5MBS_Ph2
	CT1
	approved
	
	

	CP-233150
	CR pack on 5WWC_Ph2
	CT1
	approved
	
	

	CP-233151
	CR pack on ATSSS_Ph3
	CT1
	approved
	
	

	CP-233152
	CR pack on EDGEAPP_Ph2
	CT1
	partially approved
	
	

	CP-233153
	CR pack on eMCSMI_Irail
	CT1
	approved
	
	

	CP-233154
	CR pack on eMONASTERY2
	CT1
	approved
	
	

	CP-233155
	CR pack on enh4MCPTT
	CT1
	approved
	
	

	CP-233156
	Presentation of TS 24.543 V1.0.0 for information
	CT1
	noted
	
	

	CP-233157
	Presentation of TS 24.583 V1.0.0 for information
	CT1
	noted
	
	

	CP-233158
	Presentation of TS 24.577 V1.0.0 for information
	CT1
	noted
	
	

	CP-233159
	Presentation of TS 24.578 V1.0.0 for information
	CT1
	noted
	
	

	CP-233160
	Presentation of TS 24.572 V1.0.0 for information
	CT1
	noted
	
	

	CP-233161
	Presentation of TS 24.186 V1.0.0 for information
	CT1
	noted
	
	

	CP-233162
	CR pack on eNPN_Ph2
	CT1
	partially approved
	
	

	CP-233163
	CR pack on eNS_Ph2
	CT1
	approved
	
	

	CP-233164
	CR pack on eNS_Ph3 (1/2)
	CT1
	approved
	
	

	CP-233165
	CR pack on eNS_Ph3 (2/2)
	CT1
	approved
	
	

	CP-233166
	CR pack on eUEPO
	CT1
	approved
	
	

	CP-233167
	CR pack on GMEC
	CT1
	approved
	
	

	CP-233168
	CR pack on IMSProtoc18
	CT1
	approved
	
	

	CP-233169
	CR pack on MC_AHGC
	CT1
	approved
	
	

	CP-233170
	3GPP TS 29.586 v1.0.0 on 5G System; SideLink Positioning Key Management Services Stage 3
	CT4
	noted
	
	

	CP-233171
	CR pack on MCGWUE
	CT1
	approved
	
	

	CP-233172
	Same UE Policy Association shared by 3GPP and non-3GPP
	Ericsson, Nokia, Nokia Shanghai Bell, ZTE
	approved
	C3-234614
	

	CP-233173
	CR pack on MCOver5GProSe
	CT1
	approved
	
	

	CP-233174
	CR pack on MCOver5GS
	CT1
	approved
	
	

	CP-233175
	CR pack on MCOver5MBS
	CT1
	approved
	
	

	CP-233176
	CR pack on MCProtoc18
	CT1
	approved
	
	

	CP-233177
	CR pack on MPS_WLAN
	CT1
	approved
	
	

	CP-233178
	CR pack on NG_RTC
	CT1
	approved
	
	

	CP-233179
	CR pack on NRslice
	CT1
	approved
	
	

	CP-233180
	CR pack on PIN
	CT1
	approved
	
	

	CP-233181
	CR pack on PLMNsel_NS
	CT1
	approved
	
	

	CP-233182
	CR pack on Ranging_SL
	CT1
	approved
	
	

	CP-233183
	CR pack on SEAL_Ph3
	CT1
	approved
	
	

	CP-233184
	CR pack on SENSE
	CT1
	approved
	
	

	CP-233185
	CR pack on SUECR
	CT1
	approved
	
	

	CP-233186
	CR pack on SAES17-non3GPP
	CT1
	approved
	
	

	CP-233187
	CR pack on TEI16
	CT1
	approved
	
	

	CP-233188
	CR pack on TEI17
	CT1
	approved
	
	

	CP-233189
	CR pack on TEI18 (1/2)
	CT1
	approved
	
	

	CP-233190
	CR pack on TEI18(2/2)
	CT1
	approved
	
	

	CP-233191
	CR pack on SAES18
	CT1
	approved
	
	

	CP-233192
	CR pack on UASAPP
	CT1
	approved
	
	

	CP-233193
	CR pack on IIoT
	CT1
	partially approved
	
	

	CP-233194
	CR pack on TEI18_MBS4V2X
	CT1
	approved
	
	

	CP-233195
	CR pack on UAS_Ph2
	CT1
	approved
	
	

	CP-233196
	CR pack on UASAPP_Ph2
	CT1
	approved
	
	

	CP-233197
	CR pack on UEConfig5MBS
	CT1
	approved
	
	

	CP-233198
	CR pack on V2XAPP_Ph3
	CT1
	approved
	
	

	CP-233199
	CR pack on VMR
	CT1
	approved
	
	

	CP-233200
	Support the status information on ASTI service
	Huawei, SIA, Nokia, Nokia Shanghai Bell, Ericsson
	approved
	C3-234573
	

	CP-233201
	Update the time synchronization status parameters
	Huawei, Nokia, Nokia Shanghai Bell
	approved
	C3-235299
	

	CP-233202
	Correction to the report of URSP rule enforcement info
	Huawei
	approved
	C3-234227
	

	CP-233203
	Introduction of new features for PDU set handle and RT latency
	Huawei, Nokia, Nokia Shanghai Bell, China Mobile, Ericsson
	approved
	C3-234613
	

	CP-233204
	Location validity information for localized services
	Huawei, HiSilicon, InterDigital
	approved
	C1-239685
	

	CP-233205
	Further progressing the definition of MBS resources management
	Huawei
	approved
	C3-235098
	

	CP-233206
	Revised WID on CT aspects of enhancement of 5G UE Policy
	CT3
	approved
	CP-232132
	

	CP-233207
	Protocol description update
	Nokia, Nokia Shanghai Bell
	approved
	C3-234332
	

	CP-233208
	Feature granularity and definition for MultiModal & PowerSaving
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson, China Mobile
	approved
	C3-234531
	

	CP-233209
	Port handling with AsSessionWithQoS
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson, Huawei
	approved
	C3-235667
	

	CP-233210
	CT aspects of Mission Critical Services over 5GProSe
	CT1
	approved
	CP-222176
	

	CP-233211
	Revised WID on Next Generation Real time Communication services
	CT1
	approved
	
	

	CP-233212
	Revised WID on Protocol enhancements for Mission Critical Services
	CT1
	approved
	
	

	CP-233213
	Revised WID on CT aspects of SEAL data delivery enabler for vertical applications
	CT1
	approved
	
	

	CP-233214
	Revised WID on CT aspects of application layer support for V2X services; Phase 3
	CT1
	approved
	
	

	CP-233215
	Revised WID on CT aspects of Ranging_SL
	CT1
	revised
	
	CP-233309

	CP-233216
	Revised WID on Personal IoT Network
	CT1
	approved
	
	

	CP-233217
	WID on mission critical system migration and interconnection enhancements
	CT1
	approved
	CP-223105
	

	CP-233218
	Revised WID on Application layer support for Personal IoT Network (PINAPP)
	CT1
	approved
	
	

	CP-233219
	Revised WID on CT aspects for Enhanced Service Enabler Architecture Layer for Verticals Phase 3
	CT1
	approved
	
	

	CP-233220
	Revised WID on CT aspects of proximity based services in 5GS Phase 2
	CT1
	approved
	
	

	CP-233221
	Revised WID on support for 5WWC, Phase 2
	CT1
	approved
	
	

	CP-233222
	New WID on Network Slice Capability Exposure for Application Layer Enablement
	CT1
	withdrawn
	
	

	CP-233223
	Correction to C6-230681 for TC 27.22.14.2 (Seq 2.3)
	Comprion GmbH, Apple
	revised
	
	CP-233304

	CP-233224
	CR Pack on eNA_Ph3 - Pack 1/4
	CT3
	approved
	
	

	CP-233225
	CR Pack on eNA_Ph3 - Pack 2/4
	CT3
	partially approved
	
	

	CP-233226
	CR Pack on eNA_Ph3 - Pack 3/4
	CT3
	approved
	
	

	CP-233227
	CR Pack on eNA_Ph3 - Pack 4/4
	CT3
	approved
	
	

	CP-233228
	CR Pack on SBIProtoc18 - Pack 1/3
	CT3
	approved
	
	

	CP-233229
	CR Pack on SBIProtoc18 - Pack 2/3
	CT3
	approved
	
	

	CP-233230
	CR Pack on SBIProtoc18 - Pack 3/3
	CT3
	approved
	
	

	CP-233231
	CR Pack on NBI18 - Pack 1/2
	CT3
	approved
	
	

	CP-233232
	CR Pack on NBI18 - Pack 2/2
	CT3
	partially approved
	
	

	CP-233233
	CR Pack on XRM - Pack 1/2
	CT3
	partially approved
	
	

	CP-233234
	CR Pack on XRM - Pack 2/2
	CT3
	approved
	
	

	CP-233235
	CR Pack on AIMLsys - Pack 1/2
	CT3
	approved
	
	

	CP-233236
	CR Pack on AIMLsys - Pack 2/2
	CT3
	partially approved
	
	

	CP-233237
	CR Pack on OpenAPI version updates in Rel-18 - Pack 1/2
	CT3
	approved
	
	

	CP-233238
	CR Pack on OpenAPI version updates in Rel-18 - Pack 2/2
	CT3
	approved
	
	

	CP-233239
	CR Pack on EDGE_Ph2 - Pack 1/2
	CT3
	approved
	
	

	CP-233240
	CR Pack on EDGE_Ph2 - Pack 2/2
	CT3
	approved
	
	

	CP-233241
	CR Pack on EDGEAPP_Ph2 - Pack 1/2
	CT3
	approved
	
	

	CP-233242
	CR Pack on EDGEAPP_Ph2 - Pack 2/2
	CT3
	approved
	
	

	CP-233243
	CR Pack on SEAL_Ph3
	CT3
	partially approved
	
	

	CP-233244
	CR Pack on eUEPO
	CT3
	partially approved
	
	

	CP-233245
	CR Pack on GMEC
	CT3
	approved
	
	

	CP-233246
	CR Pack on eNetAE
	CT3
	approved
	
	

	CP-233247
	CR Pack on TEI18 for Packet Core
	CT3
	partially approved
	
	

	CP-233248
	CR Pack on TRS_URLLC
	CT3
	partially approved
	
	

	CP-233249
	CR Pack on UPEAS
	CT3
	approved
	
	

	CP-233250
	CR Pack on eNS_Ph3
	CT3
	approved
	
	

	CP-233251
	CR Pack on 5GMARCH_Ph2
	CT3
	approved
	
	

	CP-233252
	CR Pack on V2XAPP_Ph3
	CT3
	approved
	
	

	CP-233253
	CR Pack on 5GSATB
	CT3
	approved
	
	

	CP-233254
	CR Pack on 5GS_Ph1-CT
	CT3
	approved
	
	

	CP-233255
	CR Pack on 5MBS
	CT3
	partially approved
	
	

	CP-233256
	CR Pack on UEP18
	CT3
	partially approved
	
	

	CP-233257
	CR Pack on TEI18_ADEE
	CT3
	approved
	
	

	CP-233258
	CR Pack on eNA_Ph2
	CT3
	approved
	
	

	CP-233259
	CR Pack on ADAES
	CT3
	approved
	
	

	CP-233260
	CR Pack on OpenAPI version updates in Rel-17
	CT3
	approved
	
	

	CP-233261
	CR Pack on SNAAPP
	CT3
	approved
	
	

	CP-233262
	CR Pack on 5G_eLCS_Ph3
	CT3
	approved
	
	

	CP-233263
	CR Pack on NBI17
	CT3
	approved
	
	

	CP-233264
	CR Pack on 5MBS_Ph2
	CT3
	approved
	
	

	CP-233265
	CR Pack on ATSSS
	CT3
	approved
	
	

	CP-233266
	CR Pack on DetNet
	CT3
	approved
	
	

	CP-233267
	CR Pack on SFC
	CT3
	approved
	
	

	CP-233268
	CR Pack on Ranging_SL
	CT3
	approved
	
	

	CP-233269
	CR Pack on IIoT
	CT3
	approved
	
	

	CP-233270
	CR Pack on TEI18_DCAMP_Ph2
	CT3
	approved
	
	

	CP-233271
	CR Pack on SMPC18
	CT3
	approved
	
	

	CP-233272
	CR Pack on TEI17 for Packet Core
	CT3
	partially approved
	
	

	CP-233273
	CR Pack on EDGEAPP
	CT3
	approved
	
	

	CP-233274
	CR Pack on AMP
	CT3
	approved
	
	

	CP-233275
	CR Pack on NG_RTC
	CT3
	approved
	
	

	CP-233276
	CR Pack on EVEX
	CT3
	approved
	
	

	CP-233277
	CR Pack on SBIProtoc17
	CT3
	approved
	
	

	CP-233278
	CR Pack on pfdManEnh
	CT3
	approved
	
	

	CP-233279
	CR Pack on UAS_Ph2
	CT3
	approved
	
	

	CP-233280
	CR Pack on ATSSS_Ph3
	CT3
	approved
	
	

	CP-233281
	CR Pack on 5GMARCH
	CT3
	approved
	
	

	CP-233282
	CR Pack on eNSAC
	CT3
	approved
	
	

	CP-233283
	CR Pack on eNPN_Ph2
	CT3
	approved
	
	

	CP-233284
	CR Pack on PIN
	CT3
	approved
	
	

	CP-233285
	CR Pack on 5GFLS
	CT3
	approved
	
	

	CP-233286
	CR Pack on NSCALE
	CT3
	approved
	
	

	CP-233287
	CR Pack on SEALDD
	CT3
	approved
	
	

	CP-233288
	CR Pack on UASAPP_Ph2
	CT3
	approved
	
	

	CP-233289
	3GPP TS 29.548 v1.0.0 on Service Enabler Architecture Layer for Verticals (SEAL); SEAL Data Delivery (SEALDD) Server Services
	CT3
	noted
	
	

	CP-233290
	3GPP TS 29.543 v1.0.0 on 5G System; Data Transfer Policy Control Services
	CT3
	noted
	
	

	CP-233291
	3GPP TS 29.583 v1.0.0 on Application layer support for Personal IoT Network (PINAPP); Personal IoT Network (PIN) server services
	CT3
	noted
	
	

	CP-233292
	New WID on Network Slice Capability Exposure for Application Layer Enablement
	China Mobile
	withdrawn
	C3-235587
	

	CP-233293
	New WID on Network Slice Capability Exposure for Application Layer Enablement
	China Mobile
	revised
	CP-233113
	CP-233310

	CP-233294
	Update on LMF service for ranging_SL
	Xiaomi, Ericsson
	approved
	C4-235688
	

	CP-233295
	Update on Ngmlc_Location_ProvideLocation service for ranging_SL
	Xiaomi, Ericsson
	approved
	C4-235689
	

	CP-233296
	CR pack on 5GMARCH_Ph2 for CR from CT1#143
	CT1
	approved
	
	

	CP-233297
	CR pack on TEI18 for CR from CT1#143
	CT1
	approved
	
	

	CP-233298
	View on IMT-2030 submission timeline
	NTT DOCOMO INC.
	noted
	
	

	CP-233299
	Template for contributing to TR 21.918 ("Release 18 Description")
	ETSI MCC (Work Plan Manager)
	noted
	
	

	CP-233300
	3GPP timeline for IMT-2030 and beyond
	Ericsson
	noted
	
	

	CP-233301
	WI Summary - eNS_UICC
	Thales
	revised
	
	CP-233318

	CP-233302
	MCC Status Report
	ETSI
	withdrawn
	
	

	CP-233303
	6G work plan in 3GPP
	Nokia, Nokia Shanghai Bell
	noted
	
	

	CP-233304
	Correction to C6-230681 for TC 27.22.14.2 (Seq 2.3)
	Comprion GmbH, Apple
	not pursued
	CP-233223
	

	CP-233305
	Initial Presentation of TR 21.918 on Summary of Rel-18 Work Items
	ETSI MCC (Work Plan Manager)
	noted
	
	

	CP-233306
	Summary for UE pre-configuration for 5MBS
	Huawei /Christian (rapporteur)
	endorsed
	
	

	CP-233307
	High-level Considerations for 6G Timeline
	TSG Chairs
	revised
	
	CP-233319

	CP-233308
	LS on 3GPP related Metaverse specifications and activities
	TSG SA
	noted
	CP-232252
	-

	CP-233309
	Revised WID on CT aspects of Ranging_SL
	CT1
	approved
	CP-233215
	-

	CP-233310
	New WID on Network Slice Capability Exposure for Application Layer Enablement
	China Mobile
	approved
	CP-233293
	-

	CP-233311
	LS on Metaverse Standards Forum (MSF)
	SA4
	noted
	CP-232248
	-

	CP-233312
	Correction required for TC 27.22.14.2 (Seq 2.3)
	Comprion
	approved
	C6-230681
	-

	CP-233313
	Adding RSC in the U2N relay discovery
	Oppo
	approved
	CP-233116
	-

	CP-233314
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	approved
	CP-233120
	-

	CP-233315
	Handling EAS Bundle in EAS Discovery service
	Samsung
	approved
	CP-233111
	-

	CP-233316
	Handling EAS Bundle in ECS Service Provisioning
	Samsung
	approved
	CP-233112
	-

	CP-233317
	Clarification on the unavalability period in deregistration procedure
	CATT, Ericsson
	approved
	CP-233134
	-

	CP-233318
	WI Summary - eNS_UICC
	Thales
	endorsed
	CP-233301
	-

	CP-233319
	High-level Considerations for 6G Timeline
	TSG Chairs
	noted
	CP-233307
	-



[bookmark: _Toc153451287]
Annex B: List of change requests

	Document
	Title
	Source
	Spec
	CR
	Rev
	Rel
	Cat
	WI
	Decision

	CP-233204
	Location validity information for localized services
	Huawei, HiSilicon, InterDigital
	24.501
	5878
	6
	Rel-18
	B
	eNPN_Ph2
	approved

	CP-233121
	UPP-CMI container transport
	Ericsson, vivo, Huawei, HiSilicon
	24.501
	5921
	3
	Rel-18
	B
	5G_eLCS_Ph3
	approved

	CP-233134
	Clarification on the unavalability period in deregistration procedure
	CATT, Ericsson
	24.501
	5927
	2
	Rel-18
	F
	5GSAT_Ph2
	revised

	CP-233317
	Clarification on the unavalability period in deregistration procedure
	CATT, Ericsson
	24.501
	5927
	3
	Rel-18
	F
	5GSAT_Ph2
	approved

	CP-233110
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	24.539
	0030
	2
	Rel-18
	A
	IIoT, DetNet
	revised

	CP-233118
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	24.539
	0030
	3
	Rel-18
	A
	IIoT, DetNet
	revised

	CP-233119
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	24.539
	0030
	4
	Rel-18
	A
	IIoT, DetNet
	revised

	CP-233120
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	24.539
	0030
	5
	Rel-18
	A
	IIoT, DetNet
	revised

	CP-233314
	Update to PMIC and UMIC references for implementation
	Huawei, HiSilicon, Ericsson, Nokia, Nokia Shanghai Bell
	24.539
	0030
	6
	Rel-18
	A
	IIoT, DetNet
	approved

	CP-233116
	Adding RSC in the U2N relay discovery
	C1
	24.554
	0432
	6
	Rel-18
	A
	5G_ProSe
	revised

	CP-233313
	Adding RSC in the U2N relay discovery
	Oppo
	24.554
	0432
	7
	Rel-18
	A
	5G_ProSe
	approved

	CP-233112
	Handling EAS Bundle in ECS Service Provisioning
	Samsung
	24.558
	0071
	3
	Rel-18
	B
	EDGEAPP_Ph2
	revised

	CP-233316
	Handling EAS Bundle in ECS Service Provisioning
	Samsung
	24.558
	0071
	4
	Rel-18
	B
	EDGEAPP_Ph2
	approved

	CP-233111
	Handling EAS Bundle in EAS Discovery service
	Samsung
	24.558
	0072
	3
	Rel-18
	B
	EDGEAPP_Ph2
	revised

	CP-233315
	Handling EAS Bundle in EAS Discovery service
	Samsung
	24.558
	0072
	4
	Rel-18
	B
	EDGEAPP_Ph2
	approved

	CP-233208
	Feature granularity and definition for MultiModal & PowerSaving
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson, China Mobile
	29.122
	0765
	2
	Rel-18
	B
	XRM
	approved

	CP-233209
	Port handling with AsSessionWithQoS
	Nokia, Nokia Shanghai Bell, Samsung, Ericsson, Huawei
	29.122
	0780
	2
	Rel-18
	B
	AIMLsys
	approved

	CP-233081
	EAS information to be refreshed for EAS re-discovery
	Huawei
	29.502
	0689
	3
	Rel-18
	B
	EDGE_Ph2
	approved

	CP-233074
	Describe HR-SBO related procedures and Offload Identifiers in VPLMN offload policy
	Ericsson, Nokia, Nokia Shanghai Bell, Huawei
	29.502
	0706
	4
	Rel-18
	B
	EDGE_Ph2
	approved

	CP-233076
	Clarification for AfRequestAuthorization
	Ericsson
	29.503
	1169
	2
	Rel-18
	B
	TRS_URLLC
	approved

	CP-233146
	29.503 Rel-17 API version and External doc update
	Nokia, Nokia Shanghai Bell
	29.503
	1201
	1
	Rel-17
	F
	TEI17
	approved

	CP-233075
	Additional User Plane Interfaces
	Ericsson
	29.510
	0932
	1
	Rel-18
	B
	SBIProtoc18
	approved

	CP-233295
	Update on Ngmlc_Location_ProvideLocation service for ranging_SL
	Xiaomi, Ericsson
	29.515
	0137
	4
	Rel-18
	B
	Ranging_SL
	approved

	CP-233077
	Broadcast Session Transport procedure support by the ContextStatusNotify service operation
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	29.518
	0993
	3
	Rel-18
	B
	5MBS_Ph2
	approved

	CP-233147
	Correction of anyUeInd attribute
	ZTE
	29.519
	0470
	2
	Rel-18
	A
	eV2XARC, TEI17, TEI17_DCAMP
	approved

	CP-233136
	Define OpenAPI of Nnwdaf_RoamingData API
	Huawei
	29.520
	0813
	1
	Rel-18
	B
	eNA_Ph3
	approved

	CP-233203
	Introduction of new features for PDU set handle and RT latency
	Huawei, Nokia, Nokia Shanghai Bell, China Mobile, Ericsson
	29.522
	1046
	2
	Rel-18
	B
	XRM
	approved

	CP-233207
	Protocol description update
	Nokia, Nokia Shanghai Bell
	29.522
	1087
	2
	Rel-18
	B
	XRM
	approved

	CP-233126
	Reduced area indication when MBS service area is larger than MB-SMF service area
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson
	29.522
	1104
	2
	Rel-17
	F
	5MBS
	approved

	CP-233127
	Reduced area indication when MBS service area is larger than MB-SMF service area
	Nokia, Nokia Shanghai Bell, Huawei, Ericsson
	29.522
	1105
	2
	Rel-18
	A
	5MBS
	approved

	CP-233202
	Correction to the report of URSP rule enforcement info
	Huawei
	29.525
	0286
	1
	Rel-18
	F
	eUEPO
	approved

	CP-233172
	Same UE Policy Association shared by 3GPP and non-3GPP
	Ericsson, Nokia, Nokia Shanghai Bell, ZTE
	29.525
	0299
	2
	Rel-18
	B
	UEP18
	approved

	CP-233078
	29.531 Rel-15 API version and External doc update
	Huawei
	29.531
	0181
	-
	Rel-15
	F
	TEI15
	approved

	CP-233079
	29.531 Rel-16 API version and External doc update
	Huawei
	29.531
	0182
	-
	Rel-16
	F
	TEI16
	approved

	CP-233080
	29.531 Rel-17 API version and External doc update
	Huawei
	29.531
	0183
	-
	Rel-17
	F
	TEI17
	approved

	CP-233122
	Correction to Npcf_MBSPolicyControl API for location dependent MBS service
	Ericsson, Nokia, Nokia Shanghai Bell
	29.537
	0027
	2
	Rel-17
	F
	5MBS
	approved

	CP-233123
	Correction to Npcf_MBSPolicyControl API for location dependent MBS service
	Ericsson, Nokia, Nokia Shanghai Bell
	29.537
	0028
	2
	Rel-18
	A
	5MBS
	approved

	CP-233205
	Further progressing the definition of MBS resources management
	Huawei
	29.549
	0177
	3
	Rel-18
	B
	SEAL_Ph3
	approved

	CP-233138
	Notification service operation in the SS_LocationReporting API
	Ericsson
	29.549
	0208
	2
	Rel-18
	B
	SEAL, NBI18
	approved

	CP-233082
	29.553 Rel-18 API version and External doc update
	CATT
	29.553
	0030
	-
	Rel-18
	F
	TEI18
	approved

	CP-233200
	Support the status information on ASTI service
	Huawei, SIA, Nokia, Nokia Shanghai Bell, Ericsson
	29.565
	0088
	2
	Rel-18
	B
	TRS_URLLC
	approved

	CP-233201
	Update the time synchronization status parameters
	Huawei, Nokia, Nokia Shanghai Bell
	29.565
	0097
	1
	Rel-18
	F
	TRS_URLLC
	approved

	CP-233135
	Notification of Access Stratum Time Distribution configuration changes
	Ericsson, Nokia, Nokia Shanghai Bell, Huawei
	29.565
	0100
	2
	Rel-18
	B
	TRS_URLLC
	approved

	CP-233294
	Update on LMF service for ranging_SL
	Xiaomi, Ericsson
	29.572
	0204
	4
	Rel-18
	B
	Ranging_SL
	approved

	CP-233137
	Update the data types of the Media Steaming attributes
	Huawei, Ericsson, Nokia, Nokia Shanghai Bell
	29.591
	0169
	2
	Rel-18
	B
	TEI18, EVEX
	approved

	CP-233312
	Correction required for TC 27.22.14.2 (Seq 2.3)
	Comprion
	31.124
	0724
	2
	Rel-17
	F
	TEI17
	approved

	CP-233117
	TC 27.22.5.3 - Correction of coding in ENVELOPE: SMS-PP DOWNLOAD 3.1.3  
	Comprion GmbH
	31.124
	0730
	-
	Rel-17
	F
	TEI17
	approved

	CP-233223
	Correction to C6-230681 for TC 27.22.14.2 (Seq 2.3)
	Comprion GmbH, Apple
	31.124
	0731
	-
	Rel-17
	C
	TEI17
	revised

	CP-233304
	Correction to C6-230681 for TC 27.22.14.2 (Seq 2.3)
	Comprion GmbH, Apple
	31.124
	0731
	1
	Rel-17
	C
	TEI17
	not pursued
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Annex C: Lists of liaisons
[bookmark: _Toc153451289]C1: Incoming liaison statements
[bookmark: _Hlk153450912]
	Document
	Original
	Title
	From
	Decision
	Reply TDoc

	CP-233084
	5GMRR Doc 45_13r7
	Elaborated LS reply to S3-234350 on Roaming Hub requirements as applicable to the Modified PRINS solution
	GSMA NG 5GMRR
	noted
	(none)

	CP-233085
	5GMRR Doc 45_14r7
	Elaborated LS reply to S3-234350 on IPX Service Hub requirements as applicable to the Modified PRINS solution
	GSMA NG 5GMRR
	noted
	(none)

	CP-233086
	C3-235619
	Reply LS on CAPIF extensibility
	CT3
	noted
	(none)

	CP-233087
	C4-234657
	LS on String based Charging Identifier over SBI
	CT4
	noted
	(none)

	CP-233088
	C4-234666
	LS on modifications for PRINS middle box
	CT4
	noted
	(none)

	CP-233089
	C4-235681
	Reply LS on including Source and Destination Interface Type for Indirect DL Data Forwarding Tunnel related N4 requests
	CT4
	noted
	(none)

	CP-233090
	LS to 3GPP 6GPS V1
	NGMN Liaison Statement to 3GPP regarding a new NGMN Board 6G Publication
	Next Generation Mobile Networks Alliance [NGMN]
	noted
	(none)

	CP-233091
	S1-233272
	Reply LS on requirements for slice-based PLMN selection
	SA1
	noted
	(none)

	CP-233092
	sp17-jca-imt2020-oLS-00014
	LS on Invitation to update the information in the IMT-2020 and beyond roadmap
	ITU JCA-IMT2020
	noted
	(none)

	CP-233093
	sp17-sg20-oLS-00102
	LS on the initiation of a new work item on draft Supplement ITU-T Y.Sup.VFS “Functional architecture of connected vehicle formation supporting based on edge computing”
	ITU-T Study Group 20
	noted
	(none)

	CP-233308
	SP-230741
	LS on 3GPP related Metaverse specifications and activities
	TSG SA
	noted
	(none)

	CP-233311
	S4-231082
	LS on Metaverse Standards Forum (MSF)
	SA4
	noted
	(none)
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Annex D: List of agreed/approved new and revised Work Items

	Document
	Title
	Source
	new/revised

	CP-233024
	Study on IMS Disaster Prevention and Restoration Enhancement
	CT4
	SID revised

	CP-233025
	NRF API enhancements to avoid signalling and storing of redundant data
	CT4
	WID new

	CP-233310
	New WID on Network Slice Capability Exposure for Application Layer Enablement
	China Mobile
	WID new

	CP-233026
	CT Aspects of Edge Computing Phase 2
	CT4
	WID revised

	CP-233114
	Revised WID on CT aspects for enabling Edge Applications Phase 2
	CT3
	WID revised

	CP-233115
	Revised WID on Rel-18 Enhancements of UE Policy Control
	CT3
	WID revised

	CP-233124
	Revised WID on CT aspects on TEI18_DCAMP_Ph2
	CT3
	WID revised

	CP-233125
	Revised WID on CT aspects on TEI18_SLAMUP
	CT3
	WID revised

	CP-233206
	Revised WID on CT aspects of enhancement of 5G UE Policy
	CT3
	WID revised

	CP-233210
	CT aspects of Mission Critical Services over 5GProSe
	CT1
	WID revised

	CP-233211
	Revised WID on Next Generation Real time Communication services
	CT1
	WID revised

	CP-233212
	Revised WID on Protocol enhancements for Mission Critical Services
	CT1
	WID revised

	CP-233213
	Revised WID on CT aspects of SEAL data delivery enabler for vertical applications
	CT1
	WID revised

	CP-233214
	Revised WID on CT aspects of application layer support for V2X services; Phase 3
	CT1
	WID revised

	CP-233216
	Revised WID on Personal IoT Network
	CT1
	WID revised

	CP-233217
	WID on mission critical system migration and interconnection enhancements
	CT1
	WID revised

	CP-233218
	Revised WID on Application layer support for Personal IoT Network (PINAPP)
	CT1
	WID revised

	CP-233219
	Revised WID on CT aspects for Enhanced Service Enabler Architecture Layer for Verticals Phase 3
	CT1
	WID revised

	CP-233220
	Revised WID on CT aspects of proximity based services in 5GS Phase 2
	CT1
	WID revised

	CP-233221
	Revised WID on support for 5WWC, Phase 2
	CT1
	WID revised

	CP-233309
	Revised WID on CT aspects of Ranging_SL
	CT1
	WID revised
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Annex E: List of draft Technical Specifications and Reports

	Document
	Spec
	vers
	Doc title

	CP-233021
	29.585
	2.0.0
	3GPP TS 29.585 v2.0.0 on 5G System; Session Management Function (SMF) / Centralized User Configuration (CUC) to Access Network Talker Listener (AN-TL) and Core Network Talker Listener (CN-TL) protocol aspects; Stage 3

	CP-233022
	29.176
	1.0.0
	3GPP TS 29.176 v1.0.0 on IP Multimedia Subsystems (IMS); Data Channel Media Function (DCMF) Services Stage 3

	CP-233023
	29.175
	1.0.0
	3GPP TS 29.175 v1.0.0 on IP Multimedia Subsystem (IMS) Application Server (AS) Services Stage 3

	CP-233094
	31.127
	2.0.1
	3GPP TS 31.127 v2.0.1 on UICC-terminal interaction; non-removable Universal Subscriber Identity Module (nrUSIM) application behavioural test specification

	CP-233095
	31.105
	1.0.0
	3GPP TS 31.105 v1.0.0 on Characteristics of the Slice Subscriber Identity Module application

	CP-233156
	24.543
	1.0.0
	Presentation of TS 24.543 V1.0.0 for information

	CP-233157
	24.583
	1.0.0
	Presentation of TS 24.583 V1.0.0 for information

	CP-233158
	24.577
	1.0.0
	Presentation of TS 24.577 V1.0.0 for information

	CP-233159
	24.578
	1.0.0
	Presentation of TS 24.578 V1.0.0 for information

	CP-233160
	24.572
	1.0.0
	Presentation of TS 24.572 V1.0.0 for information

	CP-233161
	24.186
	1.0.0
	Presentation of TS 24.186 V1.0.0 for information

	CP-233289
	29.548
	1.0.0
	3GPP TS 29.548 v1.0.0 on Service Enabler Architecture Layer for Verticals (SEAL); SEAL Data Delivery (SEALDD) Server Services

	CP-233290
	29.543
	1.0.0
	3GPP TS 29.543 v1.0.0 on 5G System; Data Transfer Policy Control Services

	CP-233291
	29.583
	1.0.0
	3GPP TS 29.583 v1.0.0 on Application layer support for Personal IoT Network (PINAPP); Personal IoT Network (PIN) server services
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Annex F: List of action items

	Meeting/Number
	Agenda item
	Document
	Details
	Responsible
	Due by
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Annex G: List of decisions

	Meeting/Number
	Agenda item
	Document
	Details
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	Name
	Representing
	Status (OP)

	ACHTER, Johannes
	T-Mobile Austria GmbH
	3GPPMEMBER (ETSI)

	AGBEDE, Afolabi
	BT plc
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	AHMAD, Saad
	InterDigital, Europe, Ltd.
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	AI, Ming
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