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* * * First Change * * * *

[bookmark: _Toc155594072]6.2.6.2.11	Type: SnssaiReplacementSubscribeInfo
Table 6.2.6.2.11-1: Definition of type SnssaiReplacementSubscribeInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	snssaiToSubscribe
	array(Snssai)
	M
	0..N
	This IE shall indicate the S-NSSAIs for which notification is requested during Network Slice Replacement.

In the case of roaming it shall indicate:
- the VPLMN S-NSSAIs for which notification is requested in case of Network Slice Replacement; or
- the HPLMN S-NSSAIs for which notification notifcation is requested in case of Network Slice Replacement. (NOTE)

	nfType
	NFType
	M
	1
	This IE shall contain the NF type of the NF service consumer.

	nfId
	NfInstanceId
	M
	1
	This IE shall contain the NF identifier of the NF service consumer.

	plmnId
	PlmnId
	C
	0..1
	This IE shall be present in roaming scenarios, if the indicated S-NSSAI is an HPLMN S-NSSAI. It may be present otherwise. When present, it shall indicate the PLMN ID of the S-NSSAI.

	NOTE:	The snssaiToSubscribe snnsaiToSubscribe attribute shall be set to an empty array for a Network Slice Replacement subscription applying to all S-NSSAIs.



* * * Next Change * * * *

[bookmark: _Toc155594073]6.2.6.2.12	Type: NsiUnavailabilitySubscribeInfo
Table 6.2.6.2.12-1: Definition of type NsiUnavailabilitySubscribeInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	nsiToSubscribe
	array(NsiId)
	O
	0..N
	When present, this IE shall indicate the identifier of the Network Slice Instance(s) for which notifications notications are requested in case the status of the NSI changes (e.g., becomes congested or no longer available). (NOTE 1) (NOTE 3)

	snssaiToSubscribe
	array(Snssai)
	O
	0..N
	When present, this IE shall indicate the identifier of the S-NSSAI related to the NSI for which notifications notications shall be invoked in case the NSI becomes congested or no longer available.(NOTE 2) (NOTE 3)

	NOTE 1:	The nsiToSubscribe attribute shall be set to an empty array for a Network Slice Instance Replacement subscription applying to all NSIs.
NOTE 2:	The snssaiToSubscribe snnsaiToSubscribe attribute shall be set to an empty array for a Network Slice Instance Replacement subscription applying to all S-NSSAIs.
NOTE 3:	At least one of the nsiToSubscribe IE or snssaiToSubscribe IE shall be present.



* * * End of Changes * * * *
