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* * * First Change * * * *
[bookmark: _Toc25156246][bookmark: _Toc34124546][bookmark: _Toc43207660][bookmark: _Toc49857140][bookmark: _Toc56676975][bookmark: _Toc56691498][bookmark: _Toc56698762][bookmark: _Toc89034967][bookmark: _Toc89064765][bookmark: _Toc89180066][bookmark: _Toc97071745][bookmark: _Toc120051147][bookmark: _Toc153869718][bookmark: _Toc25156549][bookmark: _Toc34124854][bookmark: _Toc43207983][bookmark: _Toc49857456][bookmark: _Toc56677300][bookmark: _Toc56691823][bookmark: _Toc56699087][bookmark: _Toc89035352][bookmark: _Toc89065150][bookmark: _Toc89180449][bookmark: _Toc97072139][bookmark: _Toc120051544][bookmark: _Toc153870123]5.5.1	Service Description
The Namf_Location service is used by NF service consumers to request the AMF for initiating positioning requests and provide the location information. It is also used to subsequently notify the location change events towards the NF service consumers. The following are the key functionalities of this NF service:
-	Allow NFs to request the current geodetic and optionally local and/or civic location of a target UE.
-	Allow NFs to be notified of event information related to emergency sessions.
-	Allow NFs to request Network Provided Location Information (NPLI) and/or local time zone corresponding to the location of a target UE.
-	Allow NFs to request the ranging and sidelink positioning location results for a group of n UEs (n≥2), the ranging and sidelink positioning location results may include absolute locations, relative locations or ranges distance and directions related to the UEs.
-	Allow NFs to enable the location reporting over user plane.
* * * Next Change * * * *
[bookmark: _Toc25156250][bookmark: _Toc34124550][bookmark: _Toc43207664][bookmark: _Toc49857144][bookmark: _Toc56676979][bookmark: _Toc56691502][bookmark: _Toc56698766][bookmark: _Toc89034971][bookmark: _Toc89064769][bookmark: _Toc89180070][bookmark: _Toc97071749][bookmark: _Toc120051151][bookmark: _Toc153869722]5.5.2.2.1	General
The ProvidePositioningInfo service operation is used in the following procedure:
-	5GC-MT-LR Procedure without UDM Query (see 3GPP TS 23.273 [42], clause 6.10.2)
-	5GC-MT-LR Procedure (see 3GPP TS 23.273 [42], clause 6.1)
-	Initiation and Reporting of Location Events (see 3GPP TS 23.273 [42], clause 6.3.1)
-	Location Continuity for Handover of an Emergency session from NG-RAN (see 3GPP TS 23.273 [42], clause 6.10.3)
-	5GC-MT-LR multiple location procedure without UDM Query (see 3GPP TS 23.273 [42], clause 6.10.4)
[bookmark: _Hlk139043423]-	Procedures of SL-MT-LR involving LMF (see 3GPP TS 23.273 [42], clause 6.20.3)
-	Procedures of SL-MT-LR for periodic, triggered Location Events (see 3GPP TS 23.273 [42], clause 6.20.4)
[bookmark: _Hlk139043375]-	5GC-MT-LR Procedure using SL positioning (see 3GPP TS 23.273 [42], clause 6.20.5)
The ProvidePositioningInfo service operation shall be invoked by the NF Service Consumer (e.g. GMLC) to request the current or deferred geodetic and optionally local and/or civic location of the UE. The service operation triggers the AMF to invoke the service towards the LMF.
The NF Service Consumer shall invoke the service operation by sending POST to the URI of the "provide-pos-info" custom operation on the "Individual UE Context" resource (See clause 6.4.3.2.4.2). See also figure 5.5.2.2.1-1.


Figure 5.5.2.2.1-1: NF Service Consumer requests the positioning information of the UE
1.	The NF Service Consumer shall send a POST request to the resource URI of "provide-pos-info" custom operation of the "Individual UE context" resource of the AMF. The content of the POST request may contain:
-	an indication of a positioning request from emergency services or commercial services client,
-	the required location QoS, and additionally the mapped location QoS applicable to EPS if multiple location QoS is required,
-	Supported GAD shapes,
-	scheduled location time,
-	reliable UE Location Request,
-	UE unaware indication,
-	the LMF ID that should be used for selecting the LMF,
-	the reporting indication,
-	the integrity requirements
[bookmark: _Hlk142684405]-	the requested ranging_SL location results, including absolute locations, relative locations or ranges disctances and directions related to the UEs for ranging and sidelink positioning, and/or
-	the information of the related UEs, including application layer ID(s) and the related UE type for each related UE for ranging and sidelink positioning.
	If the NF service consumer wants the location change information or deferred location information to be notified (e.g. during a handover procedure or for activation or completion of deferred location), it also provides a callback URI on which the EventNotify service operation is executed (see clause 5.5.2.3).
	During 5GC-MT-LR multiple location procedure for regulatory location service, the request body may also include the indication of acceptance for intermediate response and the maximum response time, the GMLC callback address and the LIR reference number.
2a.	On success, "200 OK" shall be returned. The content may contain the LCS correlation identifier, the location estimate, its age and accuracy, the information about the positioning method. If the request is invoked during a handover the response body shall also include the target AMF node identifier as specified in clause 6.10.3 of 3GPP TS 23.273 [42].
	If the location determination will be sent by LMF to GMLC directly, the content shall include the directReportInd and supportedFeatures attributes.
2b.	On accept, "204 No Content" shall be returned to acknowledge that AMF supports a deferred location request and a deferred location is accepted as specified in step 6 of clause 6.3.1 of 3GPP TS 23.273 [42];
2c.	On failure or redirection, one of the HTTP status code listed in Table 6.4.3.2.4.2.2-2 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.4.3.2.4.2.2-2.
	If the AMF received the LMF ID from the NF service consumer and the AMF does not find an LMF with the LMF ID received from GMLC, the AMF should return a 403 Forbidden response with the cause attribute set to "REQUESTED_LMF_NOT_AVAILABLE" to the NF service consumer, if no other LMF is configured as backup selection. Otherwise, the ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.4.3.2.4.2.2-2 shall be applied.
* * * Next Change * * * *
[bookmark: _Toc25156594][bookmark: _Toc34124899][bookmark: _Toc43208034][bookmark: _Toc49857501][bookmark: _Toc56677346][bookmark: _Toc56691869][bookmark: _Toc56699133][bookmark: _Toc89035406][bookmark: _Toc89065204][bookmark: _Toc89180503][bookmark: _Toc97072196][bookmark: _Toc120051601][bookmark: _Toc153870180][bookmark: _Toc25156597][bookmark: _Toc34124902][bookmark: _Toc43208037][bookmark: _Toc49857504][bookmark: _Toc56677349][bookmark: _Toc56691872][bookmark: _Toc56699136][bookmark: _Toc89035409][bookmark: _Toc89065207][bookmark: _Toc89180506][bookmark: _Toc97072199][bookmark: _Toc120051604][bookmark: _Toc153870183]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Namf_Location service based interface protocol.
Table 6.4.6.1-1: Namf_Location specific Data Types
	Data type
	Clause defined
	Description

	RequestPosInfo
	6.4.6.2.2
	Data within Provide Positioning Information Request


	ProvidePosInfo
	6.4.6.2.3
	Data within Provide Positioning Information Response


	NotifiedPosInfo
	6.4.6.2.4
	Data within EventNotify notification


	RequestLocInfo
	6.4.6.2.5
	Data within Provide Location Information Request


	ProvideLocInfo
	6.4.6.2.6
	Data within Provide Location Information Response


	CancelPosInfo
	6.4.6.2.7
	Data within a Cancel Location Request


	ProblemDetailsProvidePosInfo
	6.4.6.2.8
	Detailed problems with positioning information in failure case

	AddProvidePosInfos
	6.4.6.2.9
	Additional UE positioning information with more than one corresponding UEs

	AddNotifiedPosInfos
	6.4.6.2.10
	Additional LCS event notify with more than one corresponding UEs.

	ProvidePosInfoExt
	6.4.6.2.11
	Data within Provide Positioning Information Response in addition to ProvidePosInfo for the UE positioning information with more than one corresponding UEs

	NotifiedPosInfoExt
	6.4.6.2.12
	Data within EventNotify notification in addition to NotifiedPosInfo for LCS event notify with more than one corresponding UEs.

	LocationType
	6.4.6.3.3
	Type of location measurement requested


	LocationEvent
	6.4.6.3.4
	Type of events initiating location procedures


	LocationPrivacyVerResult
	6.4.6.3.5
	The result of location privacy verification by UE


	LpHapType
	6.4.6.3.6
	Type of Low Power and/or High Accuracy Positioning



Table 6.4.6.1-2 specifies data types re-used by the Namf_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Namf_Location service based interface.
Table 6.4.6.1-2: Namf_Location re-used Data Types
	Data type
	Reference
	Comments

	Supi
	3GPP TS 29.571 [6]
	Subscription Permanent Identifier

	Gpsi
	3GPP TS 29.571 [6]
	General Public Subscription Identifier

	Pei
	3GPP TS 29.571 [6]
	Permanent Equipment Identifier

	ExternalClientType
	3GPP TS 29.572 [25]
	LCS Client Type (Emergency, Lawful Interception …)

	LocationQoS
	3GPP TS 29.572 [25]
	LCS QoS (accuracy, response time)

	SupportedGADShapes
	3GPP TS 29.572 [25]
	LCS supported GAD shapes

	GeographicArea
	3GPP TS 29.572 [25]
	Estimate of the location of the UE

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [25]
	Requested accuracy was fulfilled or not

	AgeOfLocationEstimate
	3GPP TS 29.572 [25]
	Age Of Location Estimate

	PositioningMethodAndUsage
	3GPP TS 29.572 [25]
	Usage of each non-GANSS positioning method

	VelocityEstimate
	3GPP TS 29.572 [25]
	Estimate of the velocity of the target UE

	VelocityRequested
	3GPP TS 29.572 [25]
	Indication of the Velocity requirement

	LcsPriority
	3GPP TS 29.572 [25]
	Priority of the LCS client

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [25]
	Usage of each GANSS positioning method

	CivicAddress
	3GPP TS 29.572 [25]
	Civic address

	BarometricPressure
	3GPP TS 29.572 [25]
	Barometric Pressure

	Altitude
	3GPP TS 29.572 [25]
	Altitude estimate of the UE

	LocalArea
	3GPP TS 29.572 [25]
	Local area specified by different shape

	MinorLocationQoS
	3GPP TS 29.572 [25]
	Minor Location QoS

	Ecgi
	3GPP TS 29.571 [6]
	UE EUTRAN cell information

	Ncgi
	3GPP TS 29.571 [6]
	UE NR cell information

	SupportedFeatures
	3GPP TS 29.571 [6]
	Supported Features

	RatType
	3GPP TS 29.571 [6]
	RAT type

	TimeZone
	3GPP TS 29.571 [6]
	Time Zone

	DateTime
	3GPP TS 29.571 [6]
	Date and Time

	UserLocation
	3GPP TS 29.571 [6]
	User Location

	LcsServiceType
	3GPP TS 29.572 [25]
	The LCS service type

	LdrType
	3GPP TS 29.572 [25]
	The type of LDR for deferred location

	Uri
	3GPP TS 29.571 [6]
	URI

	LdrReference
	3GPP TS 29.572 [25]
	LDR Reference Number for deferred location

	LirReference
	3GPP TS 29.572 [25]
	LIR Reference Number for immediate location

	PeriodicEventInfo
	3GPP TS 29.572 [25]
	Information for periodic event reporting

	AreaEventInfo
	3GPP TS 29.572 [25]
	Information for area event reporting

	MotionEventInfo
	3GPP TS 29.572 [25]
	Information for motion event reporting

	ExternalClientIdentification
	3GPP TS 29.515 [46]
	External LCS client identification

	NFInstanceId
	3GPP TS 29.571 [6]
	Identification of an NF or AF

	CodeWord
	3GPP TS 29.515 [46]
	Codeword for a 5GC-MT-LR or deferred 5GC-MT-LR

	LMFIdentification
	3GPP TS 29.572 [25]
	Identification of a serving LMF for periodic or triggered location

	TerminationCause
	3GPP TS 29.572 [25]
	Termination cause for a deferred location

	UePrivacyRequirements
	3GPP TS 29.515 [46]
	The location related privacy requirements on UE

	DiameterIdentity
	3GPP TS 29.571 [6]
	Diameter Identity

	ProblemDetails
	3GPP TS 29.571 [6]
	Detailed problems in failure case

	RedirectResponse
	3GPP TS 29.571 [6]
	Response body of the redirect response message.

	E164Number
	3GPP TS 29.503 [35]
	The E.164 number.

	DurationSec
	3GPP TS 29.571 [6]
	Duration Second

	ReportingArea
	3GPP TS 29.572 [25]
	Indicates an area for event reporting

	ReportingInd
	3GPP TS 29.515 [46]
	Reporting Indication

	RangingSlResult
	3GPP TS 29.572 [25]
	Indicates result type for ranging and sidelink positioning

	RelatedUE
	3GPP TS 29.572 [25]
	Indicates information for related UE for ranging and sidelink positioning

	LosNlosMeasureInd
	3GPP TS 29.572 [25]
	LOS/NLOS measurement indication

	IndoorOutdoorInd
	3GPP TS 29.572 [25]
	Indicates Indoor Outdoor Indication

	IntegrityRequirements
	3GPP TS 29.515 [46]
	Integrity Requirements

	HighAccuracyGnssMetrics
	3GPP TS 29.572 [25]
	High Accuracy GNSS Metrics

	UpLocRepInfoAf
	3GPP TS 29.515 [46]
	Information for the location reporting over user plane

	MappedLocationQoSEps
	3GPP TS 29.572 [25]
	Mapped Location QoS for EPS

	RangeDirection
	3GPP TS 29.572 [25]
	Represents the range distance and direction between two points.

	2DRelativeLocation
	3GPP TS 29.572 [25]
	Represents 2D local co-ordinates with origin corresponding to another known point.

	3DRelativeLocation
	3GPP TS 29.572 [25]
	Represents 3D local co-ordinates with origin corresponding to another known point.



* * * Next Change * * * *
6.4.6.2.2	Type: RequestPosInfo
Table 6.4.6.2.2-1: Definition of type RequestPosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	lcsClientType
	ExternalClientType
	M
	1
	This IE shall contain the type of LCS client (Emergency, Lawful Interception etc.,.) issuing the location request

	lcsLocation
	LocationType
	M
	1
	This IE shall contain the type of location measurement requested, such as current location,current or last known location, deferred location, etc.
(NOTE 2)

	supi
	Supi
	C
	0..1
	If the SUPI is available, this IE shall be present.

	gpsi
	Gpsi
	C
	0..1
	If the GPSI is available, this IE shall be present.

	[bookmark: _Hlk142683896]requestedRangingSlResult
	[bookmark: _Hlk142683907]array(RangingSlResult)
	C
	1..N
	This IE shall contain the type of result requested for ranging and sidelink positioning, such as absolute locations, relative locations or ranges distances and directions related to the UEs, etc.

	[bookmark: _Hlk142683972]relatedUEs
	[bookmark: _Hlk142683982]array(RelatedUE)
	C
	1..N
	This IE contains a list of the information for the related UEs for the ranging and sidelink positioning.

	lmfId
	LMFIdentification
	O
	0..1
	LMF identification.
If present, this IE shall indicate the LMF ID that should be used to select the LMF.

	priority
	LcsPriority
	O
	0..1
	If present, this IE shall contain the priority of the LCS client issuing the positioning request.

	lcsQoS
	LocationQoS
	O
	0..1
	If present, this IE shall contain the quality of service requested, such as the accuracy of the positioning measurement and the response time of the positioning operation.

Multiple QoS Class (lcsQosClass sets to "MULTIPLE_QOS") shall only be used when AMF support MUTIQOS feature.

	velocityRequested
	VelocityRequested
	O
	0..1
	If present, this IE shall contain an indication of whether or not the Velocity of the target UE is requested.

	lcsSupportedGADShapes
	SupportedGADShapes
	O
	0..1
	If present, this IE shall contain one GAD shape supported by the LCS client.

	additionalSuppGADShapes
	array(SupportedGADShapes)
	C
	1..N
	Shall be absent if lcsSupportedGADShapes is absent.
Shall be present if the LCS client supports more than one GAD shape.

	locationNotificationUri
	Uri
	O
	0..1
	The callback URI on which location change event notification is reported.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 23.501 [2]).

	pei
	Pei
	C
	0..1
	This IE shall be present if supi and gpsi are not available.

	lcsServiceType
	LcsServiceType
	O
	0..1
	This IE contains the LCS service type for an external client.
(NOTE 1)

	ldrType
	LdrType
	C
	0..1
	This IE contains the type of LDR for a deferred location request. This IE shall be present when lcsLocation is set to "DEFERRED_LOCATION".

	hgmlcCallBackURI
	Uri
	C
	0..1
	This IE contains the callback URI of the H-GMLC. This IE shall be present when lcsLocation is set to "DEFERRED_LOCATION".

This IE shall also be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [42] clause 6.1.2.


	lirGmlcCallBackUri
	Uri
	C
	0..1
	This IE shall be present when the intermediateLocationInd IE is present with the value "true".

When present, this IE shall contain callback URI of the GMLC to receive the intermediate location reports.


	ldrReference
	LdrReference
	C
	0..1
	This IE contains the LDR Reference Number.
This IE shall be present when lcsLocation is set to "DEFERRED_LOCATION".

This IE shall be present for location service in PNI-NPN with signalling optimisation, as specified in 3GPP TS 23.273 [42] clause 6.1.2.

	lirReference
	LirReference
	C
	0..1
	This IE shall be present when the intermediateLocationInd IE is present with the value "true".

When present, this IE shall contain the LIR Reference Number for a multiple location request


	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	This IE contains information for periodic event reporting for a deferred location request. This IE shall be present when ldrType is set to "PERIODIC". 

	areaEventInfo
	AreaEventInfo
	C
	0..1
	This IE contains information for area event reporting for a deferred location request. This IE shall be present when ldrType is set to "ENTERING_INTO_AREA", "LEAVING_FROM_AREA" or "BEING_INSIDE_AREA".

	motionEventInfo
	MotionEventInfo
	C
	0..1
	This IE contains information for motion event reporting for a deferred location request. This IE shall be present when ldrType is set to "MOTION".

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	This IE provides the external LCS client identification (e.g. the name of the LCS client).
(NOTE 1)

	afID
	NfInstanceId
	O
	0..1
	This IE provides the identification of an AF that initiated the location request.
(NOTE 1)

	codeWord
	CodeWord
	O
	0..1
	This IE provides a codeword for a location request which is provided by an external Client or AF and is sent to and verified by a target UE as part of privacy verification.
(NOTE 1)

	uePrivacyRequirements
	UePrivacyRequirements
	O
	0..1
	If present, the IE provides the indication of location related notification or verification for the target UE, the indication of codeword check in UE

	scheduledLocTime
	DateTime
	O
	0..1
	If present, the IE provides the scheduled UTC time that the UE needs to be located.

	reliableLocReq
	boolean
	C
	0..1
	This IE shall be included with the value "true" to indicate that reliable UE location information is required, as specified in 3GPP TS 33.256 [57] clause 5.3.2.

When present, this IE shall be set as following:
- true: the reliable UE location information is required
- false (default): the reliable UE location information is not required

	intermediateLocationInd
	boolean
	C
	0..1
	This IE shall be present with the value "true" to indicate the acceptance of intermediate location responses for the NF consumer (i.e., the GMLC), during a 5GC-MT-LR multiple location procedure for the regulatory location service (see clause 6.1.3 and clause 6.10.4 of 3GPP TS 23.273 [42]).

When present, this IE shall indicate the acceptance of intermediate location response at the NF consumer:
- true: intermediate location response acceptable
- false (default): intermediate location response not acceptable


	maxRespTime
	DurationSec
	C
	0..1
	This IE shall be present when the intermediateLocationInd IE is present with the value "true".

When present, this IE shall contain the maximum response time for the NF consumer to receive the FINAL location response.

The AMF may overwrite the maximum response time when passing it to the LMF, e.g., to avoid timeout of the HTTP service request.


	ueUnawareInd
	boolean
	C
	0..1
	This IE shall be included and set to "true", if the UE Unaware Positioning is required, as specified in clause 6.1.1 of 3GPP TS 23.273 [42].

Presence of this IE with false value shall be prohibited.

	lpHapType
	LpHapType
	C
	0..1
	This IE shall be included and set to "LOW_POW_HIGH_ACCU_POS" to request low power and high accuracy positioning, as specified in clause 6.1.2 of 3GPP TS 23.273 [42].

	evtRptAllowedAreas
	array(ReportingArea)
	O
	1..250
	If present, this IE shall contain the list of event report allowed areas, where UE is allowed to generate and send the event report to network during the deferred 5GC-MT-LR procedure for UE power saving purpose.

	reportingInd
	ReportingInd
	O
	0..1
	This IE may be present if the evtRptAllowedAreas is present.

When present, this IE shall indicate whether the UE is allowed to generate and send the reports inside or outside the event report allowed areas:
-	Inside reporting (default)
-	Outside reporting
(see 3GPP TS 23.273 [42] clause 5.14 and 6.3.1)

	integrityRequirements
	IntegrityRequirements
	O
	0..1
	When present, this IE shall indicate the integrity requirements.

	upLocRepInfoAf
	UpLocRepInfoAf
	C
	0..1
	This IE shall be present if the request is for the location reporting over user plane.
When present, the IE may include additional information for the location reporting over user plane.

	mappedQoSEps
	MappedLocationQoSEps
	C
	0..1
	This IE may only be present if the Multiple QoS Class is indicated in the locationQoS IE.

When present, this IE shall indicate the mapped Location QoS applicable to EPS ("BEST_EFFORT" or "ASSURED") based on the Multiple Location QoS (see clause 6.19 of 3GPP TS 23.273 [42]).

	NOTE 1:	At least one of these IEs should be present when uePrivacyCallSessionUnrelatedClass indicates notification and/or verification for the target UE.
NOTE 2:	If the lcsLocation IE is set to value "NOTIFICATION_VERIFICATION_ONLY", then the lcsServiceAuthInfo attribute in the uePrivacyRequirements IE, if present, shall be set to either "NOTIFICATION_ONLY" or "NOTIFICATION_AND_VERIFICATION_ONLY".
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6.4.6.2.3	Type: ProvidePosInfo
Table 6.4.6.2.3-1: Definition of type ProvidePosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locationEstimate
	GeographicArea
	O
	0..1
	If present, this IE shall contain an estimate of the location of the UE in universal coordinates and the accuracy of the estimate.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	If present, this IE shall contain an indication of whether the requested accuracy (as indicated in the LcsQoS in the request message) was fulfilled or not.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	If present, this IE shall contain an indication of how long ago the location estimate was obtained.
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	If present, this IE shall contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	0..9
	If present, this IE shall indicate the usage of each non- GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	0..9
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	ecgi
	Ecgi
	O
	0..1
	If present, this IE shall contain the current EUTRAN cell location of the target UE as delivered by the 5G-AN.
	

	ncgi
	Ncgi
	O
	0..1
	If present, this IE shall contain the current NR cell location of the target UE as delivered by the 5G-AN.
	

	targetServingNode
	NfInstanceId
	O
	0..1
	If present, this IE shall contain the address of the target side serving node for intra-5GS handover of an IMS Emergency Call.
	

	targetMmeName
	DiameterIdentity
	C
	0..1
	This IE shall be present for handover of IMS emergency call to EPS, i.e. the target node is an MME.

This IE may also be present for a handover from 5GS to EPS.

When present, this IE shall indicate the Diameter host name of the target MME.
	

	targetMmeRealm
	DiameterIdentity
	C
	0..1
	This IE shall be present for handover of IMS emergency call to EPS, i.e. the target node is an MME.

This IE may also be present for a handover from 5GS to EPS.

When present, this IE shall indicate the Diameter realm of the target MME.
	

	utranSrvccInd
	boolean
	C
	0..1
	This IE shall be present with value "true" for 5G-SRVCC to 3GPP UTRAN of IMS emergency call, i.e. target node is an MSC.

When present, this IE shall be set for the following value:
[bookmark: _PERM_MCCTEMPBM_CRPT03410359___7]-	true: IMS emergency call handover to UTRAN
[bookmark: _PERM_MCCTEMPBM_CRPT03410360___7]-	false: No IMS emergency call handover to UTRAN

	

	civicAddress
	CivicAddress
	O
	0..1
	If present, this IE contains a location estimate for the target UE expressed as a Civic address.
	

	barometricPressure
	BarometricPressure
	O
	0..1
	If present, this IE contains the barometric pressure measurement as reported by the target UE.
	

	altitude
	Altitude
	O
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 
	

	servingLMFIdentification
	LMFIdentification
	O
	0..1
	If present, this IE contains the identification of a serving LMF for periodic or triggered location
	

	locationPrivacyVerResult
	LocationPrivacyVerResult
	O
	0..1
	If present, this IE contains the result of location privacy verification by UE (NOTE)
	

	achievedQos
	MinorLocationQoS
	C
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received from LMF.
	MUTIQOS

	directReportInd
	boolean
	C
	0..1
	When present, this IE shall be set for the following value:
-	true: location determination will be sent by LMF to GMLC directly
-	false (default): location determination will not be sent by LMF to GMLC directly
This IE shall be present if received from LMF.
	

	acceptedPeriodicEventInfo
	PeriodicEventInfo
	C
	0..1
	This IE shall be present if received from LMF.

When present, this IE shall provide the accepted periodic event reporting information.

	

	haGnssMetrics
	HighAccuracyGnssMetrics
	C
	0..1
	This IE should be included when received from LMF.

When present, this IE shall indicate the high accuracy GNSS metrics for the location estimate.

	

	indoorOutdoorInd
	IndoorOutdoorInd
	O
	0..1
	When present, this IE shall indicate whether the UE is indoor or outdoor.
	

	losNlosMeasureInd

	LosNlosMeasureInd
	O
	0..1
	When present, this IE shall indicate whether LOS measurement or NLOS measurement is used.
	

	losNlosMeasureInd
	LosNlosMeasureInd
	O
	0..1
	When present, this IE shall indicate whether LOS measurement or NLOS measurement is used.
	

	relatedApplicationlayerId
	ApplicationlayerId
	O
	0..1
	Identifies the application layer ID of the related UE for ranging and sidelink positioning, such as located UE, reference UE, etc.
	Ranging_SL

	rangeDirectiondistanceDirection
	RangeDirection
	O
	0..1
	When present, this IE identifies a range distance and direction from a point A to a point B, comprising a range disctance from point A to point B, an azimuth direction from point A to point B and an elevation direction from point A to point B.
	Ranging_SL

	2dRelativeLocation
	2DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 2D location with uncertainty ellipse, characterised by a point described in 2D local co-ordinates with origin corresponding to another known point, distances r1 and r2 and an angle of orientation A.
	Ranging_SL

	3dRelativeLocation
	3DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 3D location with uncertainty ellipsoid, characterised by a point described in 3D local co-ordinates with origin corresponding to another known point, distances r1 (the "semi-major uncertainty"), r2 (the "semi-minor uncertainty") and r3 (the "vertical uncertainty") and an angle of orientation A (the "angle of the major axis").
	Ranging_SL

	relativeVelocity
	VelocityEstimate
	O
	0..1
	When present, this IE identifies UE velocity relative to the UE identified with relatedApplicationlayerId.
	Ranging_SL

	NOTE:	The IE may be included to indicate the result of location privacy verification by UE to (H)GMLC when a location request with notification and privacy verification only indication is sent to the serving AMF by (H)GMLC during location request procedure.
	





[bookmark: _Toc25156599][bookmark: _Toc34124904][bookmark: _Toc43208039][bookmark: _Toc49857506][bookmark: _Toc56677351][bookmark: _Toc56691874][bookmark: _Toc56699138][bookmark: _Toc89035411][bookmark: _Toc89065209][bookmark: _Toc89180508][bookmark: _Toc97072201][bookmark: _Toc120051606][bookmark: _Toc153870185]* * * Next Change * * * *
6.4.6.2.4	Type: NotifiedPosInfo
Table 6.4.6.2.4-1: Definition of type NotifiedPosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locationEvent
	LocationEvent
	M
	1
	This IE shall contain the type of event that caused the location procedure to be initiated.
	

	supi
	Supi
	C
	0..1
	This IE shall contain the SUPI if available (see NOTE 1).
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall contain the GPSI if available (see NOTE 1).
	

	pei
	Pei
	C
	0..1
	This IE shall contain the PEI if available (see NOTE 1).
	

	locationEstimate
	GeographicArea
	O
	0..1
	If present, this IE shall contain an estimate of the location of the UE in universal coordinates and the accuracy of the estimate.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	If present, this IE shall contain an indication of how long ago the location estimate was obtained.
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	If present, this IE shall contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	0..9
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	0..9
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	ecgi
	Ecgi
	O
	0..1
	If present, this IE shall contain the current EUTRAN cell location of the target UE as delivered by the 5G-AN.
	

	ncgi
	Ncgi
	O
	0..1
	If present, this IE shall contain the current NR cell location of the target UE as delivered by the 5G-AN.
	

	servingNode
	NfInstanceId
	O
	0..1
	If present, this IE shall contain the address of the serving node. For intra-5GS handover of an IMS Emergency Call, this IE shall contain the address of the target side serving node. For mobility of a UE with periodic or triggered location, this IE shall contain the address of the new serving node, if available.
	

	targetMmeName
	DiameterIdentity
	C
	0..1
	This IE shall be present for handover of IMS emergency call to EPS, i.e. the target node is an MME.

When present, this IE shall indicate the Diameter host name of the target MME.
	

	targetMmeRealm
	DiameterIdentity
	C
	0..1
	This IE shall be present for handover of IMS emergency call to EPS, i.e. the target node is an MME.

When present, this IE shall indicate the Diameter realm of the target MME.
	

	utranSrvccInd
	boolean
	C
	0..1
	This IE shall be present with value "true" for 5G-SRVCC to 3GPP UTRAN of IMS emergency call, i.e. target node is an MSC.

When present, this IE shall be set for the following value:
[bookmark: _PERM_MCCTEMPBM_CRPT03410405___7]true: IMS emergency call handover to UTRAN
[bookmark: _PERM_MCCTEMPBM_CRPT03410406___5]false: No IMS emergency call handover to UTRAN
	

	civicAddress
	CivicAddress
	O
	0..1
	If present, this IE contains a location estimate for the target UE expressed as a Civic address.
	

	barometricPressure
	BarometricPressure
	O
	0..1
	If present, this IE contains the barometric pressure measurement as reported by the target UE.
	

	altitude
	Altitude
	O
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
	

	hgmlcCallBackURI
	Uri
	C
	0..1
	This IE contains the callback URI of the H-GMLC
This IE shall be included for a locationEvent related to deferred location when the consumer NF is not the H-GMLC.
	

	ldrReference
	LdrReference
	C
	0..1
	This IE contains an LDR Reference.
This IE shall be included for a locationEvent related to deferred location.
	

	servingLMFIdentification
	LMFIdentification
	C
	0..1
	This IE contains the identification of a serving LMF and shall be included for a locationEvent related to deferred location with periodic or triggered location if a serving LMF is used.
	

	terminationCause
	TerminationCause
	C
	0..1
	This IE indicates a reason for termination and shall be included for a locationEvent related to deferred location if deferred location has been terminated.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received from LMF.
	MUTIQOS

	mscServerId
	E164Number
	O
	0..1
	This IE may be sent from AMF to GMLC, during a 5G-SRVCC handover from NG-RAN to UTRAN procedure.
When present, it shall contain the international E.164 number of the MSC Server selected by the MME_SRVCC.
	

	haGnssMetrics
	HighAccuracyGnssMetrics
	C
	0..1
	This IE should be included when received from LMF.

When present, this IE shall indicate the high accuracy GNSS metrics for the location estimate.

	

	indoorOutdoorInd
	IndoorOutdoorInd
	O
	0..1
	When present, this IE shall indicate whether the UE is indoor or outdoor.
	

	relatedApplicationlayerId
	ApplicationlayerId
	O
	0..1
	Identifies the application layer ID of the related UE for ranging and sidelink positioning, such as located UE, reference UE, etc.
	Ranging_SL

	rangeDirectiondistanceDirection
	RangeDirection
	O
	0..1
	When present, this IE identifies a range disctance and direction from a point A to a point B, comprising a range distance from point A to point B, an azimuth direction from point A to point B and an elevation direction from point A to point B.
	Ranging_SL

	2dRelativeLocation
	2DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 2D location with uncertainty ellipse, characterised by a point described in 2D local co-ordinates with origin corresponding to another known point, distances r1 and r2 and an angle of orientation A.
	Ranging_SL

	3dRelativeLocation
	3DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 3D location with uncertainty ellipsoid, characterised by a point described in 3D local co-ordinates with origin corresponding to another known point, distances r1 (the "semi-major uncertainty"), r2 (the "semi-minor uncertainty") and r3 (the "vertical uncertainty") and an angle of orientation A (the "angle of the major axis").
	Ranging_SL

	relativeVelocity
	VelocityEstimate
	O
	0..1
	When present, this IE identifies UE velocity relative to the UE identified with relatedApplicationlayerId.
	Ranging_SL

	NOTE 1:	At least one of these IEs shall be present in the message.
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openapi: 3.0.0

info:
  version: 1.3.0-alpha.5
  title: Namf_Location
  description: |
    AMF Location Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

[non-changing part skipped for clarity]
    ProvidePosInfo:
      description: Data within Provide Positioning Information Response
      type: object
      properties:
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        accuracyFulfilmentIndicator:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AccuracyFulfilmentIndicator'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        velocityEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        targetServingNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        targetMmeName:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        targetMmeRealm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        utranSrvccInd:
          type: boolean
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        barometricPressure:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/BarometricPressure'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        locationPrivacyVerResult:
          $ref: '#/components/schemas/LocationPrivacyVerResult'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        directReportInd:
          type: boolean
          default: false
        acceptedPeriodicEventInfo:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PeriodicEventInfo'
        haGnssMetrics:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/HighAccuracyGnssMetrics'
        indoorOutdoorInd:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/IndoorOutdoorInd'
        losNlosMeasureInd:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LosNlosMeasureInd'
        relatedApplicationlayerId:
          type: string
        rangeDirectiondistanceDirection:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/RangeDirection'
        2dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/2DRelativeLocation'
        3dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/3DRelativeLocation'
        relativeVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'

[non-changing part skipped for clarity]


    NotifiedPosInfoExt:
      description: Extended notified positioning information for UEs
      allOf:
        - $ref: '#/components/schemas/NotifiedPosInfo'
        - $ref: '#/components/schemas/AddNotifiedPosInfos'

    NotifiedPosInfo:
      description: Data within EventNotify notification
      type: object
      properties:
        locationEvent:
          $ref: '#/components/schemas/LocationEvent'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        locationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GeographicArea'
        localLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocalArea'
        ageOfLocationEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        velocityEstimate:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
        positioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/PositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        gnssPositioningDataList:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 0
          maxItems: 9
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        servingNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        targetMmeName:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        targetMmeRealm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        utranSrvccInd:
          type: boolean
        civicAddress:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CivicAddress'
        barometricPressure:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/BarometricPressure'
        altitude:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/Altitude'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LdrReference'
        servingLMFIdentification:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LMFIdentification'
        terminationCause:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/TerminationCause'
        achievedQos:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/MinorLocationQoS'
        mscServerId:
          $ref: 'TS29503_Nudm_UECM.yaml#/components/schemas/E164Number'
        haGnssMetrics:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/HighAccuracyGnssMetrics'
        indoorOutdoorInd:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/IndoorOutdoorInd'
        losNlosMeasureInd:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LosNlosMeasureInd'
        relatedApplicationlayerId:
          type: string
        rangeDirectiondistanceDirection:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/RangeDirection'
        2dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/2DRelativeLocation'
        3dRelativeLocation:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/3DRelativeLocation'
        relativeVelocity:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityEstimate'
      required:
        - locationEvent

[non-changing part skipped for clarity]

* * * End of Changes * * * *
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