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	Reason for change:
	According to the clause 4.10 in TS 23.316:

"A 5G-RG acting as a TNAP shall provide its TNAP ID to the TNGF nad the TNGF provides this TNAP ID as part of ULI (User Location Information) sent to the 5GC;"

And in clause 4.12a.2 of 3GPP TS 23.502:
In order to support usage of the TNAP identifier defined in TS 23.316 [53], when a 5G-RG acts as a TNAP, the W-5GAN may, as defined in clause 5.6.2 of TS 23.501 [2], provide the 5G RG civic address information in the TNAP identifier.
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5.4.4.62	Type: TnapId
Table 5.4.4.62-1: Definition of type TnapId
	Attribute name
	Data type
	P
	Cardinality
	Description

	ssId
	string
	C
	0..1
	This IE shall be present if the UE is accessing the 5GC via a trusted WLAN access network.
When present, it shall contain the SSID of the access point to which the UE is attached, that is received over NGAP, see IEEE Std 802.11-2012 [31].

	bssId
	string
	C
	0..1
	This IE shall be present if available and if the UE is accessing the 5GC via a trusted WLAN access network.
When present, it shall contain the BSSID of the access point to which the UE is attached, that is received over NGAP, see IEEE Std 802.11-2012 [31].

	civicAddress
	Bytes
	C
	0..1
	This IE shall be present if available and if the UE is accessing the 5GC via a trusted WLAN access network.
This IE shall also be present if the UE behind the 5G-RG is accessing the 5GC via a trusted WLAN access network.
When present, it shall contain the civic address information of the TNAP/5G-RG to which the UE is attached, including the Location-Information Attribute and / or Location-Data Attribute as defined in IETF RFC 5580 [40].
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