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* * * First Change * * * *

[bookmark: _Toc153890426]6.1.3.3.3.1	PATCH
This method updates an individual MBS distribution session resource in the MBSTF.
This method shall support the URI query parameters specified in table 6.1.3.3.3.1-1.
Table 6.1.3.3.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1..N
	List of changes to be made to the MBS session resource, according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.1.3.3.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	DistSession
	M
	1
	200 OK
	Upon success, a response body containing the updated representation of Distribution Session shall be returned

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the PATCH method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MBSTF (service) instance ID towards which the request is redirected



Table 6.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MBSTF (service) instance ID towards which the request is redirected



* * * Next Change * * * *

[bookmark: _Toc153890441]6.1.3.5.3.2	PATCH
This method updates an individual subscription resource for an MBS distribution session in the MBSTF with StatusSubscribe service operation for the subscription update (see clause 5.2.2.6.3).
This method shall support the URI query parameters specified in table 6.1.3.5.3.2-1.
Table 6.1.3.5.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.5.3.2-2 and the response data structures and response codes specified in table 6.1.3.5.3.2-3.
Table 6.1.3.5.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)

	M
	1..N
	It shall contain the list of changes to be made to the Status Subscription (i.e. DistSessionSubscription data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.1.3.5.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	DistSessionSubscription
	M
	1
	200 OK
	Upon success, a response body shall be returned containing the updated Status Subscription.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.5.3.2-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.1.3.5.3.2-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.1.3.5.3.2-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MBSTF (service) instance ID towards which the request is redirected



Table 6.1.3.5.3.2-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MBSTF or MBSTF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MBSTF (service) instance ID towards which the request is redirected




* * * End of Changes * * * *
