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* * * First Change * * * *
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The structure of the custom operation URIs of the Ngmlc_Location service is shown in Figure 6.1.3.1-1.


Figure 6.1.3.1-1: Custom operation URI structure of the Ngmlc_Location API
Table 6.1.3.1-1 provides an overview of the custom operations and applicable HTTP methods.
Table 6.1.3.1-1: Custom operations
	Custom operation URI
	Mapped HTTP method
	Description

	{apiRoot}/ngmlc-loc/<apiVersion>/provide-location
	POST
	Request or Subscribe the geodetic and optionally local and/or civic location of a target UE or a target group of UEs

	{apiRoot}/ngmlc-loc/<apiVersion>/cancel-location
	POST
	Cancel an on-going periodic or triggered location request of a target UE or a target group of UEs

	{apiRoot}/ngmlc-loc/<apiVersion>/location-update
	POST
	Enable the NF consumer to update UE location information towards the GMLC

	{apiRoot}/ngmlc-loc/<apiVersion>/loc-update-subs
	POST
	Enable a NF service consumer (e.g. NEF) to subscribe to UE location information



NOTE:	The Custom operation URI above are deviating from the URI Path Segment Naming Conventions defined in clause 5.1.3.2 of 3GPP TS 29.501 [5], but they are not changed to maintain backwards compatibility.


 * * End of Changes * * * *
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