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C2 General

[bookmark: _Toc24986285][bookmark: _Toc34205713][bookmark: _Toc39061897][bookmark: _Toc43277139][bookmark: _Toc49847469][bookmark: _Toc56419444][bookmark: _Toc112683250][bookmark: _Toc153887876]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
c-SEPP: The SEPP that is present on the NF service consumer side is called the c-SEPP.
p-SEPP: The SEPP that is present on the NF service producer side is called the p-SEPP.
NOTE:	For the purpose of N32-c procedures, the two interacting SEPPs are called "initiating" SEPP and "responding" SEPP. The c-SEPP and p-SEPP terminology is not used in this specification though it is used in 3GPP TS 33.501 [6].
c-IPX: The IPX on the NF service consumer side.
p-IPX: The IPX of the NF service producer side.
N32-c context: This context is set up at the SEPP after the Security Capability Exchange procedure is finalized. It defines the security capability that is mutually agreed and effective for both the cSEPP and the pSEPP.
Roaming Hub: A type of Roaming Intermediary; as defined by GSMA (see clause 3.1 of 3GPP TS 33.501 [6]).
Roaming Intermediary: an entity that provides roaming related services (see clause 3.1 of 3GPP TS 33.501 [6]).
* * * Next Change * * * *
5.5	Support of Roaming Intermediaries
[bookmark: _Toc153887920]5.5.1	General
Roaming services providers provide the technical and commercial means to facilitate the deployment and operation of roaming services between a client operator and a set of selected connected operators (see clause 6.45 of 3GPP TS 22.261 [28]).
The communication between two SEPPs may go viapass up to two Roaming Intermediaries. The changes made by Roaming Intermediaries to messages originated by a SEPP, based on the originating PLMNs policy, shall be identifiable by the receiving SEPP.
NOTE:	In this release of the specification, Roaming Intermediary refers to Roaming Hub, only.
* * * End of Changes * * * *

