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	Reason for change:
	According to stage-2 (3GPP TS 23.502, clause 4.15.10):

9. The NEF interacts with UDM to retrieve the AF specific UE Identifier via the Nudm_SDM_Get service operation. The request message includes SUPI and at least one of Application Port ID, MTC Provider Information or AF Identifier.

10.	The UDM responds to the NEF with an AF specific UE Identifier represented as an External Identifier for the UE which is uniquely associated with the Application Port ID, MTC provider Information and/or AF Identifier.

This is correctly supported by the Nudm_SDM API in 3GPP TS 29.503.

However, the UDR API does not allow the UDM to retrieve the AF-specific ID (GPSI) when the UDM receives from NEF the MTC Provider information or the AF identifier (only the Application Port ID is supported in the UDR API).


	
	

	Summary of change:
	Add 2 new map attributes:
- afIdGpsis: containing an AF-specific GPSI for each AF identifier
- mtcProviderGpsis: containing an AF-specific GPSI for each MTC Provider


	
	

	Consequences if not approved:
	It is not possible for the UDM to provide the NEF with AF-specific identifiers, as required by stage-2.
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	Other comments:
	This CR introduces backwards-compatible new features, with impacts on the following APIs:
- TS29504_Nudr_DR.yaml
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Table 5.4.2.7-1: Definition of type IdentityData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supiList
	array(Supi)
	C
	1..N
	Supi list corresponding to the provided gpsi ueId.

	gpsiList
	array(Gpsi)
	C
	1..N
	Gpsi list corresponding to the provided supi ueId.
Zero or one MSISDN and/or zero or more external Identifiers may be included.

	allowedAfIds
	array(string)
	O
	1..N
	A list of Application Function Identifiers authorized to retrieve this Identities lists. The absence of this IE indicates that any AF is allowed to retrieve them.

	applicationPortIds
	map(Gpsi)
	O
	1..N
	A map (list of key-value pairs where AppPortId serves as key) of GPSIs.

	afIdGpsis
	map(Gpsi)
	O
	1..N
	A map (list of key-value pairs where AF ID serves as key) of GPSIs.

See "af-id" in 3GPP TS 29.503 [6], Table 6.1.3.12.3.1-1.

	mtcProviderGpsis
	map(Gpsi)
	O
	1..N
	A map (list of key-value pairs where MTC Provider Information serves as key) of GPSIs.

See "mtc-provider-info" in 3GPP TS 29.503 [6], Table 6.1.3.12.3.1-1)
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A.2	Nudr_DataRepository API for Subscription Data

(… text not shown for clarity …)


    IdentityData:
      description: Identity data corresponds to the provided ueId.
      type: object
      properties:
        supiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        gpsiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        allowedAfIds:
          type: array
          items:
            type: string
          minItems: 1
        applicationPortIds:
          description: A map (list of key-value pairs where AppPortId serves as key) of GPSIs.
          type: object
          additionalProperties:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minProperties: 1
        afIdGpsis:
          description: >
            A map (list of key-value pairs where AF ID serves as key) of GPSIs.
          type: object
          additionalProperties:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minProperties: 1
        mtcProviderGpsis:
          description: >
            A map (list of key-value pairs where MTC Provider Information serves as key)
            of GPSIs.
          type: object
          additionalProperties:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minProperties: 1


(… text not shown for clarity …)
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