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	Reason for change:
	AppPortId data type is defined as a JSON object.

When such object is used as a key of a map, it needs to be marshalled into a string.


	
	

	Summary of change:
	Define a string-based format for AppPortId. 


	
	

	Consequences if not approved:
	It is not possible to create a map using AppPortId as key, in an interoperable way.


	
	

	Clauses affected:
	6.1.6.2.41

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not introduce any changes on OpenAPI descriptions.

	
	

	This CR's revision history:
	




[bookmark: _Toc19702505][bookmark: _Toc27751666][bookmark: _Toc35971752][bookmark: _Toc35976001][bookmark: _Toc44849458][bookmark: _Toc51853100][bookmark: _Toc51859773][bookmark: _Toc136254991][bookmark: _Hlk117416929]* * * First Change * * * *
[bookmark: _Toc27585271][bookmark: _Toc36457237][bookmark: _Toc45028131][bookmark: _Toc45028966][bookmark: _Toc67681725][bookmark: _Toc153805692]6.1.6.2.41	Type: AppPortId
Table 6.1.6.2.41-1: Definition of type AppPortId
	Attribute name
	Data type
	P
	Cardinality
	Description

	destinationPort
	Uint16
	O
	0..1
	Indicates the receiving port of application in the receving device or AF.

	originatorPort
	Uint16
	O
	0..1
	Indicates the sending port of application in sending device.



When this data type is used as a key of a map structure, it shall be formatted as a string, according to the following rules:
-	The string shall consist of the decimal value of "destinationPort" attribute, followed by the separator character ":" (COLON, U+003A), followed by the decimal value of "originatorPort" attribute
-	Each decimal value shall consist of 1 to 5 decimal digits, and no leading zeros shall be allowed
-	If any of the attributes is absent, the character "-" (HYPHEN-MINUS, U+002D) shall be used as the value of such attribute

EXAMPLES:
1)	JSON object:
{ "destinationPort": 8000, "originatorPort": 4000 }

shall be formatted as "8000:4000"
2)	JSON object:
{ "destinationPort": 0765 }

shall be formatted as "765:-"
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