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	There is the following EN for L2 U2U:
Editor’s note:	Further details for 5G ProSe layer-2 UE-to-UE relay and whether it is impacted by the forwarding of the messages of 5G ProSe direct link authentication procedure and 5G ProSe direct link security mode control procedure are FFS.
Based on TS 23.304, the PC5-S messages for end UEs are transmitted as same as the direct communication for Non-relay case. So the direct link authentication and SMC are transmitted as normal PC5-S. No specail handling is needed. 


[bookmark: _CRFigure6_1_1_8_11]Figure 6.1.1.8.1-1: End-to-End Control Plane protocol stacks using a 5G ProSe Layer-2 UE-to-UE Relay
Considering stage 2 has been frozen for long time and Rel-18 will be frozen in March, there will be no further stage 2 requirement for L2 U2U.
Therefore, this EN can be removed.
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***** First change *****
[bookmark: _Toc155372156][bookmark: _Toc115079250]8a.2.6	Security procedures for 5G ProSe layer-2 end UEs
The security establishment between the source 5G ProSe layer-2 end UE and the target 5G ProSe layer-2 end UE via a 5G ProSe layer-2 UE-to-UE relay UE reuses the 5G ProSe direct link authentication procedure described in clause 7.2.12 and the 5G ProSe direct link security mode control procedure described in clause 7.2.10. The security establishment between the source 5G ProSe layer-2 end UE and the target 5G ProSe layer-2 end UE via a 5G ProSe layer-2 UE-to-UE relay UE happens after the 5G ProSe direct link establishment between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE and the 5G ProSe direct link establishment between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE.
[bookmark: _Toc155372157]Editor’s note:	Further details for 5G ProSe layer-2 UE-to-UE relay and whether it is impacted by the forwarding of the messages of 5G ProSe direct link authentication procedure and 5G ProSe direct link security mode control procedure are FFS.
***** End of changes *****
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