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	Reason for change:
	The following EN:

Editor's note:	If the source 5G ProSe UE-to-network relay is a 5G ProSe layer-2 UE-to-network relay, the procedure is FFS and will be aligned with RAN2 specification.

can now be resolved, since stage-2 spec TS 23.304 states the following in clause 6.5.5.2:

Procedure on Path switching between two 5G ProSe Layer-2 UE-to-Network Relays is specified in TS 38.300 [12].

Hence same RAN2 reference can be added into stage-3 spec.


	
	

	Summary of change:
	Resolving the EN by referring to the RAN2 spec where the path switching between two 5G ProSe Layer-2 UE-to-Network Relays is specified.

	
	

	Consequences if not approved:
	EN stays unresolved.
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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc155372108]8.2.13.5	Path switching to 5G ProSe layer-2 UE-to-network relay
If a 5G ProSe layer-2 UE-to-network relay is selected as the target 5G ProSe UE-to-network relay UE, the 5G ProSe remote UE shall perform the procedure of 5G ProSe communication via 5G ProSe layer-2 UE-to-network relay as specified in clause 6.5.2 of 3GPP TS 23.304 [2] with following additions:
a)	if the source 5G ProSe UE-to-network relay UE is a 5G ProSe layer-3 UE-to-network relay with N3IWF, the 5G ProSe remote UE shall perform handover of a PDU session procedure from untrusted non-3GPP to 3GPP access as specified in clause 4.9.2.1 of 3GPP TS 23.502 [51];
b)	if the source 5G ProSe UE-to-network relay UE is a 5G ProSe layer-3 UE-to-network relay without N3IWF, the service continuity support is used by the application layer procedures which is out of scope of the present specification; or
c)	if the source 5G ProSe UE-to-network relay UE is a 5G ProSe layer-2 UE-to-network relay, the procedure for path switching is specified in 3GPP TS 38.300 [21].
Editor's note:	If the source 5G ProSe UE-to-network relay is a 5G ProSe layer-2 UE-to-network relay, the procedure is FFS and will be aligned with RAN2 specification.
***** End of changes *****

