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	In the subclauses 4.23.3 and 4.23.4, the following paragraph appears redundantly.

The NAS timer value obtained is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure, and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.
It is confusing since two paragraphs are identical, while each one is applicable for the UE and the network, respectively.
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[bookmark: _Toc20232700]***** First change *****
[bookmark: _Toc155372180]4.23.3	5GS mobility management via a satellite NG-RAN cell
For 5GS mobility management via a satellite NG-RAN cell the UE shall apply the value of the applicable NAS timer indicated in table 10.2.1 for access via a satellite NG-RAN cell.
NOTE 1:	The applied NAS timer values are based on the current satellite NG-RAN access RAT type determined based on information from lower layers.
The NAS timer value obtained by the UE is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure, and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.
The access via a satellite NG-RAN cell by a UE is indicated to the AMF by lower layers and shall be stored by the AMF. When an AMF that supports access via satellite NG-RAN cells performs NAS signalling with a UE via satellite NG-RAN cells, the AMF shall calculate the value of the applicable NAS timer indicated in table 10.2.2 for access via a satellite NG-RAN cell.
NOTE 2:	The applied NAS timer values are based on the current satellite NG-RAN access RAT type determined based on information from lower layers.
The NAS timer value obtained by the network is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.

***** Next change *****
[bookmark: _Toc155372181]4.23.4	5GS session management via a satellite NG-RAN cell
For 5GS session management via a satellite NG-RAN cell the UE shall apply the value of the applicable NAS timer indicated in table 10.2.1 for access via a satellite NG-RAN cell.
NOTE 1:	The applied NAS timer values are based on the current satellite NG-RAN access RAT type determined based on information from lower layers.
The NAS timer value obtained by the UE is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure, and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.
If the use of extended NAS timer for access via a satellite NG-RAN cell is indicated by the AMF (see 3GPP TS 23.501 [8] and 3GPP TS 23.502 [9]), the SMF shall calculate the value of the applicable NAS timer indicated in table 10.3.2 for access via a satellite NG-RAN cell.
The NAS timer value obtained by the network is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.

***** End change *****
