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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.301
	3982
	2
	Rel-18
	Addition of Unavailability information IE in TAU request
	F
	18.5.0
	CT1#147
	C1-241748
	Ericsson, Qualcomm Incorporated
	5GSAT_Ph2
	8.2.29.1, 8.2.29.x2 (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	3984
	3
	Rel-18
	Handling of unavailability period in the attach procedure
	C
	18.5.0
	CT1#147
	C1-241832
	Qualcomm Incorporated
	5GSAT_Ph2
	4.11.4, 5.5.1.2.4, 8.2.1.1, 8.2.1.x (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	3993
	-
	Rel-18
	Consideration of discontinuous coverage maximum time offset while leaving coverage
	F
	18.5.0
	CT1#147
	C1-240928
	Samsung
	5GSAT_Ph2
	4.11.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	3995
	2
	Rel-18
	Addition of start of unavailability period to Unavailability configuration IE.
	B
	18.5.0
	CT1#147
	C1-241830
	Huawei, HiSilicon, Ericsson
	5GSAT_Ph2
	4.11.4, 5.5.3.2.4, 9.9.3.70
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	3996
	-
	Rel-18
	Correction to determination of periodic timer, mobile reachable timer based on UP and start of UP
	F
	18.5.0
	CT1#147
	C1-240987
	Huawei, HiSilicon
	5GSAT_Ph2
	5.5.3.2.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	3997
	1
	Rel-18
	Clarification that the MME adjusts different timers based on UP duration and start time.
	F
	18.5.0
	CT1#147
	C1-241333
	Huawei, HiSilicon
	5GSAT_Ph2
	
	

	24.301
	3998
	1
	Rel-18
	Correction to the name of the IE and some editorial corrections
	F
	18.5.0
	CT1#147
	C1-241332
	Huawei, HiSilicon / Vishnu
	5GSAT_Ph2
	5.5.3.2.4, 8.2.26.33
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	4001
	-
	Rel-18
	Clariification that the NAS signalling connection is released only when start of UP is not provided
	F
	18.5.0
	CT1#147
	C1-241036
	Huawei, HiSilicon / Vishnu
	5GSAT_Ph2
	
	

	24.301
	4006
	-
	Rel-18
	Correction that the TAU request is from the UE
	F
	18.5.0
	CT1#147
	C1-241065
	Huawei, HiSilicon
	5GSAT_Ph2
	4.11.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	4008
	1
	Rel-18
	Moving the NAS timer handling from the general section to Extended DC section
	F
	18.5.0
	CT1#147
	C1-241335
	Huawei, HiSilicon / Vishnu
	5GSAT_Ph2
	4.11.1, 4.11.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.301
	4009
	2
	Rel-18
	Updates for TAU needed after unavailability period duration
	B
	18.5.0
	CT1#147
	C1-241768
	Huawei, HiSilicon / Vishnu
	5GSAT_Ph2
	
	

	24.301
	4012
	1
	Rel-18
	Addition of Unavailability configuration IE in TAU accept
	B
	18.5.0
	CT1#147
	C1-241749
	Qualcomm Incorporated
	5GSAT_Ph2
	8.2.26.1, 8.2.26.x (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5928
	6
	Rel-18
	Clarification on the unavailability period
	F
	18.5.0
	CT1#147
	C1-241833
	CATT
	5GSAT_Ph2
	5.3.26, 5.5.1.3.4
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5981
	2
	Rel-18
	Handling of unavailability period in the initial registration procedure
	C
	18.5.0
	CT1#147
	C1-241750
	Qualcomm Incorporated
	5GSAT_Ph2
	5.3.26, 5.5.1.2.4, 8.2.7.59
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6001
	1
	Rel-18
	Handling NOTIFICATION when UE unavailable
	B
	18.5.0
	CT1#147
	C1-241326
	MediaTek Inc.
	5GSAT_Ph2
	5.3.26, 5.6.3.1, 5.6.3.2, 5.6.3.5
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6024
	1
	Rel-18
	Correction to the term and reference
	F
	18.5.0
	CT1#147
	C1-241261
	LG Electronics
	5GSAT_Ph2
	5.5.1.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6054
	2
	Rel-18
	Conditions for stopping discontinuous coverage maximum time offset timer and storing discontinuous coverage maximum time offset.
	F
	18.5.0
	CT1#147
	C1-241767
	Samsung
	5GSAT_Ph2
	5.3.26
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6066
	2
	Rel-18
	Addition of start of unavailability configuration from the NW to the UE
	B
	18.5.0
	CT1#147
	C1-241831
	Huawei, HiSilicon, Ericsson
	5GSAT_Ph2
	5.3.26, 5.5.1.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6098
	1
	Rel-18
	Clarification on the periodic registration update timer
	F
	18.5.0
	CT1#147
	C1-241338
	CATT
	5GSAT_Ph2
	5.5.1.3.4
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6099
	2
	Rel-18
	Clarification on the unavailability period duration
	F
	18.5.0
	CT1#147
	C1-241796
	CATT
	5GSAT_Ph2
	5.3.26
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6104
	1
	Rel-18
	Clarification on NAS timer value handling for satellite NG-RAN access
	D
	18.5.0
	CT1#147
	C1-241340
	Google Inc.
	5GSAT_Ph2
	
	

	24.501
	6114
	-
	Rel-18
	Correction to encoding of unavailability configuration
	F
	18.5.0
	CT1#147
	C1-241165
	Huawei, HiSilicon
	SUECR, 5GSAT_Ph2
	9.11.2.19, 9.11.2.20, 9.11.2.21, 9.11.3.108
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	6115
	4
	Rel-18
	Corrction on support for unavailability period
	F
	18.5.0
	CT1#147
	C1-241834
	China Telecom
	5GSAT_Ph2
	5.3.26, 5.5.2.2.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 


