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	Reason for change:
	The following is specified in clause 5.3.0 of TS 24.193, for the MA PDU connectivity case when PDN connection is established over 3GPP access network :

NOTE:	The PDN connection established as a user plane resource of an MA PDU session is not applicable for CIoT EPS optimizations in this release of specification.

Similar NOTE shall apply for MA PDU connectivity when the PDN connection is established over untrusted non-3GPP access network, i.e. CIoT EPS optimizations is not applicable in that case as well. Hence this needs to be clarified in the spec.

It is worth to note that, the origin of this behaviour is what is stated in clause 4.12 in TS 24.501 as following:

NOTE:	MA PDU session is not applicable for CIoT 5GS optimization in this release of specification.


	
	

	Summary of change:
	Clarifying that CIoT EPS optimizations is not applicable for MA PDU connectivity case when the PDN connection is established over untrusted non-3GPP access network.

	
	

	Consequences if not approved:
	No clarity whether CIoT EPS optimizations is applicable or not for MA PDU connectivity case when the PDN connection is established over untrusted non-3GPP access network
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[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc155182811]5.3a.1	General
If the UE supports MA PDU session and procedures for PDN connection establishment over untrusted non-3GPP access network as specified in 3GPP TS 24.302 [17], then the UE shall also support handling as described in clause 5.3a.2 and clause 5.3a.3.
NOTE:	The PDN connection established over untrusted non-3GPP access network as a user-plane resource of an MA PDU session is not applicable for CIoT EPS optimizations in this release of the specification.
***** End of changes *****

