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[bookmark: _Toc20152349][bookmark: _Toc27495014][bookmark: _Toc36108482][bookmark: _Toc45194270][bookmark: _Toc106833453]/**************************************** First change ****************************************/
[bookmark: _Toc20157067][bookmark: _Toc27502263][bookmark: _Toc45212431][bookmark: _Toc51933749][bookmark: _Toc146247653]8.3.3.7	Inviting MCPTT User Identity field
The Inviting MCPTT User Identity field contains the MCPTT ID identifying the inviting MCPTT user.
Table 8.3.3.7-1 describes the coding of the Inviting MCPTT User Identity field.
Table 8.3.3.7-1: Inviting MCPTT User Identity field coding
[bookmark: _MCCTEMPBM_CRPT89410097___4]0                   1                   2                   3
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|Inviting MCPTT |Inviting MCPTT |Inviting MCPTT User Identity   |
|User Identity  |User Identity  |                               |
|field ID       |length         |                               |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+                               :
:                                             (Padding)         :
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

The <Inviting MCPTT User Identity field ID> value is a binary value and shall be set according to table 8.3.3.1-2.
The <Inviting MCPTT User Identity length> value is a binary value indicating the length in octets of the <Inviting MCPTT UserGroup Identity> value item except padding.
The <Inviting MCPTT User Identity> value contains the MCPTT ID of the inviting MCPTT user. The <Inviting MCPTT User Identity> value shall be coded as specified in the table 8.3.3.7-2. The MCPTT ID is specified in 3GPP TS 24.379 [2].
Table 8.3.3.7-2: ABNF syntax of string values of the <Inviting MCPTT User Identity> value
inviting-mcptt-user-identity = URI

If the length of the <Inviting MCPTT User Identity> value is not (2 + multiple of 4) bytes, the <Inviting MCPTT User Identity> value shall be padded to (2 + multiple of 4) bytes. The value of the padding bytes should be set to zero. The padding bytes shall be ignored.
/**************************************** Next change ****************************************/
[bookmark: _Toc146247658]8.3.4	Connect message
The Connect message is sent by the participating MCPTT function on the originating side to the MCPTT client to confirm the establishment of an MCPTT call or sent on the terminating side to initiate an MCPTT call. The Connect message is only used in the on-network mode and only sent over the unicast bearer.
Table 8.3.4-1 shows the content of the Connect message.
Table 8.3.4-1: Connect message
[bookmark: _MCCTEMPBM_CRPT89410101___4]0                   1                   2                   3  
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|V=2|P| Subtype |   PT=APP=204  |          Length               |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|               SSRC of participating MCPTT function            |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                          name=MCPC                            |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                   MCPTT Session Identity field                |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                    MCPTT Group Identity field                 |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                      Media Streams field                      |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                      Warning Text field                       |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                      Answer State field                       |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                 Inviting MCPTT User Identity field            |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|                       PCK I_MESSAGE field                     |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

With the exception of the three first 32-bit words the order of the fields are irrelevant.
Subtype:
The subtype shall be coded according to table 8.3.2-1.
Length:
The length shall be coded as specified in to clause 8.1.2.
SSRC:
The SSRC field shall carry the SSRC of the participating MCPTT function.
The SSRC field shall be coded as specified in IETF RFC 3550 [3].
MCPTT Session Identity:
The MCPTT Session Identity field is coded as described in clause 8.3.3.3.
MCPTT Group Identity:
The MCPTT Group Identity field is coded as described in clause 8.3.3.5.
Media Streams:
The Media Streams field is coded as described in clause 8.3.3.2.
Warning Text:
The Warning Text field is coded as described in clause 8.3.3.4.
Answer State:
The Answer State field is coded as described in clause 8.3.3.6.
When the Answer State field is not included the value "confirmed" shall be assumed.
Inviting MCPTT User Identity:
The Inviting MCPTT User Identity field is coded as described in clause 8.3.3.75.
When the inviting MCPTT user requested privacy, the <sip:anonymous@invalid.invalid> identity shall be used.
PCK I_MESSAGE:
The PCK I_MESSAGE is used to transport the PCK and PCK-ID for use in private call.
This field is used when the terminating participating MCPTT function sends the Connect message to the terminating client for a private call.



