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[bookmark: _Toc20157034][bookmark: _Toc27502230][bookmark: _Toc45212398][bookmark: _Toc51933716][bookmark: _Toc154496806]8.2.3.15	Floor Indicator field
The Floor Indicator contains additional information about a received floor control message.
Table 8.2.3.15-1 describes the coding of the Floor Indicator field.
Table 8.2.3.15-1: Floor Indicator field coding
[bookmark: _MCCTEMPBM_CRPT89410023___4]0                   1                   2                   3
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|Floor Indicator|Floor Indicator|Floor Indicator value          |
|field ID value |Length value   |                               |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

The <Floor Indicator field ID> value is a binary value and is set according to table 8.2.3.1-2.
The <Floor Indicator Length> value is a binary value and has the value '2'.
The <Floor Indicator> value is a 16 bit bit-map named as shown in table 8.2.3.15-2:
Table 8.2.3.15-2: Floor Indicator bit marking
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|A|B|C|D|E|F|G|H|I|J|K|L|M|N|O|P|
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

When set to 1, the bit has the following meaning:
A	=	Normal call
B	=	Broadcast group call
C	=	System call
D	=	Emergency call
E	=	Imminent peril call
F	=	Queueing supported
G	=	Dual floor
H	=	Temporary group call (NOTE 2)
I	=	Multi-talker

NOTE 1:	The indicators A, B, C, D and E are only informative. There are no procedures specified for the A, B, C, D and E indicators in this release of the present document but they can be used to provide information to the user about type of call.
NOTE 2:	An MCPTT group call is a temporary group session when the <on-network-temporary> element is present in the <list-service> element as specified in 3GPP TS 24.481 [12].
Bits J to P are reserved for future use and are set to 0.
To provide information to the user about the type of call, the corresponding bit that indicates the type of call is only set. There can be more than one bit set to 1 at the same time if the call supports other functionalities such as Queueing supported, Dual floor and Multi-talker. 

The local policy in the floor control server decides which combinations are possible and the priority of the indications.
	
* * * End of Changes * * *




