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* * * First Change * * * *
[bookmark: _Toc525231403][bookmark: _Toc59198803][bookmark: _Toc59199394][bookmark: _Toc155372461][bookmark: _GoBack]11.2.1	ProSe direct discovery PC5 message type
This parameter is used to indicate the type of ProSe direct discovery message over PC5 interface.
This parameter is coded as shown in figure 11.2.1.1 and table 11.2.1.1.
The ProSe direct discovery PC5 message type is a type 1 information element, with the length of 1 octet.
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	Discovery type
	Content type
	Discovery model
	octet 1

	
	
	
	


[bookmark: _CRFigure11_2_1_1]Figure 11.2.1.1: ProSe direct discovery PC5 message type parameter
[bookmark: _CRTable11_2_1_1]Table 11.2.1.1: ProSe direct discovery PC5 message type parameter
	Discovery type value (octet 1):

	Bit

	8
	7
	
	
	

	0
	0
	
	
	Reserved

	0
	1
	
	
	Open discovery

	1
	0
	
	
	Restricted discovery

	1
	1
	
	
	Reserved

	

	Content type value (octet 1):

	Bit

	6
	5
	4
	3
	

	0
	0
	0
	0
	Announcement/response

	0
	0
	0
	1
	Solicitation

	0
	0
	1
	0
	UE-to-UE relay discovery announcement/UE-to-UE relay discovery response

	0
	0
	1
	1
	UE-to-UE relay discovery solicitation

	0
	1
	0
	0
	UE-to-network relay discovery announcement/UE-to-network relay discovery response

	0
	1
	0
	1
	UE-to-network relay discovery solicitation

	0
	1
	1
	0
	Group member discovery announcement/group member discovery response

	0
	1
	1
	1
	Group member discovery solicitation

	1
	0
	0
	0
	Relay discovery additional information

	1
	0
	0
	1
	Ranging and sidelink positioning UE discovery announcement/Ranging and sidelink positioning UE discovery response

	1
	0
	1
	0
	Ranging and sidelink positioning UE discovery solicitation

	1
	0
	1
	1
	Group member discovery announcement for ranging and sidelink positioning/group member discovery response for ranging and sidelink positioning

	1
	1
	0
	0
	Group member discovery solicitation for ranging and sidelink positioning

	
The other values are reserved.

	

	Discovery model value (octet 1):

	Bit

	2
	1
	
	
	

	0
	0
	
	
	Reserved

	0
	1
	
	
	Model A

	1
	0
	
	
	Model B

	1
	1
	
	
	Reserved


NOTE 1:	Content type '0000' (announce/response) is used for model A announcing and for model B discoveree operation.
NOTE 2:	Content type '0100' (UE-to-network relay discovery announcement or UE-to-network relay discovery response) is used for model A announcing and for model B discoveree operation.
NOTE 3:	Content type '0110' (group member discovery announcement or group member discovery response) is used for model A announcing and for model B discoveree operation.
NOTE 4:	Content type '1001' (ranging and sidelink positioning UE discovery announcement/Ranging and sidelink positioning UE discovery response) is used for model A announcing and for model B discoveree operation.
NOTE 5:	Content type '1011' (group member discovery announcement for ranging and sidelink positioning/group member discovery response for ranging and sidelink positioning) is used for model A announcing and for model B discoveree operation.

* * * End of Changes * * * *

