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[bookmark: _Toc146313195][…]
[bookmark: _Toc152151254]4.5.9	Definition of 5G-NR UICC
The values of the 5G-NR UICC are identical to the values of the Default UICC defined in clause 4.5.2 of the present document with the following exceptions:
[…]
***** start of changes *****
[bookmark: _Toc146299016]EF5GS3GPPNSC (5GS 3GPP Access NAS Security Context)
This file shall be available.
Logically:
Key Set Identifier KSIASME:					'07'	(no key available)
KAMF:											32 byte key, any value
Uplink NAS count:							'00'
Downlink NAS count:						'01'
Identifiers of selected NAS integrity
and encryption algorithms:				'01'
Identifiers of selected EPS NAS
integrity and encryption algorithms
for use after mobility to EPS:			'01'
Coding:
[bookmark: MCCQCTEMPBM_00000087]
	Byte:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	…
	B39

	Hex
	A0
	3437
	80
	01
	07
	81
	20
	xx
	…
	xx

	
	B40
	B41
	B42
	B43
	B44
	B45
	B46
	B47
	B48
	B49

	
	82
	04
	00
	00
	00
	00
	83
	04
	00
	00

	
	B50
	B51
	B52
	B53
	B54
	B55
	B56
	B57

	
	00
	01
	84
	01
	01
	85
	01
	01


[…]
***** next change *****
[bookmark: _Toc146299017]EF5GSN3GPPNSC (5GS non-3GPP Access NAS Security Context)
This file shall be available.
Logically:
Key Set Identifier KSIASME:					'07'	(no key available)
KAMF:											32 byte key, any value
Uplink NAS count:							'00'
Downlink NAS count:						'01'
Identifiers of selected NAS integrity
and encryption algorithms:				'01'
Identifiers of selected EPS NAS
integrity and encryption algorithms
for use after mobility to EPS:			'01'
Coding:
[bookmark: MCCQCTEMPBM_00000088]
	Byte
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	…
	B39

	Hex
	A0
	3437
	80
	01
	07
	81
	20
	xx
	…
	xx

	
	B40
	B41
	B42
	B43
	B44
	B45
	B46
	B47
	B48
	B49

	
	82
	04
	00
	00
	00
	00
	83
	04
	00
	00

	
	B50
	B51
	B52
	B53
	B54
	B55
	B56
	B57

	
	00
	01
	84
	01
	01
	85
	01
	01


***** end of changes *****
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