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	Reason for change:
	According to the procedure description of event notification in 4.2.2.2, the support of QoSMonitoring feature is the condition of the support of EnQoSMon feature. Furthermore, QOS_MON event is only applicable to QoSMonitoring feature as defined in Table 5.6.3.3-1. Therefore, EnQoSMon feature has dependency on QoSMonitoring feature. This dependency needs to be indicated in Table 5.8-1.

In addition, XRM_5G feature needs to be removed.


	
	

	Summary of change:
	5.8 is updated to:
-remove XRM_5G feature.
-Indicate that EnQoSMon feature requires that QosMonitoring feature is supported.
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The optional features in table 5.8-1 are defined for the Nsmf_EventExposure API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 5.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	DownlinkDataDeliveryStatus
	This feature indicates support for the "Downlink data delivery status" event.

	2
	CommunicationFailure
	This feature indicates support for the "communication failure" event.

	3
	PduSessionStatus
	This feature indicates support for the PDU session establishment event and enhancement (PDU session type, IP address) for the PDU session release event.

	4
	QfiAllocation
	This feature indicates support for the "QFI allocation" event.

	5
	QosMonitoring
	This feature indicates support for the "QoS Monitoring" event. (NOTE 1)

	6
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in clauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [4] and according to HTTP redirection principles for indirect communication, as specified in clause 6.10.9 of 3GPP TS 29.500 [4]. 

	7
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	8
	ULBuffering
	This feature indicates support for Uplink buffering indication. (See NOTE 2)

	9
	SMCCE
	This feature indicates support for Session Management Congestion Control Experience for PDU Session.

	10
	Dispersion
	This feature indicates support for Session Management transactions dispersion.

	11
	ERIR
	Indicates the support of immediate report of the available subscribed event(s) within the subscription response to the NF service consumer.

	12
	RedundantTransmissionExp
	This feature indicates support for Redundant Transmission Experience.

	13
	WlanPerformance
	This feature indicates support for WLAN information on PDU Session for which Access Type is NON_3GPP_ACCESS and RAT Type is TRUSTED_WLAN, to support WLAN performance analytics.

	14
	EASIPreplacement
	This feature indicates the support of provisioning of EAS IP replacement info (See NOTE 2).

	15
	BIUMR
	This feature bit indicates whether the NF Service Consumer (e.g. SMF) and PCF supports Binding Indication Update for multiple resource contexts specified in clauses 6.12.1 and 5.2.3.2.6 of 3GPP TS 29.500 [4].

	16
	UeCommunication
	This feature indicates the support of UE communication analytics.

	17
	ServiceExperience
	This feature indicates support for service experience analytics.

	18
	DnPerformance
	This feature indicates support for DN performance analytics.

	19
	MultipleFlowDescriptions
	This feature indicates the support of the report of multiple UL and/or DL flows.

	20
	PacketDelayFailureReport
	This feature indicates the support of packet delay failure report as part of QoS Monitoring procedures. This feature requires that QosMonitoring feature is supported.

	21
	CommonEASDNAI
	This feature indicates support of enhancements of UP path change event notification. (NOTE 1)

	22
	PduSessionInfo
	This feature indicates support for PDU Session parameters information.

	23
	EnhDataMgmt
	Indicates the support of enhanced data management mechanisms. Supporting this feature also requires the support of feature EneNA.

	24
	WlanPerformanceExt_AIML
	This feature indicates support for the enhancements of WLAN performance supporting AIML, including support of analytics per UE granularity. Supporting this feature also requires the support of feature WlanPerformance.

	25
	EasRelocationEnh
	This feature indicates enhanced support of EAS relocation procedures via additional information about the AFs that are responsible for certain EAS.

	26
	UPEAS
	This feature indicates the support of UPF enhancements for exposure.

	27
	EnSatBackhaulCategoryChg
	This feature indicates the support of notification of a change between different satellite backhaul categories, or dynamic satellite backhaul categories, or between satellite backhaul and non-satellite backhaul.

	28
	E2eDataVolTransTime
	This feature indicates support for E2E data volume transfer time analytics.

	29
	XRM_5G
	This feature indicates the support of multi-modal communication service for extended reality (XR) and interactive media services.

	3029
	AreaFilter
	This feature indicates support for using an area as a subscription filter.

	301
	MultipleAccessTypes
	This feature indicates the support of providing list of Access Type(s) used for the PDU Session.

	312
	EnQfiAllocation
	Indicates the enhancement on "QFI allocation" event. Supporting this feature also requires the support of feature QfiAllocation.

	323
	EnQoSMon
	This feature indicates the support of enhanced QoS monitoring functionality, i.e. the report of the congestion information, and/or, the data rate information monitoring.
This feature requires that QosMonitoring feature is supported.

	NOTE 1:	SMF determines the support of this feature by the NF service consumer as part of the implicit subscription information provided by the PCF as described in 3GPP TS 29.512 [14] for the "UP_PATH_CH” event and "TRAFFIC_CORRELATION” event.
NOTE 2:	NF service consumers determine the support of this feature as part of the notification of the implicitly subscribed events as described in clause 4.2.2.2.
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