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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc104311187][bookmark: _Toc104385867][bookmark: _Toc104407061][bookmark: _Toc104408354][bookmark: _Toc104545948][bookmark: _Toc153785910]4.2.2.3.6	5G access stratum time distribution
If the feature "5GAccessStratumTime" is supported and the PCF receives the access stratum time distribution parameters from the TSCTSF as defined in 3GPP TS 29.534 [26], the 5G access stratum time distribution parameters are encoded using the "asTimeDisParam" attribute of the "AsTimeDistributionParam" data type, which consists of:
-	an indication of whether the 5G access stratum time distribution is enabled encoded in the "asTimeDistInd" attribute if applicable;
-	the Uu Time synchronization error budget encoded in the "uuErrorBudget" attribute if applicable, and
-	the clock quality detail level in the "clkQltDetLvl" attribute and optionally the clock quality accpetance criteria in the "clkQltAcptCri" attribute if applicable, additional, and if the feature "NetTimeSyncStatus" is supported.
If the PCF receives multiple time synchronization error budgets for a given UE, the PCF shall encode the most stringent error budget within the "uuErrorBudget" attribute.
If the PCF receives the removal of the access stratum time distribution parameters from the TSCTSF as defined in 3GPP TS 29.534 [26] and there are no other access stratum time distribution parameters from other requests for the same UE, the PCF shall provide the "asTimeDisParam" attribute set to NULL.

*** Next Change ***
[bookmark: _Toc90664260][bookmark: _Toc104311244][bookmark: _Toc104385924][bookmark: _Toc104407118][bookmark: _Toc104408411][bookmark: _Toc104546005][bookmark: _Toc153785969]5.6.2.10	Type: AsTimeDistributionParam
Table 5.6.2.10-1: Definition of type AsTimeDistributionParam
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	asTimeDistInd
	boolean
	O
	0..1
	When this attribute is included and set to true, it indicates that the access stratum time distribution via Uu reference point is activated. 
When present it shall be set as follows:
- true: activated.
- false (default): deactivated.
	

	uuErrorBudget
	UintegerRm
	O
	0..1
	Indicates the time synchronization error budget in terms of time units of nanoseconds.
	

	clkQltDetLvl
	ClockQualityDetailLevel
	O
	0..1
	
Indicates the clock quality detail level, its value, if provided, shall be set to "ACCEPTABLE" or "NON ACCEPTABLE" indication.
	NetTimeSyncStatus

	clkQltAcptCri
	ClockQualityAcceptanceCriterion
	OC
	0..1
	Indicates the clock quality acceptanceble criteria for the UE, and it is used to determine whether the time synchronization status for the service is acceptable/not acceptable.
It shall be present when the "clkQltDetLvl" attribute is present.
	NetTimeSyncStatus




*** End of Changes ***
