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	Reason for change:
	204 No Content reponse code for Analytics Notification is defined both in procedure in 4.2.2.4.2 and OpenAPI file, but it’s missing in the API resource definition in Table 5.1.5.2.3.1-2.
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	Add 204 No Content to Table 5.1.5.2.3.1-2.
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Additional discussion(if needed):
Proposed changes:
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This method shall support the request data structures specified in table 5.1.5.2.3.1-1 and the response data structures and response codes specified in table 5.1.5.2.3.2-1.
Table 5.1.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	NdccfAnalyticsSubscriptionNotification
	M
	1
	Provides information about observed analytics events



Table 5.1.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	NotifResponse
	M
	1
	200 OK
	The receipt of the notification is acknowledged and a response with information about the planned action is provided.

	n/a
	
	
	204 No Content
	The receipt of the notification is acknowledged.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during the analytics event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.


	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during the analytics event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.


	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.1.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.



Table 5.1.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected.
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