

	
3GPP TSG-CT3 Meeting #133	C3-241658
Athens, Greece, 26th Feb 2024 - 1st Mar 2024                                    (revision of C3-241243)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.525
	CR
	0318
	rev
	1
	Current version:
	18.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	UE Policy restrictions and differences for Wireline Access

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT3

	
	

	Work item code:
	5WWC_Ph2
	
	Date:
	2024-03-01

	
	
	
	
	

	Category:
	F
	
	Release:
	 Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	S2-2401456 consolidated the differences and restrictions with regard to the applicability of UE policies in the case of 5G-RG and FN-RG.
These additions need to be reflected in stage 3.

	
	

	Summary of change:
	Updated the differences and restrictions with regard to the applicability of UE policies in the case of 5G-RG and FN-RG in Annex B.

	
	

	Consequences if not approved:
	Not aligned with stage 2.

	
	

	Clauses affected:
	B.2.1.1, B.2.1.2, B.2.1.3.1, B.3.2.1, B.3.3.1, B.3.4.1, B.3.5.1

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS/TR 23.316 CR 2128

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	This CR does not impact any OpenAPI file.

	
	

	This CR's revision history:
	




Page 1






* * * * First change * * * *
[bookmark: _Toc28013458][bookmark: _Toc34222372][bookmark: _Toc36040555][bookmark: _Toc39134484][bookmark: _Toc43283431][bookmark: _Toc45134471][bookmark: _Toc49930071][bookmark: _Toc50024191][bookmark: _Toc51763679][bookmark: _Toc56594544][bookmark: _Toc67493886][bookmark: _Toc68169790][bookmark: _Toc73459400][bookmark: _Toc73459524][bookmark: _Toc74743061][bookmark: _Toc112918346][bookmark: _Toc120652847][bookmark: _Toc129205634][bookmark: _Toc129244453][bookmark: _Toc136530227][bookmark: _Toc136614824][bookmark: _Toc148460954][bookmark: _Toc151914954][bookmark: _Toc153792680][bookmark: _Toc28013459][bookmark: _Toc34222373][bookmark: _Toc36040556][bookmark: _Toc39134485][bookmark: _Toc43283432][bookmark: _Toc45134472][bookmark: _Toc49930072][bookmark: _Toc50024192][bookmark: _Toc51763680][bookmark: _Toc56594545][bookmark: _Toc67493887][bookmark: _Toc68169791][bookmark: _Toc73459401][bookmark: _Toc73459525][bookmark: _Toc74743062][bookmark: _Toc112918347][bookmark: _Toc120652848][bookmark: _Toc129205635][bookmark: _Toc129244454][bookmark: _Toc136530228][bookmark: _Toc136614825][bookmark: _Toc148460955][bookmark: _Toc151914955][bookmark: _Toc153792681]B.2.1.1	Overview
Clause 4.1.1 applies with the modification that the 5G-RG and FN-RG replace the UE. Only URSP policies are applicable for a 5G-RG or an FN-RG connected via wireline access.
NOTE:	The URSPs related to the FN-RG are delivered to the W-AGF, which is acting as a UE towards the 5GC on behalf of the FN-RG.
* * * * Next change * * * *
B.2.1.2	Service Architecture
[bookmark: _Hlk17964555][bookmark: _Hlk17965920]Clause 4.1.21 applies with the exception that roaming functionality (V-PCF and H-PCF specific functionality) shall not apply in this Release of the specification for UE policy control for 5G-RG connecting via W-5GAN and FN-RG. Roaming architecture is only applicable to a 5G-RG connecting to the 5GC via NG RAN.
* * * * Next change * * * *
[bookmark: _Toc28013461][bookmark: _Toc34222375][bookmark: _Toc36040558][bookmark: _Toc39134487][bookmark: _Toc43283434][bookmark: _Toc45134474][bookmark: _Toc49930074][bookmark: _Toc50024194][bookmark: _Toc51763682][bookmark: _Toc56594547][bookmark: _Toc67493889][bookmark: _Toc68169793][bookmark: _Toc73459403][bookmark: _Toc73459527][bookmark: _Toc74743064][bookmark: _Toc112918349][bookmark: _Toc120652850][bookmark: _Toc129205637][bookmark: _Toc129244456][bookmark: _Toc136530230][bookmark: _Toc136614827][bookmark: _Toc148460957][bookmark: _Toc151914957][bookmark: _Toc153792683]B.2.1.3.1	Policy Control Function (PCF)
The PCF functionality defined in clause 4.1.3.1 shall apply with the following differences:
-	Only URSP policies are applicable. The PCF should not provide Access Network Discovery and Selection Policy (ANDSP) any UE policy other than URSP for a 5G-RG connected via wireline access.
-	If the PCF provides the URSP policy to the 5G-RG or FN-RG, the PCF should only provide the following URSP policy information:
-	Rule Precedence.
-	Traffic Descriptor, including only: Application descriptors (not applicable for FN-RG), IP descriptors, Domain descriptors (not applicable for FN-RG), Non-IP descriptors, DNN (not applicable for FN-RG), Connection Capabilities (not applicable for FN-RG).
-	Route Selection Descriptor Precedence.
-	Route selection components, including only: SSC Mode Selection, Network Slice Selection, DNN Selection, PDU Session Type Selection.
-	Route Selection Validation Criteria, including only: Time Window
-	The Visited Policy Control Function (V-PCF) shall not apply for 5G-RG connecting via wireline access and FN-RG.
-	The PCF provides the UE access selection and PDU session selection policy control as described in this Annex. 
* * * * Next change * * * *
[bookmark: _Toc28013466][bookmark: _Toc34222380][bookmark: _Toc36040563][bookmark: _Toc39134492][bookmark: _Toc43283439][bookmark: _Toc45134479][bookmark: _Toc49930079][bookmark: _Toc50024199][bookmark: _Toc51763687][bookmark: _Toc56594552][bookmark: _Toc67493894][bookmark: _Toc68169798][bookmark: _Toc73459408][bookmark: _Toc73459532][bookmark: _Toc74743069][bookmark: _Toc112918354][bookmark: _Toc120652855][bookmark: _Toc129205642][bookmark: _Toc129244461][bookmark: _Toc136530235][bookmark: _Toc136614832][bookmark: _Toc148460962][bookmark: _Toc151914962][bookmark: _Toc153792688]B.3.2.1	General
Clause 4.2.2.1 is applied with the following differences: 
-	UE is replaced by the 5G-RG or FN-RG. The 5G-RG connecting via wireline access and the FN-RG do not indicate the support of the URSP rule enforcement capability as described in clause 4.13 of 3GPP TS 24.501 [15].
-	The PEI that may be included within the "pei" attribute shall have one of the following representations:
i.	If the 5G-BRG supports only wireline access, the PEI shall be the 5G-BRG MAC address.
ii.	If the 5G-CRG supports only wireline access, the PEI shall be the cable modem MAC address.
iii.	If the 5G-RG supports at least one 3GPP access technology, the PEI shall be the allocated IMEI or IMEISV.
iv.	For the FN-BRG and FN-CRG, the PEI shall be the FN-RG MAC address. 
NOTE:	When the PEI includes an indication that the MAC address cannot be used as Equipment identifier of the of the FN-RG, the PEI cannot be trusted for regulatory purposes and cannot be used for equipment based policy evaluation.
-	When the 5G-BRG or FN-BRG connects the 5GC via W-5GBAN, the "n3gaLocation" attribute shall be included in the "ueLoc" attribute and:
-	the Global Line Identifier shall be included in the "gli" attribute; and
-	the "w5gbanLineType" attribute to indicate whether the W-5GBAN access is DSL or PON may be included.
-	The HFC Node Identifier is encoded in the "hfcNodeId" attribute of the "n3gaLocation" attribute included in the "userLoc" attribute within the PolicyAssociationRequest data structure when the 5G-CRG or FN-CRG connects to the 5GC via W-5GCAN. 
-	Roaming scenario is not applicable when the 5G-RG or FN-RG connects the 5GC via wireline access in this release of specification.
-	The PCF should neither include NSWO indication nor any ANDSP policies other than URSP in the UE Policy.
* * * * Next change * * * *
[bookmark: _Toc34222382][bookmark: _Toc36040565][bookmark: _Toc39134494][bookmark: _Toc43283441][bookmark: _Toc45134481][bookmark: _Toc49930081][bookmark: _Toc50024201][bookmark: _Toc51763689][bookmark: _Toc56594554][bookmark: _Toc67493896][bookmark: _Toc68169800][bookmark: _Toc73459410][bookmark: _Toc73459534][bookmark: _Toc74743071][bookmark: _Toc112918356][bookmark: _Toc120652857][bookmark: _Toc129205644][bookmark: _Toc129244463][bookmark: _Toc136530237][bookmark: _Toc136614834][bookmark: _Toc148460964][bookmark: _Toc151914964][bookmark: _Toc153792690]B.3.3.1	General
Clause 4.2.3.1 is applied with the following differences: 
-	UE is replaced by the 5G-RG or FN-RG.
-	Roaming scenario is not applicable when the 5G-RG or FN-RG connects the 5GC via wireline access in this release of specification.
-	The PCF should neither include NSWO indication nor any ANDSP policies other than URSP in the UE Policy.
* * * * Next change * * * *
[bookmark: _Toc34222384][bookmark: _Toc36040567][bookmark: _Toc39134496][bookmark: _Toc43283443][bookmark: _Toc45134483][bookmark: _Toc49930083][bookmark: _Toc50024203][bookmark: _Toc51763691][bookmark: _Toc56594556][bookmark: _Toc67493898][bookmark: _Toc68169802][bookmark: _Toc73459412][bookmark: _Toc73459536][bookmark: _Toc74743073][bookmark: _Toc112918358][bookmark: _Toc120652859][bookmark: _Toc129205646][bookmark: _Toc129244465][bookmark: _Toc136530239][bookmark: _Toc136614836][bookmark: _Toc148460966][bookmark: _Toc151914966][bookmark: _Toc153792692]B.3.4.1	General
Clause 4.2.4.1 is applied with the following differences: 
-	UE is replaced by the 5G-RG or FN-RG.
-	Roaming scenario is not applicable when the 5G-RG or FN-RG connects the 5GC via wireline access in this release of specification.
-	The PCF should neither include NSWO indication nor any ANDSP policies other than URSP in the UE Policy.
* * * * Next change * * * *
[bookmark: _Toc34222386][bookmark: _Toc36040569][bookmark: _Toc39134498][bookmark: _Toc43283445][bookmark: _Toc45134485][bookmark: _Toc49930085][bookmark: _Toc50024205][bookmark: _Toc51763693][bookmark: _Toc56594558][bookmark: _Toc67493900][bookmark: _Toc68169804][bookmark: _Toc73459414][bookmark: _Toc73459538][bookmark: _Toc74743075][bookmark: _Toc112918360][bookmark: _Toc120652861][bookmark: _Toc129205648][bookmark: _Toc129244467][bookmark: _Toc136530241][bookmark: _Toc136614838][bookmark: _Toc148460968][bookmark: _Toc151914968][bookmark: _Toc153792694]B.3.5.1	General
Clause 4.2.5.1 is applied with the following differences: 
	-	UE is replaced by the 5G-RG or FN-RG.
-	Roaming scenario is not applicable when the 5G-RG or FN-RG connects the 5GC via wireline access in this release of specification.
* * * * End of changes * * * *
