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	Reason for change:
	There is the following EN on how the PCF for the PDU session selects one of the ongoing PDU sessions for URSP provisionng in EPS:

“Editor's Note: It is FFS how the PCF for the PDU session selects one of the ongoing PDU sessions.”
In the Reply LS (see S2-2313557), SA2 has indicated that when a UE moves from 5GS to EPS, the SMF determines which PDU Sessions can be relocated to the target EPS. Amongst the ongoing PDN Connections after the transfer, based on the implementation and operator policies, any of the ongoing PDN Connection supporting URSP provisioning in EPS could be used to deliver the updated URSP rule to the UE:
“SA2 Answer:

When a UE moves from 5GS to EPS, the SMF determines which PDU Sessions can be relocated to the target EPS. Amongst the ongoing PDN Connections after the transfer, based on the implementation and operator policies, any of the ongoing PDN Connection supporting URSP provisioning in EPS could be used to deliver the updated URSP rule to the UE. “

Accordingly, this CR proposes to specify how the PDU session is selected and resolve the EN.

	
	

	Summary of change:
	Specify how the PDU session is selected and relolve the EN Resolve the EN.

	
	

	Consequences if not approved:
	It is not specified how the PCF for the PDU session selects one of the ongoing PDU sessions. The EN remains in the specification. 
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	Other comments:
	This CR does not introduce any change to the OpenAPI description.

	
	

	This CR's revision history:
	Rev1
· Update according to the SA2 agrements from SA2#160 and SA2#160-Ad Hoc-e
Rev2
· Updates to support mobility from 5GS to EPS
· Use of shall instead of may
· For updating the Policy Control Request Triggers the PDN connection is selected that is used to send Policy Containers to the UE.
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When the "EpsUrsp" feature is supported and a PCF for a PDU session is the NF service consumer, the PCF for the UE may provide a UE Policy Container (with a "MANAGE UE POLICY COMMAND" message(s) with the UE policy to send to the UE via the PCF for the PDU session) and/or an update in the Policy Control Triggers applicable to the UE as described in clause 4.2.42.
1)-	When the PCF for the PDU session receives a UE Policy Container from the PCF for the UE, the PCF for the PDU session first shall select one of the ongoing PDU sessionsPDN connections for the related UE in EPC and forward the UE Policy Container to the UE as follows:
-	if the PCF for the PDU session has previously received a UE Policy Container from the UE over an ongoing PDN connection, the PCF for the PDU session shall select that PDN connection; or
-	otherwise when 5GS to EPS mobility applies, the PCF for the PDU session shall select an ongoing PDN connection that supports URSP provisioning in EPS (i.e. a PDN connection served by the associated SMF+PGW-C supporting the transfer of UE Policy Container using ePCO where the URSP provisioning in EPS support indicator was provided during PDN connection establishment or PDU session establishment). If there are multiple ongoing PDN connections that support URSP provisioning in EPS the PCF for the PDU session shall select one of those based on operator policy or implementation specific means;, and 
-	the PCF for the PDU session shall use the Npcf_SMPolicyControl_UpdateNotify service operation defined in 3GPP TS 29.512 [31] to forward to the UE via SMF+PGW-C the UE Policy Container with the "MANAGE UE POLICY COMMAND" message(s) with the received UE policy.
2)	When the PCF for the PDU session receives an update in the Policy Control Request Triggers applicable to the UE, the PCF for the PDU session shall determine whether an update on the current Policy Control Triggers need to be sent to the SMF+PGW-C. In that case, the PCF for the PDU session shall select one of the ongoing PDU sessionsPDN connection(s) for the related UE in EPC, and shall provision the received policy control requested trigger(s) to the SMF+PGW-C as follows:
-	if the PCF for the PDU session has previously received a UE Policy Container from the UE over an ongoing PDN connection, the PCF for the PDU session shall select that PDN connection; or
-	otherwise when 5GS to EPS mobility applies, the PCF for the PDU session shall select the PDN connection it uses to transfer UE Policy Containers to the UE; and
-	the PCF for the PDU session shall use using the Npcf_SMPolicyControl_UpdateNotify service operation to provision the received policy control requested trigger(s) according to 3GPP TS 29.512 [31].
Editor's Note: It is FFS how the PCF for the PDU session selects one of the ongoing PDU sessions.
* * * End Change * * * *

