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* * * First Change * * * *
[bookmark: _Toc20218607][bookmark: _Toc27744495][bookmark: _Toc35960069][bookmark: _Toc45203507][bookmark: _Toc45700883][bookmark: _Toc51920619][bookmark: _Toc68251679][bookmark: _Toc155128300]9.9.3.9	EMM cause
The purpose of the EMM cause information element is to indicate the reason why an EMM request from the UE is rejected by the network.
The EMM cause information element is coded as shown in figure 9.9.3.9.1 and table 9.9.3.9.1.
The EMM cause is a type 3 information element with 2 octets length.

	8
	7
	6
	5
	4
	3
	2
	1
	

	EMM cause IEI
	octet 1

	Cause value
	octet 2



Figure 9.9.3.9.1: EMM cause information element
Table 9.9.3.9.1: EMM cause information element
	Cause value (octet 2)

	[bookmark: MCCQCTEMPBM_00000135]

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	1
	0
	
	IMSI unknown in HSS

	0
	0
	0
	0
	0
	0
	1
	1
	
	Illegal UE

	0
	0
	0
	0
	0
	1
	0
	1
	
	IMEI not accepted

	0
	0
	0
	0
	0
	1
	1
	0
	
	Illegal ME

	0
	0
	0
	0
	0
	1
	1
	1
	
	EPS services not allowed

	0
	0
	0
	0
	1
	0
	0
	0
	
	EPS services and non-EPS services not allowed

	0
	0
	0
	0
	1
	0
	0
	1
	
	UE identity cannot be derived by the network

	0
	0
	0
	0
	1
	0
	1
	0
	
	Implicitly detached

	0
	0
	0
	0
	1
	0
	1
	1
	
	PLMN not allowed

	0
	0
	0
	0
	1
	1
	0
	0
	
	Tracking Area not allowed

	0
	0
	0
	0
	1
	1
	0
	1
	
	Roaming not allowed in this tracking area

	0
	0
	0
	0
	1
	1
	1
	0
	
	EPS services not allowed in this PLMN

	0
	0
	0
	0
	1
	1
	1
	1
	
	No Suitable Cells In tracking area

	0
	0
	0
	1
	0
	0
	0
	0
	
	MSC temporarily not reachable

	0
	0
	0
	1
	0
	0
	0
	1
	
	Network failure

	0
	0
	0
	1
	0
	0
	1
	0
	
	CS domain not available

	0
	0
	0
	1
	0
	0
	1
	1
	
	ESM failure

	0
	0
	0
	1
	0
	1
	0
	0
	
	MAC failure

	0
	0
	0
	1
	0
	1
	0
	1
	
	Synch failure

	0
	0
	0
	1
	0
	1
	1
	0
	
	Congestion

	0
	0
	0
	1
	0
	1
	1
	1
	
	UE security capabilities mismatch

	0
	0
	0
	1
	1
	0
	0
	0
	
	Security mode rejected, unspecified

	0
	0
	0
	1
	1
	0
	0
	1
	
	Not authorized for this CSG

	0
	0
	0
	1
	1
	0
	1
	0
	
	Non-EPS authentication unacceptable

	0
	0
	0
	1
	1
	1
	1
	1
	
	Redirection to 5GCN required

	0
	0
	1
	0
	0
	0
	1
	1
	
	Requested service option not authorized in this PLMN

	0
	0
	1
	0
	0
	1
	0
	0
	
	IAB-node operation not authorized

	0
	0
	1
	0
	0
	1
	1
	1
	
	CS service temporarily not available

	0
	0
	1
	0
	1
	0
	0
	0
	
	No EPS bearer context activated

	0
	0
	1
	0
	1
	0
	1
	0
	
	Severe network failure

	0
	1
	0
	0
	1
	1
	1
	0
	
	PLMN not allowed to operate at the present UE location 

	0
	1
	0
	1
	1
	1
	1
	1
	
	Semantically incorrect message

	0
	1
	1
	0
	0
	0
	0
	0
	
	Invalid mandatory information

	0
	1
	1
	0
	0
	0
	0
	1
	
	Message type non-existent or not implemented

	0
	1
	1
	0
	0
	0
	1
	0
	
	Message type not compatible with the protocol state

	0
	1
	1
	0
	0
	0
	1
	1
	
	Information element non-existent or not implemented

	0
	1
	1
	0
	0
	1
	0
	0
	
	Conditional IE error

	0
	1
	1
	0
	0
	1
	0
	1
	
	Message not compatible with the protocol state

	0
	1
	1
	0
	1
	1
	1
	1
	
	Protocol error, unspecified
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	Any other value received by the mobile station shall be treated as 0110 1111, "protocol error, unspecified". Any other value received by the network shall be treated as 0110 1111, "protocol error, unspecified".
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