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1. Reason for Change
The present version of TS 24.543 is not aligned with the latest version of TS 23.433 where there is requirement of having a VAL UE id list for the SEALDD enabled data transmission quality measurement notification procedure, quote:
Table 9.7.3.3-2: SEALDD transmission quality measurement reports list
	Information element
	Status
	Description

	> Measurement ID
	M
	Measurement identifiers, e.g. latency, bitrate, packet loss rate, jitter

	> VAL UE/user ID(s)
	O
	It indicates the VAL UE(s) or VAL user(s) under SEALDD measurement. For a single VAL UE/user, it can be omitted and the associated measurement values are for the single VAL UE/user. For multiple VAL UEs/users with reporting granularity set to individual UE, the associated measurement values are for individual VAL UE/user as indicated in this IE. For multiple VAL UEs/users with reporting granularity set to VAL UE/user group/list or all VAL UEs/users, the associated measurement values are aggregation for all VAL UEs/users or the VAL UE/user group/list and this IE includes the measured VAL UEs/users.

	> Average measurement value
	O
	The average measurement value of measurement results

	> Minimum measurement value 
	O
	The minimum measurement value of measurement results 

	> maximum measurement value
	O
	The maximum measurement value of measurement results

	> Standard deviation measurement value
	O
	Standard deviation measurement value of measurement results

	> kPercentile measurement value
	O
	Indicates the kpercentile measurement value of measurement results

	> Measurement period
	O
	Indicates the measurement period 

	> Timestamp
	O
	Indicates the timestamp of measurement results




2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.2.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc154277430][bookmark: _Toc160528656]7.2.14.1	SDDM client HTTP procedure
The SDDM-C sends a SEALDD data transmission quality measurement notification when it needs to provide the SDDM-S with transmission quality measurements. The SDDM-C shall send an HTTP POST request message according to procedures specified in IETF RFC 9110 [20]. In the HTTP POST request message, the SDDM-C:
a)	shall include a Request-URI set to the URI corresponding to the identity of the SDDM-S;
b)	shall include an Authorization header field with the "Bearer" authentication scheme set to an access token of the "bearer" token type as specified in IETF RFC 6750 [12]; and
c)	shall include an application/vnd.3gpp.seal-data-delivery-info+xml MIME body with an <measurements-notification> element in the <data-delivery-info> root element which:
[bookmark: _GoBack]1)	shall include a <measurement-requirement-notify-list> element specifying measurement requirement information. In the <measurement-requirement-notify-list> element, the SDDM-S:
i)	shall include a <measurement-id> child element set to measurement identifiers, e.g. latency, bitrate, jitter;
[bookmark: OLE_LINK180]ii)	may include an <identity> child element which shall include one of the following elements:
[bookmark: OLE_LINK215]A)	a <VAL-ue-id-list> element with one or more <VAL-ue-id> child elements set to the identities of the VAL UEs for whom SEALDD measurement applies. For multiple VAL UEs reporting granularity set to individual UE, the associated measurement values are for individual VAL UE; or
B)	a <VAL-group-id> element set to the identity of the VAL group for whom SEALDD measurement applies for which the associated measurement values are aggregation for all VAL UEs or the VAL UE group; and
iii)	may include a <average-measurement-value> child element set to the average measurement value of measurement results;
ivii)	may include a <minimum-measurement-value> child element set to the minimum measurement value of measurement results;
iv)	may include a <maximum-measurement-value> child element set to the maximum measurement value of measurement results;
vi)	may include a <standard-deviation-measurement-value> child element set to standard deviation measurement value of measurement results;
vii)	may include a <kpercentile-measurement-value> child element set to the kpercentile measurement value of measurement results;
viii)	may include a <measurement-period> child element set to the measurement period; and
vixii)	may include a <timestamp> child element set to the timestamp of measurement results.
* * * End of Changes * * * *

