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	Reason for change:
	TS 23.435 clause 9.13.2 specifies the procedures on predictive slice modification in Inter-PLMN based slice service continuity. In step 6, both a notification to the VAL server and the VAL client are mentioned. And the message definition in clause 9.13.3.3 is shared by two notifications.
9.13.2	Procedure
6.	After the slice lifecycle change execution (based on the indication in step 5), the NSCE server sends a notification to the VAL server and optionally to the VAL client containing the positive or negative result from step5.

9.13.3.3	Inter-PLMN slice modification notify
Table 9.13.3.3-1 describes information elements for the inter-PLMN slice modification notify message from the NSCE server to the VAL server or the VAL client (via NSCE client).
	Information element
	Status
	Description

	VAL service ID
	M
	The identifier of the VAL application which is impacted by the slice modification

	VAL UE ID list
	O
	The identifiers of the VAL UEs which are impacted by the slice modification

	Slice identifier
	M
	The slice identifier (S-NSSAI, NSI ID or ENSI) which is used and/or modified to extend slice availability to the target service area

	PLMN ID
	M
	PLMN identifier of the PLMN where modification was performed

	Target Service Area
	M
	The target area, can be represented as the geographical coordinates / set of waypoints outside the original service area, for which the modification applies.



The VAL server needs the VAL UE ID list to identify the VAL UEs which are impacted by the slice modification, while the VAL client does not need this parameter, because the NSCE server has already used it to identify the NSCE clients.
It is suggested to remove this parameter in the procedures on notification of slice modification in Inter-PLMN based slice service continuity.

	
	

	Summary of change:
	Remove the VAL UE ID list in the procedures on notification of slice modification in Inter-PLMN based slice service continuity.
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[bookmark: _Toc123577192]* * * First Change * * * *

[bookmark: _Toc131183824]6.2.4.2	SNSCE server HTTP procedure
In order to notify an slice modification in Inter-PLMN based slice service continuity, the SNSCE-S shall send an HTTP POST request message according to procedures specified in IETF RFC 9110 [8]. In the HTTP POST request message, the SNSCE-S:
a) shall set the Callback-URI to the URI which was given by SNSCE-C in the configuration update event subscription message specified in 3GPP TS 24.546 [3A] clause 6.2.2.1.2 and A.1.2;
b) shall include the parameters for:
1)	VAL service ID;
2)	slice identifier;
3)	PLMN ID; and
4)	target service area
	as specified in table A.2-1 of annex A serialized into a JavaScript Object Notation (JSON) structure as specified in IETF RFC 8259 [10].; and
c) may include the parameter for VAL UE ID list as specified in table A.2-1 of annex A serialized into a JavaScript Object Notation (JSON) structure as specified in IETF RFC 8259 [10].
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