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* * * First Change * * * *

[bookmark: _Toc20207692][bookmark: _Toc27579575][bookmark: _Toc36116155][bookmark: _Toc45215036][bookmark: _Toc51866804][bookmark: _Toc162980257][bookmark: _MCCTEMPBM_CRPT80112355___2]10.1.52	Send UE policy +CSUEPOLICY
Table 10.1.52-1: +CSUEPOLICY action command syntax
	Command
	Possible response(s)

	[bookmark: _MCCTEMPBM_CRPT80112356___7]+CSUEPOLICY=<message_type>[,<UE_policy_information_length>,<UE_policy_information>[,<UE_policy_classmark>[,<OS_Id_len>,<OS_Id_info>]]]
	[bookmark: _MCCTEMPBM_CRPT80112357___7]+CME ERROR: <err>

	[bookmark: _MCCTEMPBM_CRPT80112358___7]+CSUEPOLICY=?
	



Description
Execution command allows the TE to send the UE policy section management result or the UPSI list and or the UE policy classmark and UE OS information to the MT.
The UE policy information information element contains the UE policy section management result or the UPSI list as specified in 3GPP TS 24.501 [161] clause D.6.3 and clause D.6.4.
[bookmark: _MCCTEMPBM_CRPT80112359___7]Refer clause 9.2 for possible <err> values.
Defined values
[bookmark: _MCCTEMPBM_CRPT80112360___7]<message_type>: integer type. Indicates which type of message the MT is requested to send.
0	MANAGE UE POLICY COMPLETE
1	MANAGE UE POLICY COMMAND REJECT
2	UE STATE INDICATION
3	UE POLICY PROVISIONING REQUEST
[bookmark: _MCCTEMPBM_CRPT80112361___7]<UE_policy_information_length>: integer type; only present if <message_type>=1 or <message_type>=2. It indicates the number of octets of the <UE_policy_information> information element.
<UE_policy_information>: string type; only present if <message_type>=1, <message_type>=2 or <message_type>=3.
If <message_type>=1, it is coded as the value part of the UE policy section management result information element in 3GPP TS 24.501 [161] clause D.6.3, table D.6.3.1.
If <message_type>=2, it is coded as the value part of the UPSI list information element in 3GPP TS 24.501 [161] clause D.6.4, table D.6.4.1. This parameter shall not be subject to conventional character conversion as per +CSCS.
If <message_type>=3, it is coded as the value part of the Requested UE policies information element in 3GPP TS 24.587 [175] clause 8.3.2, table 8.3.2.1. This parameter shall not be subject to conventional character conversion as per +CSCS.
<UE_policy_classmark>: string type; one byte in an 8 bit format; only present if <message_type>=2. It is coded as octet 3 of the UE policy classmark information element in 3GPP TS 24.501 [161] clause D.6.5, table D.6.5.1. This parameter shall not be subject to conventional character conversion as per +CSCS.
<OS_Id_len>:integer type, indicating the number of OS Ids to be sent when <message_type>=2.
<OS_Id_info>:string type, indicating the information about the OS of the UE. The OS Id is coded as a sequence of a sixteen octet OS Id value field. The OS Id value field is defined as Universally Unique IDentifier (UUID) as specified in IETF RFC 4122 [35A]. See 3GPP TS 24.501 [161] clause D.6.6. If there are multiple OS Ids present, each OS Id needs to be separated with a semicolon(;).
Implementation
Optional.


* * * End of Changes * * * *


