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	Reason for change:
	During last CT1 meeting, C1-241812 was agreed that if the only S-NSSAI in the allowed NSSAI and partially allowed NSSAI is about to expire, the UE can before the time validity expiry initiate the MRU procedure and include a different S-NSSAI from the configured NSSAI in the requested NSSAI of the REGISTRATION REQUEST message.

However, if there is no other S-NSSAI that the UE intends to request after the only allowed S-NSSAI expires, it is unclear how the UE and network would perform, e.g. the UE can initiate MRU procedure with no requested NSSAI, or the NW can initiate UCU procedure with a new allowed NSSAI including other S-NSSAI, or the UE can initiate de-registration procedure, or the network can initiate de-registration procedure, or the UE and network can perform implicit de-registeration locally.

To keep syncronization between UE and network, and to follow the principle we agreed in CT1 that UE side takes action in such scenario, i.e. initiates MRU to request other S-NSSAI before the only allowed S-NSSAI expires, it is proposed that if there is no other S-NSSAI that the UE intends to request after the only allowed S-NSSAI expires, the UE initiates MRU procedure with no requested NSSAI. Then the network can handle the request accordingly, e.g. the network can determine whether to provide other S-NSSAI in the allowed NSSAI in the REGISTRATION ACCEPT message or reject the registration with 5GMM cause #62 “No network slices available” in the REGISTRATION REJECT message.

	
	

	Summary of change:
	If there is no other S-NSSAI that the UE intends to request after the only S-NSSAI in the allowed NSSAI and partially allowed NSSAI expires, the UE initiates MRU procedure with no requested NSSAI.

	
	

	Consequences if not approved:
	Unclear how the UE and network would perform if there is no other S-NSSAI that the UE intends to request after the only S-NSSAI in the allowed NSSAI and partially allowed NSSAI expires.
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* * * First Change * * * *
[bookmark: _Toc155372112][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc123901515][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc123902221]4.6.2.8	Mobility management for optimised handling of temporarily available network slices
The UE and the network may support optimised handling of temporarily available network slices. The support for S-NSSAI time validity information by the UE and the network, respectively, is optional.
If the UE has indicated that it supports S-NSSAI time validity information, then the AMF may include the S-NSSAI time validity information for one or more S-NSSAIs included in the configured NSSAI in the REGISTRATION ACCEPT message or the CONFIGURATION UPDATE COMMAND message. If the AMF determines that the S-NSSAI time validity information for an S-NSSAI in the configured NSSAI is changed, the AMF may provide the UE with a new S-NSSAI time validity information for that S-NSSAI via the CONFIGURATION UPDATE COMMAND message.
If the UE supporting S-NSSAI time validity information, is configured with S-NSSAI time validity information for an S-NSSAI and:
a)	the S-NSSAI time validity information indicates that the S-NSSAI is available, then the UE may request the S-NSSAI in the requested NSSAI in the Registration Request message;
b)	the S-NSSAI time validity information indicates that the S-NSSAI is not available, then:
i)	the UE shall not include the S-NSSAI in the requested NSSAI in the REGISTRATION REQUEST message;
ii)	the UE shall remove the S-NSSAI from the stored allowed NSSAI (if any) and the stored partially allowed NSSAI (if any) in the non-volatile memory in the ME, as specified in annex C; and
iii)	the S-NSSAI time validity information indicates that the S-NSSAI will not become available again, then the UE shall remove the S-NSSAI from the stored configured NSSAI in the non-volatile memory in the ME, as specified in annex C.
NOTE 1:	If the S-NSSAI to be removed is the only S-NSSAI in the allowed NSSAI and partially allowed NSSAI, if applicable, the UE can before the time validity expiry initiate the registration procedure for mobility and periodic registration update and include a different S-NSSAI from the configured NSSAI in the Requested NSSAI IE of the REGISTRATION REQUEST message. If there is no other S-NSSAI that the UE intends to request, after the only S-NSSAI in the allowed NSSAI and partially allowed NSSAI expires, the UE can initiate the registration procedure for mobility and periodic registration update and include no requested NSSAI in the REGISTRATION REQUEST message.
When the S-NSSAI time validity information of an S-NSSAI indicates that the S-NSSAI is not available, then:
a)	if the AMF receives a requested NSSAI in the REGISTRATION REQUEST message with the S-NSSAI identifying the network slice, the AMF shall:
i)	to a UE which has indicated that it supports S-NSSAI time validity information, provide:
1)	a configured NSSAI including the S-NSSAI together with the S-NSSAI time validity information in the REGISTRATION ACCEPT message if the S-NSSAI will become available again; or
2)	a configured NSSAI not including the S-NSSAI in the REGISTRATION ACCEPT message if the S-NSSAI will not become available again; or
ii)	to a UE which has not indicated that it supports S-NSSAI time validity information, reject the S-NSSAI for the current PLMN or SNPN. If the registration request is accepted, the AMF shall include a configured NSSAI not including the S-NSSAI;
b)	if the AMF detects that the S-NSSAI is included in the allowed NSSAI or the partially allowed NSSAI of a UE which has:
i)	indicated that it supports S-NSSAI time validity information, the AMF shall locally remove the S-NSSAI from the allowed NSSAI (if any) and the partially allowed NSSAI (if any); or
ii)	not indicated that it supports S-NSSAI time validity information, the AMF shall remove the S-NSSAI from the stored configured NSSAI (if any), allowed NSSAI (if any), and partially allowed NSSAI (if any) by sending the CONFIGURATION UPDATE COMMAND message.
When the S-NSSAI time validity information of an S-NSSAI indicates that the S-NSSAI becomes available again, the AMF shall update the configured NSSAI including the S-NSSAI to a UE which has not indicated that it supports S-NSSAI time validity information by sending CONFIGURATION UPDATE COMMAND message if the UE is subscribed to the S-NSSAI.
The S-NSSAI time validity information is applicable for the current PLMN or SNPN regardless of the access type.

* * * End of Change * * * *
