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[bookmark: _Hlk163393705]* * * First Change * * *
[bookmark: _Toc162971032]4.7.3	5GS session management aspects
[bookmark: _Toc20232446]The session management procedures defined over 3GPP access are re-used over non-3GPP access with the following exceptions:
a)	Serving PLMN rate control does not apply for non-3GPP access;
b)	Small data rate control does not apply for non-3GPP access;
c)	Handling of 5GSM cause value #82 "maximum data rate per UE for user-plane integrity protection is too low" does not apply for non-3GPP access;
d)	MBS does not apply for non-3GPP access;
e)	Support of redundant PDU sessions does not apply for non-3GPP access; and
xf)	PDU set handling does not apply for non-3GPP access.
* * * Next Change * * *
[bookmark: _Toc131396222][bookmark: _Toc162971427]6.2.20	Support of UL PDU set handling
If the network supports PDU set handling (see subclause 5.37.5 of 3GPP TS 23.501 [8]), based on operator policy, the SMF may provide the protocol description for UL PDU set handling in the PDU SESSION ESTABLISHMENT ACCEPT message or the PDU SESSION MODIFICATION COMMAND message to the UE.
NOTE 1:	Whether and how to use the protocol description to identify and process PDUs belonging to a PDU set in the uplink direction, is up to UE implementation.
NOTE 2:	How to process PDUs belonging to a PDU set in the uplink direction, is up to UE implementation.
* * * End of Changes * * *

