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1. Reason for Change
[bookmark: OLE_LINK88]The present version of TS 24.543 indicates for the structure of the SEALDD enabled signalling transmission connection release procedure in clause 8.3, quote:
The <release-req> element:
[bookmark: OLE_LINK108]a)	may include either a <server-id> element or a <sealdd-client-identity> element; and
[bookmark: OLE_LINK109]b)	shall include a <sealdd-flow-id> element.
[bookmark: _GoBack][bookmark: OLE_LINK111][bookmark: OLE_LINK112][bookmark: OLE_LINK110]However, the above bullet item a) is not correct as it is not aligned with the requirements of the SEALDD enabled signalling transmission connection release procedure in clauses 7.2.3.1 and 7.2.3.2. Actually, the <release-req> element has to contain either a <server-id> element or a <sealdd-client-identity> element, and therefore it is not possible to have a <server-id> element or a <sealdd-client-identity> element containing only a <sealdd-flow-id> element. As also indicated in TS 23.433, an SDDM-C includes a <sealdd-client-identity> element when providing the <release-req> element while an SDDM-S includes a <server-id> element when providing a <release-req> element.
Hence, it is needed to update TS 24.543 to structure for the case of SEALDD enabled signalling transmission connection release procedure.
2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.2.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc160528669][bookmark: _Toc160528608][bookmark: _Toc154277430]8.3	Structure
The data delivery management document shall conform to the XML schema described in clause 8.4.
The <data-delivery-info> element shall be the root element of the SEALDataDeliveryManagement document.
The <establishment-req> element:
a)	shall include a <requestor-id> element;
b)	shall include a <sealdd-flow-id> element;
c)	may include a <server-id> element;
d)	may include a <endpoint-id> element;
e)	may include a <VAL-service-id> element;
f)	may include a <sealdd-communication-lifetime> element;
g)	may include a <traffic-descriptor-info> element which shall include at least one of the following sub-elements:
1)	a <user-plane-address> element;
2)	a <port-number> element;
3)	a <URL> element; or
4)	a <transport-layer-protocol> element; and
h)	may include an <identity> element.
The <identity> element shall include one of the following:
a)	a <VAL-user-id> element may include a <VAL-client-id> element; or
b)	a <VAL-ue-id> element.
The <establishment-rsp> element:
a)	shall include a <result> element which may include a <cause> sub-element; and
b)	may include a <traffic-descriptor-info> element which shall include at least one of the following sub-elements:
1)	a <user-plane-address> element;
2)	a <port-number> element;
3)	a <URL> element; or
4)	a <transport-layer-protocol> element; and
c)	a <expiry-time> element; and
d)	 a <traffic-transmission-bandwidth> element.
The <release-req> element:
a)	shallmay include either a <server-id> element or a <sealdd-client-identity> element; and
b)	shall include a <sealdd-flow-id> element.
The <release-rsq> element:
a)	shall include a <result> element which may include a <cause> sub-element.
The <URLLC-establishment-req> element:
a)	shall include a <sealdd-client-identity> element;
b)	shall include a <sealdd-flow-id> element;
c)	may include a <identity> element;
d)	may include a <server-id> element;
e)	may include a <VAL-service-id> element;
f)	may include a <traffic-descriptor-info> element which shall include at least one of the following sub-elements:
1)	a <user-plane-address> element;
2)	a <port-number> element;
3)	a <URL> element; or
4)	a <transport-layer-protocol> element.
The <identity> element shall include one of the following:
a)	a <VAL-user-id> element may include a <VAL-client-id> element; or
b)	a <VAL-ue-id> element.
The <URLLC-establishment-rsp> element:
a)	shall include a <result> element which may include a <cause> sub-element; and
b)	may include a <traffic-descriptor-info> element which shall include at least one of the following sub-elements:
1)	a <user-plane-address> element;
2)	a <port-number> element;
3)	a <URL> element; or
4)	a <transport-layer-protocol> element.
The <URLLC-update-req> element:
a)	shall include a <sealdd-client-identity> element;
b)	shall include a <sealdd-flow-id> element;
c)	may include a <server-id> element 
d)	may include a <VAL-service-id> element;
e)	may include a <traffic-descriptor-info> element which shall include at least one of the following sub-elements:
1)	a <user-plane-address> element;
2)	a <port-number> element;
3)	a <URL> element; or
4)	a <transport-layer-protocol> element.
The <URLLC-update-rsp> element:
a)	shall include a <result> element which may include a <cause> sub-element.
The <data-storage-creation-req> element:
a)	shall include a <application-data> element;
b)	may include a <access-control-policy> element;
c)	may include a <expiry-time> element; and
d)	may include a <status-information-req> element which shall include at least one of the following sub-elements:
1)	a <no-times-data-accessed> element; and
2)	a <no-times-data-managed> element.
The <data-storage-creation-rsp> element:
a)	shall include a <result> element; and
b)	may include a <data-identifier> element.
The <data-storage-reservation-req> element:
a)	shall include a <VAL-service-id> element;
b)	may include a <data-length> element.
The <data-storage-reservation-rsp> element:
a)	shall include a <result> element; and
b)	may include a <address> element.
The <data-storage-status-notification> element:
a)	shall include a <data-identifier> element; and
b)	shall include a <status-information-rsp> element which shall include at least one of the following sub-elements:
1)	a <no-times-data-accessed-value> element; and
2)	a <no-times-data-managed-value> element.
The <data-storage-query-req> element:
a)	shall include a <data-identifier> element.
The <data-storage-query-rsp> element:
a)	shall include a <result> element;
b)	shall include a <data-identifier> element; and
c)	may include a <application-data> element.
The <data-storage-mgt-req> element:
a)	shall include a <data-identifier> element; and
b)	shall include a <operation> element.
The <data-storage-mgt-rsp> element:
a)	shall include a <result> element;
b)	shall include a <data-identifier> element; and
c)	may include a <application-data> element.
The <measurements-subscription-req> element:
a)	shall include a <sealdd-flow-id> element;
b)	shall include a <measurement-requirement-list> element which shall include at least one of the following sub-elements:
1)	a <measurement-id> element;
2)	a <reporting-frequency> element;
3)	a <reporting-periodicity> element;
4)	a <measurement-window> element;
5)	a <expiry time > element;
6)	a <sealdd-policy> element which shall include the following sub-elements:
i)	a <quality-guarantee-policy> element; and
7)	a <reporting-criteria> element; and
c)	may include a <measurement-conditions> element.
The <measurements-subscription-rsp> element:
a)	shall include a <result> element; and
b)	may include a <expiry-time> element.
The <measurements-notification> element:
a)	shall include a <measurement-requirement-notify-list> element which shall include at least one of the following sub-elements:
1)	a <measurement-id> element;
2)	a <average-measurement-value> element;
3)	a <minimum-measurement-value> element;
4)	a <maximum-measurement-value> element;
5)	a <standard-deviation-measurement-value> element;
6)	a <kpercentile-measurement-value> element:
7)	a <measurement-period>  element; and
8)	a <timestamp> element.
The <tx-quality-management-req> element:
a)	shall include a <sealdd-flow-id> element; and
b)	shall include a <tx-quality-management-action> element.
The <tx-quality-management-rsp> element:
a)	shall include a <result> element.
* * * End of Changes * * * *

