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* * * First Change * * * *
[bookmark: _Toc162966039]4.2.4	Reporting of URSP rule enforcement
URSP rule enforcement for a specific application and a specific URSP rule can be reported to the network. 
The URSP rule needs to be reported after enforcement if the URSP rule includes URSP rule enforcement report indication and if it contains the connection capabilities in the traffic descriptors. A rule with the "match-all" traffic descriptor cannot contain connection capabilities in the traffic descriptor.
URSP rule enforcement report includes all the connection capabilities contained in the traffic descriptor of the associated URSP rule. If several URSP rules for multiple applications are enforced, and these multiple applications' traffic are all associated to a PDU session, several URSP rule enforcement reports can be provided at the same time, each URSP rule enforcement report including all the connection capabilities contained in the traffic descriptor of each URSP rule.
If the UE supports reporting of URSP rule enforcement, the URSP rule matching the application contains the connection capabilities in the traffic descriptor and a URSP rule enforcement report indication, the URSP rule enforcement report indication is set to "URSP rule enforcement report is required", and
-	the traffic descriptor of the URSP rule matches the application information of a newly detected application and associates the application with a new PDU Session; or
-	the traffic descriptor of the URSP rule matches the application information of a newly detected application and associates the application with an existing PDU Session;or
[bookmark: _GoBack]-  the traffic descriptor of the URSP rule match is changed for the application information with PDU Session; 
the UE shall send URSP rule enforcement report including all the connection capabilities contained in the traffic descriptor of the URSP rule matching the application to the network according to 3GPP TS 24.501 [11].

