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1. Reason for Change
Data model for the Sdd_RegularTransmissionConnection API provided by SDDM-S needs to be defined.
2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.2.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc160528694][bookmark: _Toc154277430]A.3.1.3	Data Model
[bookmark: _Toc160528695]A.3.1.3.1	General
Table A.3.1.3.1.1 specifies the data types defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-S.
[bookmark: OLE_LINK18][bookmark: OLE_LINK17]Table A.3.1.3.1.1: SDD_RegularTransmissionConnection API provided by SDDM-S specific data types
	[bookmark: OLE_LINK380]Data type
	Section defined
	Description
	Applicability

	[bookmark: OLE_LINK19][bookmark: OLE_LINK24][bookmark: OLE_LINK375]ValTargetUe
	A.2.2
	Information identifying a VAL user ID or VAL UE ID.
	

	EstablishmentRequest
	A.3.1.3.2.1
	Information identifying an SDD regular transmission connection establishment request.
	

	EstablishmentResponse
	A.3.1.3.2.2
	Information identifying an SDD regular transmission connection establishment response.
	

	ReleaseRequest
	A.3.1.3.2.3
	Information identifying an SDD regular transmission connection release request.
	



Editor’s note:	The table is FFS.

Table A.3.1.3.1.2 specifies the simple data types defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-S.
Table A.3.1.3.1.2: SDD_RegularTransmissionConnection API provided by SDDM-S specific simple data types
	Data type
	Section defined
	Description

	[bookmark: OLE_LINK342]Uinteger
	A.2.3
	Information identifying a VAL user ID or VAL UE ID.



Editor’s note:	The table is FFS.

Table A.3.1.3.1.3 specifies the enumerations defined specifically for the SDD_RegularTransmissionConnection API service provided by SDDM-S.
Table A.3.1.3.1.3: SDD_RegularTransmissionConnection API provided by SDDM-S specific enumeration
	Data type
	Section defined
	Description

	RequestorId
	A.3.1.3.3
	Information identifying a VAL user ID or VAL UE ID.

	ResultOp
	A.3.1.3.3
	Information identifying the result of the operation.



Editor’s note:	The table is FFS.
[bookmark: _Toc160528696]A.3.1.3.2	Structured data types
[bookmark: _Toc160528697][bookmark: _Toc162966375][bookmark: OLE_LINK350][bookmark: OLE_LINK351][bookmark: OLE_LINK373][bookmark: OLE_LINK374]A.3.1.3.2.1	Type: EstablishmentRequest
Table A.3.1.3.2.1.1: Definition of type EstablishmentRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	requestorId
	RequestorId
	M
	1
	Identity of the requestor of the establishment request (NOTE 1).
	

	[bookmark: _Hlk163493575]sealflowId
	number
	M
	1
	Identity of SDDM flow used by the SDDM-C and SDDM-S to identify the application traffic.
	

	endpointId
	string
	M
	1
	Identity of the endpoint of the selected VAL server to which the establishment request has to be sent.
	

	sealddCommunicationLifetime
	string
	M
	1
	Information of the data delivery communication lifetime.
	

	valServiceId
	string
	O
	0..1
	Identity of the VAL service enabled by the SDD regular transmission connection.
	

	[bookmark: OLE_LINK362][bookmark: OLE_LINK363]userPlaneAddress
	string
	O
	0..1
	Identity of the IP address of the traffic.
	

	portNumber
	Uinteger
	O
	0..1
	Identity of the port number of the traffic.
	

	url
	string
	O
	0..1
	Identity of the address of a given unique resource on the Web for the traffic.
	

	transportLayer
	string
	O
	0..1
	Identity of the transport layer protocol for the traffic.
	

	valTgtUe
	ValTargetUe
	O
	0..1
	VAL user to whom the establishment request is applied.
	

	[bookmark: OLE_LINK365][bookmark: OLE_LINK366]NOTE 1:	This attribute shall be set to "sealddserver".



[bookmark: OLE_LINK371][bookmark: OLE_LINK372]A.3.1.3.2.2	Type: EstablishmentResponse
Table A.3.1.3.2.1.2: Definition of type EstablishmentResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	result
	ResultOp
	M
	1
	Result of the establishment request.
	

	cause
	Cause
	O
	0..1
	Reason of the cause of the failure of the establishment request (NOTE 1).
	

	userPlaneAddress
	string
	O
	0..1
	Identity of the IP address of the traffic (NOTE 2).
	

	portNumber
	Uinteger
	O
	0..1
	Identity of the port number of the traffic (NOTE 2).
	

	url
	string
	O
	0..1
	Identity of the address of a given unique resource on the Web for the traffic (NOTE 2).
	

	transportLayer
	string
	O
	0..1
	Identity of the transport layer protocol for the traffic (NOTE 2).
	

	NOTE 1:	This attribute shall be included if result is set to "failure".
NOTE 2:	This attribute may be included if result is set to "success".



A.3.1.3.2.3	Type: ReleaseRequest
Table A.3.1.3.2.1.3: Definition of type ReleaseRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	serverId
	string
	M
	1
	Identity of the VAL server.
	

	sealflowId
	number
	M
	1
	Identity of SDDM flow used by the SDDM-C and SDDM-S to identify the application traffic.
	


[bookmark: OLE_LINK368][bookmark: OLE_LINK369]
A.3.1.3.3	Simple data types and enumerations
None.
[bookmark: OLE_LINK370]Table A.3.1.3.3.1: RequestorID
	Enumeration value
	Description
	Applicability

	SEALDDCLIENT
	SEALDD client is the requestor.
	

	SEALDDSERVER
	SEALDD server is the requestor.
	



Table A.3.1.3.3.2: ResultOp
	Enumeration value
	Description
	Applicability

	SUCCESS
	Success of the operation.
	

	FAILURE
	Failure of the operation.
	



* * * End of Changes * * * *

