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DAD at Start of Day 5 for CT3#97Bis Meeting
	Agenda item
	Agenda item title
	CT3-18…
	Title
	Source
	Result
	Comments

	1
	Opening of the meeting
	
	
	
	
	REGISTRATION FROM 08:30 ON MONDAY
MEETING STARTS  AT 09:00 ON MONDAY

NB: Please observe the rules for meeting attendance:

· registration (personal signature, no post-meeting registration)

· wear your badge

· prudent use of the Internet connection

	2
	Agenda/schedule
	
	
	
	
	

	2.1
	Approval of the agenda.
	4000
	AGENDA   Draft Agenda for CT3#97Bis Meeting
	CT3 Chairman
	
	

	2.2
	Proposed schedule
	4001
	other    INFO Proposed Schedule for CT3#97Bis
	CT3 Chairman
	
	

	
	
	
	
	
	
	

	3
	Registration of documents
	4002
	other    Allocation of documents to agenda items (at Deadline)
	CT3 Chairman
	
	264 Tdoc numbers allocated at Deadline.

	
	
	4003
	other    Allocation of documents to agenda items (Start of Day 1)
	CT3 Chairman
	
	

	
	
	4004
	other    Allocation of documents to agenda items (Start of Day 2)
	CT3 Chairman
	
	

	
	
	4005
	other    Allocation of documents to agenda items (Start of Day 3)
	CT3 Chairman
	
	

	
	
	4006
	other    Allocation of documents to agenda items (Start of Day 4)
	CT3 Chairman
	
	

	
	
	4007
	other    Allocation of documents to agenda items (Start of Day 5)
	CT3 Chairman
	
	

	
	
	4008
	other    Allocation of documents to agenda items (End of Day 5)
	CT3 Chairman
	
	

	
	
	
	
	
	
	

	4
	Reports
	
	
	
	
	SCHEDULED FOR MONDAY MORNING SESSIONS

	4.1
	Report from previous CT3 meeting
	4011
	report    Minutes of CT3#97
	MCC
	Revised to 4307
	Comments to move items to correct agenda item and to correct the name of the rappourteur.

	
	
	4307
	report    Minutes of CT3#97
	MCC
	Approved
	

	4.2
	Report from previous CT plenary
	4010
	report    Summary of CT#80 related to CT3
	CT3 Chairman
	Approved
	

	4.3
	Reports from other groups
	
	
	
	
	

	
	
	
	
	
	
	

	5
	Items for immediate consideration
	
	
	
	
	SCHEDULED FOR MONDAY MORNING SESSIONS 

	5.1
	IPR disclosures
	 Reminder from the Chairman regarding the IPR policy:

“I draw your attention to your obligations under the 3GPP Partner Organizations’ IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of which it is a member any IPR  owned by the Individual Member or any other organization,  which is or is likely to become essential to the work of 3GPP”.



	
	
	

	5.2
	Antitrust declarations
	Reminder from the Chairman regarding the antitrust and competition laws:

“I also draw your attention to the fact that 3GPP activities are subject to applicable antitrust and competition laws and that compliance with said laws is therefore required of any participant of this TSG/WG meeting including the Chairman and Vice Chairman. In case of question I recommend that you contact your legal counsel.
The leadership shall conduct the present meeting with strict impartiality and in the interests of 3GPP.
Furthermore, I would like to remind you that timely submission of work items in advance of TSG/WG meetings is important to allow for full and fair consideration of such matters”.

	5.3
	Other items for immediate consideration
	4014
	other    Draft references in CT3 specifications
	Ericsson
	Noted
	For contributions to this agenda item, please contact the  chairman in advance of the meeting.



	
	
	4208
	WID new   Rel-16 WID on multi-device and multi-identity
	Ericsson /Jörgen
	Revised to 4311
	CT3 has provided minor comments and has no concerns.

	
	
	4311
	WID new   Rel-16 WID on multi-device and multi-identity
	Ericsson /Jörgen
	Endorsed
	

	
	
	
	
	
	
	

	6
	Received Liaison Statements
	4192
	LS in   Rel-15 LS on UE policy
	CT1
	Noted
	SCHEDULED FOR MONDAY MORNING SESSIONS

Question: If a policy section identified by a PSI contains multiple URSP or ANDSP rules and only one rule has changed, will the contents of the entire policy section (including the rules that have not been updated) be sent to the UE, or only the updated parts of the policy contents of the policy section are sent?
Action proposed by Chair:
(CT3 in CC)
Monitor Reply from SA2 and check impacts on N15. The LS can be NOTED.


	
	
	4193
	LS in   Rel-15 LS Reply on Overload Control of Service Based Interfaces
	CT4
	Noted
	CT4 and CT3 jointly discussed the way forward and has agreed on the following:

1. Principles of overload control mechanisms have been specified under clause 6.4 of 3GPP TS 29.500. In release 15, an overload control mechanism using HTTP status codes (307, 429 and 503) along with client applying throttling based on measured requests sent vs accepted requests, is agreed.

2. Dynamic load control mechanisms will not be specified in release 15.

3. NF selection based on the advertised capacity of an NF instance to the NRF is specified in clause 6.3 of 3GPP TS 29.500 and in 3GPP TS 29.510.

4. A new release 16 study item has been agreed to study mechanisms for load control and any improvements to overload control over the service based interfaces.

Action proposed by Chair:
(CT3 in CC)
CT3 has been involved in these agreements. The LS can be NOTED.


	
	
	4194
	LS in   Rel-15 Reply LS on SoR mechanism
	CT6
	Noted
	Based on the SoR solution currently agreed in CT1, CT6 has agreed to a USIM configuration for indicating SoR indication as per the attached solution in the LS.

Action proposed by Chair:
(CT3 in CC)
CT3 is not impacted. The LS can be NOTED.



	
	
	4195
	LS in   Rel-15 Reply LS on Definition of Maximum Packet Loss Rate
	RAN3
	Noted
	RAN3 has agreed the enclosed CRs to TS 36.413 (S1AP) and TS 36.423 (X2AP) relative to encoding of the Maximum Packet loss rate that is sent to the radio network.
Action proposed by Chair:

CT3 has already considered this LS Reply in the specified solution. The LS can be NOTED.


	
	
	4196
	LS in   Rel-15 Reply LS on UE policy delivery
	SA2
	Noted
	SA2 answers CT3 on UE policy delivery questions (S2-184688/ C3-182497). 

Action proposed by Chair:

Discuss in the meeting whether the provided feedback is enough to complete the work or further actions are required

	
	
	4308
	Rel-15 Reply LS on UE policy delivery
	Nokia, Nokia Shanghai Bell
	Revised to 4517
	Reply to SA2 with further questions and assumptions.

	
	
	4517
	Rel-15 Reply LS on UE policy delivery
	Nokia, Nokia Shanghai Bell
	Approved
	Ok with the principles.
Correct typos.

	
	
	4197
	LS in   Rel-15 Reply LS on stateless UDM set
	SA2
	Noted
	SA2 would like to provide the following response for the questions raised in CT4 LS.

1)
Is SA2 willing to define the concept of "UDM Set" for stateless UDM?

[SA2 Answer] SA2 will not define the concept of UDM Set as part of Rel-15.

2)
Is "UDM Set" going to follow the principle of "AMF Set"?

[SA2 Answer] See Answer to Q1.

3)
Since every type of NF can be stateless according to SA2, does SA2 plan to extend the concept of NF set to all the other NF types?

[SA2 Answer] SA2 will not define the concept of NF Set for other NF types as part of Rel-15.

Action proposed by Chair:
(CT3 in CC)
CT3 is not impacted. The LS can be NOTED.


	
	
	4203
	LS in    LS on FS_eVoLP
	SA4
	Noted
	As part of the Rel-15 study item on “Enhanced VoLTE Performance” (FS_eVoLP), SA4 has investigated the media handling support and potential enhancements for the codec-aware SRVCC optimizations, toward supplementing the SA2-defined normative eVoLP features in TS 23.203 and 23.401. The findings of this study are documented in TR 26.959 (latest version is attached).

SA4 agreed a recommendation to conduct normative work in TS 26.114 toward specifying the necessary support for the eVoLP feature. SA4 would like to receive any feedback from RAN2, SA2, CT1, CT3, and CT4 on the attached TR 26.959 and anticipated coordination as per the Conclusions Clause.

Action proposed by Chair:
LS postponed from the previous CT3 meeting.

The attached TR needs to be reviewed in order to provide feedback if something is identified.

See C3-184198 where SA2 has already identified possible impacts.
See next LS.

	
	
	4198
	LS in   Rel-16 Reply LS on FS_eVoLP
	SA2
	Noted
	SA2 reviewed TR 26.959 and provides feedback on the recommendations (1-4) listed in the conclusions section 9.

SA2 identified that when SA4 completes the normative work on recommendation 1) & 2) TS 23.203 and TS 23.503 need to be updated.

For recommendation 3) SA2 would though like to comment that there may be impacts to some intermediary IMS entities since there may be MRF, as well as TAS and SCC AS in the negotiation as B2BUAs. Moreover, the remote end may be an MGCF/MGW with or without 3GPP Spec awareness. Hence SA2 needs to investigate possible network impacts. SA2 also notes that Modifying SDP parameters in CSCFs and PCRF is not possible in existing architecture and SA2 should recommend against such solutions (ref. to solution in TR 26.959, Clauses 8.2.3.4 & 8.2.3.5).

Action proposed by Chair:
(CT3 in CC)
Discuss in the meeting whether CT3 will be impacted in order to be aligned with TS 23.503 & TS 23.203. Other possible impacts should be considered based on SA2 investigations. 

CT3 confirms SA2 concerns and will wait for the stage 2 work to be done to take further actions.


	
	
	4199
	LS in   Rel-15 LS on security requirements for API design
	SA3
	Noted
	SA3 confirms that the example limits given by CT4 for maximum number of IEs, maximum size and maximum nesting depth, are acceptable from a security standpoint. More so than the actual values, it is essential that such limits are explicitly defined and validation of messages can be enforced against them, i.e. messages that do not conform to these bounds are discarded.

The set of requirements for secure API design is currently defined by SA3 in Section 4.1.3 of the attached document. SA3 considers this list to be final as of SA3#91Bis.

SA3 kindly asks CT4 to take above information and attached document into account and to adopt the security requirements for API design in TS 29.501.

Action proposed by Chair:
(CT3 in CC)
CT3 will monitor TS 29.501 in order to ensure that CT3 defined SBIs are aligned with the security requirements. The LS can be NOTED. 


	
	
	4200
	LS in   Rel-15 Reply LS to LS on Security for NEF Northbound APIs
	SA3
	Noted
	SA3 Replies to CT3:

1.Which specification under the SA3 remit should be referenced for the security of the 5G NEF Northbound APIs?

SA3 answer: TS 33.501 should be referenced for the security of the 5G NEF Northbound APIs. With the agreed SA3 CR (S3-181877), TS 33.501 details the security mechanism for NEF with and without CAPIF support. SA3 would like to point out that NEF with and without CAPIF support uses TLS.

2.In SA3, whether the CAPIF Work item relates to the NAPS and 5GS_Ph1 work items?

SA3 answer: The CAPIF WI in SA3 has no overlap with the NAPS and 5GS_Ph1 WIs. CAPIF work item will consider to harmonize the security mechanism defined for the T8 and N33 with the security mechanism defined for CAPIF-2/2e.

If CAPIF is supported, the security communication between API invoker and the AEF supports the security mechanism specified for T8 and N33. Accordingly, Method 3 specified in TS 33.122 is inline with the security mechanism defined for the T8 and N33.

3. If yes, are there any security related requirements for the Northbound NEF APIs and the T8 APIs resulting from the SA3 CAPIF work?

SA3 answer: No, there is no additional security requirements for the Northbound NEF APIs and the T8 APIs resulting from the SA3 CAPIF work. 
4. If so, which requirements apply and how can conflict between non-CAPIF security requirements for T8/N33 and CAPIF related requirements be avoided?

SA3 answer: None according to the Question 3's answer.

Action proposed by Chair:

Discuss in the meeting how to consider SA3 reply in CT3 specifications.
Handled already in the previous meeting

	
	
	4201
	LS in   Rel-15 LS on CAPIF specification work in SA3
	SA3
	Noted
	SA3's work on Security aspects of CAPIF (CAPIF-Sec) is completed, and the attached version of the SA3's TS 33.122 will be submitted for approval in the upcoming SA#80 plenary.
SA3 notes that the CAPIF stage-2 specification in TS 23.222 (v15.1.0) contains multiple Editor's Notes and NOTEs indicating references to the corresponding SA3 specification. SA3 would like to inform SA6 that those Editor's Notes and NOTEs may now be resolved with appropriate references to TS 33.122. 

Follow up work in SA6 may require additional changes beyond updating existing Editor's Notes and NOTEs with appropriate references to the SA3 TS 33.122 spec.
Action proposed by Chair:
(CT3 in CC)
CT3 will align with TS 33.122 and possibly with further updates in TS 23.222. The LS can be NOTED. 


	
	
	4202
	LS in   Rel-16 LS on CAPIF4xMB
	SA4
	Noted
	SA4 intends to update its xMB Stage 2 specification to make xMB Reference Point CAPIF compliant. Reviewing TS 23.222 Stage 2 and TS 29.222 Stage 3 documents on CAPIF. SA4 has a list of questions for which SA4 seek guidance from SA6.

SA4 kindly invites interested representatives in SA6 and CT3 to the planned Ad Hoc Telcos.

Action proposed by Chair:
LS discussed in CT3#97 and postponed since CT3 requires SA6 response before making a decision on whether there is any feedback to provide. See C3-184207. Check if a reply is needed.


	
	
	4207
	LS in   Rel-15 Reply LS on CAPIF4xMB
	SA6
	Noted
	SA6 would like to provide further response to LS S6-180605, which is seeking clarifications regarding update to xMB reference point in order to make it CAPIF compliant.

SA6 expects that detailed information for the xMB reference points & CAPIF solutions to be defined in the stage-3 specifications by CT3.

Action proposed by Chair:
Check whether CT3 needs to provide detailed information to complete SA6 response. See C3-184202.



	
	
	4309
	15 Reply LS on CAPIF4xMB
	Samsung
	Revised to 4562
	Reply on questions related to CT3 aspects.

	
	
	4562
	15 Reply LS on CAPIF4xMB
	Samsung
	Approved
	

	
	
	4204
	LS in    LS on Introduction of a new charging method for PCC Rule.
	SA5
	Noted
	3GPP SA5 would like to inform SA2 that SA5 introduces a new online charging method which would need a new attribute type for PCC rule to be specified. 

In addition to the existing charging methods supported in a PCC rule (i.e. online and offline charging), this new charging method is introduced as the "Online Non-blocking" as per the attached draftCR endorsed during SA5 #119 Ad hoc. 

Action proposed by Chair:
(CT3 in CC)
CT3 needs to introduce the related impacts once TS 23.503 is updated. The LS can be NOTED. 


	
	
	4205
	LS in   Rel-15 LS on Use of NRF framework by CHF for information
	SA5
	Noted
	SA5 would like to introduce as an option, the capability for the 5G Charging framework to use the services offered by the NRF:

 -
For the CHF to consume the Nnrf_NFManagement service to register, deregister or update. 

-
For NF consumers (e.g. SMF) of CHF service(s) to discover the CHF and CHF service(s) via the Nnrf_NFDiscovery service.

SA5 would like to get guidance from SA2 on whether the procedures specified for use of the NRF services are generic and applicable to any NF consumer, so they can be considered as applicable to SA5 specific NF consumer(s), or whether specific action(s) need to be conducted by SA5 to address this.    

Action proposed by Chair:
(CT3 in CC)
CT3 needs to introduce the related impacts once stage 2 TSs are updated. The LS can be NOTED. 


	
	
	4206
	LS in   Rel-15 LS on template availability in TS 29.501
	SA5
	Noted
	SA5 is specifying the stage 3 specification for the Nchf_ConvergedCharging service introduced as part of the Rel-15 5G Charging. 

During our stage 3 work, the TS 29.501 "Principles and Guidelines for Services Definition" was considered by SA5, and in particular, the use of the TS Skeleton Template referred-to by the Annex A (for drafting a 5G System SBI Stage 3 specification). 

Since there is no skeleton included in the published TS 29.501 v15.0.0, SA5 would like CT4 to confirm whether there is an official TS skeleton available which can be used by SA5 before their next SA5#120 meeting.
Action proposed by Chair:
(CT3 in CC)
No CT3 impact.  The LS can be NOTED. 


	
	
	4324
	Reply LS on Service Area Restrictions
	SA2
	Noted
	SA2 Answer 1: Service Area Restriction in Nudm_SubscriberDataManagement may include explicit TAI and/or other geographical information. Service Area Restriction in Npcf_AMPolicyControl is only include the identifiers of TAs.
SA2 Answer 2: Allowed Service Area and Non-allowed Service Area are not specific per RAT which has been clarified in S2-186108.

SA2 Answer 3: The maximum number of allowed TAs is an upper number of allowed tracking areas that allocated for the UE. The value of the maximum number of allowed TA is specified in TS 24.501. A limited allowed area given by a maximum allowed number of tracking areas, may be dynamically assigned by the AMF adding, any not yet visited (by the UE) tracking areas to the Allowed area until the maximum allowed number of tracking areas is reached.

SA2 Answer 4: Please see the answer to Question 1. The lists of allowed and non-allowed service areas received from UDM may include explicit TAI and/or other geographical information. AMF will map the geographical information to a list of TAs. The lists of allowed and non-allowed service areas received from PCF only contain the identifiers of TAs.
Action proposed by Chair:
(CT3 in CC)
Align our CRs with these replies and the related CT4 CR. 


	
	
	4325
	LS on maximum size of UE Radio Capabilities and maximum Information Element size on network interfaces
	SA2
	Noted
	Following the request from TSG RAN to TSG SA, SA2 has commenced work on the “Study on optimisations on UE radio capability signalling” (FS_RACS)
SA2 politely RAN 3 and CT 4 to provide information on the maximum ‘information element’ sizes on the control plane interfaces involved in 5GC and EPS connection establishment; and idle mode mobility and handover (intra-RAT, intra-system, and between EPS and 5GC).
Action proposed by Chair:
(CT3 in CC)
No CT3 action.  The LS can be NOTED. 


	
	
	4326
	LS reply to LS on Use of NRF framework by CHF for information


	SA2
	Noted
	Question: Whether the procedures specified for use of the NRF services are generic and applicable to any NF consumer, so they can be considered as applicable to SA5 specific NF consumer(s), or whether specific action(s) need to be conducted by SA5 to address this.

[SA2 Answer] NRF services are generic and applicable to any NF consumer, so they can be considered as applicable to SA5 specific NF consumer(s), e.g. CHF. 

SA2 will work on NRF usage for CHF discovery and selection by the SMF and the PCF.
Action proposed by Chair:
(CT3 in CC)
Align CT3 specifications with the SA2 work once done. The LS can be NOTED.


	
	
	4327
	LS reply to LS on UE policy
	SA2
	Noted
	Question: If a policy section identified by a PSI contains multiple URSP or ANDSP rules and only one rule has changed, will the contents of the entire policy section (including the rules that have not been updated) be sent to the UE, or only the updated parts of the policy contents of the policy section are sent?

[SA2 Answer] As defined in TS 23.503 clause 6.1.2.2.2, one Policy Section, identified by a PSI, may contain one or multiple URSP or ANDSP rules. If only one rule of the Policy Section is changed, the contents of the entire Policy Section are sent to the UE. The UE updates the stored Policy Sections by what are provided by the PCF. That is to simplify the logic in the UE on handling the received updated Policy Section information.

Action proposed by Chair:
(CT3 in CC)
Align CT3 specifications according to this reply.


	
	
	4328
	LS reply to LS on clarification for spending limit control functionality
	SA2
	Noted
	1.The intention of the Nchf_SpendingLimitControl service definition is to address Diameter based Sy functionality.
2.Nchf_SpendingLimitControl Subscribe service operation is defined in sub-clause 5.2.17.2.2 of TS 23.502. The policy counter status is defined as the event exposed by the CHF that can be subscribed by the NF consumer. It follows the general principle of event exposure subscription/notification definition as defined in clause 4.15.1 of TS 23.502:

- Event ID identifies the type of event being subscribed to, 

- Event Filter Information provides Event Parameter Types and Event Parameter Value(s) to be matched against, in order to meet the condition for notifying the subscribed Event ID

- Event Reporting Information defines the mode of reporting, see Table 4.15.1-1 of TS 23.502. 

Hence, for the CHF events exposure for spending limit control, the Event Id is “policy counter status change", the Event Filter Information is "List of policy counter identifier (s)" and the Event Reporting Information is “continuous reporting”. 

3.The descriptions on CHF reporting the removal of a subscriber, its procedure and the corresponding updates to the Nchf_SpendingLimitControl services are addressed in the attached 2 CRs.
Action proposed by Chair:
(CT3 in CC)
Align CT3 specifications according to this reply.


	
	
	4329
	Reply LS on new BEST service
	SA2
	Noted
	1.SA3 asked CT4 and SA2 “to review the interfaces between the HSE and the HSS, the HSE and the EMKS, and the EMKS and HSS and advise SA3 of the way that they would like to implement this so that SA3 can update this specification accordingly.”.  

2.SA3 also asked SA2 “to review the interface requirements between the HSE and the EAS”.

Regarding request 1, SA2 discussed the architectural aspects of BEST and observed that TS 33.163 does not allow for a scenario where EMSDP messaging is sent over an SCEF anchored non-IP PDN connection. SA2 would like to suggest that SA3 consider updating TS 33.163 in Rel-16 to support use of the BEST protocol with PDN connections that terminate at the SCEF. SA2 takes no position on whether the HSE is part of the SCEF or external to the SCEF.

Regarding request 2, SA2 noted that the HSE to EAS interface involves interworking between the 3GPP PLMN and external nodes, it should fall under CT3’s purview. Thus, SA2 suggests that SA3 direct questions on the HSE to EAS interface to CT3.

Action proposed by Chair:
(CT3 in CC)
CT3 has not been involved in this work. SA3 should ask specific questions to CT3 according to CT3 ToR. The LS can be NOTED.


	
	
	
	
	
	
	

	7

	Release 7 and earlier releases
	RELEASE 7 AND EARLIER RELEASES ARE CLOSED. NO CR IS ALLOWED.

	
	
	
	
	
	
	

	8
	Release 8
	RELEASE 8 IS FROZEN. ONLY ESSENTIAL CAT F and CAT A CRs ARE ALLOWED.

	8.1
	Interworking between IM subsystem and IP [IMS-CCR-IWIP]
	
	
	
	
	

	8.2
	Interworking between IM Subsystem with CS  [IMS-CCR-IWCS]
	
	
	
	
	

	8.3
	Media Gateway Control Function (MGCF) – IM Media Gateway (IMS-MGW) Mn Interface [IMS-CCR-Mn]
	
	
	
	
	

	8.4
	Multimedia Broadcast and Multicast Service  [MBMS]
	
	
	
	
	

	8.5
	Policy and Charging Control (non-SAE)

[PCC]
	
	
	
	
	

	8.6
	Void
	
	
	
	
	

	8.7
	Diameter for Gi interface [DIAMGi]
	
	
	
	
	

	8.8
	Diameter for Wi interface [DIAMWi]
	
	
	
	
	

	8.9
	Void
	
	
	
	
	

	8.10
	Protocol impact from providing IMS services via fixed broadband [FBI]
	
	
	
	
	

	8.11
	IMS Interworking Protocol Aspects in Support of Cable Regulatory Requirements 

[PktCbl-Intw]
	
	
	
	
	

	8.12
	Void
	
	
	
	
	

	8.13
	Interworking between the 3GPP CS domain with BICC or ISUP as signaling protocol and external SIP-I networks

[ExtSIPI]
	
	
	
	
	

	8.14
	PCC aspects of SAE [SAES-St3-PCC] 

Related CRs affecting several PCC TSs  may be grouped together directly under agenda item 8.14

Changes affecting only one PCC TS should be put under the respective sub-items 8.14.1/2/3/4 below.
	
	
	
	
	WID in CP-080576

	8.14.1
	- Signalling flows (29.213)
	
	
	
	
	

	8.14.2
	- Gx and Gxx interfaces (29.212)
	
	
	
	
	

	8.14.3
	- Rx interface (29.214)
	
	
	
	
	

	8.14.4
	- S9 interface (29.215)
	
	
	
	
	

	8.15
	Interworking between EPC and external PDNs [SAES-St3-intwk]
	
	
	
	
	WID in CP-080772

	8.16
	IMS inter-operator service interconnection interface [FBI2-IOPSI]
	
	
	
	
	WID in CP-080578

	8.17
	Interworking between the 3GPP CS domain with SIP-I as signaling protocol and other networks [SIP_Nc]
	
	
	
	
	WID in CP-080282

	8.18
	Interworking between User-to-User Signaling (UUS) and SIP [UUSIW]
	
	
	
	
	WID in CP-070782

	8.19
	Work Items related to TISPAN transfer
	
	
	
	
	

	8.19.1
	- Maintenance of TISPAN R1 [MAINT_R1]
	
	
	
	
	WID in CP-080211

	8.19.2
	- Maintenance of TISPAN R2 [MAINT_R2]
	
	
	
	
	WID in CP-080229

	8.19.3
	- Documentation of TISPAN R1 and R2  in CT3 [REDOC_TIS-C3]
	
	
	
	
	WID in CP-080213

	8.19.4
	- Support of Overlap signaling [Overlap]
	
	
	
	
	WID in CP-070731

	8.19.5
	- Stage 3 (CT3) of CWonIMS [CW_IMS]
	
	
	
	
	WID in CP-080214

	8.19.6
	- Stage 3 (CT3) of [CCBS_CCNR]
	
	
	
	
	WID in CP-080215

	8.20
	Contributions on Common IMS related to 3GPP2 [REDOC_3GPP2]
	
	
	
	
	WID in CP-080795

	8.21
	Support of Service-Level Interworking for Messaging Services [MESSIW]
	
	
	
	
	WID in CP-080773

	8.22
	Enhancement of interworking between MTSI and Circuit Switched networks  [MTSI_eMHI]
	
	
	
	
	WID in CP-080774

	8.23
	Core Network Impacts for A-Interface Over IP [AoIP-CN]
	
	
	
	
	WID in CP-080722

	8.24
	IMS Centralized Service Control Protocol, Addressing, Subscriber Data [ICSRA]
	
	
	
	
	WID in CP-091046

	8.25
	CAT solution for voice and video call in CS domain [CAT_SS]
	
	
	
	
	WID in CP-080496

	8.26
	Technical Enhancements and Improvements [TEI8]
	
	
	
	
	

	8.27
	Rel-8 contributions on other Work Items
	
	
	
	
	

	
	
	
	
	
	
	

	9
	Release 9
	RELEASE 9 IS FROZEN. ONLY ESSENTIAL CAT F and CAT A CRs ARE ALLOWED.

	9.1
	Interworking between IM subsystem and IP [IMS-CCR-IWIP]
	
	
	
	
	

	9.2
	Interworking between IM Subsystem with CS  [IMS-CCR-IWCS]
	
	
	
	
	

	9.3
	Protocol impact from providing IMS services via fixed broadband [FBI]
	
	
	
	
	

	9.4
	MBMS [MBMS]
	
	
	
	
	

	9.5
	Interworking between the 3GPP CS domain with BICC or ISUP as signaling protocol and external SIP-I networks [ExtSIPI]
	
	
	
	
	

	9.6
	Interworking between the 3GPP CS domain with SIP-I as signaling protocol and other networks [SIP_Nc]
	
	
	
	
	

	9.7
	PCC aspects of SAE [SAES-St3-PCC]
	
	
	
	
	

	9.8-15
	Reserved
	
	
	
	
	

	9.16
	CS-IBCF and CS-TrGW definition in 3GPP specifications           [CS-IBCF]
	
	
	
	
	WID in CP-090073

	9.17
	Interconnection Border Control Function (IBCF) – Transition Gateway (TrGW); Ix interface, Stage 3 [IMS_IBCF]
	
	
	
	
	WID in CP-090019

	9.18
	CT3 Aspects of MBMS Support in EPS [MBMS_EPS]
	
	
	
	
	WID in CP-090330



	9.19
	Operational Description of the Inter-IMS NNI   [II-NNI]
	
	
	
	
	WID in CP-090331

	9.20
	Support for IMS Emergency Calls over GPRS and EPS [IMS_EMER_GPRS_EPS]
	
	
	
	
	WID in CP-090564

	9.21
	PCC Enhancements [PCC-Enh]
	
	
	
	
	WID in CP-090744

	9.22
	Completion of IMS Restoration Procedures [eIMS_RP]
	
	
	
	
	WID in CP-091050

	9.23
	CT1 aspects of SRVCC support for IMS Emergency Calls [IMS_EMER_GPRS_EPS-SRVCC]
	
	
	
	
	WID in CP-090882

	9.24
	IMS Media Plane Security [MEDIASEC_CORE]
	
	
	
	
	WID in CP-090884

	9.25
	Technical Enhancements and Improvements [TEI9]
	
	
	
	
	

	9.26
	Rel-9 contributions on other work items
	
	
	
	
	

	
	
	
	
	
	
	

	10
	Release 10
	
	
	
	
	RELEASE 10 IS FROZEN. ONLY ESSENTIAL CAT F and CAT A CRs ARE ALLOWED.

	10.1
	Interworking between IM subsystem and IP [IMS-CCR-IWIP]
	
	
	
	
	

	10.2
	Interworking between IM Subsystem with CS  [IMS-CCR-IWCS]
	
	
	
	
	

	10.3
	PCC aspects of SAE [SAES-St3-PCC]
	
	
	
	
	

	10.4
	Interworking between EPC and external PDNs [SAES-St3-intwk]
	
	
	
	
	

	10.5
	CT3 Aspects of MBMS Support in EPS [MBMS_EPS]
	
	
	
	
	

	10.6
	PCC Enhancements [PCC-Enh]
	
	
	
	
	

	10.7-15
	Reserved
	
	
	
	
	

	10.16
	CPM-SMS Interworking [CPM-SMS]
	
	
	
	
	WID in CP-090859

	10.17
	Optimal Media Routeing [OMR]
	
	
	
	
	WID in CP-110134

	10.18
	Further Improvements of II-NNI specification based on Operational Feedback and Evolution of Other Specifications [II-NNI2]
	
	
	
	
	WID in CP-100326

	10.19
	Call Completion Not Logged in [CCNL]
	
	
	
	
	WID in CP-100335

	10.20
	IP Flow Mobility and WLAN offload (Stage 3) [IFOM-CT]
	
	
	
	
	WID in CP-100715

	10.21
	Enabling Coder Selection and Rate Adaption for UTRAN and E-UTRAN for Load Adaptive Applications, CN impacts [ECSRA_LAA-CN]
	
	
	
	
	WID in CP-100702

	10.21.1
	-  Packet Core impacts
	
	
	
	
	

	10.21.2
	-  IMS/CS impacts
	
	
	
	
	

	10.22
	S2b Mobility based on GTP [SMOG-St3]
	
	
	
	
	WID in CP-100644

	10.23
	CT aspects of Enhancements for Multimedia Priority Service [eMPS-CN]
	
	
	
	
	WID in CP-100878

	10.24
	PCRF failure and restoration [PCRF-FR]
	
	
	
	
	WID in CP-100703

	10.25
	CT aspects of Multi Access PDN Connectivity  [MAPCON-St3]
	
	
	
	
	WID in CP-100709

	10.26
	CT3 Aspects of Policy Enhancements for Sponsored Connectivity and Coherent Access to Policy related Data Bases [PEST-CT3]
	
	
	
	
	WID in CP-100860

	10.27
	Dynamic View of Headers in Messages for II-NNI [NNI_DV]
	
	
	
	
	WID in CP-100795

	10.28
	CS and IMS Interworking for CAT early session model [CIIC_ES]
	
	
	
	
	WID in CP-110283

	10.29
	Stage 3 for Network Improvements for Machine Type Communications [NIMTC]
	
	
	
	
	WID in CP-110442

	10.30
	Technical Enhancements and Improvements [TEI10]
	
	
	
	
	

	10.31
	Rel-10 contributions on other Work Items
	
	
	
	
	

	
	
	
	
	
	
	

	11
	Release 11
	
	
	
	
	RELEASE 11 IS FROZEN. ONLY ESSENTIAL CAT F and CAT A CRs ARE ALLOWED.

	11.1
	Interworking between IM subsystem and IP [IMS-CCR-IWIP]
	
	
	
	
	

	11.2
	Interworking between IM Subsystem with CS  [IMS-CCR-IWCS]
	
	
	
	
	

	11.3
	Policy Control and Charging [PCC]
	
	
	
	
	

	11.4
	Interworking between EPC and external PDNs [SAES-St3-intwk]
	
	
	
	
	

	11.5
	PCC aspects of SAE [SAES-St3-PCC]
	
	
	
	
	

	11.6
	CT3 Aspects of MBMS Support in EPS [MBMS_EPS]
	
	
	
	
	

	11.7
	PCC Enhancements [PCC-Enh]
	
	
	
	
	

	11.8
	Optimal Media Routeing [OMR]
	
	
	
	
	

	11.9
	Dynamic View of Headers in Messages for II-NNI [NNI_DV]
	
	
	
	
	

	11.10-15
	Reserved
	
	
	
	
	

	11.16
	CT3 aspects of Service Awareness and Privacy Policies [SAPP-CT3]
	
	
	
	
	WID in CP-110136

	11.17
	CT3 aspects of QoS Control Based on Subscriber Spending Limits [QoS_SSL-CT3]
	
	
	
	
	WID in CP-120203

	11.18
	USSD Simulation Service in IMS-stage 3 [USSI]
	
	
	
	
	WID in CP-110534

	11.19
	Single Radio Video Call Continuity [vSRVCC-CT]
	
	
	
	
	WID in CP-120278

	11.19.1
	- IMS-related
	
	
	
	
	

	11.19.2
	- PCC-related
	
	
	
	
	

	11.20
	Further improvement of usability of II-NNI specification for inter-connection [NNI_OI]
	
	
	
	
	WID in CP-110533

	11.21
	IMS Stage-3 IETF Protocol Alignment [IMSProtoc5]
	4070
	CR 0962 29.165 Rel-11 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Revised to 4371
	WID in CP-110437

Modify Reason for change on the cover sheet.

There is technical change but no technical impact on the specification.

Dependency with TS 24.229 CR 6151.


	
	
	4371
	CR 0962 29.165 Rel-11 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Agreed
	

	
	
	4071
	CR 0963 29.165 Rel-12 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Revised to 4372
	Same modification as C3-184070

Dependency with TS 24.229 CR 6152.

	
	
	4372
	CR 0963 29.165 Rel-12 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Agreed
	

	
	
	4072
	CR 0964 29.165 Rel-13 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Revised to 4373
	Same modification as C3-184070

Dependency with TS 24.229 CR 6153.

	
	
	4373
	CR 0964 29.165 Rel-13 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Agreed
	

	
	
	4073
	CR 0965 29.165 Rel-14 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Revised to 4374
	Same modification as C3-184070

Dependency with TS 24.229 CR 6154.

	
	
	4374
	CR 0965 29.165 Rel-14 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Agreed
	

	
	
	4074
	CR 0966 29.165 Rel-15 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Revised to 4375
	Same modification as C3-184070

Dependency with TS 24.229 CR 6155.

	
	
	4375
	CR 0966 29.165 Rel-15 Update draft ref for Originating-CDIV param in P-Served-User
	Orange / Marianne
	Agreed
	

	11.22
	CT aspects of Single Radio Voice Call Continuity from UTRAN/GERAN to E-UTRAN/HSPA [rSRVCC-CT]
	
	
	
	
	WID in CP-110726

	11.22.1
	- IMS/CS related 
	
	
	
	
	

	11.22.2
	- Packet Core related
	
	
	
	
	

	11.23
	Stage 3 for System Improvements to Machine-Type Communications [SIMTC-Reach]
	
	
	
	
	WID in CP-120617

	11.24
	Support for BroadBand Forum Accesses Interworking, Core Network Impacts, Building Block I [BBAI_BBI-CT]
	
	
	
	
	WID in CP-120419

	11.25
	Support for BroadBand Forum Accesses Interworking, Core Network Impacts, Building Block II [BBAI_BBII-CT]
	
	
	
	
	WID in CP-120420

	11.26
	CN aspects of Anonymous Call Rejection in the CS domain [ACR_CS-CN]
	
	
	
	
	WID in CP-110587

	11.27
	Advanced Interconnection of Services [IPXS]
	
	
	
	
	WID in CP-110646

	11.28
	Enhancements for Multimedia Priority Service (MPS)  Gateway Control Priority [eMPS_Gateway]
	
	
	
	
	WID in CP-110806

	11.29
	CN aspects of Mobility based On GTP & PMIPv6 for WLAN access to EPC [SaMOG_WLAN-CN]
	
	
	
	
	WID in CP-110802

	11.30
	CT aspect on Network Provided Location Information for IMS

[NWK-PL2IMS-CT]
	
	
	
	
	WID in CP-120845

	11.31
	II-NNI enhancements: SIP timers applicability

[NNI_timers]
	
	
	
	
	WID in CP-120082

	11.32
	Roaming Architecture for Voice over IMS with Local Breakout – CT aspects [RAVEL-CT]
	
	
	
	
	WID in CP-120088

	11.33
	Inclusion of Media Resource Broker [MRB]
	
	
	
	
	WID in CP-120277

	11.34
	Enhanced T.38 FAX support [MMTel_T.38_FAX]
	
	
	
	
	WID in CP-120673

	11.35
	Enhanced Nodes Restoration for EPC [eNR_EPC]
	
	
	
	
	WID in CP-120449

	11.36
	IMS overload control [IOC]
	
	
	
	
	WID in CP-120561

	11.37
	Technical Enhancements and Improvements [TEI11]
	
	
	
	
	

	11.38
	Rel-11 contributions on other Work Items
	
	
	
	
	

	
	
	
	
	
	
	

	12
	Release 12
	
	
	
	
	RELEASE 12 IS FROZEN. ONLY ESSENTIAL CAT F and CAT A CRs ARE ALLOWED.

	12.1
	Interworking between a PLMN with WLAN to access the EPC and a PDN [SAES_WLAN_EPC_intwk]
	
	
	
	
	WID in CP-130395

	12.2
	CT aspects of Extended IMS media plane security features [eMEDIASEC-CT]
	
	
	
	
	WID in CP-130597

	12.3
	IMS-based Telepresence (Stage 3) [IMS_TELEP]
	
	
	
	
	WID in CP-140624

	12.4
	IMS Stage-3 IETF Protocol Alignment  [IMSProtoc6]
	
	
	
	
	WID in CP-120905

	12.5
	IMS Emergency PSAP Callback [EMC_PC]
	
	
	
	
	WID in CP-130218 (WI moved from Rel-11)

	12.6
	Diameter Overload Control [FS_DOCME]
	
	
	
	
	CT4 work item

	12.7
	Study on Indication of NNI Routeing scenarios in SIP requests [FS_NNI_RS]
	
	
	
	
	WID in CP-130166

	12.7.1
	Indication of NNI Routeing scenarios in SIP requests [NNI_RS]
	
	
	
	
	WID in CP-140288

	12.8
	Study on XML based access of AF to the PCRF [FS_XML_AF_PCRF]
	
	
	
	
	WID in CP-130167

	12.8.1
	Representational State Transfer (REST) reference point between Application Function (AF) and Protocol Converter (PC) [REST_AF_PC]
	
	
	
	
	WID in CP-140451

	12.9
	Dual-Radio VCC Enhancements [eDRVCC]
	
	
	
	
	WID in CP-130091

	12.10
	Single Radio Voice Call Continuity (SRVCC) before ringing [bSRVCC]
	
	
	
	
	WID in CP-130219

	12.11
	ICS Interworking Enhancement in MSC server [ICS_IWE]
	4015
	CR 0149 29.292 Rel-12 Screening indicator values
	Ericsson
	Agreed
	WID in CP-130352



	
	
	4016
	CR 0150 29.292 Rel-13 Screening indicator values
	Ericsson
	Agreed
	

	
	
	4017
	CR 0151 29.292 Rel-14 Screening indicator values
	Ericsson
	Agreed
	

	
	
	4018
	CR 0152 29.292 Rel-15 Screening indicator values
	Ericsson
	Agreed
	

	12.12
	CT Aspects of Coordination of Video Orientation [CVO-CT]
	
	
	
	
	WID in CP-130393

	12.13
	CT3 aspects of Application Based Charging [ABC-CT3]
	
	
	
	
	WID in CP-130353

	12.14
	CT3 Aspect of Usage Monitoring Control PCC Enhancement [UMONC-CT3]
	
	
	
	
	WID in CP-130396

	12.15
	CT Aspects of Signalling of Image Size [SIS_CT]
	
	
	
	
	WID in CP-130394

	12.16
	CT Aspects of End-to-End MTSI Extensions [E2EMTSI-CT]
	
	
	
	
	WID in CP-130397

	12.17
	Policy and Charging Control for supporting traffic from fixed terminals and NSWO traffic from 3GPP Ues in fixed broadband access networks
[P4C-F-CT3]
	
	
	
	
	WID in CP-130776

	12.18
	Study on Technical aspects on Roaming End-to-end scenarios with VoLTE IMS and other networks [FS_REVOLTE_IMS]
	
	
	
	
	WID in CP-130774

	12.19
	CT Aspects of IMS Business Trunking for IP-PBX in Static Mode of operation [BusTI-CT]
	
	
	
	
	WID in CP-140197

	12.20
	Updating IMS to conform to RFC 6665 [UP6665]
	
	
	
	
	WID in CP-130717

	12.21
	eMBMS restoration procedures [eMBMS_Rest]
	
	
	
	
	WID in CP-140271

	12.22
	Enhancements to IMS Operator Determined Barring [eIODB]
	
	
	
	
	WID in CP-130711

	12.23
	CT aspects of Network Provided Location Information for IMS Trusted WLAN Access Network [NETLOC_TWAN_CT]
	
	
	
	
	WID in CP-130810

	12.24
	CT aspects of Small Data and Device Triggering Enhancements [MTCe-SDDTE-CT]
	
	
	
	
	WID in CP-140489

	12.25
	CT aspects of Proximity-based Services
[ProSe-CT]
	
	
	
	
	WID in CP-140290

	12.26
	CT aspects of Core Network Overload – User Location Information reporting improvements [CNO_ULI-CT]
	
	
	
	
	WID in CP-140093

	12.27
	ICE impacts on IMS H.248 profiles
[ICEH248]
	
	
	
	
	WID in CP-140266

	12.28
	ALT-C for indication of IPv4 and IPv6 addresses in SDP [ALTC]
	
	
	
	
	WID in CP-140191

	12.29
	IMS Signalling Activated Trace [ISAT]
	
	
	
	
	WID in CP-140195

	12.30
	Impacts of RFC7044 for introduction of the new History-Info header field [HISTORY_CT]
	
	
	
	
	WID in CP-140285

	12.31
	CT aspects of Group Communication System Enablers for LTE [GCSE_LTE-CT]
	
	
	
	
	WID in CP-140559

	12.32
	Diameter Overload Control for PCC-based Diameter applications [DOCME-PCC]
	
	
	
	
	WID in CP-140405

	12.33
	P-CSCF restoration enhancements [PCSCF_RES]
	
	
	
	
	WID in CP-140490

	12.34
	CT Impacts of Codec for Enhanced Voice Services [EVS_codec-CT]
	
	
	
	
	WID in CP-140800

	12.35
	Technical Enhancements and Improvements [TEI12]
Please use agenda 12.35.1 and 12.35.2 for IMS/CS and Packet Core respectively.
If the topic is related to previous release, please use both TEI12 and the WI code of previous release (e.g. TEI12, SAPP-CT3).
	
	
	
	
	

	12.35.1
	TEI12 for IMS/CS
	
	
	
	
	

	12.35.2
	TEI12 for Packet Core
	
	
	
	
	

	12.36
	Rel-12 contributions on other Work Items
	
	
	
	
	

	
	
	
	
	
	
	

	13
	Release 13
	
	
	
	
	

	13.1
	CT aspects of User Plane Congestion Management (UPCON) for Building Block I
[UPCON-DOTCON-CT]
	
	
	
	
	WID in CP-150365

	13.2
	CT aspects of voice over E-UTRAN Paging Policy Differentiation
[voE-UTRAN_PPD-CT]
	
	
	
	
	WID in CP-140491 (CT4 leading)

	13.3
	CT Aspects of QoS End to End MTSI extensions [QOSE2EMTSI-CT]
	
	
	
	
	WID in CP-140925

	13.4
	CT3 part of Support of RTP / RTCP multiplexing (signaling) in IMS [RTCP_MUX]
	
	
	
	
	WID in CP-130436 (CT4 leading)

	13.5
	CT aspects of Double Resource Reuse for Multiple Media Sessions
[DRuMS-CT]
	
	
	
	
	CP-140926

	13.6
	CT3 Aspect of Usage Monitoring Control extension
[eUMONC-CT3]
	
	
	
	
	CP-140927

	13.7
	IMS Stage-3 IETF Protocol Alignment
[IMSProtoc7]
	
	
	
	
	CP-140815 (CT1 leading)



	13.8
	Interworking of Called IN number and original Called IN number ISUP parameters
[INNB_IW]
	
	
	
	
	CP-140928

	13.9
	IMS Signalling Activated Trace [ISAT]
	
	
	
	
	CP-150091 (CT1 leading)

	13.10
	CT aspects of EVS in 3G Circuit-Switched Networks [EVSoCS-CT]
	
	
	
	
	CP-150200 (CT4 leading)

	13.11
	Continuation of the Overload Control for PCC based Diameter applications [cDOCME_PCC]
	
	
	
	
	CP-150194

	13.12
	Controlling IMS Media Plane with SDP Capability Negotiation [SDPCN_IMS]
	
	
	
	
	CP-150238 (CT4 leading)

	13.13
	Monitoring Enhancements CT aspects [MONTE-CT]
	
	
	
	
	CP-150422 (CT4 leading)

	13.14
	CT aspects of IP Flow Mobility support for S2a and S2b Interfaces (NBIFOM) [NBIFOM-CT]
	
	
	
	
	CP-150874 (CT1 leading)

	13.15
	CT aspects of enhancements to Proximity-based Services extensions [eProSe-Ext-CT]
	
	
	
	
	CP-150370 (CT1 leading)

	13.16
	CT aspects of Architecture Enhancements for Service Capability Exposure [AESE-CT]
	
	
	
	
	CP-150576

	13.17
	Reserved
	
	
	
	
	

	13.18
	CT Aspects of Video Enhancements by Region-of-Interest Information Signalling [ROI-CT]
	
	
	
	
	CP-150425 (CT4 leading)

	13.19
	Message interworking during PS to CS SRVCC[mSRVCC]
	
	
	
	
	CP-150401 (CT1 leading)

	13.20
	CT3 Aspect of Flexible Mobile Service Steering [FMSS-CT]
	
	
	
	
	CP-150799

	13.21
	CT aspects of Support of Emergency services over WLAN – phase 1 [SEW1-CT]
	
	
	
	
	CP-150571 (CT1 leading)

	13.22
	Study on Impacts of the Diameter Base Protocol Specification Update [FS_DBPU]
	
	
	
	
	CP-150575 (CT4 leading)

	13.23
	EPC Signalling Improvement for Race Scenarios [EPC_SIG_RACE]
	
	
	
	
	CP-150424 (CT4 leading)

	13.24
	Mission Critical Push To Talk over LTE protocol aspects [MCPTT-CT]
	
	
	
	
	CP-160160 (CT1 leading)

	13.25
	Enhancements to WEBRTC interoperability stage 3 [eWebRTCi_CT]
	
	
	
	
	CP-150767 (CT1 leading)



	13.26
	Extended DRX cycle [eDRX-CT]
	
	
	
	
	CP-150541 (CT1 leading)

	13.27
	CT aspects of MBMS Enhancements [MBMS_enh-CT]
	
	
	
	
	CP-150798

	13.28
	Diameter Message Priority [DiaPri]
	
	
	
	
	CP-150613 (CT4 leading)

	13.29
	CT Aspects of Architecture enhancements for Cellular Internet of Things [CIoT-CT]
	
	
	
	
	CP-160292 (CT1 leading)

	13.30
	Technical Enhancements and Improvements [TEI13]
Please use agenda 13.30.1 and 13.30.2 for IMS/CS and Packet Core respectively.

If the topic is related to previous release, please use both TEI13 and the WI code of previous release (e.g. TEI13, PCSCF_RES)
	
	
	
	
	

	13.30.1
	TEI13 for IMS/CS
	
	
	
	
	

	13.30.2
	TEI13 for Packet Core
	
	
	
	
	

	13.31
	Rel-13 contributions on other Work Items
	
	
	
	
	

	
	
	
	
	
	
	

	14
	Release 14
	
	
	
	
	

	14.1
	CT aspects of MTSI Extension on Multi-stream Multiparty Conferencing Media Handling [MMCMH-CT]
	
	
	
	
	CP-160376 (CT4 leading)

	14.2
	IMS Stage-3 IETF Protocol Alignment [IMSProtoc8]
	
	
	
	
	CP-160294 (CT1 leading)

	14.3
	CT aspects for Non-IP for Cellular Internet of Things for 2G/3G-GPRS [NonIP_GPRS-CT]
	
	
	
	
	CP-160293 (CT1 leading)

	14.4
	Password based service activation for IMS Multimedia Telephony service [PWDIMS-CT]
	
	
	
	
	CP-160295 (CT1 leading)

	14.5
	CT aspects of Control and User Plane Separation of EPC nodes [CUPS-CT]
	
	
	
	
	CP-160579 (CT4 leading)

	14.6
	Diameter Load Control Mechanism [DLoCMe]
	
	
	
	
	CP-160645 (CT4 leading)

	14.7
	CT Aspects of S8 Home Routing Architecture for VoLTE [V8-CT]
	
	
	
	
	CP-160479 (CT1 leading)

	14.8
	CT aspects of V2X Services [V2X-CT]
	
	
	
	
	CP-170179 (CT1 leading)

	14.9
	CT3 Aspect of Sponsored Data Connectivity Improvements [SDCI-CT]
	
	
	
	
	CP-160580

	14.10
	CT Aspect of Improvements of Awareness of User Location Change [AULC-CT]
	
	
	
	
	CP-160466

	14.11
	New WID on SIP Reason header extension [REAS_EXT]
	
	
	
	
	CP-160481 (CT1 leading)

	14.12
	Protocol enhancements for Mission Critical Push To Talk over LTE [MCPTTProtoc1]
	
	
	
	
	CP-160581 (CT1 leading)

	14.13
	CT Aspects of Determination of Completeness of Charging Information in IMS [CH14-DCCII-CT]
	
	
	
	
	CP-160697 (CT1 leading)

	14.14
	CT aspects of system architecture enhancements for TV service [AE_enTV-CT]
	
	
	
	
	CP-160816

	14.15
	Diameter Base Protocol Specification Update [DBPU]
	
	
	
	
	CP-160822 (CT4 leading)

	14.16
	Void
	
	
	
	
	

	14.17
	WID on User Controlled Spoofed call Treatment [SPECTRE-CT]
	
	
	
	
	CP-160696 (CT1 leading)

	14.18
	CT aspects of PS data off function [PS_DATA_OFF-CT]
	
	
	
	
	CP-170180 (CT1 leading)

	14.19
	Enhancements for Mission Critical Push To Talk – CT aspects[MCImp-eMCPTT-CT]
	
	
	
	
	CP-170177 (CT1 leading)

	14.20
	Mission Critical Data – CT aspects [MCImp-MCDATA-CT]
	
	
	
	
	CP-170175 (CT1 leading)

	14.21
	Mission Critical Video – CT aspects [MCImp-MCVIDEO-CT]
	
	
	
	
	CP-170176 (CT1 leading)

	14.22
	WID on IMS Signalling Activated Trace [ISAT]
	
	
	
	
	CP-170178 (CT1 leading)

	14.23
	Technical Enhancements and Improvements
[TEI14]

Please use agenda 14.23.1 and 14.23.2 for IMS/CS and Packet Core respectively.

If the topic is related to previous release, please use both TEI14 and the WI code of previous release (e.g. TEI14, UPCON-DOTCON-CT)
	
	
	
	
	

	14.23.1
	TEI14 for IMS/CS
	
	
	
	
	

	14.23.2
	TEI14 for Packet Core
	
	
	
	
	

	14.24
	Rel-14 contributions on other Work Items
	
	
	
	
	

	
	
	
	
	
	
	

	15
	Release 15
	
	
	
	
	

	15.1
	Study on Policy and Charging for Volume Based Charging [FS_PC_VBC]
	
	
	
	
	CP-172135

	15.2
	CT aspects on 5G System - Phase 1 [5GS_Ph1-CT]
Please use agenda items 15.2.x to contribute to the TR and the TSs according to the scope below. Use this level only for generic topics.
	4028
	discussion  29.500 Rel-15 OAuth2.0 Clarifications
	Huawei
	Noted
	CP-181199 (CT1 leading)

C4-185056 (Confirmed)
Handled in the joint session.


	
	
	4053
	discussion    CR 29.500 Clarification to stateless AMF support
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185183 (Confirmed)
Handled in the joint session.



	
	
	4029
	discussion  29.500 Rel-15 Specifying N32 Aspects
	Huawei
	Noted
	C4-185062 (Confirmed)
Handled in the joint session.



	
	
	4054
	discussion    CR 29.501 Automatic TS versions in OpenAPI file
	Nokia, Nokia Shanghai Bell
	Noted
	C4-185184 (Confirmed)
Handled in the joint session.

Check if we can decide a way forward during the week.



	
	
	4055
	discussion    CR 29.501 Informative Annex with Word Macro to convert data type decriptions to OpenAPI format
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185185 (Confirmed). No high priority.

	
	
	4213
	discussion   Rel-15 JSON Structures in Query Parameters
	Ericsson
	Noted
	C4-185227 (Confirmed)
Handled in the joint session.



	
	
	4058
	discussion    CR 29.501 Example URIs in figures
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185085

	
	
	4277
	Servers Section in OpenAPI
	Ericsson, Nokia, Nokia Shanghai Bell
	Noted
	C4-185294 (Confirmed)

Handled in the joint session.

**

For discussion:

*Inclusion of {apiRoots} framed in the figure related to the resource URI structure.

CT3 rapporteurs will bring CRs to remove the frame for the {apiRoots] in the Resource structure.
CT4 will be informed by email. Thomas will do that.
*Applicability of TS 29.500/TS 29.501 in NAPS, CAPIF and 5G Northbound APIs.

CT3 agrees to align with 5G as much as possible, having exceptions when required for NAPS. 

CAPIF & 5G Northbound APIs will be fully aligned.
For versioning it is still open.
*Specification of data for Resource URI variables
If it is a simple data type there is no need to define it.
If it is already define in subclause, refer to the proper clause.
**



	
	
	4059
	discussion    CR 29.571 ProblemDetails
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185086

	
	
	4211
	discussion   Rel-15 Removal of systematic references to the "format" keyword in data type definitions
	Ericsson
	Noted
	C4-185214

	
	
	4212
	discussion   Rel-15 OpenAPI corrections
	Ericsson
	Noted
	C4-185215 (Confirmed)

	
	
	4031
	discussion  29.571 Rel-15 DNAI change notification type
	Huawei
	Noted
	C4-185259

Handled in the joint session. Agreed.



	
	
	4056
	discussion    CR 29.571 Definition of DNAI
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185283 (Confirmed)
Handled in the joint session. Agreed.


	
	
	4057
	discussion    CR 29.571 Definition of Service Area Restrictions
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	C4-185288

	
	
	4060
	discussion    CR 29.571 Structure of AmfId
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185087

	
	
	4061
	discussion    CR 29.571 NfId
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185088

	
	
	4062
	discussion    CR 29.571 Data Change Notification
	Nokia, Nokia Shanghai-Bell
	Noted
	C4-185092

	
	
	4051
	discussion    CR 29.571 Add support for 5G Trace
	Nokia, Nokia Shanghai Bell
	Noted
	C4-185167 (Confirmed). CT4 revised it already. Check further comments.

	
	
	4278
	Additional common QoS-related data types
	Vencore Labs, OEC, AT&T, T-Mobile USA
	Noted
	C4-185095 (Confirmed)

	
	
	4075
	discussion    Discussion on the implementation of PCF selection during the AMF relocation
	Huawei
	Noted
	C4-185298 (Confirmed)
Handled in the joint session.



	15.2.1
	Technical Report (TR 29.890)
	
	
	
	
	CP-181199 (CT1 leading)

	15.2.2
	Access and Mobility Policy Control Service (TS 29.507)
	4030
	CR 0001 29.507 Rel-15 Data type of Service area restriction
	Huawei
	Merged with 4133 into 4353
	CP-181199 (CT1 leading)

Waiting for the CT4 discussion.



	
	
	4076
	CR 0003 29.507 Rel-15 AM Policy Association management during the AMF relocation
	Huawei
	Revised to 4354
	The procedure is under the Update service. Do not modify the Create clause. Add only the required clarifications in that clause.
The conditions should be clear when Create can still be used.

	
	
	4354
	CR 0003 29.507 Rel-15 AM Policy Association management during the AMF relocation
	Huawei
	Revised to 4572
	4.2.3.1
to update Notification URI. Should be 

to update the Notification URI.

	
	
	4572
	CR 0003 29.507 Rel-15 AM Policy Association management during the AMF relocation
	Huawei
	Agreed
	

	
	
	4355
	LS on AM Policy Association management during AMF relocation
	Huawei
	Revised to 4519
	Show SA2 the differences with stage 2 in CT3 specifications.

Provide motivation for the decision. Indicate the UCs where create can be used. Attach the CR.

	
	
	4519
	LS on AM Policy Association management during AMF relocation
	Huawei
	Revised to 4573
	The attached file is not the agreed one.

	
	
	4573
	LS on AM Policy Association management during AMF relocation
	Huawei
	Approved
	

	
	
	4077
	LS out    LS on Resource URI of AM Policy transfer
	Huawei
	Withdrawn
	This was already discussed in the CT3-CT4 session and the solution was agreed.

	
	
	4126
	CR 0004 29.507 Rel-15 Completion of Error Codes in OpenAPI file
	Nokia, Nokia Shanghai-Bell
	Revised to 4356
	Remove 501.
Add 401.

	
	
	4356
	CR 0004 29.507 Rel-15 Completion of Error Codes in OpenAPI file
	Nokia, Nokia Shanghai-Bell
	Revised to 4523
	All OpenAPI specs should include: 1.R15.0.0
All rapporteurs should update servers in OpenAPI spec in this or next meeting.



	
	
	4523
	CR 0004 29.507 Rel-15 Completion of Error Codes in OpenAPI file
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4130
	CR 0005 29.507 Rel-15 Stateless AMF support updates
	Nokia, Nokia Shanghai-Bell
	Revised to 4357
	Update the CR with the outcome of the joint CT3-CT4 session.
TS 23.510 should be TS 29.510.

	
	
	4357
	CR 0005 29.507 Rel-15 Stateless AMF support updates
	Nokia, Nokia Shanghai-Bell
	Agreed
	It is ok from CT3 pov. We will wait for CT4 to agree on the related CR.
Dependency on TS 29.500 CR 0004

	
	
	4132
	CR 0006 29.507 Rel-15 Removal of editor´s note about additional parameters to further qualify event triggers
	Nokia, Nokia Shanghai-Bell
	Revised to 4491
	PRA is still undefined. Check offline if the EN will survive.

	
	
	4491
	CR 0006 29.507 Rel-15 Removal of editor´s note about additional parameters to further qualify event triggers
	Nokia, Nokia Shanghai-Bell
	Revised to 4521
	Dependency on TS 29.512 CR 22
Compare on the agreed version of 4498.

Typos.

	
	
	4521
	CR 0006 29.507 Rel-15 Removal of editor´s note about additional parameters to further qualify event triggers
	Nokia, Nokia Shanghai-Bell
	Agreed
	TS 29.512 CR 22

	
	
	4133
	CR 0007 29.507 Rel-15 Service Area Restrictions
	Nokia, Nokia Shanghai-Bell
	Merged with 4030 into 4353
	

	
	
	4353
	CR 0007 29.507 Rel-15 Service Area Restrictions
	Nokia, Nokia Shanghai-Bell, Huawei
	Postponed till next meeting
	

	
	
	4134
	CR 0008 29.507 Rel-15 UE policies
	Nokia, Nokia Shanghai-Bell
	Revised to 4362
	LATE

Check if UPSI LIST TRANSPORT" message is supported in the updates.

Expand the text to indicate what a predefined and dynamic policy section means.
Check if this sentence can be maintained: 
Such policy sections may be predefined or may be dynamically generated by the PCF, but shall comply to the rules below.
UE policies are predefined in the PCF.

Check if something has to be said about the retrieval of predefined policies from UDR.

Typo in 4.2.3.2.

Remove EN in 5.6.2.3.

Correct beeing

Editorials.

SA2 is having a complete different solution for that. Monitor it during the week.


	
	
	4362
	CR 0008 29.507 Rel-15 UE policies
	Nokia, Nokia Shanghai-Bell
	Revised to 4574
	4.2.2.2.0
PCF should be V-PCF

Typos

	
	
	4574
	CR 0008 29.507 Rel-15 UE policies
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4136
	CR 0009 29.507 Rel-15 V-PCF procedures
	Nokia, Nokia Shanghai-Bell
	Revised to 4363
	LATE

Make some sentences more readable.

	
	
	4363
	CR 0009 29.507 Rel-15 V-PCF procedures
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4245
	CR 0010 29.507 Rel-15 Alignment of resource URIs to resource URI structure
	Ericsson
	Agreed
	

	
	
	4246
	CR 0011 29.507 Rel-15 Including location information when a location change event is met
	Ericsson
	Revised to 4358
	Remove “and” in step 4, and add “;”.

	
	
	4358
	CR 0011 29.507 Rel-15 Including location information when a location change event is met
	Ericsson
	Agreed
	

	
	
	4262
	CR 0012 29.507 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Revised to 4364
	LATE

TS 23.501 should be TS 29.501 in the coversheet.

Remove reference to RFC in the coversheet.

	
	
	4364
	CR 0012 29.507 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4263
	CR 0013 29.507 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	LATE

	15.2.3
	Session Management Event Exposure Service (TS 29.508)
	4033
	CR 0001 29.508 Rel-15 DNAI change notification type
	Huawei
	Revised to 4359
	CP-181199 (CT1 leading)

Third change is missing.


	
	
	4359
	CR 0001 29.508 Rel-15 DNAI change notification type
	Huawei
	Revised to 4492
	Include CR from CT4 in the coversheet.

	
	
	4492
	CR 0001 29.508 Rel-15 DNAI change notification type
	Huawei
	Agreed
	

	
	
	4127
	CR 0002 29.508 Rel-15 Completion of Error Codes in OpenAPI file
	Nokia, Nokia Shanghai-Bell
	Revised to 4360
	Remove 501
Add 401.

Update servers & versions.

	
	
	4360
	CR 0002 29.508 Rel-15 Completion of Error Codes in OpenAPI file
	Nokia, Nokia Shanghai-Bell
	Revised to 4522
	Include CT4 CR dependency.
Remove duplicated “subclause”



	
	
	4522
	CR 0002 29.508 Rel-15 Completion of Error Codes in OpenAPI file
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4128
	CR 0003 29.508 Rel-15 Definition of DNAI
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4131
	CR 0004 29.508 Rel-15 Stateless AMF support updates
	Nokia, Nokia Shanghai-Bell
	Revised to 4361
	Update with CT4 outcome.
Change TS 23.510 to TS 29.510.

	
	
	4361
	CR 0004 29.508 Rel-15 Stateless AMF support updates
	Nokia, Nokia Shanghai-Bell
	Revised to 4524
	Dependency with TS 29.500 CR 0004
Update reason for change.

	
	
	4524
	CR 0004 29.508 Rel-15 Stateless AMF support updates
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4264
	CR 0006 29.508 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Revised to 4365
	LATE

TS 23.501 should be TS 29.501 in the coversheet.

Remove reference to RFC in the coversheet.

	
	
	4365
	CR 0006 29.508 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	15.2.4
	Session Management Policy Control Service (TS 29.512)
	4078
	CR 0001 29.512 Rel-15 Updates for TS 29.512 structure
	Huawei, Nokia
	Revised to 4279
	CP-181199 (CT1 leading)



	
	
	4279
	CR 0001 29.512 Rel-15 Updates for TS 29.512 structure
	Huawei, Nokia
	Revised to 4312
	CT3 agrees to make an exception and allow changes in the clause numbering with the compromise that the rapporteur will do a detailed analysis of possible collisions.
Change the structure to separate triggers from additional information.

	
	
	4312
	CR 0001 29.512 Rel-15 Updates for TS 29.512 structure
	Huawei, Nokia
	Agreed
	

	
	
	4079
	CR 0002 29.512 Rel-15 Update of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Revised to 4280
	

	
	
	4280
	CR 0002 29.512 Rel-15 Update of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Revised to 4313
	SUPI is conditional. Explain the condition.
Dependencies with other CRs for the handling of QoS attributes. Wait for the joint session.

	
	
	4313
	CR 0002 29.512 Rel-15 Update of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Revised to 4493
	Remove extra e in attributee;

	
	
	4493
	CR 0002 29.512 Rel-15 Update of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Agreed
	

	
	
	4080
	CR 0003 29.512 Rel-15 Update of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Revised to 4281
	

	
	
	4281
	CR 0003 29.512 Rel-15 Update of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Revised to 4314
	Make the SMPolicyId globally unique.
Notify should be Update in the added text

Delete should be Terminate in the added text.

Response will be 200 ok in the Delete operation.

	
	
	4314
	CR 0003 29.512 Rel-15 Update of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Revised to 4494
	Align the figure with NotificationURI
Align 4250 accordingly.

	
	
	4494
	CR 0003 29.512 Rel-15 Update of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Agreed
	

	
	
	4081
	CR 0004 29.512 Rel-15 Update of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Revised to 4282
	

	
	
	4282
	CR 0004 29.512 Rel-15 Update of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Revised to 4317
	IPv4 address handling can be explained in the next meeting. Discuss offline.

New names for the attributes will be kept in  this CR and removed from 4248.

	
	
	4317
	CR 0004 29.512 Rel-15 Update of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Revised to 4525
	Check if there are any change with the previous version

	
	
	4525
	CR 0004 29.512 Rel-15 Update of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Agreed
	

	
	
	4082
	CR 0005 29.512 Rel-15 Update of Npcf_SMPolicyControl_Delete Service Operation
	Huawei
	Revised to 4283
	

	
	
	4283
	CR 0005 29.512 Rel-15 Update of Npcf_SMPolicyControl_Delete Service Operation
	Huawei
	Revised to 4318
	Correct typos. O should be 0 in the table.
DataTime should be DateTime.



	
	
	4318
	CR 0005 29.512 Rel-15 Update of Npcf_SMPolicyControl_Delete Service Operation
	Huawei
	Agreed
	

	
	
	4083
	discussion    Discussion on multi-homing scenario
	Huawei
	Noted
	CT3 has no agreement on impacts on the PCC. Lack of SA2 support. An LS can be sent if CT3 agrees with the content first.
Some text can be proposed for the handling of Session AMBR.

	
	
	4084
	CR 0006 29.512 Rel-15 multi-homing support
	Huawei
	Revised to 4319
	Focus on the Session AMBR handling.

	
	
	4319
	CR 0006 29.512 Rel-15 multi-homing support
	Huawei
	Revised to 4575
	Refer to N4 interface TS.
Discuss offline what should be the scope of the functionality in this clause.

	
	
	4575
	CR 0006 29.512 Rel-15 multi-homing support
	Huawei
	Revised to 4599
	Avoid wording for normative work for interactions SMF-UPF.
Offline discussions.

	
	
	4599
	CR 0006 29.512 Rel-15 multi-homing support
	Huawei
	Revised to 4611
	Add 4.2.4.2 as clause affected.

	
	
	4611
	CR 0006 29.512 Rel-15 multi-homing support
	Huawei
	Pre-Agreed
	

	
	
	4320
	LS on multihoming support
	Huawei
	Revised to 4518
	Simplify the LS to focus on the SMPolicyControl service. Focus on usage monitoring impacts if it is distributed and what SMF needs to provide to the PCF to identify PCC rules.
Check offline with CT4 delegates.

Cc CT4 in the LS.

	
	
	4518
	LS on multihoming support
	Huawei
	
	

	
	
	4085
	CR 0007 29.512 Rel-15 Access Network Charging Identifier Request and Report
	Huawei
	Revised to 4284
	

	
	
	4284
	CR 0007 29.512 Rel-15 Access Network Charging Identifier Request and Report
	Huawei
	Agreed
	

	
	
	4086
	CR 0008 29.512 Rel-15 Request result of PCC rule removal
	Huawei
	Revised to 4285
	

	
	
	4285
	CR 0008 29.512 Rel-15 Request result of PCC rule removal
	Huawei
	Revised to 4321
	Do not talk about PCEF and PCRF.

	
	
	4321
	CR 0008 29.512 Rel-15 Request result of PCC rule removal
	Huawei
	Agreed
	

	
	
	4087
	CR 0009 29.512 Rel-15 Request the successful resource allocation notification
	Huawei
	Revised to 4286
	

	
	
	4286
	CR 0009 29.512 Rel-15 Request the successful resource allocation notification
	Huawei
	Revised to 4322
	Editorials.

	
	
	4322
	CR 0009 29.512 Rel-15 Request the successful resource allocation notification
	Huawei
	Agreed
	

	
	
	4088
	CR 0010 29.512 Rel-15 HTTP error handling procedure
	Huawei
	Revised to 4287
	

	
	
	4287
	CR 0010 29.512 Rel-15 HTTP error handling procedure
	Huawei
	Revised to 4323
	5.3.2.3.1
404 is used at collection level and does not require a ProblemDetail.

400 needs to be removed.

Align OpenAPI spec.

PCC_QOS_FLOW_EVENT is a transient error..Clarify that.
501 has to be removed from all OpenAPI specs since it means that the server does not support the method at all. The same will apply to 405.
A CR to CT4 spec will be sent for next meeting.

	
	
	4323
	CR 0010 29.512 Rel-15 HTTP error handling procedure
	Huawei
	Agreed
	

	
	
	4089
	CR 0011 29.512 Rel-15 PCC Rule Error Handling
	Huawei
	Revised to 4288
	

	
	
	4288
	CR 0011 29.512 Rel-15 PCC Rule Error Handling
	Huawei
	Revised to 4330
	Check if ProblemDetails will be included in the ErrorReport.
Document the possible choices.

Discuss offline.

Remove the attributes that are modified in other CR.

5.6.2.19 Cardinality cannot be “array”.
Correct typos.

5.6.2.x Replace O by 0.

	
	
	4330
	CR 0011 29.512 Rel-15 PCC Rule Error Handling
	Huawei
	Revised to 4571
	Change definition of ErrorReport
Both attributes are optional.

Typo tha
Correct RulsStatus data type

Add applicability for ranNasRelCause


	
	
	4571
	CR 0011 29.512 Rel-15 PCC Rule Error Handling
	Huawei
	Agreed
	

	
	
	4090
	CR 0012 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Revised to 4331
	Rephrase second added sentence.
403 Forbidden should be 400.

	
	
	4331
	CR 0012 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Revised to 4495
	Typo unknown
CT3 agrees to use 400 Bad Request for Unknown users. When the error is related to the HTTP body, we will use this error.

	
	
	4495
	CR 0012 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_Create Service Operation
	Huawei
	Agreed
	

	
	
	4091
	CR 0013 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Revised to 4333
	Check if some text needs to be added for some errors.
Indicate that the info is provided in the ProblemDetails

Correct coversheet with the proper meeting place.



	
	
	4333
	CR 0013 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Revised to 4496
	Rephrase the sentence to indicate that the procedure failed because of the validation of PCC rules and add the error code 400 instead.

	
	
	4496
	CR 0013 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Revised to 4527
	Wrong document

	
	
	4527
	CR 0013 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_UpdateNotify Service Operation
	Huawei
	Agreed
	

	
	
	4092
	CR 0014 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Revised to 4332
	Check if some text needs to be added for ERROR_TRIGGER_EVENT.
Indicate that the info is provided in the ProblemDetails.

Correct coversheet with the proper meeting place.

Correct PCEF.



	
	
	4332
	CR 0014 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Revised to 4497
	ProblemDetail must be ProblemDetails
Been must be being. Simplify the sentence.

	
	
	4497
	CR 0014 29.512 Rel-15 Failure cases of Npcf_SMPolicyControl_Update Service Operation
	Huawei
	Agreed
	

	
	
	4093
	CR 0015 29.512 Rel-15 Update of PCF and SMF function descriptions
	Huawei
	Revised to 4334
	Remove first change.
Keep the final NOTE.

	
	
	4334
	CR 0015 29.512 Rel-15 Update of PCF and SMF function descriptions
	Huawei
	Agreed
	

	
	
	4094
	CR 0016 29.512 Rel-15 Rules, Session rules, PCC rules definition updates
	Huawei
	Revised to 4335
	Check if 5QI & ARP is required.

	
	
	4335
	CR 0016 29.512 Rel-15 Rules, Session rules, PCC rules definition updates
	Huawei
	Agreed
	

	
	
	4095
	CR 0017 29.512 Rel-15 Policy Decision types Updates
	Huawei
	Revised to 4336
	Change first sentence to:
A PCC rule or session rule can at most refer to one instance of each policy descision type.



	
	
	4336
	CR 0017 29.512 Rel-15 Policy Decision types Updates
	Huawei
	Agreed
	

	
	
	4096
	CR 0018 29.512 Rel-15 Policy control request trigger definition update
	Huawei
	Revised to 4289
	

	
	
	4289
	CR 0018 29.512 Rel-15 Policy control request trigger definition update
	Huawei
	Revised to 4337
	1st change: Refer to the encoding of the data type.
Default QoS change is always reported. Remove The SMF always reports to the PCF.Refer to Note 1.
has changed should be “have changed”

	
	
	4337
	CR 0018 29.512 Rel-15 Policy control request trigger definition update
	Huawei
	Agreed
	

	
	
	4097
	CR 0019 29.512 Rel-15 Conditioned PCC rule update
	Huawei
	Revised to 4339
	This functionality also applies to predefined rules. Remove “dynamic” everywhere.
Remove extra spaces.

Change the bullet name for the first level.

Modification should consider the replacement of condition data.

Deletion could mean updates and deletion.

	
	
	4339
	CR 0019 29.512 Rel-15 Conditioned PCC rule update
	Huawei
	Revised to 4576
	4.2.6.2.7
Second 3), first bullet must be “shall” and or should be and.

Typo in the second bullet.

	
	
	4576
	CR 0019 29.512 Rel-15 Conditioned PCC rule update
	Huawei
	Agreed
	

	
	
	4098
	CR 0020 29.512 Rel-15 Conditioned session rule update
	Huawei
	Revised to 4340
	Same comments as in previous CR.

	
	
	4340
	CR 0020 29.512 Rel-15 Conditioned session rule update
	Huawei
	Revised to 4577
	Same comments as in previous CR.

	
	
	4577
	CR 0020 29.512 Rel-15 Conditioned session rule update
	Huawei
	Agreed
	

	
	
	4099
	CR 0021 29.512 Rel-15 IMS restoration support
	Huawei
	Revised to 4290
	

	
	
	4290
	CR 0021 29.512 Rel-15 IMS restoration support
	Huawei
	Revised to 4338
	Remove references to PCEF & PCRF.


	
	
	4338
	CR 0021 29.512 Rel-15 IMS restoration support
	Huawei
	Agreed
	

	
	
	4100
	CR 0022 29.512 Rel-15 PRA support
	Huawei
	Revised to 4291
	

	
	
	4291
	CR 0022 29.512 Rel-15 PRA support
	Huawei
	Revised to 4341
	Add reference for TS 29.502 and correct the number.
Replace PCRF by PCF.

23.501 should be reference 2.

Define the structure in TS 29.512 until it is moved to TS 29.571 in next CT3 & CT4 meeting. Add an EN accordingly. TS 29.514 should be also aligned.

	
	
	4341
	CR 0022 29.512 Rel-15 PRA support
	Huawei
	Revised to 4498
	Typos.

Change cardinality for the array.



	
	
	4498
	CR 0022 29.512 Rel-15 PRA support
	Huawei
	Revised to 4528
	Check if PRAList can be defined as bytes. It cannot be a string.
Change the name of attribute praEleList
Provide info about the map key. Check 4491.



	
	
	4528
	CR 0022 29.512 Rel-15 PRA support
	Huawei
	Revised to 4578
	4.2.6.4.x. should be 4.2.6.5.x

	
	
	4578
	CR 0022 29.512 Rel-15 PRA support
	Huawei
	Agreed
	

	
	
	4101
	CR 0023 29.512 Rel-15 Update of steering the traffic to a local access of the data network
	Huawei
	Revised to 4292
	

	
	
	4292
	CR 0023 29.512 Rel-15 Update of steering the traffic to a local access of the data network
	Huawei
	Revised to 4342
	Check offline what can be agreed based on the outcome of the last SA2 meeting.
Correct bullet style.

	
	
	4342
	CR 0023 29.512 Rel-15 Update of steering the traffic to a local access of the data network
	Huawei
	Revised to 4579
	Needs to be consistent with DNAIChange. It will be corrected in next meeting.
Include cardinality for routeToLocs
2nd change: correct “as follow”

	
	
	4579
	CR 0023 29.512 Rel-15 Update of steering the traffic to a local access of the data network
	Huawei
	Agreed
	

	
	
	4102
	CR 0024 29.512 Rel-15 Support for Ethernet
	Huawei
	Revised to 4293
	

	
	
	4293
	CR 0024 29.512 Rel-15 Support for Ethernet
	Huawei
	Revised to 4343
	Remove extra space in the first change.

Correct typos.

Check offline if we need two triggers.

	
	
	4343
	CR 0024 29.512 Rel-15 Support for Ethernet
	Huawei
	Agreed
	

	
	
	4103
	CR 0025 29.512 Rel-15 Update of Provisioning of charging related information for PDU session
	Huawei
	Revised to 4294
	

	
	
	4294
	CR 0025 29.512 Rel-15 Update of Provisioning of charging related information for PDU session
	Huawei
	Revised to 4344
	Remove complete row in Table 5.6.1-2.
Typos.

Default charging info should go outside ChargingData and be at PDU session level instead.



	
	
	4344
	CR 0025 29.512 Rel-15 Update of Provisioning of charging related information for PDU session
	Huawei
	Revised to 4529
	Remove complete row in Table 5.6.1-2.

Check if the format of the clause title is correct and remove it if not.



	
	
	4529
	CR 0025 29.512 Rel-15 Update of Provisioning of charging related information for PDU session
	Huawei
	Agreed
	

	
	
	4104
	CR 0026 29.512 Rel-15 UE requests specific QoS handling for selected SDF
	Huawei
	Revised to 4295
	

	
	
	4295
	CR 0026 29.512 Rel-15 UE requests specific QoS handling for selected SDF
	Huawei
	Revised to 4316
	Use the full name in the data types.
Shorten the attribute names.

Typos.

	
	
	4316
	CR 0026 29.512 Rel-15 UE requests specific QoS handling for selected SDF
	Huawei
	Revised to 4499
	Typo. PCRF should disappear.
Align data types. Use conventions for attribute names.

	
	
	4499
	CR 0026 29.512 Rel-15 UE requests specific QoS handling for selected SDF
	Huawei
	Revised to 4530
	RequestQos should be RequestedQos
Replace QCI with 5QI

	
	
	4530
	CR 0026 29.512 Rel-15 UE requests specific QoS handling for selected SDF
	Huawei
	Agreed
	

	
	
	4105
	CR 0027 29.512 Rel-15 Provisioning of IP index information
	Huawei
	Revised to 4296
	

	
	
	4296
	CR 0027 29.512 Rel-15 Provisioning of IP index information
	Huawei
	Revised to 4346
	Check offline whether the description of ipIndex needs to be changed.
Indicate 4.2.2.4 (new) in the coversheet.

Offline discussions if we need to specify some format.

	
	
	4346
	CR 0027 29.512 Rel-15 Provisioning of IP index information
	Huawei
	Revised to 4601
	Add an EN in 4.2.2.x that the description of IPIndex needs to be clarified.

	
	
	4601
	CR 0027 29.512 Rel-15 Provisioning of IP index information
	Huawei
	Agreed
	

	
	
	4106
	CR 0028 29.512 Rel-15 Update of Multimedia Priority Services
	Huawei
	Revised to 4347
	

	
	
	4347
	CR 0028 29.512 Rel-15 Update of Multimedia Priority Services
	Huawei
	Agreed
	

	
	
	4107
	CR 0029 29.512 Rel-15 Exclude the traffic from the session level
	Huawei
	Revised to 4297
	

	
	
	4297
	CR 0029 29.512 Rel-15 Exclude the traffic from the session level
	Huawei
	Agreed
	

	
	
	4108
	CR 0030 29.512 Rel-15 Provisioning of Specific QoS parameters together with 5QI
	Huawei
	Revised to 4299
	

	
	
	4299
	CR 0030 29.512 Rel-15 Provisioning of Specific QoS parameters together with 5QI
	Huawei
	Revised to 4348
	Part of the offline discussions on QoSCharacteristics.
Editorials in 5.6.2.8.

Rephrase last sentence under 4.2.6.5.2.

Add 3GPP in front of TS.

	
	
	4348
	CR 0030 29.512 Rel-15 Provisioning of Specific QoS parameters together with 5QI
	Huawei
	Revised to 4580
	CT3 agrees not to use the common data types
Work offline on a proposal that is more clear.

	
	
	4580
	CR 0030 29.512 Rel-15 Provisioning of Specific QoS parameters together with 5QI
	Huawei
	Agreed
	

	
	
	4109
	CR 0031 29.512 Rel-15 Add Unspecified value to the FlowDirection data type
	Huawei
	Revised to 4300
	

	
	
	4300
	CR 0031 29.512 Rel-15 Add Unspecified value to the FlowDirection data type
	Huawei
	Agreed
	

	
	
	4110
	CR 0032 29.512 Rel-15 Completion of definitions of UsageMonitoringData and AccuUsageReport(29.512)
	Huawei
	Revised to 4301
	

	
	
	4301
	CR 0032 29.512 Rel-15 Completion of definitions of UsageMonitoringData and AccuUsageReport
	Huawei
	Revised to 4349
	Correct title of the CR.
Proposed to move it to TS 29.571 for the next meeting.

	
	
	4349
	CR 0032 29.512 Rel-15 Completion of definitions of UsageMonitoringData and AccuUsageReport
	Huawei
	Agreed
	

	
	
	4111
	CR 0033 29.512 Rel-15 Definition of FlowStatus data type
	Huawei
	Revised to 4302
	

	
	
	4302
	CR 0033 29.512 Rel-15 Definition of FlowStatus data type
	Huawei
	Revised to 4350
	Correct TS in OpenAPI.
Check if flow status should be optional.

	
	
	4350
	CR 0033 29.512 Rel-15 Definition of FlowStatus data type
	Huawei
	Revised to 4500
	Cardinality should be 0..1

	
	
	4500
	CR 0033 29.512 Rel-15 Definition of FlowStatus data type
	Huawei
	Agreed
	

	
	
	4112
	CR 0034 29.512 Rel-15 Definition of RedirectAddressType data type
	Huawei
	Revised to 4303
	

	
	
	4303
	CR 0034 29.512 Rel-15 Definition of RedirectAddressType data type
	Huawei
	Agreed
	

	
	
	4113
	CR 0035 29.512 Rel-15 Mandate the TrafficContrlData decision
	Huawei
	Revised to 4351
	FlowStatus is optional. Rewrite first change. 

	
	
	4351
	CR 0035 29.512 Rel-15 Mandate the TrafficContrlData decision
	Huawei
	Agreed
	FlowStatus is mandatory when the PCC rule is provisioned the first time.
Correct the coversheet: city and typo.



	
	
	4114
	CR 0036 29.512 Rel-15 Reflective QoS support
	Huawei
	Revised to 4304
	

	
	
	4304
	CR 0036 29.512 Rel-15 Reflective QoS support
	Huawei
	Revised to 4352
	Correct grammar in the first added sentence of the CR.
Check offline if both attributes are needed.

	
	
	4352
	CR 0036 29.512 Rel-15 Reflective QoS support
	Huawei
	Agreed
	

	
	
	4115
	CR 0037 29.512 Rel-15 Remove the DELETE method
	Huawei
	Revised to 4366
	Change the location in the coversheet.

	
	
	4366
	CR 0037 29.512 Rel-15 Remove the DELETE method
	Huawei
	Agreed
	

	
	
	4116
	CR 0038 29.512 Rel-15 Remove the Packet Loss Rate from the QoS characteristics
	Huawei
	Revised to 4367
	

	
	
	4367
	CR 0038 29.512 Rel-15 Remove the Packet Loss Rate from the QoS characteristics
	Huawei
	Agreed
	

	
	
	4117
	CR 0039 29.512 Rel-15 Re-use the ARP data type from 29.571
	Huawei
	Revised to 4368
	Add OpenAPI impacts.
Correct coversheet.

	
	
	4368
	CR 0039 29.512 Rel-15 Re-use the ARP data type from 29.571
	Huawei, Ericsson
	Agreed
	

	
	
	4118
	CR 0040 29.512 Rel-15 Update of QosCharateristic data type
	Huawei
	Revised to 4305
	

	
	
	4305
	CR 0040 29.512 Rel-15 Update of QosCharateristic data type
	Huawei
	Merged with 4248 into 4526
	

	
	
	4119
	CR 0041 29.512 Rel-15 Update of OpenAPI specification
	Huawei
	Withdrawn
	LATE

	
	
	4124
	CR 0042 29.512 Rel-15 PCC support for dynamic 5QIs
	Vencore Labs
	Merged with 4305 and 4248 into 4345
	Check offline if QoSCharacteristics can be defined with 5QI (or something different) and the data type as defined in TS 29.571.
Specific changes to the attributes will wait for this decision.

	
	
	4345
	CR 0042 29.512 Rel-15 PCC support for dynamic 5QIs
	Vencore Labs, Ericsson, Huawei, AT&T
	Revised to 4501
	Remove the changes related to ARP from this CR.
Add clarifications on the use of the new added data types.

Remove the added EN.

Add the new two added data types in the reused data type table.

	
	
	4501
	CR 0042 29.512 Rel-15 PCC support for dynamic 5QIs
	Vencore Labs, Ericsson, Huawei, AT&T
	Not Pursued
	

	
	
	4129
	CR 0043 29.512 Rel-15 Definition of DNAI
	Nokia, Nokia Shanghai-Bell
	Revised to 4581
	Postponed till the discussion on 4342 is finished.
Dnais: change cardinality & description.


	
	
	4581
	CR 0043 29.512 Rel-15 Definition of DNAI
	Nokia, Nokia Shanghai-Bell
	Agreed
	TS 29.571 CR 0017

	
	
	4165
	CR 0044 29.512 Rel-15 Completion of ConditionData dat type
	Huawei
	Revised to 4369
	Correct location in the coversheet.

	
	
	4369
	CR 0044 29.512 Rel-15 Completion of ConditionData dat type
	Huawei
	Agreed
	

	
	
	4166
	CR 0045 29.512 Rel-15 Completion of TrafficControlData dat type
	Huawei Technologies R&D UK
	Revised to 4370
	redirectInfo should be optiona.
Correct location in the coversheet.

	
	
	4370
	CR 0045 29.512 Rel-15 Completion of TrafficControlData dat type
	Huawei Technologies R&D UK
	Agreed
	

	
	
	4247
	CR 0047 29.512 Rel-15 Corrections on the notification URIs defined for the UpdateNotify
	Ericsson
	Revised to 4315
	Changes on 5.5.2 will be removed.

	
	
	4315
	CR 0047 29.512 Rel-15 Corrections on the notification URIs defined for the UpdateNotify
	Ericsson
	Revised to 4582
	Change title of the figure to be the same as the title of the clause.

	
	
	4582
	CR 0047 29.512 Rel-15 Corrections on the notification URIs defined for the UpdateNotify
	Ericsson
	Agreed
	

	
	
	4248
	CR 0048 29.512 Rel-15 Corrections on attributes and data types
	Ericsson
	Merged with 4305 into 4526
	Remove the changes on the names of the attributes that collide with 4282.
Check if it collides with the discussion in the joint session.

	
	
	4526
	CR 0048 29.512 Rel-15 Corrections on attributes and data types
	Ericsson, Huawei
	Revised to 4583
	Correct attribute name 5qI

	
	
	4583
	CR 0048 29.512 Rel-15 Corrections on attributes and data types
	Ericsson, Huawei
	Agreed
	

	
	
	4249
	CR 0049 29.512 Rel-15 Corrections on Supported Features
	Ericsson
	Agreed
	

	
	
	4250
	CR 0050 29.512 Rel-15 Update custom operation for Npcf_SMPolicyControl_Update
	Ericsson
	Revised to 4389
	Merge the first change into 4317.

	
	
	4389
	CR 0050 29.512 Rel-15 Update custom operation for Npcf_SMPolicyControl_Update
	Ericsson
	Agreed
	

	
	
	4251
	CR 0051 29.512 Rel-15 Missing Slice Information
	Ericsson
	Agreed
	

	
	
	4252
	CR 0052 29.512 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Revised to 4390
	It is suggested to use generic description rather than smfId. For example, IP domain.

smPolicyContextData -> SmPolicyContextData

The BSF may be affected.

	
	
	4390
	CR 0052 29.512 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Agreed
	

	
	
	4271
	CR  0053 29.512 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Revised to 4391
	LATE

	
	
	4391
	CR  0053 29.512 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	15.2.5
	Policy Authorization Service (TS 29.514)
	4034
	CR 0001 29.514 Rel-15 DNAI change notification type
	Huawei
	Revised to 4586
	CP-181199 (CT1 leading)



	
	
	4586
	CR 0001 29.514 Rel-15 DNAI change notification type
	Huawei
	Agreed
	Add dependency in the coverpage

TS/TR 29.571 CR 0012

	
	
	4120
	CR 0002 29.514 Rel-15 Definition of FlowStatus data type
	Huawei
	Revised to 4306
	

	
	
	4306
	CR 0002 29.514 Rel-15 Definition of FlowStatus data type
	Huawei
	Agreed
	

	
	
	4121
	discussion    Discussion on reporting AF traffic routing requirements status
	Huawei
	Noted
	Include questions related to this issue into the liaison for TS 29.513 to clarify the requirements.

	
	
	4122
	CR 0003 29.514 Rel-15 Reporting AF traffic routing requirements status
	Huawei
	Revised to 4428
	Check offline whether status change can be specified in stage 3.

	
	
	4428
	CR 0003 29.514 Rel-15 Reporting AF traffic routing requirements status
	Huawei
	Revised to 4584
	TeVal should be tempVals
0..N should be 1..N



	
	
	4584
	CR 0003 29.514 Rel-15 Reporting AF traffic routing requirements status
	Huawei
	Agreed
	

	
	
	4234
	CR 0004 29.514 Rel-15 Modification of Traffic Routing Information provided at AF session level
	Ericsson
	Agreed
	

	
	
	4235
	CR 0005 29.514 Rel-15 Missing AF Transaction Identifier
	Ericsson
	Revised to 4429
	"afTransId" data type should be attribute.

	
	
	4429
	CR 0005 29.514 Rel-15 Missing AF Transaction Identifier
	Ericsson
	Agreed
	

	
	
	4236
	CR 0006 29.514 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Revised to 4430
	2nd change: as to be replaced by such as
Remove general changes in the OpenAPI

	
	
	4430
	CR 0006 29.514 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Revised to 4588
	

	
	
	4588
	CR 0006 29.514 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Agreed
	

	
	
	4237
	CR 0007 29.514 Rel-15 Subscription and notification of resources allocation outcome, data model
	Ericsson
	Revised to 4431
	Rephrase 4th change to talk about resources.
Data type will be: MediaComponentResourceStatus

Clarify the description of the attribute.



	
	
	4431
	CR 0007 29.514 Rel-15 Subscription and notification of resources allocation outcome, data model
	Ericsson
	Agreed
	

	
	
	4238
	CR 0008 29.514 Rel-15 Subscription to resources allocation outcome, service procedures
	Ericsson
	Revised to 4432
	Rewrite the text in the 1st bullet according to the second one.
Add one additional change to list the procedure in the general clause.

notification to resource allocation
“to” should be “of”.

As result of this action: as a result of this action

	
	
	4432
	CR 0008 29.514 Rel-15 Subscription to resources allocation outcome, service procedures
	Ericsson
	Agreed
	

	
	
	4239
	CR 0009 29.514 Rel-15 Notification of resource allocation outcome, service procedures
	Ericsson
	Revised to 4433
	Add one additional change to list the procedure in the general clause.

Check offline if some rewording is needed.
Replace “omit” with “include”:

the PCF may include the "medCompStatus" attribute

Add an explanation in the coversheet for the MCC to check additional CR.

1st sentence & 2nd paragraph:

When the PCF becomes aware that the resources associated to service information for one or more SDFs have been allocated, the PCF shall inform the AF accordingly provided that the AF

	
	
	4433
	CR 0009 29.514 Rel-15 Notification of resource allocation outcome, service procedures
	Ericsson
	Agreed
	

	
	
	4240
	CR 0010 29.514 Rel-15 Subscription and notification of out of credit events, data model
	Ericsson
	Revised to 4602
	Check offline if FUA can be inside the Flows.
5.6.2.x: array 1..N



	
	
	4602
	CR 0010 29.514 Rel-15 Subscription and notification of out of credit events, data model
	Ericsson
	Agreed
	

	
	
	4241
	CR 0011 29.514 Rel-15 Subscription to out of credit notification, service procedures
	Ericsson
	Revised to 4434
	Add an additional change to include it in the general procedure.

	
	
	4434
	CR 0011 29.514 Rel-15 Subscription to out of credit notification, service procedures
	Ericsson
	Agreed
	

	
	
	4242
	CR 0012 29.514 Rel-15 Out of credit notification, service procedures
	Ericsson
	Revised to 4435
	Add an additional change to include it in the general procedure.
Check offline if FUA is included in Flows.

	
	
	4435
	CR 0012 29.514 Rel-15 Out of credit notification, service procedures
	Ericsson
	Revised to 4609
	Include clause affected.

	
	
	4609
	CR 0012 29.514 Rel-15 Out of credit notification, service procedures
	Ericsson
	Pre-Agreed
	

	
	
	4243
	CR 0013 29.514 Rel-15 References to Data Types defined in 5G Technical Specifications
	Ericsson
	Revised to 4455
	Remove the changes related to TS 29.508.
Add an “l” in yaml.

	
	
	4455
	CR 0013 29.514 Rel-15 References to Data Types defined in 5G Technical Specifications
	Ericsson
	Agreed
	

	
	
	4244
	CR 0014 29.514 Rel-15 Removal of error UNAUTHORIZED_TRAFFIC_ROUTING_REQUEST
	Ericsson
	Revised to 4457
	Remove the correct error.

	
	
	4457
	CR 0014 29.514 Rel-15 Removal of error UNAUTHORIZED_TRAFFIC_ROUTING_REQUEST
	Ericsson
	Agreed
	

	
	
	4260
	CR 0015 29.514 Rel-15 OpenAPI corrections
	Ericsson
	Revised to 4458
	LATE

Include missing data types

Add missing errors.

Include CT4 decisions.
Remove ProblemDetails.



	
	
	4458
	CR 0015 29.514 Rel-15 OpenAPI corrections
	Ericsson
	Agreed
	TS 29.500 CR# 0001,
TS 29.501 CR# 0008

	
	
	4265
	CR  0016 29.514 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Revised to 4459
	LATE

	
	
	4459
	CR  0016 29.514 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	15.2.6
	Policy and Charging Control signalling flows and QoS parameter mapping (TS 29.513)
	4167
	CR 0001 29.513 Rel-15 AF traffic routing procedure
	ZTE
	Revised to 4531
	CP-181199 (CT1 leading)

Send LS to SA2 to clarify the requirement.

Discuss offline what we can agree on this CR
Updates in the coversheet.

	
	
	4531
	CR 0001 29.513 Rel-15 AF traffic routing procedure
	ZTE
	Revised to 4594
	

	
	
	4594
	CR 0001 29.513 Rel-15 AF traffic routing procedure
	ZTE
	Agreed
	

	
	
	4396
	LS out AF influence traffic routing
	Huawei
	Revised to 4520
	Discuss offline with our SA2 colleagues in order to see what assumptions can be done for the completion of the release.


	
	
	4520
	LS out AF influence traffic routing
	Huawei
	Revised to 4603
	Extend Q1 to ask how solution 1 works for notifications.
Typos

	
	
	4603
	LS out AF influence traffic routing
	Huawei
	Revised to 4612
	If the solution 2 should be If solution 1

	
	
	4612
	LS out AF influence traffic routing
	Huawei
	Pre-Agreed
	

	
	
	4168
	CR 0002 29.513 Rel-15 BSF procedures over Rx
	ZTE
	Revised to 4397
	Interworking DRA need to be added in an informative Annex.

Remove reference to DRA.

Modify the description for PA1 and PA2.

Need to check blank box on the cover page

	
	
	4397
	CR 0002 29.513 Rel-15 BSF procedures over Rx
	ZTE
	Revised to 4532
	Check offline if we want to show the same cases as in TS 29.213.
Fill the coversheet.

Figure number is incorrect.

Clarify how the DRA knows that the binding is terminated.

	
	
	4532
	CR 0002 29.513 Rel-15 BSF procedures over Rx
	ZTE
	Revised to 4585
	Discuss offline if the session id is needed.
Last NOTE: “can” should be “could”

	
	
	4585
	CR 0002 29.513 Rel-15 BSF procedures over Rx
	ZTE
	Agreed
	

	
	
	4169
	CR 0003 29.513 Rel-15 Clarification on PCF discovery and selection
	ZTE
	Revised to 4398
	Need to modify the description for AMF procedure and bullets in 1st change

	
	
	4398
	CR 0003 29.513 Rel-15 Clarification on PCF discovery and selection
	ZTE
	Revised to 4502
	Check offline if H-PCF Id is needed.
Include affected TSs in the coversheet

Add the reference for the TS.

	
	
	4502
	CR 0003 29.513 Rel-15 Clarification on PCF discovery and selection
	ZTE
	Agreed
	

	
	
	4170
	CR 0004 29.513 Rel-15 QoS mapping at AF and PCF
	ZTE
	Revised to 4399
	Modify the tables to describe "mapping".

	
	
	4399
	CR 0004 29.513 Rel-15 QoS mapping at AF and PCF
	ZTE
	Revised to 4589
	Remove unstructured sessions from session binding
Removed the EN completely

Remove yellow

mapping Functions should be mapping functions.

Release should start in capital letter.

	
	
	4589
	CR 0004 29.513 Rel-15 QoS mapping at AF and PCF
	ZTE
	Agreed
	

	
	
	4171
	CR 0005 29.513 Rel-15 remove EN of PCC rule authorization for non-IP cases
	ZTE
	Revised to 4400
	Add the NOTE to describe the PCC rule authorization …

	
	
	4400
	CR 0005 29.513 Rel-15 remove EN of PCC rule authorization for non-IP cases
	ZTE
	Revised to 4503
	Mark the boxes in the coversheet.

	
	
	4503
	CR 0005 29.513 Rel-15 remove EN of PCC rule authorization for non-IP cases
	ZTE
	Agreed
	

	
	
	4172
	CR 0006 29.513 Rel-15 slice info considered in session binding and PCF selection
	ZTE
	Revised to 4426
	Keep alignment with stage 2.

	
	
	4426
	CR 0006 29.513 Rel-15 slice info considered in session binding and PCF selection
	ZTE
	Revised to 4504
	Remove 6.2 in the coversheet
Cross the boxes in the coversheet.

	
	
	4504
	CR 0006 29.513 Rel-15 slice info considered in session binding and PCF selection
	ZTE
	Agreed
	

	
	
	4253
	CR 0007 29.513 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Revised to 4427
	Remove overlapping changes.

Modify bullet e).

	
	
	4427
	CR 0007 29.513 Rel-15 Solution to IPv4 overlapping
	Ericsson
	Agreed
	

	15.2.7
	Network Data Analytics Services (TS 29.520)
	4256
	CR 0001 29.520 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4381
	CP-181199 (CT1 leading)

CP-181199 (CT1 leading)

Check the TS number.

Editorial hard space

DELETE methed.

CR title should be updated.



	
	
	4381
	CR 0001 29.520 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4533
	NOTE must be updated in all the methods.
Include ProblemDetails in the DELETE method

	
	
	4533
	CR 0001 29.520 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4590
	eventFilter cardinality is 0..1
Editorials



	
	
	4590
	CR 0001 29.520 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd.
	Agreed
	

	
	
	4257
	CR 0002 29.520 Rel-15 OpenAPI for TS 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4382
	The name is miss aligned. E.g. NnwdafEventsSubscription.

Remve Pre for the version. Update the URI.

Update the error codes.

	
	
	4382
	CR 0002 29.520 Rel-15 OpenAPI for TS 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4534
	Complete/correct errors

	
	
	4534
	CR 0002 29.520 Rel-15 OpenAPI for TS 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4591
	TS 29.500 CR# 0001,
TS 29.501 CR# 0008
Remove http:// in servers

Remove “subclause”

Correct the coverpage

	
	
	4591
	CR 0002 29.520 Rel-15 OpenAPI for TS 29.520
	China Mobile Communications Group Co.,Ltd.
	Agreed
	

	
	
	4266
	CR  0003 29.520 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Revised to 4383
	LATE

	
	
	4383
	CR  0003 29.520 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	15.2.8
	Interworking between 5G Network and External Data Networks (TS 29.561)
	4050
	CR 0001 29.561 Rel-15 Add multihoming support in IPv6 stateless address autoconfiguration
	Intel Korea, Ltd.
	Revised to 4460
	CP-181199 (CT1 leading)

Add a note that this scenario can be repeated several times.

Editorials.

Introduce the figure as a change.


	
	
	4460
	CR 0001 29.561 Rel-15 Add multihoming support in IPv6 stateless address autoconfiguration
	Intel Korea, Ltd.
	Revised to 4535
	Editorials

	
	
	4535
	CR 0001 29.561 Rel-15 Add multihoming support in IPv6 stateless address autoconfiguration
	Intel Korea, Ltd.
	Agreed
	

	
	
	4175
	CR 0002 29.561 Rel-15 IP address change
	Ericsson
	Revised to 4461
	3rd change: replace “if” with “and”.
an used should be a used

	
	
	4461
	CR 0002 29.561 Rel-15 IP address change
	Ericsson
	Agreed
	

	
	
	4176
	CR 0003 29.561 Rel-15 MAC address change
	Ericsson
	Revised to 4462
	Replace “if” with “and” in several changes.
an used should be a used

	
	
	4462
	CR 0003 29.561 Rel-15 MAC address change
	Ericsson
	Agreed
	

	15.2.9
	Usage of the Unified Data Repository Service for Policy Data, Application Data and Structured Data for Exposure (TS 29.519)
	4137
	CR 0001 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	CP-181186 (CT1 leading)

LATE



	
	
	4138
	CR 0002 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	LATE

	
	
	4139
	CR 0003 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	LATE

	
	
	4140
	CR 0004 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	LATE

	
	
	4141
	CR 0005 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	LATE

	
	
	4142
	CR 0006 29.519 Rel-15 Scope and Overview
	Huawei
	Agreed
	

	
	
	4143
	CR 0007 29.519 Rel-15 Introduction subclauses 5.1, 6.1 and 7.1
	Huawei
	Agreed
	

	
	
	4144
	CR 0008 29.519 Rel-15 Resource overview subclauses 5.2.1, 6.2.1 and 7.2.1
	Huawei
	Agreed
	

	
	
	4145
	CR 0009 29.519 Rel-15 Nudr reused data types
	Huawei
	Revised to 4463
	3rd change: 
Identifies the PFDs for one or more application identifier(s)
Should be only one application identifier

Correct “an” in several places.

	
	
	4463
	CR 0009 29.519 Rel-15 Nudr reused data types
	Huawei
	Agreed
	

	
	
	4146
	CR 0010 29.519 Rel-15 AM policy data resource definition
	Huawei
	Revised to 4272
	

	
	
	4272
	CR 0010 29.519 Rel-15 AM policy data resource definition
	Huawei
	Revised to 4464
	The figure will go outside all the CRs. One additional CR will include it.
Discuss offline the subcategory.

Align resource names.

11th change: Call it UEPolicySection. Allow multiple psis.

Map will be removed in the 5th change.

Change the name of the resource policySetEntryData to UePolicySet.

Remove am-policyData
9th change: Only one category should be allowed.

Offline discussions if category needs to be introduced here.
Follow conventions for resource URI.

Discuss offline what PATCH method is to be used.

	
	
	4464
	CR 0010 29.519 Rel-15 AM policy data resource definition
	Huawei
	Revised to 4536
	12th change: Both data types are optional
11th change: Change name of the first attribute. Should be bytes. Content is FFS.

Discuss offline the format of uePolicySections

Discuss offline the type for SubscriberCategory. Consider another name.
Check offline what PATCH method has to be used.

	
	
	4536
	CR 0010 29.519 Rel-15 AM policy data resource definition
	Huawei
	Revised to 4604
	Change 10th change to have subscriber category an array. Continue the discussion.
PATCH method is accepted.



	
	
	4604
	CR 0010 29.519 Rel-15 AM policy data resource definition
	Huawei
	
	

	
	
	4465
	CR 0026 29.519 Resource Structure for policy data
	Huawei
	Revised to 4537
	Remove the box for {UEId}
Remove the box for sponsor-connectivity-data

	
	
	4537
	CR 0026 29.519 Resource Structure for policy data
	Huawei
	Agreed
	

	
	
	4147
	CR 0011 29.519 Rel-15 SM policy data resource definition
	Huawei
	Revised to 4273
	

	
	
	4273
	CR 0011 29.519 Rel-15 SM policy data resource definition
	Huawei
	Revised to 4466
	Consider previous comments.
GET should be supported for usage monitoring information.

Check that the conventions are followed

4th change, last table: 204.

Check the format for allowedServices
Discuss offline how to handle subcategories.
7th change: gbrUI and gbrDl 0..1

8TH change: resetPeriod 0..1

9TH change: usageMonLevel: use it as data type and the other way around

All arrays should be 1..N although they are optional.
Change monitoring data to map in 7th change.

chfAddr should be divided into two.

IPindex should be aligned with the discussion: should be enumeration.



	
	
	4466
	CR 0011 29.519 Rel-15 SM policy data resource definition
	Huawei
	Revised to 4538
	UmLevel should be umLevel
IPindex should be aligned with the discussion. 
Offline discussion

The CR depends on the discussion on subscriberCategory.

Correct resource name.

	
	
	4538
	CR 0011 29.519 Rel-15 SM policy data resource definition
	Huawei
	Revised to 4605
	Add FFS for subscCat
5.2.5.3.1: Query parameters should be optional.

5.2.5.3.2: Query parameters should be optional.

Discuss offline the resource structure.


	
	
	4605
	CR 0011 29.519 Rel-15 SM policy data resource definition
	Huawei
	
	

	
	
	4148
	CR 0012 29.519 Rel-15 Sponsored data connectivity profiles
	Huawei
	Revised to 4274
	

	
	
	4274
	CR 0012 29.519 Rel-15 Sponsored data connectivity profiles
	Huawei
	Revised to 4467
	Typo sponsorred
2nd change: include 204



	
	
	4467
	CR 0012 29.519 Rel-15 Sponsored data connectivity profiles
	Huawei
	Revised to 4539
	Describe the conditions when 204 is sent in the GET response. Remove Upon success.

	
	
	4539
	CR 0012 29.519 Rel-15 Sponsored data connectivity profiles
	Huawei
	Agreed
	

	
	
	4149
	CR 0013 29.519 Rel-15 Binding information data
	Huawei
	Revised to 4468
	Consider previous comments.

Accept that the UE id can be part of the resource structure for binding information and send an LS about that.
Add query parameters in the GET.

Align last change with a related CR.

Discuss offline if we need to extend the structure to include multiple binding information.



	
	
	4468
	CR 0013 29.519 Rel-15 Binding information data
	Huawei
	Revised to 4592
	Remove or the FQDN of a PCF
Remove pcfSvcId
5.2.x.3.1 Query parameters are optional.

BindingInfoData should be an array 1..N

Consider 204 & 404.

Discuss offline the resource structure. Add an EN to extend/change it and solve in next meeting if cannot be solved now.

	
	
	4592
	CR 0013 29.519 Rel-15 Binding information data
	Huawei
	Revised to 4606
	Table 5.2.x.3.1-3: Remove the array until the EN is resolved.
Table 5.2.x.3.1-1: Cardinality 0..1

	
	
	4606
	CR 0013 29.519 Rel-15 Binding information data
	Huawei
	
	

	
	
	4150
	CR 0014 29.519 Rel-15 Background Data Transfer data
	Huawei
	Revised to 4275
	

	
	
	4275
	CR 0014 29.519 Rel-15 Background Data Transfer data
	Huawei
	Revised to 4469
	Table 5.2.x.3.1-2 should be Table 5.2.y.3.1-2
BdtDatas should be BdtData

Replace “collection” with “store”.

Remove “modify” in the PUT.

5TH change will be extended with ASPId & Network Area Info



	
	
	4469
	CR 0014 29.519 Rel-15 Background Data Transfer data
	Huawei
	Revised to 4540
	Table 5.2.x.3.2-2 should be Table 5.2.y.3.2-2
PUT cannot be modified

Remove the example in the Network Area Info

Remove last sentence in last change.
Same comments for GET response

Check offline if we need to add 200 ok for replacement in the PUT indicating the exceptional case.

	
	
	4540
	CR 0014 29.519 Rel-15 Background Data Transfer data
	Huawei
	Revised to 4593
	Table 5.2.y.3.2-3:

403 Forbidden should include ProblemDetails with an application error.
Description: The resource update is not allowed

Table 5.2.x.3.1-3:

Remove 204. Array should be 0..N in 200 ok.

Table 5.2.y.3.1-3
204 does not apply. 404 will be sent in this case.

Check offline.

	
	
	4593
	CR 0014 29.519 Rel-15 Background Data Transfer data
	Huawei
	Revised to 4607
	Table 5.2.y.3.2-3: Include “may” in NOTE 2


	
	
	4607
	CR 0014 29.519 Rel-15 Background Data Transfer data
	Huawei
	Pre-Agreed
	

	
	
	4151
	CR 0015 29.519 Rel-15 Policy data change subcription
	Huawei
	Revised to 4470
	Remove GET at collection level.
Last data type PolicyDataSubcription

General comments

Include error handling according to the conventions.

Subscription resource should hang on policyData.



	
	
	4470
	CR 0015 29.519 Rel-15 Policy data change subcription
	Huawei
	Revised to 4541
	Add a supported feature
Check offline if the CR is aligned with others.

	
	
	4541
	CR 0015 29.519 Rel-15 Policy data change subcription
	Huawei
	Revised to 4595
	Table 5.2.y.3-2
Correct data type name.

	
	
	4595
	CR 0015 29.519 Rel-15 Policy data change subcription
	Huawei
	Agreed
	

	
	
	4152
	CR 0016 29.519 Rel-15 Data change Notification
	Huawei
	Revised to 4276
	

	
	
	4276
	CR 0016 29.519 Rel-15 Data change Notification
	Huawei
	Revised to 4472
	DataChangeNotify: change to DataChangeNotification. 
Align the name in the whole CR.

Reword Notification of the subscription updated in the UDR.

	
	
	4472
	CR 0016 29.519 Rel-15 Data change Notification
	Huawei
	Revised to 4542
	Rewrite description in Table 5.4.1-1

	
	
	4542
	CR 0016 29.519 Rel-15 Data change Notification
	Huawei
	Agreed
	

	
	
	4471
	LS on Clarifications on Binding Data Usage in UDR
	Oracle Corporation
	Revised to 4543
	Change email address.
Ask for a UC that justifies notifications and for storing the binding data.

	
	
	4543
	LS on Clarifications on Binding Data Usage in UDR
	Oracle Corporation
	Approved
	

	
	
	4153
	CR 0017 29.519 Rel-15 Error handling subclauses
	Huawei
	Revised to 4473
	Error handling should be aligned with other CT3 TSs.

	
	
	4473
	CR 0017 29.519 Rel-15 Error handling subclauses
	Huawei
	Agreed
	

	
	
	4154
	CR 0018 29.519 Rel-15 Feature negotiation
	Huawei
	Agreed
	Still too many open issues need to be agreed.

	
	
	4155
	CR 0019 29.519 Rel-15 Resource PFD Datas and Data types definition
	Huawei
	Revised to 4474
	Remove “s” in the resource.

	
	
	4474
	CR 0019 29.519 Rel-15 Resource PFD Datas and Data types definition
	Huawei
	Agreed
	

	
	
	4156
	CR 0020 29.519 Rel-15 OpenAPI schema for Policy Data
	Huawei
	Revised to 4475
	A.1 Check offline if we will align with the wording in CT3 TSs
A.2 will be removed.



	
	
	4475
	CR 0020 29.519 Rel-15 OpenAPI schema for Policy Data
	Huawei
	Agreed
	

	
	
	4173
	CR 0021 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Revised to 4486
	Proposed alignment with TS 29.518
Coversheet.

Follow conventions for attribute names.

Shorten attribute names.



	
	
	4486
	CR 0021 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Revised to 4544
	Include revision
Remove AccessTypeInfo

Complete the OpenAPI spec.

	
	
	4544
	CR 0021 29.519 Rel-15 Stage 2 Allignments for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4174
	CR 0022 29.519 Rel-15 Subscription for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Revised to 4487
	LATE

Add modification of the subscriptions.

Remove NOTE in 7.3a.2
Do not refer to subscription-data.

Correct the figure.

	
	
	4487
	CR 0022 29.519 Rel-15 Subscription for Structured Data for Exposure
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4258
	CR 0023 29.519 Rel-15 Get query parameters for structured data for exposure
	Nokia, Nokia Shanghai-Bell
	Revised to 4488
	LATE

Correct pattern at the end of the CR.

Editorials 



	
	
	4488
	CR 0023 29.519 Rel-15 Get query parameters for structured data for exposure
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4259
	CR 0024 29.519 Rel-15 HTTP error responses for structured data for exposure
	Nokia, Nokia Shanghai-Bell
	Revised to 4489
	LATE

Apply already provided comments.

	
	
	4489
	CR 0024 29.519 Rel-15 HTTP error responses for structured data for exposure
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4261
	CR 0025 29.519 Rel-15 Description of Structured data types
	Nokia; Nokia Shanghai-Bell
	Revised to 4490
	LATE

	
	
	4490
	CR 0025 29.519 Rel-15 Description of Structured data types
	Nokia; Nokia Shanghai-Bell
	Agreed
	

	15.2.10
	Packet Flow Description Management Service (TS 29.551)
	4125
	CR 0001 29.551 Rel-15 Protocol error statement
	ZTE / Joy
	Revised to 4384
	CP-181199 (CT1 leading)
Errors handling shall be aligned with other TSs.

Empty the Table 5.6.3.2-1.

Update the OpenAPI.



	
	
	4384
	CR 0001 29.551 Rel-15 Protocol error statement
	ZTE / Joy
	Revised to 4596
	Update the OpenAPI spec according to the general decisions.

	
	
	4596
	CR 0001 29.551 Rel-15 Protocol error statement
	ZTE / Joy
	Agreed
	

	
	
	4267
	CR  0002 29.551 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Revised to 4385
	LATE

	
	
	4385
	CR  0002 29.551 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	15.2.11
	Network Exposure Function Northbound APIs (TS 29.522)
	4032
	CR 0001 29.522 Rel-15 DNAI change notification type
	Huawei
	Revised to 4476
	CP-181199 (CT1 leading)

Include related CR in the coversheet.



	
	
	4476
	CR 0001 29.522 Rel-15 DNAI change notification type
	Huawei
	Agreed
	

	
	
	4035
	CR 0002 29.522 Rel-15 Corrections on NEF Northbound interface
	Huawei
	Agreed
	

	
	
	4036
	CR 0003 29.522 Rel-15 TrafficInfluence API OpenAPI schema
	Huawei
	Revised to 4477
	Consider the already commented comments.

	
	
	4477
	CR 0003 29.522 Rel-15 TrafficInfluence API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4179
	CR 0004 29.522 Rel-15 AF influence traffic routing cleanup
	Ericsson
	Revised to 4478
	Remove all changes related to NotifyType.

	
	
	4478
	CR 0004 29.522 Rel-15 AF influence traffic routing cleanup
	Ericsson
	Revised to 4505
	Change the cardinality for array data type.

	
	
	4505
	CR 0004 29.522 Rel-15 AF influence traffic routing cleanup
	Ericsson
	Agreed
	

	
	
	4214
	CR 0005 29.522 Rel-15 Definition of Changing the Chargeable Party procedures and API
	Orange
	Revised to 4479
	Wait for the agreement in SA2.
Editorials.

	
	
	4479
	CR 0005 29.522 Rel-15 Definition of Changing the Chargeable Party procedures and API
	Orange
	Agreed
	

	
	
	4231
	CR 0006 29.522 Rel-15 Definition of setting up an AS session with required QoS procedure and API
	Orange
	Revised to 4480
	Nnef_AsSessionWithQoS will be changed to Nnef_AfSessionWithQoS
Previous comments apply.

Check stage 2 to see if Rx can also be supported.



	
	
	4480
	CR 0006 29.522 Rel-15 Definition of setting up an AS session with required QoS procedure and API
	Orange
	Agreed
	

	15.2.12
	Binding Support Management Service (TS 29.521)
	4177
	CR 0001 29.521 Rel-15 PCF id correction for BSF
	Ericsson
	Revised to 4392
	CP-181199 (CT1 leading)

Follow the concept of IpEndPoint definition in 29.510.



	
	
	4392
	CR 0001 29.521 Rel-15 PCF id correction for BSF
	Ericsson
	Revised to 4545
	Remove pcfSvcId

	
	
	4545
	CR 0001 29.521 Rel-15 PCF id correction for BSF
	Ericsson
	Agreed
	

	
	
	4232
	CR 0002 29.521 Rel-15 Reference update: OpenAPI specification
	Ericsson
	Agreed
	

	
	
	4233
	CR 0003 29.521 Rel-15 Nbsf_Management Service: general information in A.1
	Ericsson
	Merged with 4255 into 4393
	

	
	
	4254
	CR 0004 29.521 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4394
	

	
	
	4394
	CR 0004 29.521 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd.
	Revised to 4546
	Add ProblemDetails for 404
Add Ericsson

	
	
	4546
	CR 0004 29.521 Rel-15 Clarification on mandatory HTTP error status codes for 29.520
	China Mobile Communications Group Co.,Ltd., Ericsson
	Agreed
	

	
	
	4255
	CR 0005 29.521 Rel-15 OpenAPI for TS 29.521
	China Mobile Communications Group Co.,Ltd.
	Merged with 4233 into 4393
	Align the OpenAPI.

Update the error responses.

Remove the first change.

	
	
	4393
	CR 0005 29.521 Rel-15 OpenAPI for TS 29.521
	China Mobile Communications Group Co.,Ltd., Ericsson
	Revised to 4547
	

	
	
	4547
	CR 0005 29.521 Rel-15 OpenAPI for TS 29.521
	China Mobile Communications Group Co.,Ltd., Ericsson
	Revised to 4587
	

	
	
	4587
	CR 0005 29.521 Rel-15 OpenAPI for TS 29.521
	China Mobile Communications Group Co.,Ltd., Ericsson
	Agreed
	TS 29.500 CR# 0001,
TS 29.501 CR# 0008,
TS 29.521 CR# 0001
Subclause should be removed next meeting

	
	
	4268
	CR  0006 29.521 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai Bell
	Revised to 4395
	LATE

	
	
	4395
	CR  0006 29.521 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai Bell
	Agreed
	

	15.2.13
	Background Data Transfer Policy Control Service (TS 29.554)
	4048
	CR 0001 29.554 Rel-15 Format of bdtPolicyId
	Ericsson
	Revised to 4386
	CP-181199 (CT1 leading)

“the string shall only contain allowed characters”



	
	
	4386
	CR 0001 29.554 Rel-15 Format of bdtPolicyId
	Ericsson
	Agreed
	

	
	
	4049
	CR 0002 29.554 Rel-15 Network area information
	Ericsson
	Revised to 4387
	Update the OpenAPI

The array should be “1..N” instead of “0..N: if it is optional.
Other TSs should check the OpenAPI whether they have the minimum of the array types as well.

	
	
	4387
	CR 0002 29.554 Rel-15 Network area information
	Ericsson
	Agreed
	TS 29.500 CR# 0001, TS 29.501 CR# 0008

	
	
	4269
	CR  0003 29.554 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai Bell
	Revised to 4388
	LATE

	
	
	4388
	CR  0003 29.554 Rel-15 Description of Structured data types
	Nokia, Nokia Shanghai Bell
	Agreed
	

	15.2.14
	Spending Limit Control Service (TS 29.594)
	4043
	CR 0001 29.594 Rel-15 Removal of possibility of confusion related to 3GPP TS 29.513, custom headers, verbal forms and OpenAPI corrections
	Nokia, Nokia Shanghai Bell
	Revised to 4481
	CP-181199 (CT1 leading)

Correct OpenAPI spec according to latest decisions.



	
	
	4481
	CR 0001 29.594 Rel-15 Removal of possibility of confusion related to 3GPP TS 29.513, custom headers, verbal forms and OpenAPI corrections
	Nokia, Nokia Shanghai Bell
	Agreed
	

	
	
	4044
	CR 0002 29.594 Rel-15 Introduction of the simple data type "policyCounterId"
	Nokia, Nokia Shanghai Bell
	Revised to 4482
	Data types start with capital letters.
Check if it affects to other part of the TS.

	
	
	4482
	CR 0002 29.594 Rel-15 Introduction of the simple data type "policyCounterId"
	Nokia, Nokia Shanghai Bell
	Revised to 4548
	PolicyCounterId should be moved to 5.6.1.

	
	
	4548
	CR 0002 29.594 Rel-15 Introduction of the simple data type "policyCounterId"
	Nokia, Nokia Shanghai Bell
	Agreed
	

	
	
	4045
	CR 0003 29.594 Rel-15 Update and corrections of the data model
	Nokia, Nokia Shanghai Bell
	Revised to 4483
	SupportedFeatures should be conditional
Check if subscriptionid is needed for different subscriptions.

Remove: shall be supplied by the CHF in the reply of the corresponding request.
In the first change.

	
	
	4483
	CR 0003 29.594 Rel-15 Update and corrections of the data model
	Nokia, Nokia Shanghai Bell
	Revised to 4549
	Remove: 
It shall not be present within the intermediate spending limit retrieval procedure (modification of an existing subscription).

	
	
	4549
	CR 0003 29.594 Rel-15 Update and corrections of the data model
	Nokia, Nokia Shanghai Bell
	Agreed
	

	
	
	4046
	CR 0004 29.594 Rel-15 Integration of error handling
	Nokia, Nokia Shanghai Bell
	Revised to 4484
	Introduce 401 & remove 501.
Check offline if other error code fits better than Bad Request.

Check offline if the CHF answers positively when some policy counters are known and other are not.

	
	
	4484
	CR 0004 29.594 Rel-15 Integration of error handling
	Nokia, Nokia Shanghai Bell
	Revised to 4550
	Correct NO_AVAILABE_POLICY_COUNTERS

	
	
	4550
	CR 0004 29.594 Rel-15 Integration of error handling
	Nokia, Nokia Shanghai Bell
	Agreed
	

	
	
	4047
	CR 0005 29.594 Rel-15 Termination of the subscription of status changes for all policy counters by CHF
	Nokia, Nokia Shanghai Bell
	Revised to 4485
	Add CR in the coversheet
Include different NotificationURI for update and termination

Remove step 3.

	
	
	4485
	CR 0005 29.594 Rel-15 Termination of the subscription of status changes for all policy counters by CHF
	Nokia, Nokia Shanghai Bell
	Postponed till next meeting
	

	15.2.15
	5G Impacts in existing TSs
	
	
	
	
	CP-181199 (CT1 leading)

	15.3
	IMS Stage-3 IETF Protocol Alignment [IMSProtoc9]
	
	
	
	
	CP-171099 (CT1 leading)

	15.4
	CT aspects of Northbound APIs for SCEF-SCSAS Interworking [NAPS-CT]
Please use agenda items 15.4.x to contribute to the TS according to the scope below. Use this level only for generic topics.
	4067
	CR 0009 29.122 Rel-15 Update the Error Handling
	Huawei
	Agreed
	CP-172149

It is decided that 411, 413 & 414 errors included in 5G will apply to NAPS.


	
	
	4157
	CR 0012 29.122 Rel-15 Resource description in Procedure subclauses
	Huawei
	Revised to 4436
	Rephrase the additions in this style: 
the SCS/AS shall send an HTTP POST request to the SCEF for the "Chargeable Party Transactions" resource

Add “via SCEF” in first change.

Change the style in the 4th change.


	
	
	4436
	CR 0012 29.122 Rel-15 Resource description in Procedure subclauses
	Huawei
	Agreed
	

	
	
	4182
	CR 0016 29.122 Rel-15 Complete the common openAPI definition
	Ericsson
	Revised to 4437
	Yaml file will not be included. 
It will be provided later by the rapporteur.

	
	
	4437
	CR 0016 29.122 Rel-15 Complete the common openAPI definition
	Ericsson
	Agreed
	

	
	
	4190
	CR 0024 29.122 Rel-15 Essential Corrections on TS 29.122
	Huawei
	Revised to 4438
	8th change:
The attribute may only be provided if the attribute "externalGroupId" is provided.

	
	
	4438
	CR 0024 29.122 Rel-15 Essential Corrections on TS 29.122
	Huawei
	Agreed
	

	
	
	4425
	CR 0025 29.122 Rel-15 HTTP Error Responses
	Nokia, Nokia Shanghai Bell
	Revised to 4506
	Editorials
Remove NOTE 2 from the added text.



	
	
	4506
	CR 0025 29.122 Rel-15 HTTP Error Responses
	Nokia, Nokia Shanghai Bell
	Revised to 4551
	Correct two typos.

	
	
	4551
	CR 0025 29.122 Rel-15 HTTP Error Responses
	Nokia, Nokia Shanghai Bell
	Agreed
	

	15.4.1
	Monitoring
	4020
	CR 0001 29.122 Rel-15 MonitoringEvent API OpenAPI schema
	Huawei
	Revised to 4439
	CP-172149

Errors should be added in the callbacks.

Include the proposed additional error codes.



	
	
	4439
	CR 0001 29.122 Rel-15 MonitoringEvent API OpenAPI schema
	Huawei
	Revised to 4507
	Consider the servers impact

	
	
	4507
	CR 0001 29.122 Rel-15 MonitoringEvent API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4123
	CR 0011 29.122 Rel-15 Remove the monitoring configuration for a group
	Huawei
	Revised to 4440
	Last change: merge both paragraphs so that it covers both cases (continuous & one-time).
Remove for an individual UE, in the paragraph above the two ones added. Discuss offline.

Remove last change in 4.4.2.2.2.3 as it collides with other CR.

	
	
	4440
	CR 0011 29.122 Rel-15 Remove the monitoring configuration for a group
	Huawei
	Revised to 4597
	Further discussions are needed.
Check what can be agreed in this meeting.

	
	
	4597
	CR 0011 29.122 Rel-15 Remove the monitoring configuration for a group
	Huawei
	
	

	
	
	4158
	CR 0013 29.122 Rel-15 Monitoring event API Update
	Huawei
	Revised to 4441
	1ST change: 403 is only sent for individual UEs. Clarify that.
Work on the second sentence to have two lists, one for mandatory parameters and another one for optional parameters.

Check offline if the event names should go between “”.

	
	
	4441
	CR 0013 29.122 Rel-15 Monitoring event API Update
	Huawei
	Agreed
	

	
	
	4186
	CR 0020 29.122 Rel-15 One-time monitoring
	Ericsson
	Revised to 4442
	At least one of maximum number of reports or duration should be included. Modify NOTE 2 accordingly.

	
	
	4442
	CR 0020 29.122 Rel-15 One-time monitoring
	Ericsson
	Agreed
	

	15.4.2
	Resource management of Background Data Transfer
	4159
	CR 0014 29.122 Rel-15 BDT API Update
	Huawei
	Revised to 4443
	CP-172149

1st change should be rewritten according to previous discussion.



	
	
	4443
	CR 0014 29.122 Rel-15 BDT API Update
	Huawei
	Revised to 4508
	Subscriptiond 

	
	
	4508
	CR 0014 29.122 Rel-15 BDT API Update
	Huawei
	Agreed
	

	
	
	4183
	CR 0017 29.122 Rel-15 Complete the openAPI definition for BDT API
	Ericsson
	Revised to 4444
	Include the proposed error codes.
Remove the attachment.



	
	
	4444
	CR 0017 29.122 Rel-15 Complete the openAPI definition for BDT API
	Ericsson
	Revised to 4552
	Add https://
Correct url

Remove subclause

	
	
	4552
	CR 0017 29.122 Rel-15 Complete the openAPI definition for BDT API
	Ericsson
	Agreed
	

	15.4.3
	Changing the chargeable party at session set up or during the session
	4021
	CR 0002 29.122 Rel-15 ChargeableParty API OpenAPI schema
	Huawei
	Revised to 4445
	CP-172149

Add errors in callbacks.

Include proposed error codes.



	
	
	4445
	CR 0002 29.122 Rel-15 ChargeableParty API OpenAPI schema
	Huawei
	Revised to 4509
	Add https

	
	
	4509
	CR 0002 29.122 Rel-15 ChargeableParty API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4187
	CR 0021 29.122 Rel-15 PATCH data type in ChargeableParty API
	Ericsson
	Agreed
	Check offline if the attributes can be removed and contribute to next meeting in that case.

	15.4.4
	Non-IP Data Delivery
	4184
	CR 0018 29.122 Rel-15 NIDD API cleanup
	Ericsson
	Agreed
	CP-172149

Check if the procedure part needs some update to align with that.

A CR will be brought for next meeting for that.



	
	
	4185
	CR 0019 29.122 Rel-15 Complete the openAPI definition for NIDD API
	Ericsson
	Revised to 4446
	Introduce the new proposed errors
Remove the file.

	
	
	4446
	CR 0019 29.122 Rel-15 Complete the openAPI definition for NIDD API
	Ericsson
	Revised to 4553
	General comments to the OpenAPI spec

	
	
	4553
	CR 0019 29.122 Rel-15 Complete the openAPI definition for NIDD API
	Ericsson
	Agreed
	

	15.4.5
	Device Triggering
	
	
	
	
	CP-172149

	
	
	4510
	CR 0026 29.122 Rel-15 OpenAPI updates for Device Triggering
	Nokia, Nokia Shanghai Bell
	Revised to 4554
	Remove subclause

	
	
	4554
	CR 0026 29.122 Rel-15 OpenAPI updates for Device Triggering
	Nokia, Nokia Shanghai Bell
	Agreed
	

	15.4.6
	Group Message Delivery
	4022
	CR 0003 29.122 Rel-15 GMDviaMBMSbyMB2 API OpenAPI schema
	Huawei
	Revised to 4447
	CP-172149

Add new proposed errors

Include errors in callbacks



	
	
	4447
	CR 0003 29.122 Rel-15 GMDviaMBMSbyMB2 API OpenAPI schema
	Huawei
	Revised to 4555
	Add https://

	
	
	4555
	CR 0003 29.122 Rel-15 GMDviaMBMSbyMB2 API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4023
	CR 0004 29.122 Rel-15 GMDviaMBMSbyxMB API OpenAPI schema
	Huawei
	Revised to 4448
	Add new proposed errors

Include errors in callbacks



	
	
	4448
	CR 0004 29.122 Rel-15 GMDviaMBMSbyxMB API OpenAPI schema
	Huawei
	Revised to 4556
	Add https://

	
	
	4556
	CR 0004 29.122 Rel-15 GMDviaMBMSbyxMB API OpenAPI schema
	Huawei
	Agreed
	

	15.4.7
	Reporting of Network Status
	4024
	CR 0005 29.122 Rel-15 ReportingNetworkStatus API OpenAPI schema
	Huawei
	Revised to 4449
	CP-172149

Add new proposed errors

Include errors in callbacks



	
	
	4449
	CR 0005 29.122 Rel-15 ReportingNetworkStatus API OpenAPI schema
	Huawei
	Revised to 4511
	Add https://

	
	
	4511
	CR 0005 29.122 Rel-15 ReportingNetworkStatus API OpenAPI schema
	Huawei
	Agreed
	

	15.4.8
	Communication Pattern Parameters Provisioning
	4068
	CR 0010 29.122 Rel-15 CpProvisioning OpenAPI schema
	Huawei
	Revised to 4450
	CP-172149

Add new proposed errors



	
	
	4450
	CR 0010 29.122 Rel-15 CpProvisioning OpenAPI schema
	Huawei
	Revised to 4512
	Add https://

	
	
	4512
	CR 0010 29.122 Rel-15 CpProvisioning OpenAPI schema
	Huawei
	Agreed
	

	15.4.9
	PFD Management
	4188
	CR 0022 29.122 Rel-15 Procedure correction of PFD management error handling
	Ericsson
	Revised to 4452
	CP-172149

Clarify the text to understand what it means that an application is not accepted.

Check offline if “corresponding” covers all the cases in the last paragraph.



	
	
	4452
	CR 0022 29.122 Rel-15 Procedure correction of PFD management error handling
	Ericsson
	Agreed
	

	
	
	4189
	CR 0023 29.122 Rel-15 Complete the openAPI definition for PFD API
	Ericsson
	Revised to 4451
	Same comments.

	
	
	4451
	CR 0023 29.122 Rel-15 Complete the openAPI definition for PFD API
	Ericsson
	Revised to 4557
	General comments to OpenAPI spec

	
	
	4557
	CR 0023 29.122 Rel-15 Complete the openAPI definition for PFD API
	Ericsson
	Agreed
	

	15.4.10
	Enhanced Coverage Restriction Control
	4025
	CR 0006 29.122 Rel-15 ECRControl API OpenAPI schema
	Huawei
	Revised to 4453
	CP-172149



	
	
	4453
	CR 0006 29.122 Rel-15 ECRControl API OpenAPI schema
	Huawei
	Revised to 4513
	Add https://

	
	
	4513
	CR 0006 29.122 Rel-15 ECRControl API OpenAPI schema
	Huawei
	Agreed
	

	15.4.11
	Network Parameter Configuration
	4026
	CR 0007 29.122 Rel-15 NpConfiguration API OpenAPI schema
	Huawei
	Revised to 4454
	CP-172149



	
	
	4454
	CR 0007 29.122 Rel-15 NpConfiguration API OpenAPI schema
	Huawei
	Revised to 4558
	Add https://

	
	
	4558
	CR 0007 29.122 Rel-15 NpConfiguration API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4160
	CR 0015 29.122 Rel-15 Network Parameter Configuration API Update
	Huawei
	Agreed
	

	15.4.12
	Setting up an AS session with required QoS
	4027
	CR 0008 29.122 Rel-15 AsSessionWithQoS API OpenAPI schema
	Huawei
	Revised to 4456
	CP-172149



	
	
	4456
	CR 0008 29.122 Rel-15 AsSessionWithQoS API OpenAPI schema
	Huawei
	Revised to 4559
	Add https://

	
	
	4559
	CR 0008 29.122 Rel-15 AsSessionWithQoS API OpenAPI schema
	Huawei
	Agreed
	

	15.4.13
	MSISDN-less Mobile Originated SMS
	
	
	
	
	CP-172149

	
	
	4514
	CR 0027 29.122 Rel-15 OpenAPI updates for MSISDN-less Mobile Originated SMS
	Nokia, Nokia Shanghai Bell
	Revised to 4560
	Remove subclause

	
	
	4560
	CR 0027 29.122 Rel-15 OpenAPI updates for MSISDN-less Mobile Originated SMS
	Nokia, Nokia Shanghai Bell
	Agreed
	

	15.5
	CT aspects of Enhanced Calling Name Service [eCNAM-CT]
	
	
	
	
	CP-171181 (CT1 leading)

	15.6
	EPC enhancements to support 5G New Radio via Dual Connectivity, CT aspects [EDCE5-CT]
	
	
	
	
	CP-171045 (CT4 leading)

	15.7
	Enhancements to Mission Critical Video - CT aspects [eMCVideo-CT]
	4135
	CR 1667 29.212 Rel-15 new QCI for MCVideo
	Huawei
	Merged with 4191 into 4377
	CP-181084 (CT1 leading)

The “67” QCI is Rel-15 feature and it shall not be in the table of Rel-14


	
	
	4377
	CR 1667 29.212 Rel-15 new QCI for MCVideo
	Huawei, HiSilicon,Vodafone
	Revised to 4515
	Remove the X in ME.

	
	
	4515
	CR 1667 29.212 Rel-15 new QCI for MCVideo
	Huawei, HiSilicon,Vodafone
	Agreed
	

	
	
	4191
	CR 1668 29.212 Rel-15 QCI for MCVideo
	Vodafone
	Merged with 4135 into 4377
	

	15.8
	IMS impact due to 5GS IP-CAN [5GS_Ph1-IMSo5G]
	
	
	
	
	CP-180094 (CT1 leading)

	15.9
	CT aspects on enhanced VoLTE performance [eVoLP-CT]
	
	
	
	
	CP-173109

	15.10
	CT aspects of 3GPP PS data off function – Phase 2 [PS_DATA_OFF2-CT]
	
	
	
	
	CP-181082 (CT1 leading)

	15.11
	Policy and Charging for Volume Based Charging [PC_VBC]
	
	
	
	
	CP-180051

	15.12
	Common API Framework for 3GPP Northbound APIs

[CAPIF-CT]
	4037
	CR 0001 29.222 Rel-15 29222 Rel-15 Editorial changes to clause 4 - Overview
	Intel Korea, Ltd.
	Revised to 4401
	CP-180151

Editorials in the coversheet. Category should be F.

There is no relation 1-1 between API Provider domain and SCEF or NEF. Add a note in 4.2 and remove the changes in other clauses.

Do not change the title in first change.

Discuss the 2nd change offline.



	
	
	4401
	CR 0001 29.222 Rel-15 29222 Rel-15 Changes to clause 4 - Overview
	Intel Korea, Ltd.
	Agreed
	

	
	
	4038
	CR 0002 29.222 Rel-15 Rel-15 Changes to CAPIF Discovery Service API subclause
	Intel Korea, Ltd.
	Merged with 4215 into 4402
	Align the functionality with SA6 for notifications.


	
	
	4039
	CR 0003 29.222 Rel-15 Rel-15 Editorials changes to CAPIF Publish Service API subclause
	Intel Korea, Ltd.
	Revised to 4403
	Remove the sentence: 
The body of the HTTP DELETE message shall include the API publishing function Identifier.
Isolate changes.

Editorials in bullet handling.

	
	
	4403
	CR 0003 29.222 Rel-15 Rel-15 Changes to CAPIF Publish Service API subclause
	Intel Korea, Ltd.
	Revised to 4563
	Remove Editorials. 
Change consequences if not agreed.

Editorials.

	
	
	4563
	CR 0003 29.222 Rel-15 Rel-15 Changes to CAPIF Publish Service API subclause
	Intel Korea, Ltd.
	Agreed
	

	
	
	4040
	CR 0004 29.222 Rel-15 Rel-15 Editorials changes to CAPIF Events API subclause
	Intel Korea, Ltd.
	Revised to 4404
	Remove all changes related to changing the service operation names and send an LS.
Editorials.

Remove the sentence as is 4039.

Remove the bullet style when only one bullet appears.

Further discuss if we need to provide detailed info about the authorization of the DELETE.

	
	
	4404
	CR 0004 29.222 Rel-15 Rel-15 Changes to CAPIF Events API subclause
	Intel Korea, Ltd.
	Revised to 4564
	Editorials.
Discuss offline how to document the authorization.

	
	
	4564
	CR 0004 29.222 Rel-15 Rel-15 Changes to CAPIF Events API subclause
	Intel Korea, Ltd.
	Agreed
	

	
	
	4405
	LS on CAPIF service operation names
	Intel Korea, Ltd.
	Revised to 4561
	To be sent to SA6 and loop SA2.

Remove _API

	
	
	4561
	LS on CAPIF service operation names
	Intel Korea, Ltd.
	Approved
	

	
	
	4041
	CR 0005 29.222 Rel-15 Editorial Changes to CAPIF API Invoker Management API subclause
	Intel Korea, Ltd.
	Revised to 4406
	Same comments as in previous CR.

Align with SA6.

Revert Onboard Notification

	
	
	4406
	CR 0005 29.222 Rel-15 Changes to CAPIF API Invoker Management API subclause
	Intel Korea, Ltd.
	Revised to 4565
	Editorials

	
	
	4565
	CR 0005 29.222 Rel-15 Changes to CAPIF API Invoker Management API subclause
	Intel Korea, Ltd.
	Agreed
	

	
	
	4042
	CR 0006 29.222 Rel-15 Editorial Changes to CAPIF Authentication Authorization API subclause
	Intel Korea, Ltd.
	Revised to 4407
	Include again the first sentence in 3rd change.??
Check offline if apiroots can be removed in all diagrams to get aligned with TS 29.501.

Same comments as in previous CRs.

Rapporteur will ensure that there are no inconsistencies.



	
	
	4407
	CR 0006 29.222 Rel-15 Changes to CAPIF Authentication Authorization API subclause
	Intel Korea, Ltd.
	Revised to 4566
	

	
	
	4566
	CR 0006 29.222 Rel-15 Changes to CAPIF Authentication Authorization API subclause
	Intel Korea, Ltd.
	Agreed
	

	
	
	4161
	CR 0007 29.222 Rel-15 Update to data types for ServiceAPIDescription and APIQuery
	Huawei
	Revised to 4408
	This communicationType will be reused from another API. Add one more change.
Enumeration values should be in capital letters and _. 

	
	
	4408
	CR 0007 29.222 Rel-15 Update to data types for ServiceAPIDescription and APIQuery
	Huawei
	Revised to 4516
	Shorten the attribute name.


	
	
	4516
	CR 0007 29.222 Rel-15 Update to data types for ServiceAPIDescription and APIQuery
	Huawei
	Agreed
	

	
	
	4162
	CR 0008 29.222 Rel-15 Definition of CAPIF_Access_Control_Policy_API, and OpenAPI schema
	Huawei
	Revised to 4409
	5th change: apiInvokerPolicy is optional.
IN the OpenAPI file 3GPP TS 29.122 should be TS 3GPP 29.222.

Discuss if the decisions on version, url, servers, etc. for 5G apply to Northbound interfaces

	
	
	4409
	CR 0008 29.222 Rel-15 Definition of CAPIF_Access_Control_Policy_API, and OpenAPI schema
	Huawei
	Revised to 4567
	Data type of arrays should be plural
apiInvokerPolicies

	
	
	4567
	CR 0008 29.222 Rel-15 Definition of CAPIF_Access_Control_Policy_API, and OpenAPI schema
	Huawei
	Agreed
	

	
	
	4163
	CR 0009 29.222 Rel-15 CAPIF_Events_API OpenAPI schema
	Huawei
	Revised to 4410
	Introduce the errors for callbacks.
Same comment as in 4162.

	
	
	4410
	CR 0009 29.222 Rel-15 CAPIF_Events_API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4164
	CR 0010 29.222 Rel-15 AEF_Authentication_API OpenAPI schema
	Huawei
	Revised to 4412
	

	
	
	4412
	CR 0010 29.222 Rel-15 AEF_Authentication_API OpenAPI schema
	Huawei
	Agreed
	

	
	
	4215
	CR 0011 29.222 Rel-15 CAPIF_Discover_Service API - Corrections
	Samsung Electronics
	Merged with 4038 into 4402
	

	
	
	4402
	CR 0011 29.222 Rel-15 CAPIF_Discover_Service API - Corrections
	Samsung Electronics, Intel
	Agreed
	

	
	
	4216
	CR 0012 29.222 Rel-15 CAPIF_Discover_Service API - OpenAPI file
	Samsung Electronics
	Revised to 4413
	Remove (including reference replacement)
Make the EN more “official”.



	
	
	4413
	CR 0012 29.222 Rel-15 CAPIF_Discover_Service API - OpenAPI file
	Samsung Electronics
	Agreed
	

	
	
	4217
	CR 0013 29.222 Rel-15 CAPIF_Publish_Service API - Corrections and OpenAPI file
	Samsung Electronics
	Revised to 4414
	Check if we can remove 6th change
Check if we can add the format in the definition of the 2nd and 4th change.

Offline discussion on this.
Coversheet.

8th change: capital letters. Use a most appropriate name for the methods.

	
	
	4414
	CR 0013 29.222 Rel-15 CAPIF_Publish_Service API - Corrections and OpenAPI file
	Samsung Electronics, Nokia, Nokia Shanghai Bell
	Agreed
	

	
	
	4218
	CR 0014 29.222 Rel-15 AEF_Authentication API - Editor's notes
	Samsung Electronics
	Revised to 4411
	6.2.2.2 has to be changed too.
Last change: consider using HTTP code & ProblemDetails.

Cross the boxes in the coversheet.

Extend the description for apiInvokerId.

Check the 2nd change offline (name of the resource).

	
	
	4411
	CR 0014 29.222 Rel-15 AEF_Authentication API - Editor's notes
	Samsung Electronics
	Revised to 4568
	Name in figure for the 3rd change has to be changed.
2nd change: remove the list. Typo “if”.

	
	
	4568
	CR 0014 29.222 Rel-15 AEF_Authentication API - Editor's notes
	Samsung Electronics
	Agreed
	

	
	
	4219
	discussion  29.222 Rel-15 'query' custom operation
	Samsung Electronics
	Noted
	Check if there is any position in TS 29.501.
If not, or it is GET, then use GET. 

It applies to all APIs.



	
	
	4220
	CR 0015 29.222 Rel-15 Corrections to data types
	Samsung Electronics
	Revised to 4415
	Check if data type in 11th change needs to be removed.
10th change should be array

Coversheet

Change descriptions of data types.

12th change: Following clarifications apply:
Should be “following differences apply”.

	
	
	4415
	CR 0015 29.222 Rel-15 Corrections to data types
	Samsung Electronics, Nokia, Nokia Shanghai Bell
	Revised to 4569
	11th change: 
serviceAPIDescription should be serviceAPIDescriptions

	
	
	4569
	CR 0015 29.222 Rel-15 Corrections to data types
	Samsung Electronics, Nokia, Nokia Shanghai Bell
	Agreed
	

	
	
	4221
	CR 0016 29.222 Rel-15 API Invoker's Information in APIInvokerEnrolmentDetails
	Samsung Electronics
	Revised to 4416
	Correct coversheet

	
	
	4416
	CR 0016 29.222 Rel-15 API Invoker's Information in APIInvokerEnrolmentDetails
	Samsung Electronics
	Agreed
	

	
	
	4222
	CR 0017 29.222 Rel-15 Corrections to OnboardingInformation data type
	Samsung Electronics
	Revised to 4417
	Use authorization-header instead for the credentials.
Coversheet.

	
	
	4417
	CR 0017 29.222 Rel-15 Corrections to OnboardingInformation data type
	Samsung Electronics
	Agreed
	

	
	
	4223
	CR 0018 29.222 Rel-15 Security method preference
	Samsung Electronics
	Revised to 4418
	selectedSecurity should be 0..n
Change the description of the first attribute according to the change.

Coversheet.

	
	
	4418
	CR 0018 29.222 Rel-15 Security method preference
	Samsung Electronics
	Revised to 4570
	Use plural in the attribute names that are arrays

	
	
	4570
	CR 0018 29.222 Rel-15 Security method preference
	Samsung Electronics
	Agreed
	

	
	
	4224
	CR 0019 29.222 Rel-15 Clarifications to Obtain_API_Invoker_Info service operation
	Samsung Electronics
	Revised to 4419
	Coversheet

	
	
	4419
	CR 0019 29.222 Rel-15 Clarifications to Obtain_API_Invoker_Info service operation
	Samsung Electronics
	Agreed
	

	
	
	4225
	CR 0020 29.222 Rel-15 Subscribed and Subscribing functional entity
	Samsung Electronics
	Revised to 4420
	Correct coversheet

	
	
	4420
	CR 0020 29.222 Rel-15 Subscribed and Subscribing functional entity
	Samsung Electronics
	Agreed
	

	
	
	4226
	CR 0021 29.222 Rel-15 Miscellaneous corrections
	Samsung Electronics
	Revised to 4421
	Correct coversheet

	
	
	4421
	CR 0021 29.222 Rel-15 Miscellaneous corrections
	Samsung Electronics
	Agreed
	

	
	
	4227
	CR 0022 29.222 Rel-15 Operaration
	Samsung Electronics
	Revised to 4422
	Correct coversheet. Make it category D.

	
	
	4422
	CR 0022 29.222 Rel-15 Operaration
	Samsung Electronics
	Agreed
	

	
	
	4228
	CR 0023 29.222 Rel-15 Definitions and abbreviations
	Samsung Electronics
	Revised to 4423
	Correct coversheet

	
	
	4423
	CR 0023 29.222 Rel-15 Definitions and abbreviations
	Samsung Electronics
	Agreed
	

	
	
	4229
	CR 0024 29.222 Rel-15 Referenced data types and enumerations
	Samsung Electronics
	Revised to 4424
	Correct coversheet.
Add End of Changes.

Extend the description.

	
	
	4424
	CR 0024 29.222 Rel-15 Referenced data types and enumerations
	Samsung Electronics
	Agreed
	

	
	
	4230
	discussion  29.222 Rel-15 Workplan
	Samsung Electronics
	Noted
	LATE

	15.13
	SRVCC for terminating call in pre-alerting phase

[bSRVCC_MT]
	
	
	
	
	CP-180153 (CT1 leading)

	15.14
	Mobile Communication System for Railways

[MONASTERY]
	4063
	WID revised   Rel-15 Mobile Communication System for Railways (stage 3)
	Nokia, Nokia Shanghai-Bell
	Endorsed
	CP-180097 (CT1 leading)



	
	
	4064
	CR 0961 29.165 Rel-15 Functional Alias Management over II-NNI
	Nokia, Nokia Shanghai-Bell
	Revised to 4376
	Add the lack of sentence in new subclause.

Add reference into Table 6.1.4.1.

Modify the cover page

· Tdoc number

· Clause affected

Fill the dependency boxes and Proposed change affects

	
	
	4376
	CR 0961 29.165 Rel-15 Functional Alias Management over II-NNI
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	15.15
	Enhancements to Call spoofing functionality

[eSPECTRE]
	4019
	CR 0153 29.292 Rel-15 Mapping of calling identity number verification status
	Ericsson
	Agreed
	CP-180096 (CT1 leading)



	15.16
	Technical Enhancements and Improvements
[TEI15]

Please use agenda 15.16.1 and 15.16.2 for IMS/CS and Packet Core respectively.

If the topic is related to previous release, please use both TEI15 and the WI code of previous release (e.g. TEI15, AULC-CT)
	
	
	
	
	

	15.16.1
	TEI15 for IMS/CS
	
	
	
	
	

	15.16.2
	TEI15 for Packet Core
	4065
	CR 0048 29.468 Rel-15 Removing LTE restriction
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	4069
	CR 1666 29.212 Rel-15 PCC rules Modification When UE suspends
	Huawei
	Revised to 4378
	Concerns about the failure situation rather than the PCC rules. 

Concerns that SA2 have not defined clearly about the feature. Offline discussion.



	
	
	4378
	CR 1666 29.212 Rel-15 Policy Update when UE suspends
	Huawei
	Revised to 4598
	PCC Rules will be kept as active for the modification of PCC rules.
Consider the case that the policy decision is only to add new PCC rules. Error will be at command level.

Category F

Consequences if not approved should be misalignment with stage 2.

Indicate that the PCEF should initiate the procedures when the UE is resumed. Be consistent with SGW restoration procedures.
UE-Suspend feature in 4th change needs to be updated.
7th change: and/or should be and.


	
	
	4598
	CR 1666 29.212 Rel-15 Policy Update when UE suspends
	Huawei
	Revised to 4608
	In the installation of new PCC rules the status should be set to INACTIVE.

	
	
	4608
	CR 1666 29.212 Rel-15 Policy Update when UE suspends
	Huawei
	
	Define the new AVP as Unsigned32
Offline rewording.

	
	
	4600
	LS New AVP in TS 29.212
	Huawei
	Revised to 4610
	

	
	
	4610
	LS New AVP in TS 29.212
	Huawei
	
	

	
	
	4178
	CR 0049 29.468 Rel-15 Correction for FEC and ROHC
	Ericsson
	Agreed
	

	
	
	4180
	CR 0023 29.154 Rel-15 Missing re-used AVP for Nta
	Ericsson
	Agreed
	

	
	
	4181
	LS out   Rel-15 LS Out new Diameter commands in TS 29.154
	Ericsson
	Agreed
	

	15.17
	Rel-15 contributions on other Work Items
	4052
	WID new    CT aspects of 5G Trace management
	Nokia, Nokia Shanghai-Bell
	Revised to 4310
	CT3 has no technical comments.

	
	
	4310
	WID new    CT aspects of 5G Trace management
	Nokia, Nokia Shanghai-Bell
	Endorsed
	

	
	
	4066
	CR 0002 29.507 Rel-15 Trace activation
	Nokia; Nokia Shanghai-Bell
	Revised to 4379
	Cover the delete method.

Editorials.

	
	
	4379
	CR 0002 29.507 Rel-15 Trace activation
	Nokia; Nokia Shanghai-Bell
	Agreed
	

	
	
	4209
	CR 0005 29.508 Rel-15 Trace activation
	Nokia, Nokia Shanghai-Bell
	Withdrawn
	LATE

	
	
	4210
	CR 0046 29.512 Rel-15 Trace activation
	Nokia, Nokia Shanghai-Bell
	Revised to 4380
	LATE

Editorial for hard space in the reference clause.

	
	
	4380
	CR 0046 29.512 Rel-15 Trace activation
	Nokia, Nokia Shanghai-Bell
	Agreed
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	16
	Work Organisation
	
	
	
	
	

	16.1
	Work Plan Review
	4009
	Work Plan    Status of CT3 Work Items
	CT3 Chairman
	
	SCHEDULED FOR FRIDAY SESSIONS 



	
	
	4012
	Work Plan    WI status report from MCC
	MCC
	
	

	16.2
	Specification Review
	
	
	
	
	SCHEDULED FOR FRIDAY SESSIONS



	16.3
	Next meetings, allocation of hosts
	
	
	
	
	SCHEDULED FOR FRIDAY SESSIONS



	16.4
	Calendar
	4013
	other    Meeting Calendar
	MCC
	
	

	
	
	
	
	
	
	

	17
	Joint Sessions
	
	
	
	
	

	18
	Summary of results
	
	
	
	
	SCHEDULED FOR FRIDAY SESSIONS 

	19
	Any other business
	
	
	
	
	SCHEDULED FOR  FRIDAY SESSIONS

	20
	Closing of the meeting
	
	
	
	
	SCHEDULED FOR FRIDAY at 15:30


PLEASE NOTE THAT THE TIME SCHEDULE GIVES A ROUGH ESTIMATION AND MAY CHANGE DEPENDING ON THE AMOUNT OF CONTRIBUTIONS, ON THE FINAL APPROVAL OF THE AGENDA  AND ON THE COORDINATION WITH OTHER WGs’ SCHEDULES.
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