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[bookmark: _Hlk129163530]*** 1st Change ***
[bookmark: _Toc207899753]5.3.6.1	General
This clause specifies the application data model supported by the API.
Table 5.3.6.1-1 specifies the data types defined for the Nnef_TrafficInfluenceData service based interface protocol.
Table 5.3.6.1-1: Nnef_TrafficInfluenceData specific Data Types
	Data type
	Section defined
	Description
	Applicability

	TrafficInfluDataNotify
	5.3.6.2.3
	Contains traffic influence data for notification.
	

	TrafficInfluDataSub
	5.3.6.2.2
	Contains traffic influence subscription data.
	



Table 5.3.6.1-2 specifies data types re-used by the Nnef_TrafficInfluenceData service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnef_TrafficInfluenceData service based interface.
Table 5.3.6.1-2: Nnef_TrafficInfluenceData re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Dnn
	3GPP TS 29.571 [16]
	Identifies the DNN.
	

	Ipv4Addr
	3GPP TS 29.571 [16]
	Identifies an IPv4 address.
	

	Ipv6Addr
	3GPP TS 29.571 [16]
	Identifies an IPv6 address.
	

	PlmnId
	3GPP TS 29.571 [16]
	Identifies a PLMN.
	

	RedirectResponse
	3GPP TS 29.571 [16]
	Contains redirection related information.
	

	ReportingInformation
	3GPP TS 29.523 [22]
	Represents the type of reporting the subscription requires.
	

	Snssai
	3GPP TS 29.571 [16]
	Identifies a Single Network Slice Selection Assistance Information.
	

	Supi
	3GPP TS 29.571 [16]
	The SUPI for an UE.
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	Indicates the features supported.
	

	TrafficInfluData
	3GPP TS 29.519 [30]
	Contains the traffic influence data.
	

	TrafficInfluDataNotif
	3GPP TS 29.519 [30]
	Contains the traffic influence data notification.
	

	Uri
	3GPP TS 29.571 [16]
	Contains a URI.
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