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Additional discussion(if needed):
Proposed changes:
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This clause specifies the application data model supported by the Nadrf_DataManagement API.
Table 5.1.6.1-1 specifies the data types defined for the Nadrf_DataManagement service based interface protocol.
Table 5.1.6.1-1: Nadrf_DataManagement specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	DataNotification
	5.1.6.2.9
	Represents a data subscription notification of one of various possible data sources.
	

	DataSetTag
	5.1.6.2.13
	Contains an identifier and a description of associated data or analytics records.
	EnhDataMgmt

	DataSubscription
	5.1.6.2.8
	Contains information about Data specification.
	

	NadrfAlertNotification
	5.1.6.2.11
	Contains information about data or analytics that are about to be deleted.
	EnhDataMgmt

	NadrfAlertNotificationResponse
	5.1.6.2.12
	Contains information about the planned action upon receiving an alert.
	EnhDataMgmt

	NadrfDataRetrievalNotification
	5.1.6.2.5
	Represents a notification that corresponds with an Individual ADRF Data Retrieval Subscription resource.
	

	NadrfDataRetrievalSubscription
	5.1.6.2.4
	Represents an Individual ADRF Data Retrieval Subscription resource.
	

	NadrfDataStoreRecord
	5.1.6.2.2
	Represents an Individual ADRF Data Store Record resource.
	

	NadrfDataStoreSubscription
	5.1.6.2.3
	Contains information to be used by the ADRF to create a Data or Analytics subscription.
	

	NadrfDataStoreSubscriptionRef
	5.1.6.2.6
	Contains a reference to a request for a Data or Analytics subscription.
	

	NadrfStoredDataSpec
	5.1.6.2.7
	[bookmark: _Hlk91663035]Contains information about Data or Analytics specification.
	

	StorageHandlingInfo
	5.1.6.2.10
	Contains storage handling information for data or analytics.
	EnhDataMgmt



Table 5.1.6.1-2 specifies data types re-used by the Nadrf_DataManagement service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nadrf_DataManagement service based interface.
Table 5.1.6.1-2: Nadrf_DataManagement re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AfEventExposureNotif
	3GPP TS 29.517 [20]
	Represents notifications on AF event(s) that occurred for an Individual AF Event Subscription resource.
	

	AfEventExposureSubsc
	3GPP TS 29.517 [20]
	Represents AF event subscription.
	

	AmfEventNotification
	3GPP TS 29.518 [18]
	Represents notifications on AMF event(s) that occurred for an Individual AMF Event Subscription resource.
	

	AmfEventSubscription
	3GPP TS 29.518 [18]
	Represents AMF event subscription.
	

	DurationSec
	3GPP TS 29.571 [16]
	Unsigned integer identifying a period of time in units of seconds.
	EnhDataMgmt

	DateTime
	3GPP TS 29.571 [16]
	Identifies the time.
	

	EeSubscription
	3GPP TS 29.503 [19]
	Represents UDM event subscription.
	

	EventNotifyData
	3GPP TS 29.515 [27]
	Represents GMLC event notification.
	LocEvents

	FetchInstruction
	3GPP TS 29.576 [24]
	The fetch instruction indicates that the data or analytics can be fetched by the consumer.
	

	FormattingInstruction
	3GPP TS 29.574 [23]
	DCCF formatting Instructions.
	

	InputData
	3GPP TS 29.515 [27]
	Represents GMLC event subscription.
	LocEvents

	LmfDataExposureNotification
	3GPP TS 29.572 [29]
	Represents an LMF data exposure event notification.
	LmfEvents

	LmfDataExposureSubscription
	3GPP TS 29.572 [29]
	Represents an LMF data exposure subscription.
	LmfEvents

	MonitoringReport
	3GPP TS 29.503 [19]
	UDM Monitoring Report.
	

	NefEventExposureNotif
	3GPP TS 29.591 [21]
	Represents notifications on network exposure event(s) that occurred for an Individual Network Exposure Event Subscription resource.
	

	NefEventExposureSubsc
	3GPP TS 29.591 [21]
	Represents NEF event subscription.
	

	NfInstanceId
	3GPP TS 29.571 [16]
	NF instance identifier.
	

	NfSetId
	3GPP TS 29.571 [16]
	NF set identifier.
	

	NnwdafEventsSubscription
	3GPP TS 29.520 [15]
	Represents an NWDAF analytics subscription.
	

	NnwdafEventsSubscriptionNotification
	3GPP TS 29.520 [15]
	Represents an NWDAF analytics subscription notification.
	

	NotificationData
	3GPP TS 29.510 [10]
	Represents an NRF event notification.
	

	NotificationData
	3GPP TS 29.564 [26]
	Represents a UPF event notification.
	UpEvents

	NsmfEventExposure
	3GPP TS 29.508 [17]
	Represents an SMF event subscription.
	

	NsmfEventExposureNotification
	3GPP TS 29.508 [17]
	Represents an SMF event notification.
	

	PcEventExposureNotif
	3GPP TS 29.523 [30]
	Represents a PCF event notification.
	PcfEvents

	PcEventExposureSubsc
	3GPP TS 29.523 [30]
	Represents a PCF event subscription.
	PcfEvents

	ProcessingInstruction
	3GPP TS 29.574 [23]
	DCCF processing Instructions.
	

	SACEventReport
	3GPP TS 29.536 [25]
	Represents an NSACF event notification.
	

	SACEventSubscription
	3GPP TS 29.536 [25]
	Represents an NSACF event subscription.
	

	SubscriptionData
	3GPP TS 29.510 [10]
	Represents an NRF event subscription.
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	Used to negotiate the applicability of the optional features defined in table 5.1.8-1.
	

	TimeWindow
	3GPP TS 29.122 [22]
	Represents a time window.
	

	UpfEventSubscription
	3GPP TS 29.564 [26]
	Represents a UPF event subscription.
	UpEvents

	Uri
	3GPP TS 29.571 [16]
	URI.
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