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* * * First Change * * * *
[bookmark: _Toc155291801][bookmark: _Toc162346929]7.5.6	PFCP Session Deletion Request
The PFCP Session Deletion Request shall be sent over the Sxa, Sxb, Sxc and N4 interface by the CP function to request the UP function to delete the PFCP session. The PFCP Header for Session Related Messages shall contain the F-SEID identifying the PFCP session (see clause 6.3.4.2).
[bookmark: _CRTable7_5_61][bookmark: _Toc19717319][bookmark: _Toc27490818][bookmark: _Toc27557111][bookmark: _Toc27724028][bookmark: _Toc36031101][bookmark: _Toc36043021][bookmark: _Toc36814346][bookmark: _Toc44689204][bookmark: _Toc44923958][bookmark: _Toc51860928][bookmark: _Toc57930699][bookmark: _Toc57931329]Table 7.5.6-1: Information Elements in a PFCP Session Deletion Request
	[bookmark: MCCQCTEMPBM_00000135]Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	[bookmark: _PERM_MCCTEMPBM_CRPT05020887___7]
	
	
	Sxa
	Sxb
	Sxc
	N4
	N4mb
	[bookmark: _PERM_MCCTEMPBM_CRPT05020888___7]

	TL-Container
	C
	This IE shall be present if the SMF/CUC needs to send a TL-Container to the UPF/CN-TL.
Several IEs within the same IE type may be present to provide multiple TL-Containers.
	-
	-
	-
	X
	-
	TL-Container

	Node ID
	C
	This IE shall be present if a new SMF in an SMF Set, with one PFCP association per SMF and UPF (see clause 5.22.3), takes over the control of the PFCP session.
When present, it shall contain the unique identifier of the new SMF.
	-
	-
	-
	X
	X
	Node ID

	CP F-SEID
	C
	This IE shall be present if the Node ID is present and if the new SMF decides to change the CP F-SEID of the PFCP session.
When present, it shall contail the unique identifier allocated by the CP function identifying the session.
	-
	-
	-
	X
	X
	F-SEID



[bookmark: _CR7_5_7]* * * End of Changes * * * *
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