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* * * First Change * * * *
[bookmark: _Toc56691853][bookmark: _Toc56699117][bookmark: _Toc89035384][bookmark: _Toc89065182][bookmark: _Toc89180481][bookmark: _Toc97072174][bookmark: _Toc120051579][bookmark: _Toc161843671][bookmark: _Toc25156578][bookmark: _Toc34124883][bookmark: _Toc43208012][bookmark: _Toc49857485][bookmark: _Toc56677330][bookmark: _Toc56696578][bookmark: _Toc81227933][bookmark: _Toc104238679][bookmark: _Toc104239136][bookmark: _Toc104388946][bookmark: _Toc130824055]6.4.3.2.2	Resource Definition
Resource URI:{apiRoot}/namf-loc/<apiVersion>/{ueContextId}
This resource shall support the resource URI variables defined in table 6.4.3.2.2-1.
Table 6.4.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.4.1

	apiVersion
	string
	See clause 6.4.1.

	ueContextId
	string
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)
	pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"
Or represents the Generic Public Subscription Identifier (see 3GPP TS 23.501 [2] clause 5.9.8)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]



* * * Next Change * * * *
[bookmark: _Toc56691857][bookmark: _Toc56699121][bookmark: _Toc89035388][bookmark: _Toc89065186][bookmark: _Toc89180485][bookmark: _Toc97072178][bookmark: _Toc120051583][bookmark: _Toc161843675][bookmark: _Toc25156582][bookmark: _Toc34124887][bookmark: _Toc43208016][bookmark: _Toc49857489][bookmark: _Toc56677334][bookmark: _Toc56696582][bookmark: _Toc81227937][bookmark: _Toc104238682][bookmark: _Toc104239139][bookmark: _Toc104388949][bookmark: _Toc130824059]6.4.3.2.4.2	Operation: provide-pos-info (POST)
[bookmark: _Toc89035389][bookmark: _Toc89065187][bookmark: _Toc89180486][bookmark: _Toc97072179][bookmark: _Toc120051584][bookmark: _Toc161843676]6.4.3.2.4.2.1	Description
This ueContextId identifies the individual ueContext resource is composed by UE's SUPI, or PEI or GPSI.
[bookmark: _Toc89035390][bookmark: _Toc89065188][bookmark: _Toc89180487][bookmark: _Toc97072180][bookmark: _Toc120051585][bookmark: _Toc161843677]6.4.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.4.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.4.3.2.4.2.2-2.
Table 6.4.3.2.4.2.2-1: Data structures supported by (POST) the provide-pos-info operation Request Body
	Data type
	P
	Cardinality
	Description

	RequestPosInfo
	M
	1
	The information to request the positioning information of the UE.



Table 6.4.3.2.4.2.2-2: Data structures supported by the (POST) provide-pos-info operation Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	ProvidePosInfoExt
	M
	1
	200 OK
	This case represents a successful query of the UE positioning information, the AMF returns the related information in the response.

	n/a
	
	
	204 No Content
	Shall return 204 if no information is to be returned

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection.
(NOTE 2)

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT03410301___2]-	USER_UNKNOWN
-	DETACHED_USER
-	POSITIONING_DENIED
-	UNSPECIFIED
-	REQUESTED_LMF_NOT_AVAILABLE


See table 6.4.7.3-1 for the description of these errors.

	ProblemDetailsProvidePosInfo
	O
	0..1
	409 Conflict
	The request could not be completed due to a conflict with the current state of the resource.
The "cause" attribute may be used to indicate
-	HO_TO_EPS

See table 6.4.7.3-1 for the description of these errors.

The response should contain the target MME name and realm, if available, and it may contain the location information available from the LMF.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT03410302___2]-	POSITIONING_FAILED

See table 6.4.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT03410303___2]-	UNREACHABLE_USER
-	PEER_NOT_RESPONDING

See table 6.4.7.3-1 for the description of this error.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply, with response body containing an object of ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.4.3.2.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.
For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.4.3.2.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.
For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
[bookmark: _Toc25156618][bookmark: _Toc34124923][bookmark: _Toc43208059][bookmark: _Toc49857526][bookmark: _Toc56677372][bookmark: _Toc56696620][bookmark: _Toc81227982][bookmark: _Toc104238719][bookmark: _Toc104239177][bookmark: _Toc104388987][bookmark: _Toc130824103]A.5	Namf_Location
********TEXT SKIPPED********
paths:
  /{ueContextId}/provide-pos-info:
    post:
      summary: Namf_Location ProvidePositioningInfo service Operation
      tags:
        - Individual UE context (Document)
      operationId: ProvidePositioningInfo
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|msisdn-[0-9]{5,15}|extid-.+@.+|.+)$'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RequestPosInfo'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ProvidePosInfoExt'
        '204':
           description: Successful accept of location request with no information returned.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '409':
          description: Conflict
          content:
            application/problem+json:
              schema:
                $ref: '#/components/schemas/ProblemDetailsProvidePosInfo'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          description: Unexpected error
      callbacks:
        onUELocationNotification:
          '{$request.body#/locationNotificationUri}':
            post:
              requestBody:
                description: UE Location Event Notification
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/NotifiedPosInfoExt'
              responses:
                '204':
                  description: Expected response to a successful callback processing
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
********TEXT SKIPPED********

* * * End of Changes * * * *
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