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* * * First Change * * * *
6.1.6.2.58	Type: PtwParameters
Table 6.1.6.2.58-1: PtwParameters
	Attribute name
	Data type
	P
	Cardinality
	Description

	operationMode
	OperationMode
	M
	1
	This IE shall indicate the Operation Mode which PTW value are applicable to.

	ptwValue
	string
	M
	1
	This IE shall indicate RAT specific Subscribed Paging Time Window length value.
If operationMode takes the value NR-N1, ptwValue refers to the subscribed paging time window length value for RAT type NR.
, iIt shall be encoded as a string of bits 8 to 5 of octet 3 in the "Extended DRX parameter" IE (see Figure 10.5.5.32 of 3GPP TS 24.008 [46]).
Pattern: '^([0-1]{4})$'

	extendedPtwValue
	string
	C
	0..1
	This IE shall be applied only when the operation mode is set to NR-N1 mode.
It shall indicate RAT specific Subscribed Paging Time Window length value for RAT type NR_REDCAP.
, iIt shall be encoded as a string of octet 4 in the "Extended DRX parameters" IE (see Figure 10.5.5.32 of 3GPP TS 24.008 [46]).

Pattern: '^([0-1]{8})$'

When this IE is present, the value set in ptwValue attribute shall be omitted.

	NOTE:	The relationship between values of operationMode and ptwValue shall be in line with clause 10.5.5.32 of 3GPP TS 24.008 [46].



* * * End of Change * * * *
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