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	Reason for change:
	TS 29.510 allows the UDSF to register its NF Group ID in the NF profile, but the group-id-list query parameter doesn't support UDSF query:

	group-id-list
	array(NfGroupId)
	O
	1..N
	Identity of the group(s) of the NFs of the target NF type to be discovered. May be included if the target NF type is "UDR", "UDM", "HSS", "PCF", "AUSF", "BSF" or "CHF".
	



The NF consumers find UDSF using the NF Group ID will be the most common use case for UDSF discovery via NRF. It should be corrected in the specification.
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	Add UDSF as the supported NF types for group-id-list query parameter.
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* * * First Change * * * *
[bookmark: _Toc24937748][bookmark: _Toc33962568][bookmark: _Toc42883337][bookmark: _Toc49733205][bookmark: _Toc56690832]6.2.3.2.3.1	GET
This operation retrieves a list of NF Instances, and their offered services, currently registered in the NRF, satisfying a number of filter criteria, such as those NF Instances offering a certain service name, or those NF Instances of a given NF type (e.g., AMF).
Table 6.2.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	… Table Rows Skipped for Clarity …

	routing-indicator
	string
	O
	0..1
	Routing Indicator information that allows to route network signalling with SUCI (see 3GPP TS 23.003 [12]) to an AUSF, AAnF and UDM instance capable to serve the subscriber. May be included if the target NF type is "AUSF", "AANF" or "UDM".
Pattern: "^[0-9]{1,4}$"
	

	group-id-list
	array(NfGroupId)
	O
	1..N
	Identity of the group(s) of the NFs of the target NF type to be discovered. May be included if the target NF type is "UDR", "UDM", "HSS", "PCF", "AUSF", "BSF", "UDSF" or "CHF".
	

	dnai-list
	array(Dnai)
	O
	1..N
	If included, this IE shall contain the Data network access identifiers. It may be included if the target NF type is "UPF", "SMF", "EASDF" or "NEF".
	

	… Table Rows Skipped for Clarity … 



When certain query parameters in the discovery request are not supported by the NRF, the NRF shall ignore the unsupported query parameters and continue processing the request with the supported query parameters. The default logical relationship among the supported query parameters is logical "AND", i.e. all the provided query parameters shall be matched, with the exception of the "preferred-locality", "ext-preferred-locality", "preferred-nf-instances", "preferred-tai", "preferred-api-versions", "preferred-full-plmn", "preferred-collocated-nf-types", "preferred-pgw-ind", "preferred-analytics-delays", "preferred-features" and "mbs-session-id" query parameters (see Table 6.2.3.2.3.1-1).
The NRF may support the Complex query expression as defined in 3GPP TS 29.501 [5] for the NF Discovery service. If the "complexQuery" query parameter is included, then the logical relationship among the query parameters contained in "complexQuery" query parameter is as defined in 3GPP TS 29.571 [7].
A NRF not supporting Complex query expression shall reject a NF service discovery request including a complexQuery parameter, with a ProblemDetails IE including the cause attribute set to INVALID_QUERY_PARAM and the invalidParams attribute indicating the complexQuery parameter.
This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SearchResult
	M
	1
	200 OK
	The response body contains the result of the search over the list of registered NF Instances.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	The response shall be used when the intermediate NRF redirects the service discovery request.
The NRF shall include in this response a Location header field containing a URI pointing to the resource located on the redirect target NRF.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service producer to which the request should be sent.

	ProblemDetails
	O
	0..1
	400 Bad Request
	The response body contains the error reason of the request message.

If the query parameter used to match the authorization parameter is required but not provided in the NF discovery request, the "cause" attribute shall be set to "MANDATORY_QUERY_PARAM_MISSING", and the missing query parameter shall be indicated.

	ProblemDetails
	O
	0..1
	403 Forbidden
	This response shall be returned if the Requester NF is not allowed to discover the NF Service(s) being queried.

	ProblemDetails
	O
	0..1
	404 Not Found
	This response shall be returned if the requested resource URI as defined in clause 6.2.3.2.2 (query parameter not considered) is not found in the server.

It may also be sent in hierarchical NRF deployments when the NRF needs to forward/redirect the request to another NRF but lacks information in the request to do so; similarly, the NRF shall return this response code when it is received from the upstream NRF.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	The response body contains the error reason of the request message.



Table 6.2.3.2.3.1-4: Headers supported by the GET method on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	If-None-Match
	string
	C
	0..1
	Validator for conditional requests, as described in IETF RFC 9110 [40], clause 13.1.2



Table 6.2.3.2.3.1-5: Headers supported by the 200 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control
	string
	C
	0..1
	Cache-Control containing max-age, described in IETF RFC 9111 [20], clause 5.2

	ETag
	string
	C
	0..1
	Entity Tag containing a strong validator, described in IETF RFC 9110 [40], clause 8.8.3



Table 6.2.3.2.3.1-6: Headers supported by the 307 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI pointing to the resource located on the redirect target NRF



Table 6.2.3.2.3.1-7: Links supported by the 200 Response Code on this endpoint
	Name
	Resource name
	HTTP method or custom operation
	Parameters table
	Description

	search
	Stored Search (Document)
	GET
	6.2.3.2.3.1-8
	The 'searchId' parameter returned in the response can be used as the 'searchId' parameter in the GET request to '/searches/{searchId}'

	completeSearch
	Complete Stored Search (Document)
	GET
	6.2.3.2.3.1-9
	The 'searchId' parameter returned in the response can be used as the 'searchId' parameter in the GET request to '/searches/{searchId}/complete'



* * * End of Changes * * * *


