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* * * First Change * * * *

[bookmark: _Toc143984943][bookmark: _Toc144147720][bookmark: _Toc153885524][bookmark: _Toc161915391][bookmark: _Toc510696637][bookmark: _Toc35971432][bookmark: _Toc146103763][bookmark: _Toc151981322][bookmark: _Toc160541846]5.11.3.x	Enumeration: BdcUsedBy
The enumeration BdcUsedBy represents the party uses the bootstrap data channel in the media description. It shall comply with the provisions defined in Table 5.11.3.x-1.
Table 5.11.3.x-1: Enumeration BdcUsedBy
	Enumeration value
	Description
	Applicability

	"SENDER"
	Represents the bootstrap data channel is used by the UE sending this SDP.
	

	"RECEIVER"
	Represents the bootstrap data channel is used for the UE receiving the SDP.
	




* * * Next Change * * * *
5.11.3.y	Enumeration: AdcEndpointType
The enumeration AdcEndpointType represents the remote endpoint type of the application data channel. It shall comply with the provisions defined in Table 5.11.3.y-1.
Table 5.11.3.y-1: Enumeration AdcEndpointType
	Enumeration value
	Description
	Applicability

	"UE"
	Represents the remote endpoint type of the application data channel is the peer UE.
	

	"SERVER"
	Represents the remote endpoint type of the application data channel is the application server.
	




* * * Next Change * * * *
[bookmark: _Toc143984947][bookmark: _Toc144147724][bookmark: _Toc153885528][bookmark: _Toc161915395]5.11.4.2	Type: DcStream
Table 5.11.4.2-1: Definition of type DcStream
	Attribute name
	Data type
	P
	Cardinality
	Description

	streamId
	integer
	M
	1
	Identifies the data channel stream.

The value range of the stream id is an unsigned 16-bit integer, i.e. 0 to 65535.
Minimum = 0. Maximum = 65535.

The 0-999 is used for Bootstrap Data Channel. The 1000-65535 is used for Application Data Channel.

	subprotocol
	string
	O
	0..1
	Represents the subprotocol of the SCTP stream.
It defaults to "http" if the mediaId represents bootstrap data channel.
(NOTE)

	order
	boolean
	O
	0..1
	Represents the stream is ordered or not, "true" for ordered delivery and "false" for unordered delivery. (NOTE)

	maxRetry
	integer
	O
	0..1
	Represents the maximal number of the times a message will be retransmitted.
Default value: 0
(NOTE)

	maxTime
	integer
	O
	0..1
	Represents the maximal lifetime in milliseconds after which a message will no longer be transmitted or retransmitted.
Default value: 0.
 (NOTE)

	priority
	integer
	O
	0..1
	Represents the priority of data channel relative to other data channels.
Default value: 256.
(NOTE)

	appBindingInfo
	string
	C
	0..1
	Represents the application binding information of the Data Channel.
It shall be contained if the mediaId represents the application data channel.

	NOTE:	The IE cannot be changed once the media has been established.



* * * Next Change * * * *

5.11.4.x	Type: AppBindingInfo
Table 5.11.4.x-1: Definition of type AppBindingInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	applicationId
	string
	M
	1
	Identifies the application.

	appDcInfo
	AppDcInfo
	O
	0..1
	Represents the application data channel is intened towards to a server or the remote UE. 



* * * Next Change * * * *
5.11.4.y	Type: AppDcInfo
Table 5.11.4.y-1: Definition of type AppDcInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	streamId
	interger
	M
	1
	Represents the stream ID of the data channel.

	adcEndpointType
	AdcEndpointType
	M
	1
	Represents the remote endpoint type of the application data channel 



* * * Next Change * * * *

[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc143984951][bookmark: _Toc144147728][bookmark: _Toc153885533][bookmark: _Toc161915400]A.2	Data related to Common Data Types
[bookmark: _Hlk136201815]openapi: 3.0.0

info:
  version: '1.5.0-alpha.6'


  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  

externalDocs:
  description: 3GPP TS 29.571 Common Data Types for Service Based Interfaces, version 18.5.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.571/'

paths: {}
components:
  schemas:

{Not shown for clarity}


# Data Types related to IMS SBA as defined in clause 5.11
#

#
# SIMPLE DATA TYPES
#
#

    SessionId:
      description: IMS Session Identifier
      type: string

    MediaId:
      description: IMS Media Flow Identifier
      type: string

    MaxMessageSize:
      description: Maximum SCTP user message size
      type: integer
      maximum: 64
      default: 64


#
# Enumerations
#
#
    MediaResourceType:
      description: Indicates the Media Resource type
      anyOf:
        - type: string
          enum:
            - DC
            - AR
            - AUDIO
            - VIDEO
        - type: string

    MediaProxy:
      description: Media Proxy Configuration applicable to the media flow
      anyOf:
        - type: string
          enum:
            - HTTP
            - UDP
        - type: string

    BdcUsedBy:
      description: The party uses the bootstrap data channel in the media description
      anyOf:
        - type: string
          enum:
            - SENDER
            - RECEIVER
        - type: string

    AdcEndpointType:
      description: The remote endpoint type of the application data channel
      anyOf:
        - type: string
          enum:
            - UE
            - SERVER
        - type: string


    SecuritySetup:
      description: security setup of the DTLS connection
      anyOf:
      - type: string
        enum:
          - ACTIVE
          - PASSIVE
          - ACTPASS
      - type: string

# STRUCTURED DATA TYPES
#
    DcEndpoint:
      description: Endpoint for Data Channel
      type: object
      properties:
        sctpPort:
          type: integer
          maximum: 65535
          minimum: 0
          description: Local or remote port for Data Channel
        fingerprint:
          type: string
          pattern: '^(SHA-1|SHA-224|SHA-256|SHA-384|SHA-512|MD5|MD2|TOKEN)\s[0-9A-F]{2}(:[0-9A-F]{2})+'
          description: local or remote certificate fingerprint for the DTLS association
        tlsId:
          type: string
          pattern: '^[A-Fa-f0-9+/_-]{20,255}$'
          description: local or remote TLS ID for the media stream

    DcStream:
      description: Data Channel mapping and configuration information
      type: object
      properties:
        streamId:
          type: integer
          maximum: 65535
          default: 0
          description: Stream identifier for Data Channel
        subprotocol:
          type: string
          pattern: '^[A-Fa-f0-9]{20}$'
          description: Subprotocol of the SCTP stream
        order:
          type: boolean
        maxRetry:
          type: integer
          default: 0
          description: maximal number of the times a message will be retransmitted
        maxTime:
          type: integer
          default: 0
          description: >
            maximal lifetime in milliseconds after which a message will no longer be
            transmitted or retransmitted
        priority:
          type: integer
          default: 256
          description: priority of data channel relative to other data channels
        appBindingInfo:
          type: string
          description: application binding information of the Data Channel.


    AppBindingInfo:
      description: Represents the application binding information.
      type: object
      required:
        - applicationId
      properties:
        applicationId:
          type: string
          description: application binding information of the Data Channel.
        appDcInfo:
          $ref: '#/components/schemas/AppDcInfo'


    AppDcInfo:
      description: Represents the application data channel is intened towards to a server or the remote UE.
      type: object
      required:
        - streamId
        - adcEndpointType
      properties:
        streamId:
          type: integer
        appEndpointType:
          $ref: '#/components/schemas/AppEndpointType'

    ReplaceHttpUrl:
      description: replacement HTTP URL per stream
      type: object
      properties:
        replaceHttpUrl:
          $ref: '#/components/schemas/Uri'
        streamId:
          type: integer
          maximum: 65535
          default: 0
          description: Stream identifier for Data Channel

    Endpoint:
      description: Represents the IP endpoint.
      type: object
      required:
        - ip
        - transport
        - portNumber
      properties:
        ip:
          $ref: '#/components/schemas/IpAddr'
        transport:
          $ref: '#/components/schemas/TransportProtocol'
[bookmark: OLE_LINK1]        portNumber:
          $ref: '#/components/schemas/Uinteger'
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* * * End of Changes * * * *


