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* * * First Change * * * *
[bookmark: _Toc510696636][bookmark: _Toc35971431][bookmark: _Toc146103762][bookmark: _Toc151981321][bookmark: _Toc160541845]6.1.6.2.2	Type: MediaContext
Table 6.1.6.2.2-1: Definition of type MediaContext
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	contextId
	string
	C
	0..1
	Identifies a specific context. It is assigned by the MF when creating a new context, i.e. Nmf_MRM_Create operation.
It shall be contained except in the request of creating a new media context.
	

	terminations
	array(TerminationInfo)
	M
	1..N
	Represents the media terminations 
	



* * * Next Change * * * *
[bookmark: _Toc510696637][bookmark: _Toc35971432][bookmark: _Toc146103763][bookmark: _Toc151981322][bookmark: _Toc160541846]6.1.6.2.3	Type: TerminationInfo
Table 6.1.6.2.3-1: Definition of type TerminationInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	terminationId
	string
	CM
	0..1
	Identifies a specific media termination. 
It shall be set to empty string (i.e., "") when service consumer requests the MF to add a new media termination in the Nmf_MRM_Create or Nmf_MRM_Update service operation. 
Otherwise, it shall contain the termination Id allocated by the MF.
	

	medias
	array(MediaInfo)
	M
	1..N
	Represent the list of media resources for one or multiple medias on the Mb interface.
	



* * * End of Changes * * * *


