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* * * First Change * * * *
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.273: "5G System Location Services (LCS)".
[5]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[6]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[bookmark: _PERM_MCCTEMPBM_CRPT13160000___5][7]	OpenAPI Initiative, "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[8]	IETF RFC 9113: "HTTP/2".
[9]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[10]	IETF RFC 9457: "Problem Details for HTTP APIs".
[11]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[12]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[13]	ITU Recommendation E.164: "The international public telecommunication numbering plan".
[14]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[15]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[16]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[17]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[18]	3GPP TS 22.071: "Location Services (LCS); Service description; Stage 1".
[19]	3GPP TR 21.900: "Technical Specification Group working methods".
[20]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[21]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[22]	3GPP TS 33.256: "Security aspects of Uncrewed Aerial Systems (UAS)".
[23]	3GPP TS 37.355: "Technical Specification Group Radio Access Network; LTE Positioning Protocol (LPP)".
[24]	3GPP TS 29.122: "T8 reference point for Northbound APIs".
[25]	3GPP TR 23.586: "Ranging based services and Sidelink Positioning"
[xx]	3GPP TR 38.305: " NG Radio Access Network (NG-RAN); Stage 2 functional specification of User Equipment (UE) positioning in NG-RAN"

* * * Next Change * * * *
6.1.5	Data Model
[bookmark: _Toc161839789][bookmark: _Toc153817468][bookmark: _Toc145947028][bookmark: _Toc138344522][bookmark: _Toc130845025][bookmark: _Toc122015862][bookmark: _Toc51922805][bookmark: _Toc51922386][bookmark: _Toc45030026][bookmark: _Toc35935806][bookmark: _Toc34804235][bookmark: _Toc26202520][bookmark: _Toc18853080][bookmark: _Toc22141071][bookmark: _Toc22624273][bookmark: _Toc26202334]6.1.5.1	General
This clause specifies the application data model supported by the API.
Table 6.1.5.1-1 specifies the data types defined for the Ngmlc_Location service based interface protocol.
Table 6.1.5.1-1: Ngmlc_Location specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	InputData
	6.1.5.2.2
	the input parameters in ProvideLocation service operation
	

	LocationData
	6.1.5.2.3
	Location data
	

	CancelLocData
	6.1.5.2.4
	the input parameters in CancelLocation service operation
	

	LocUpdateData
	6.1.5.2.5
	the input parameters in LocationUpdate service operation
	

	EventNotifyData
	6.1.5.2.6
	the input parameters for the target UE in EventNotify Notification service operation
	

	UePrivacyRequirements
	6.1.5.2.7
	UE privacy requirements from (H)GMLC to the serving AMF or VGMLC(in the roaming case) for the target UE
	

	LocUpdateNotification
	6.1.5.2.9
	Location Update Notification
	

	LocUpdateSubs
	6.1.5.2.10
	UE location information subscription
	

	EventNotifyDataAdditionalInfo
	6.1.5.2.11
	Additional information to Event Notify Data
	

	EventNotifyDataExt
	6.1.5.2.12
	Extended Event Notify Data for UEs of a target group
	

	AreaEventInfoAddition
	6.1.5.2.13
	Additional information for Extended Area event information
	

	AreaEventInfoExt
	6.1.5.2.14
	Extended Area Event Information
	

	IntegrityRequirements
	6.1.5.2.15
	GNSS iIntegrity requirements
	

	AlertLimit
	6.1.5.2.16
	Alert Limit
	

	UpLocRepInfoAf
	6.1.5.2.17
	Information for the location reporting over user plane
	

	UpCumEvtRptCriteria
	6.1.5.2.18
	Criteria for sending cumulative events reports over control plane
	

	AddLocationDatas
	6.1.5.2.19
	Additional location data
	

	LocationDataExt
	6.1.5.2.20
	the response parameters in ProvideLocation service operation including one or more LocationData
	

	RelatedUE
	6.1.5.2.21
	Indicates information for related UE for ranging and sidelink positioning
	

	PrivacyCheckIdMappingReqData
	6.1.5.2.22
	Privacy Check ID Mapping Request Data
	

	PrivacyCheckIdMappingRespData
	6.1.5.2.23
	Privacy Check ID Mapping Response Data
	

	InputRangingData
	6.1.5.2.24
	the input parameters in ProvideRanging service operation
	

	RangingDatas
	6.1.5.2.25
	one or more RangingData
	

	RangingData
	6.1.5.2.26
	Ranging data
	

	ServiceIdentity
	6.1.5.3.2
	service identity
	

	CodeWord
	6.1.5.3.2
	codeword
	

	ExternalClientIdentification
	6.1.5.3.2
	external client identification
	

	E164CountryCodeOfGeographicArea
	6.1.5.3.2
	E.164 country codes for geographic areas
	

	LcsServiceTypeId
	6.1.5.3.2
	LCS Service Type Id
	

	TimeToAlert
	6.1.5.3.2
	Time-to-Alert
	

	TargetIntegrityRisk
	6.1.5.3.2
	Target Integrity Risk
	

	HorizontalProtectionLevel
	6.1.5.3.2
	Horizontal Protection Level
	

	VerticalProtectionLevel
	6.1.5.3.2
	Vertical Protection Level
	

	PseudonymIndicator
	6.1.5.3.3
	It defines if a pseudonym is requested
	

	LocationRequestType
	6.1.5.3.4
	NI-LR, MT-LR or MO-LR
	

	LocationTypeRequested
	6.1.5.3.5
	the location type requested by the LCS client
	

	EventNotifyDataType
	6.1.5.3.6
	the type of event that triggers event notification
	

	FailureCause
	6.1.5.3.7
	Positioning failure cause
	

	SuccessType
	6.1.5.3.8
	Success Type to indicate full or partial success
	

	ReportingInd
	6.1.5.3.9
	Reporting indication on how a target UE sends event reports when the UE is outside the event report allowed area
	



Table 6.1.5.1-2 specifies data types re-used by the Ngmlc_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Ngmlc_Location service based interface.
Table 6.1.5.1-2: Ngmlc_Location re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Gpsi
	3GPP TS 29.571 [11]
	
	

	Supi
	3GPP TS 29.571 [11]
	
	

	Uri
	3GPP TS 29.571 [11]
	
	

	AmfId
	3GPP TS 29.571 [11]
	
	

	NfInstanceId
	3GPP TS 29.571 [11]
	
	

	ExternalClientType
	3GPP TS 29.572 [12]
	
	

	LocationQoS
	3GPP TS 29.572 [12]
	
	

	LcsQosClass
	3GPP TS 29.572 [12]
	
	

	SupportedGADShapes
	3GPP TS 29.572 [12]
	
	

	PeriodicEventInfo
	3GPP TS 29.572 [12]
	
	

	AreaEventInfo
	3GPP TS 29.572 [12]
	
	

	MotionEventInfo
	3GPP TS 29.572 [12]
	
	

	LdrType
	3GPP TS 29.572 [12]
	
	

	LdrReference
	3GPP TS 29.572 [12]
	
	

	AgeOfLocationEstimate
	3GPP TS 29.572 [12]
	
	

	PositioningMethod
	3GPP TS 29.572 [12]
	
	

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [12]
	
	

	LmfIdentification
	3GPP TS 29.572 [12]
	
	

	LcsServiceType
	3GPP TS 29.572 [12]
	
	

	VelocityRequested
	3GPP TS 29.572 [12]
	
	

	LcsPriority
	3GPP TS 29.572 [12]
	
	

	VelocityEstimate
	3GPP TS 29.572 [12]
	
	

	TerminationCause
	3GPP TS 29.572 [12]
	
	

	PositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [12]
	
	

	LcsServiceAuth
	3GPP TS 29.571 [11]
	
	

	Ecgi
	3GPP TS 29.571 [11]
	
	

	Ncgi
	3GPP TS 29.571 [11]
	
	

	Altitude
	3GPP TS 29.572 [12]
	Altitude
	

	BarometricPressure
	3GPP TS 29.572 [12]
	Barometric pressure
	

	MinorLocationQoS
	3GPP TS 29.572 [12]
	Minor Location QoS
	MUTIQOS

	LocationPrivacyVerResult
	3GPP TS 29.518 [20]
	
	

	ExternalGroupId
	3GPP TS 29.571 [11]
	External Group Identifier
	

	GroupId
	3GPP TS 29.571 [11]
	Group Identifier
	

	CivicAddress
	3GPP TS 29.572 [12]
	Civic Address
	

	GeographicArea
	3GPP TS 29.572 [12]
	Geographic Area
	

	LocalArea
	3GPP TS 29.572 [12]
	Local area specified by different shape
	

	RedirectResponse
	3GPP TS 29.571 [11]
	
	

	DateTime
	3GPP TS 29.571 [11]
	Date and Time
	

	LpHapType
	3GPP TS 29.518 [20]
	Type of Low Power and/or High Accuracy Positioning
	

	HighAccuracyGnssMetrics
	3GPP TS 29.572 [12]
	High Accuracy GNSS Metrics
	

	LosNlosMeasureInd
	3GPP TS 29.572 [12]
	LOS/NLOS measurement indication
	

	UpLocRepAddrAfRm
	3GPP TS 29.122 [24]
	User plane addressing information
	

	IndoorOutdoorInd
	3GPP TS 29.572 [25]
	Indicates an area for event reporting
	

	RangingSlResult
	3GPP TS 29.572 [12]
	Indicates result type for ranging and sidelink positioning
	

	RelatedUEType
	3GPP TS 29.572 [12]
	Indicates type for related UE for ranging and sidelink positioning
	

	RangeDirection
	3GPP TS 29.572 [12]
	Represents the distance and direction between two points.
	

	2DRelativeLocation
	3GPP TS 29.572 [12]
	Represents 2D local co-ordinates with origin corresponding to another known point.
	

	3DRelativeLocation
	3GPP TS 29.572 [12]
	Represents 3D local co-ordinates with origin corresponding to another known point.
	

	MappedLocationQoSEps
	3GPP TS 29.572 [12]
	Mapped Location QoS for EPS
	

	ApplicationlayerId
	3GPP TS 29.571 [11]
	Application Layer ID
	




* * * Next Change * * * *
[bookmark: _Toc161839805][bookmark: _Toc153817484][bookmark: _Toc145947044]6.1.5.2.15	Type: IntegrityRequirements
Table 6.1.5.2.15-1: Definition of type IntegrityRequirements
	Attribute name
	Data type
	P
	Cardinality
	Description

	targetIntegrityRisk
	TargetIntegrityRisk
	O
	0..1
	This IE shall indicate Target Integrity Risk (TIR), as specified in 3GPP TR 37.355 [23] and 3GPP TR 38.305 [xx].

	timeToAlert
	TimeToAlert
	O
	0..1
	This IE shall indicate the Time-to-Alert (TTA) as specified in 3GPP TR 38.305 [xx].

	alertLimit
	AlertLimit
	O
	0..1
	This IE shall indicate Alert Limit (AL), as specified in 3GPP TS 37.355 [23] and 3GPP TR 38.305 [xx].




* * * End of Changes * * * *
