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*** First Change ***
[bookmark: _Toc130831983][bookmark: _Toc153881701][bookmark: _Toc130831984][bookmark: _Toc153881702]6.1.6.2.11	Type: MonitorAuthDataForOpen
Table 6.1.6.2.11-1: Definition of type MonitorAuthDataForOpen
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	proseAppCodes
	array(ProseApplicationCode)
	C
	1..N
	When present, Tthis IE shall contain a list of the ProSe Application Codes.
(NOTE)
	

	proseAppPrefix
	ProseApplicationPrefix
	C
	0..1
	When present, Tthis IE shall contain the Prose Application Prefix.
(NOTE)
	

	proseAppMasks
	array(ProseApplicationMask)
	M
	1..N
	This IE shall contain a list of the ProSe Application Masks.
	

	ttl
	integer
	M
	1
	This IE shall contain the TTL.
If the value sets to zero, it indicates to revoke the authorization for the monitoring in the PLMN.
	

	NOTE:	Either attribute proseAppCodes or proseAppPrefix proseRestrictedPrefix shall be present if the discovery type is open.




*** Next Change ***
6.1.6.2.12	Type: MonitorAuthDataForRestricted
Table 6.1.6.2.12-1: Definition of type MonitorAuthDataForRestricted
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	proseRestrictedCode
	ProseRestrictedCode
	M
	1
	This IE shall contain the ProSe Restricted Code.

(NOTE)
	

	addProseRestrictedCodes
	array(ProseRestrictedCode)

	C
	1..N
	This IE shall be present when multiple ProSe Restricted Codes are discovered.

When present, this IE shall contain a list of additional ProSe Restricted Codes.

(NOTE)
	EnRestrictedDiscovery

	proseRestrictedPrefix
	ProseRestrictedPrefix
	C
	0..1
	When present, this IE shall contain the ProSe Restricted Code Prefix.

(NOTE)
	EnRestrictedDiscovery

	validityTime
	DateTime
	M
	1
	This IE shall contain validity timer up to which the ProSe Application Code is going to expire.
	

	NOTE:	When the proseRestrictedPrefix IE is present, the proseRestrictedCode IE shall be ignored and the addProseRestrictedCodes IE shall be absent.




[bookmark: _Toc70925895][bookmark: _Toc130832014][bookmark: _Toc153881732]*** Next Change ***
6.1.8	Feature negotiation
The optional features in table 6.1.8-1 are defined for the N5g-ddnmf_Discovery API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [5].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	PatchReport
	If some of the modifications included in the PATCH request are not successfully implemented, the 5G DDNMF reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [5].

	x
	EnRestrictedDiscovery
	The 5G-DDNMF and the NF consumer supporting this feature shall support multiple ProSe Restricted Codes or ProSe Restricted Prefix in MonitorAuthorize service operation outpout for "restricted" discovery.





[bookmark: _Toc70925899][bookmark: _Toc130832019][bookmark: _Toc153881737]*** Next Change ***
A.2	N5g-ddnmf_Discovery API
openapi: 3.0.0

********************** Text Skipped for Clarity *********************

    MonitorAuthDataForRestricted:
      type: object
      description: Represents the obtained Announce Authorize Data for restricted discovery for a UE
      required:
        - proseRestrictedCode
        - validityTime
      properties:
        proseRestrictedCode:
          $ref: '#/components/schemas/ProseRestrictedCode'
        addProseRestrictedCodes:
          type: array
          items:
            $ref: '#/components/schemas/ProseRestrictedCode'
          minItems: 1
        proseRestrictedPrefix:
          $ref: '#/components/schemas/ProseRestrictedPrefix'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

********************** Text Skipped for Clarity *********************


*** End of Changes ***
