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* * * First Change * * * *
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This clause describes the structure for the Resource URIs and the resources and methods used for the service.
Figure 6.3.3.1-1 describes the resource URI structure of the Npkmf_Discovery API.



Figure 6.3.3.1-1: Resource URI structure of the Npkmf_Discovery API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	AnnounceAuthorize
	/{ueId}/announce-authorize/{userInfoId}
	PUT
	Obtain the authorization from the 5G PKMF for announcing in the PLMN

	MonitorKey
	/{ueId}/monitor-key/{userInfoId}
	PUT
	Obtain the discovery key from the 5G PKMF for monitoring in the PLMN

	DiscoveryKey
	/{ueId}/discovery-key/{userInfoId}
	PUT
	Obtain the discovery key from the 5G PKMF for a discoverer UE in the PLMN to operate Model B restricted discovery



NOTE:	The Custom operation URI above are deviating from the URI Path Segment Naming Conventions defined in clause 5.1.3.2 of 3GPP TS 29.501 [5], but they are not changed to maintain backwards compatibility.


* * * End of Changes * * * *
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