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* * * First Change * * * *
6.1.6.2.58	Type: PtwParameters
Table 6.1.6.2.58-1: PtwParameters
	Attribute name
	Data type
	P
	Cardinality
	Description

	operationMode
	OperationMode
	M
	1
	This IE shall indicate the Operation Mode which PTW value are applicable to.

	ptwValue
	string
	M
	1
	This IE shall indicate RAT specific Subscribed Paging Time Window length value, it shall be encoded as a string of bits 8 to 5 of octet 3 in the "Extended DRX parameter" IE (see Figure 10.5.5.32 of 3GPP TS 24.008 [46]).
Pattern: '^([0-1]{4})$'

	extendedPtwValue
	string
	C
	0..1
	This IE shall be applied only when the operation mode is set to NR-N1 mode.
It shall indicate RAT specific Subscribed Paging Time Window length value, it shall be encoded as a string of octet 4 in the "Extended DRX parameters" IE (see Figure 10.5.5.32 of 3GPP TS 24.008 [46]).

Pattern: '^([0-1]{8})$'

When this IE is present, the value set in ptwValue attribute shall be omitted.

	NOTE:	The relationship between values of operationMode and ptwValue/extendedPtwValue shall be in line with clause 10.5.5.32 of 3GPP TS 24.008 [46].



* * * Next Change * * * *
[bookmark: _Toc36457276][bookmark: _Toc45028175][bookmark: _Toc45029010][bookmark: _Toc67681771][bookmark: _Toc153805752]6.1.6.3.12	Enumeration: OperationMode
Table 6.1.6.3.12-1: Enumeration OperationMode
	Enumeration value
	Description

	"WB_S1"
	WB-S1 mode, i.e. EUTRAN connected to EPC

	"NB_S1"
	NB-S1 mode, i.e. EUTRAN NB-IoT connected to EPC

	"WB_N1"
	WB-N1 mode, i.e. EUTRAN connected to 5GC

	"NB_N1"
	NB-N1 mode, i.e. EUTRAN NB-IoT connected to 5GC

	"NR_N1"
	NR-N1 mode, i.e. NR connected to 5GC

	"NR_N1_REDCAP"
	NR-N1 mode for RedCAP UE, i.e. NR connected to 5GC for a RedCAP UE



* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc153806286]A.2	Nudm_SDM API
openapi: 3.0.0

********text not shown for clarity*******


    OperationMode:
      anyOf:
        - type: string
          enum:
          - WB_S1
          - NB_S1
          - WB_N1
          - NB_N1
          - NR_N1
          - NR_N1_REDCAP
        - type: string


********text not shown for clarity*******

* * * End of Change * * * *
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