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	Reason for change:
	CT4 has agreed CR0712 of TS 29.502 which allows the AMF to indicate the SMF to reject a PDU session establishment request due to ODB:
[bookmark: _Toc25073759][bookmark: _Toc34062924][bookmark: _Toc43119892][bookmark: _Toc49767944][bookmark: _Toc56434117][bookmark: _Toc145927240]5.2.2.2.1	General
The Create SM Context service operation shall be used to create an individual SM context, for a given PDU session, in the SMF, in the V-SMF for HR roaming scenarios, or in the I-SMF for a PDU session with an I-SMF.
…
-	the indication of PDU session establishment rejection together with the corresponding rejection cause, if the SMF supports the "PSER" (PDU Session Establishment Rejection) feature and the NF service consumer (i.e. the AMF) has determined that the PDU Session Establishment shall be rejected (e.g. due to the ODB configuration retrieved from the UDM).
This CR align TS 23.015 description to the agreement.
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	Clarify that AMF may ask SMF to reject the PDU session establishment due to ODB.
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* * * First Change * * * *
[bookmark: _Toc155128000]2.5B.2	Invocation of Barring
Barring of PDU Session establishment is invoked in the SMF. If the SMF receives from an UE connected over 5GS a PDU Session connectivity request which is prohibited by Operator Determined Barring, the SMF shall return a negative response to the request with an appropriate error indication to the UE over the 5G radio path.
NOTE:	Barring of PDU Session establishment for Packet Oriented Services is not applicable for Local Access Data Network (LADN).
For subscribers completely barred from the Packet Oriented Services, the AMF may reject the registration requests.
Barring of PDU Session establishment for other barring categories for the Packet Oriented Services, the SMF determines whether a request for PDU Session establishment shall be barred or not based on the subscription data from UDM as below:
-	For "bar subscribers completely from the Packet Oriented Services", the SMF shall reject the PDU connectivity request.
[bookmark: _Hlk145945756]-	For "bar a subscriber from requesting Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN", if the subscriber is not located in the HPLMN and the SMF being accessed is located in HPLMN, then the SMF shall reject the PDU connectivity request,
-	For "bar a subscriber from requesting Packet Oriented Services from access points that are within the roamed to VPLMN", if the subscriber is not located in the HPLMN and the SMF being accessed is located in VPLMN, then the SMF shall reject the PDU connectivity request.
The AMF may also determine a request for PDU Session establishment shall be barred or not based on above scenarios and indicate the SMF to reject the request.
Indicative message flow diagram for the handling of Operator Determined Barring of PDU Session establishment is given in figures 2.5B.2/1.
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Figure 2.5B.2/1: Operator Determined Barring of PDU Session Establishment in the SMF
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