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[bookmark: _Toc29900552][bookmark: _Toc2867189][bookmark: _Toc68604758][bookmark: _Toc36481844][bookmark: _Toc36481390]2	References
The following documents contain provisions that, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 21.111: "USIM and IC Card Requirements".
 [x]                        3GPP TS 31.130: "(U)SIM Application Programming Interface (API);(U)SIM API for Java Card"

****************************next of changes ********************************
4.2.xx	EFAC_GBAUAPI (Access Control to GBA_U_API)
If service n°2 is "available", this file shall be present.
This EF contains the list of pairs of Applet AID and NAF_ID. The Applet identified with the AID value is allowed to use the GBA_U API defined in 3GPP TS 31.130[x] with the Ks_int_NAF associated to the corresponding NAF_ID. 

	Identifier: '6Fxx'
	Structure: Linear fixed
	Optional

	Record length: Z>7 bytes
	Update activity: low

	Access Conditions:
	READ	ADM
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1 to Z
	Applet NAF Access Control TLV objects
	M
	Z bytes



Applet NAF Access Control TLV object

	Description
	Value
	M/O
	Length (bytes)

	Length
	Y
	M
	Note

	AID value
	--
	M
	5-16bytes

	Length
	Y
	M
	Note

	NAF_ID value
	--
	M
	Y

	Note:	The length is coded according to ISO/IEC 8825-1 



NOTE:	The use of this EF is described in 3GPP TS 31.130[x].



[bookmark: OLE_LINK5]****************************next of changes ********************************
[bookmark: _Toc2867218][bookmark: _Toc36481874][bookmark: _Toc29900581][bookmark: _Toc68604788][bookmark: _Toc36481419]4.3	ISIM file structure
This clause contains a figure depicting the file structure of the ADFISIM. ADFISIM shall be selected using the AID and information in EFDIR. 
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Figure 1: File identifiers and directory structures of ISIM
NOTE:	The value '6FF9' under ADFISIM was used in earlier versions of this specification, and should not be re-assigned in future versions.

[bookmark: OLE_LINK6]****************************next of changes ********************************
[bookmark: _Toc68604847][bookmark: _Toc29900640][bookmark: _Toc36481933][bookmark: _Toc2867277][bookmark: _Toc36481478]Annex A (informative):
EF changes via Data Download or USAT applications
This annex defines if changing the content of an EF by the network (e.g. by sending an SMS) or by a USAT Application is advisable. Updating of certain EFs "over the air" could result in unpredictable behaviour of the UE; these are marked "Caution" in the table below. Certain EFs are marked "No"; under no circumstances should "over the air" changes of these EFs be considered.

	File identification
	Description
	Change advised

	'6F02'
	IMS private user identity
	Caution (note 1)

	'6F03'
	Home Network Domain Name
	Caution (note 1)

	'6F04'
	IMS public user identity
	Caution (note 1)

	'6FAD'
	Administrative Data
	Caution

	'6F06'
	Access Rule Reference
	Caution

	'6F07'
	ISIM Service Table
	Caution

	'6F09'
	P-CSCF address
	Caution (note 1)

	'6FD5'
	GBA Bootstrapping parameters
	Caution

	'6FD7'
	GBA NAF List
	Caution

	'6FDD'
	NAF Key Centre Address
	Caution

	'6F3C'
	Short messages
	Yes

	'6F42'
	SMS parameters
	Yes

	'6F43'
	SMS status
	Yes

	'6F47'
	Short message status reports
	Yes

	'6FE5'
	Public Service Identity of the SM-SC
	Yes

	'6FE7'
	UICC IARI
	Caution (note 2)

	'6FF7'
	From Preferred
	Yes

	'6FF8'
	IMSConfigData
	Caution (note 1)

	'6FFC'
	XCAP Configuration Data
	Yes

	'6FFA'
	WebRTC URI
	Yes

	'6FFE'
	MuD and MiD configuration data
	Yes

	'6Fxx'
	Access Control to GBA_U_API
	Yes

	NOTE 1:	If EFIMPI, EFIMPU, EFDOMAIN, P-CSCF or IMSConfigData are changed, the UICC should issue a REFRESH command. 
NOTE 2:	If EFUICCIARI is changed, the UICC shall issue a REFRESH command as defined in TS 31.111 [31]. The ME shall read the updated list of IARIs associated with active applications installed on the UICC.



****************************next of changes ********************************
[bookmark: _Toc36481479][bookmark: _Toc68604848][bookmark: _Toc2867278][bookmark: _Toc29900641][bookmark: _Toc36481934]Annex B (informative):
Tags defined in 31.103

	Tag
	Name of Data Element
	Usage

	'80'
	NAF_ID
	EFGBANL

	'80'
	NAI TLV data object
	EFIMPI

	'80'
	P-CSCF TLV data object
	EFP-CSCF

	'80'
	URI TLV data object
	EFIMPU, EFDOMAIN, EFWebRTCURI

	'80'
	XCAP_conn_params_policy TLV TAG
	EFXCAPConfigData

	'80'
	IMS configuration data encoding
	EFIMSConfigData

	'80'
	MuD_and_MiD_configuration_data encoding
	EFMuDMiDConfigData

	'81'
	IMS configuration data
	EFIMSConfigData

	'81'
	B-TID
	EFGBANL

	'81'
	MuD_and_MiD_configuration_data
	EFMuDMiDConfigData

	'A0'
	XCAP_conn_params_policy part tag
The following tags are encapsulated within 'A0'
'81'    AccessForXCAP Tag
'82'    Number of XCAP connection parameters policy part TLV's Tag
'A1'    XCAP connection parameters policy part tag

	EFXCAPConfigData

	'A1'
	XCAP connection parameters policy part tag
The following tags are encapsulated within 'A1'
'81'    Access Tag
'82'    Application name Tag
'83'    Provider ID Tag
'84'    URI Tag
'85'    XCAP Authentication User Name Tag
'86'    XCAP Authentication password Tag
'87'…XCAP Authentication type Tag
'88'…Address type Tag
'89'…Address Tag
'8A'…PDP Authentication type Tag
'8B'…PDP Authentication Name Tag
'8C'…PDP Authentication Secret Tag
	EFXCAPConfigData

	'DB'
	Successful IMS authentication
	Response to AUTHENTICATE"IMS AKA security context"

	'DB'
	HTTP Digest Context response
	Response to AUTHENTICATE "HTTP Digest security context"

	'DB'
	Successful GBA operation
	Response to AUTHENTICATE "GBA security context"

	'DC'
	Synchronisation failure
	Response to AUTHENTICATE "IMS AKA security context" or "GBA security context (Bootstrapping Mode)"

	'DD'
	GBA Security Context Bootstrapping Mode
	AUTHENTICATE "GBA security context"

	'DE'
	GBA Security Context NAF Derivation Mode
	AUTHENTICATE "GBA security context"

	'80'
	Applet NAF Access Control TLV object
	EFAC_GBAUAPI



NOTE:	the value 'FF' is an invalid tag value. For ASN.1 tag assignment rules see ISO/IEC 8825-1 [20]
****************************next of changes ********************************

[bookmark: _Toc36481480][bookmark: _Toc68604849][bookmark: _Toc29900642][bookmark: _Toc2867279][bookmark: _Toc36481935]Annex C (informative):
Suggested contents of the EFs at pre‑personalization
If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

	File Identification
	Description
	Value

	
	
	

	'6F02'
	IMS private user identity
	'8000FF…FF'

	'6F03'
	Home Network Domain Name
	'8000FF…FF'

	'6F04'
	IMS public user identity
	'8000FF…FF'

	'6FAD'
	Administrative Data
	Operator dependent

	'6F06'
	Access Rule Reference
	Card issuer/operator dependent

	'6FD5'
	GBA Bootstrapping parameters
	 'FF…FF'

	'6F07'
	ISIM Service Table
	Operator dependent

	'6F09'
	P-CSCF address
	Operator dependent

	'6FD7'
	GBA NAF List
	'FF…FF'

	'6FDD'
	NAF Key Centre Address
	'FF…FF'

	'6FE7'
	UICC IARI
	Operator dependent

	'6FF7'
	From Preferred
	'00'

	'6FF8'
	IMSConfigData
	Operator dependent

	'6FFC'
	XCAP Configuration Data
	Operator dependent

	'6FFA'
	WebRTC URI
	Operator dependent

	'6FFE'
	MuD and MiD Configuration Data
	[bookmark: OLE_LINK8]Operator dependent

	'6Fxx'
	Access Control to GBA_U_API
	Operator dependent



****************************end of changes ********************************
