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####begin change####
[bookmark: _Toc156577791][bookmark: _Toc156987774]5.2	Structure and coding of TERMINAL PROFILE
Direction: ME to UICC.
The command header is specified in TS 31.101 [13].
Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth



-	Profile:
Contents:
-	The list of USAT facilities that are supported by the ME.
Coding:
-	1 bit is used to code each facility:
-	bit = 1: facility supported by ME.
-	bit = 0: facility not supported by ME.

…
Twenty third byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Geographical Location Reporting (if class "n" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR(UTRAN/E-UTRAN/NG-RAN))

	
	
	
	
	
	
	
	
	
	
	USSD Data download and application mode (if class "p" is supported)



…
####end of change####

