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	Reason for change:
	EFOPL5G (Service n°129) under DF 5GS is an equivalent file of 3G EFOPL (Service n°46). The ME shall use these EFs in association of the EFPNN only if Service n°45 is "available". Currently only availability of Service n°45 is specified for EFOPL but not for EFOPL5G whereas it should be.
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	Add an availabilty condition on Service n°129, depending on service n°45.
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* * * First Change * * * *
[bookmark: _Toc11052797][bookmark: _Toc20391637][bookmark: _Toc27773603][bookmark: _Toc36474028][bookmark: _Toc36477384][bookmark: _Toc44930276][bookmark: _Toc50965045][bookmark: _Toc57101813][bookmark: _Toc155591157]4.2.8	EFUST (USIM Service Table)
This EF indicates which services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

	Identifier: '6F38'
	Structure: transparent
	Mandatory

	SFI: '04'
	

	File size: X bytes, (X ≥ 1)
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1
	Services n1 to n8
	M
	1 byte

	2
	Services n9 to n16
	O
	1 byte

	3
	Services n17 to n24
	O
	1 byte

	4
	Services n25 to n32
	O
	1 byte

	etc.
	
	
	

	X
	Services n(8X‑7) to n(8X)
	O
	1 byte



	‑Services
	
	

	   Contents:
	Service n°1:
	Local Phone Book

	
	Service n°2:
	Fixed Dialling Numbers (FDN)

	
	Service n°3:
	Extension 2

	
	Service n°4:
	Service Dialling Numbers (SDN)

	
	Service n°5:
	Extension3

	
	Service n°6:
	Barred Dialling Numbers (BDN)

	
	Service n°7:
	Extension4

	
	Service n°8:
	Outgoing Call Information (OCI and OCT)

	
	Service n°9:
	Incoming Call Information (ICI and ICT)

	
	Service n°10:
	Short Message Storage (SMS)

	
	Service n°11:
	Short Message Status Reports (SMSR)

	
	Service n°12:
	Short Message Service Parameters (SMSP)

	
	Service n°13:
	Advice of Charge (AoC)

	
	Service n°14:
	Capability Configuration Parameters 2 (CCP2)

	
	Service n°15:
	Cell Broadcast Message Identifier 

	
	Service n°16:
	Cell Broadcast Message Identifier Ranges 

	
	Service n°17:
	Group Identifier Level 1

	
	Service n°18:
	Group Identifier Level 2

	
	Service n°19:
	Service Provider Name

	
	Service n°20:
	User controlled PLMN selector with Access Technology

	
	Service n°21:
	MSISDN

	
	Service n°22:
	Image (IMG)

	
	Service n°23:
	Support of Localised Service Areas (SoLSA) 

	
	Service n°24:
	Enhanced Multi‑Level Precedence and Pre‑emption Service

	
	Service n°25:
	Automatic Answer for eMLPP

	
	Service n°26:
	RFU

	
	Service n°27:
	GSM Access

	
	Service n°28:
	Data download via SMS-PP

	
	Service n°29:
	Data download via SMS‑CB

	
	Service n°30:
	Call Control by USIM

	
	Service n°31:
	MO-SMS Control by USIM

	
	Service n°32:
	RUN AT COMMAND command

	
	Service n°33:
	shall be set to '1'

	
	Service n°34:
	Enabled Services Table

	
	Service n°35:
	APN Control List (ACL)

	
	Service n°36:
	Depersonalisation Control Keys

	
	Service n°37:
	Co-operative Network List

	
	Service n°38:
	GSM security context 

	
	Service n°39:
	CPBCCH Information

	
	Service n°40:
	Investigation Scan

	
	Service n°41:
	MexE

	
	Service n°42:
	Operator controlled PLMN selector with Access Technology

	
	Service n°43:
	HPLMN selector with Access Technology

	
	Service n°44:
	Extension 5

	
	Service n°45:
	PLMN Network Name

	
	Service n°46:
	Operator PLMN List

	
	…
	

	
	Service n°129
	5GS Operator PLMN List

	
	Service n°130
	Support for SUPI of type NSI or GLI or GCI

	
	Service n°131
	3GPP PS Data Off separate Home and Roaming lists

	
	Service n°132
	Support for URSP by USIM

	
	Service n°133
	5G Security Parameters extended

	
	Service n°134
	MuD and MiD configuration data

	
	Service n°135
	Support for Trusted non-3GPP access networks by USIM

	
	Service n°136
	Support for multiple records of NAS security context storage for multiple registration

	
	Service n°137
	Pre-configured CAG information list

	
	Service n°138
	SOR-CMCI storage in USIM

	
	Service n°139
	5G ProSe

	
	Service n°140
	Storage of disaster roaming information in USIM

	
	Service n°141
	Pre-configured eDRX parameters

	
	Service n°142
	5G NSWO support

	
	Service n°143
	PWS configuration for SNPN in USIM

	
	Service n°144
	Multiplier Coefficient for Higher Priority PLMN search via NG-RAN satellite access

	
	Service n°145
	KAUSF derivation configuration

	
	Service n°146
	Network Identifier for SNPN (NID)



The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of the 3GPP.
Service n°46 and Service n°149 can only be declared "available" if service n°45 is declared "available".
Service n°95, n°99 and n°115 shall not be declared "available" if an ISIM application is present on the UICC.
Service n°125 shall only be taken into account if Service n°124 is declared "available". If Service n°124 and Service n°125 are declared "available", the "SUCI calculation is to be performed by the USIM". If Service n°124 is declared "available" and Service n°125 is not declared "available", the "SUCI calculation is to be performed by the ME".

Coding:
1 bit is used to code each service:
bit = 1: service available;
bit = 0: service not available.
-	Service available means that the USIM has the capability to support the service and that the service is available for the user of the USIM unless the service is identified as "disabled" in EFEST.
Service not available means that the service shall not be used by the USIM user, even if the USIM has the capability to support the service.
First byte:

	
	
	b8
	b7
	b6
	B5
	B4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Service n°1

	
	
	
	
	
	
	
	
	
	
	Service n°2

	
	
	
	
	
	
	
	
	
	
	Service n°3

	
	
	
	
	
	
	
	
	
	
	Service n°4

	
	
	
	
	
	
	
	
	
	
	Service n°5

	
	
	
	
	
	
	
	
	
	
	Service n°6

	
	
	
	
	
	
	
	
	
	
	Service n°7

	
	
	
	
	
	
	
	
	
	
	Service n°8



Second byte:

	
	
	b8
	b7
	b6
	B5
	B4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Service n°9

	
	
	
	
	
	
	
	
	
	
	Service n°10

	
	
	
	
	
	
	
	
	
	
	Service n°11

	
	
	
	
	
	
	
	
	
	
	Service n°12

	
	
	
	
	
	
	
	
	
	
	Service n°13

	
	
	
	
	
	
	
	
	
	
	Service n°14

	
	
	
	
	
	
	
	
	
	
	Service n°15

	
	
	
	
	
	
	
	
	
	
	Service n°16



etc.

* * * End of Changes * * * *
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