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1.1 [bookmark: _Toc155364634]fl_TC_8_1_1_4_1_TestBody
	Functionname
	fl_TC_8_1_1_4_1_TestBody

	Reason for change
	In NRcell1, radiolinkMonitoringconfig is configured to monitor ssb_indx 1. Then UE goto NRcell 2 radiolinkMonitoringconfig is set to omit, UE still monitor ssb_index 1. But in SIB1 of NRcell 2,only ssb_idx 0 exist, this will lead to radio link failure in test procedure.

	Summary of change
	Set radiolinkMonitoringconfig for NRcell2 at  step17.

	TTCN module
	RRC_Resume_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_8_1_1_4_1_TestBody() runs on NR5GC_PTC
{
    //@sic R5-197053, R5-198912, R5s191051 sic@
    var PDUSessionInfoList_Type v_PDUSessionInfo; // @sic R5-227538 sic@
    var integer v_DRBId;
    var integer v_ModificationPeriodFrames;
    var float v_ModificationPeriod;
    var template (value) CellGroupConfig v_CellGroupConfig;
    var NR_DownlinkBWP_Type v_NR_DownlinkBWP_Cell2; // @sic R5-204436 sic@
    var PDSCH_Config v_PDSCH_Config; // @sic R5-204436 sic@
    var template (omit) NR_BWP_DownlinkDedicated_PDSCH_Config_Type v_BWP_DownlinkDedicated_PDSCH_Config; // @sic R5-204436 sic@
    var integer v_PrachConfigurationIndex; // @sic R5-213465 sic@
    var NR_PhysicalParameters_Type v_PhysicalParameters; // @sic R5-213465 sic@
    var template (omit) NR_SRB_COMMON_IND v_SrbIndByRef := omit;    // not used (needed when other information of the RRC message needs to be access) // @sic R5-213465 sic@
    var template (omit) NR_SYSTEM_IND v_SysIndByRef := omit;        // to store SYSTEM_IND if it takes over the RRC message // @sic R5-213465 sic@
    var template (present) TimingInfo_Type v_TimingInfo; // @sic R5-213465 sic@
    timer t_WaitTime := 60.0;

    …

    //@siclog "Step 17" siclog@
    //The SS transmits an RRCResume message
    //@sic R5-201646, R5-204436 sic@
    v_NR_DownlinkBWP_Cell2 := f_NR_CellInfo_GetDownlinkBWP(nr_Cell2, tsc_NR_BWP_Id);
    v_PDSCH_Config := v_NR_DownlinkBWP_Cell2.Pdsch.ConfigDedicated.R15;
    v_PDSCH_Config.dmrs_DownlinkForPDSCH_MappingTypeA := omit;
    v_BWP_DownlinkDedicated_PDSCH_Config := {setup := v_PDSCH_Config};
    v_CellGroupConfig := f_NR_GetSCGConfigResume(nr_Cell2);
    v_CellGroupConfig.spCellConfig.spCellConfigDedicated.initialDownlinkBWP := cs_BWP_DownlinkDedicated_Def(-, v_BWP_DownlinkDedicated_PDSCH_Config);
    f_NR_SendRRCResume_Def(nr_Cell2, -, -, v_CellGroupConfig);

    //@siclog "Step 18" siclog@
    //The UE transmit an RRCResumeComplete message to complete the resume procedure
f_NR_RRCResumeComplete_Def(nr_Cell2);

…
  }



After Change:
	function fl_TC_8_1_1_4_1_TestBody() runs on NR5GC_PTC
  {
    //@sic R5-197053, R5-198912, R5s191051 sic@
    var PDUSessionInfoList_Type v_PDUSessionInfo; // @sic R5-227538 sic@
    var integer v_DRBId;
    var integer v_ModificationPeriodFrames;
    var float v_ModificationPeriod;
    var template (value) CellGroupConfig v_CellGroupConfig;
    var NR_DownlinkBWP_Type v_NR_DownlinkBWP_Cell2; // @sic R5-204436 sic@
    var PDSCH_Config v_PDSCH_Config; // @sic R5-204436 sic@
    var template (omit) NR_BWP_DownlinkDedicated_PDSCH_Config_Type v_BWP_DownlinkDedicated_PDSCH_Config; // @sic R5-204436 sic@
    var integer v_PrachConfigurationIndex; // @sic R5-213465 sic@
    var NR_PhysicalParameters_Type v_PhysicalParameters; // @sic R5-213465 sic@
    var template (omit) NR_SRB_COMMON_IND v_SrbIndByRef := omit;    // not used (needed when other information of the RRC message needs to be access) // @sic R5-213465 sic@
    var template (omit) NR_SYSTEM_IND v_SysIndByRef := omit;        // to store SYSTEM_IND if it takes over the RRC message // @sic R5-213465 sic@
    var template (present) TimingInfo_Type v_TimingInfo; // @sic R5-213465 sic@
    timer t_WaitTime := 60.0;
	var template (omit) NR_BWP_DownlinkDedicated_RadioLinkMonitoringConfig_Type v_RadioLinkMonitoringConfig;

    …

    //@siclog "Step 17" siclog@
    //The SS transmits an RRCResume message
    //@sic R5-201646, R5-204436 sic@
    v_NR_DownlinkBWP_Cell2 := f_NR_CellInfo_GetDownlinkBWP(nr_Cell2, tsc_NR_BWP_Id);
    v_PDSCH_Config := v_NR_DownlinkBWP_Cell2.Pdsch.ConfigDedicated.R15;
    v_PDSCH_Config.dmrs_DownlinkForPDSCH_MappingTypeA := omit;
    v_BWP_DownlinkDedicated_PDSCH_Config := {setup := v_PDSCH_Config};
	
	v_RadioLinkMonitoringConfig := cs_38508_RadioLinkMonitoringConfigDef(f_NR_CellInfo_GetSSB_Index(nr_Cell2));    f_NR_CellInfo_SetRadioLinkMonitoringConfig(nr_Cell2, v_RadioLinkMonitoringConfig);
    
    v_CellGroupConfig := f_NR_GetSCGConfigResume(nr_Cell2);
    v_CellGroupConfig.spCellConfig.spCellConfigDedicated.initialDownlinkBWP := cs_BWP_DownlinkDedicated_Def(-, v_BWP_DownlinkDedicated_PDSCH_Config,-,v_RadioLinkMonitoringConfig);
    f_NR_SendRRCResume_Def(nr_Cell2, -, -, v_CellGroupConfig);

    //@siclog "Step 18" siclog@
    //The UE transmit an RRCResumeComplete message to complete the resume procedure
f_NR_RRCResumeComplete_Def(nr_Cell2);

…

  }



